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LPC111x/LPC11C1x/LPC11C2x User manual

Added part LPC111x/303 to the LPC1100XL series. See Section 1.1 “Introduction”.

Update Bit 7 (RX) of Table 251 “CAN test register (CANTEST, address 0x4005 0014) bit description”:
0: Dominant. The CAN bus is dominant (CAN_RXD = 0).

1: Recessive. The CAN bus is recessive (CAN_RXD = 1).

Updated Section 26.3.1 “Bootloader”: Added text: PIO1_6 is ISP_RXD and PIO1_7 is ISP_TXD.

LPC111x/LPC11C1x/LPC11C2x User manual

Section 5.2 added to describe the requirement to disable all interrupts before calling the power profiles and
the requirement to use default mode when calling the IAP functions.

20140324

20130807

20120924

20120726

20120626

LPC111x/LPC11C1x/LPC11C2x User manual

Parts LPC1112JHI133/203, LPC1114JHN33/333, LPC1115JET48/303, and LPC1115JBD48/303 added.

C_CAN Figure 67 “Bit timing” and TSEG1 bit description in Table 249 “CAN bit timing register (CANBT,
address 0x4005 000C) bit description” updated for clarification.

Section 16.7.5.2 “Calculating the C_CAN bit rate” added.

Parts added: LPC1114JHI133/303, LPC1111JHN33/103, LPC1112JHN33/203, LPC1113JHN33/203,
LPC1114JHN33/303, LPC1114JBD48/333, LPC1112FHI33/102, LPC1114JBD48/303,
LPC1114JBD48/323, LPC1113JHN33/303, LPC1112JHN33/103, LPC1111JHN33/203,
LPC1114JHN33/203.

Pin description tables for RESET/PIO0_0 updated: In deep power-down mode, this pin must be pulled
HIGH externally. The RESET pin can be left unconnected or be used as a GPIO pin if an external
RESET function is not needed.

Pin description notes relating to open-drain 12C-bus pins updated for clarity.

Pin description of the WAKEUP pin updated for clarity.

Remark added to Section 3.9.3.3 “Wake-up from Deep-sleep mode”: After wake-up, reprogram the
clock source for the main clock.

LPC111x/LPC11C1x/LPC11C2x User manual

Remove instruction breakpoints from feature list for SWD. See Section 27.2.
IRQLATENCY register added in SYSCON block. See Table 35.

Reset value of the C_CAN CANCLKDIV register changed to 0x1, See Table 275.
RAM used by ISP sizes updated. See Section 26.4.8, Section 26.4.9.
SSEL1_LOC Register description corrected. See Table 152.

Added LPC1115FET48.

Editorial updates.

Updated Go command Section 26.5.8.

LPC111x/LPC11C1x/LPC11C2x User manual

BOD level O for reset added. See Table 33.
Description of the TEMT bit in the UART LSR register updated. See Table 196.

LPC111x/LPC11C1x/LPC11C2x User manual

Function SSEL1 added to pin PIO2_0 in Table 170 and Figure 28.
BOD level O for reset and interrupt removed.

LPC111x/LPC11C1x/LPC11C2x User manual
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Revision history ...continued

Rev Date Description

Modifications: ® LPC1112FHN24 pinout corrected in Table 161 and Figure 18.

® Description of BYPASS bit corrected in Table 12 “System oscillator control register (SYSOSCCTRL,
address 0x4004 8020) bit description”.

Contact information

For more information, please visit: http://www.nxp.com

For sales office addresses, please send an email to: salesaddresses@nxp.com
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Revision history ...continued

Rev Date Description

9 20120517 LPC111x/LPC11C1x/LPC11C2x/LPC11D14 User manual

Modifications: .

LPC11D14/PCF8576D block diagram updated (see Figure 5).

Description of interrupt use with IAP calls updated (see Section 26.4.7).

SYSRSTSTAT register access changed to R/W (Table 7).

Frequency values for FREQSEL bits in the WDTOSCCTRL register corrected (see Table 13).
Figure 9 updated (RESET changed to internal reset).

Limit number of bytes copied in Copy RAM to flash ISP and IAP commands for parts with less than
4 kB SRAM (see Table 381 and Table 396).

Figure 14 updated with pseudo open-drain mode.
Part LPC1112FHN24/202 added.

Part IDs added for parts LPC1110FD20, LPC1111FDH20/002, LPC1112FD20/102,
LPC1112FDH20/102, LPC1112FDH28/102, LPC1114FDH28/102, LPC1114FN28/102.

SRAM use by bootloader specified in Section 26.3.1.

8 20120308 LPC111x/LPC11C1x/LPC11C2x User manual

7 20110919 LPC111x/LPC11C1x/LPC11C2x User manual

6 20110822 LPC111x/LPC11C1x/LPC11C2x User manual

5 20110621 LPC111x/LPC11C1x/LPC11C2x User manual

4 20110304 LPC111x/LPC11C1x/LPC11C2x User manual

3 20110114 LPC111x/LPC11C1x/LPC11C2x User manual

2 20101102 LPC111x/LPC11C1x User manual

1 20100721 LPC111x/LPC11C1x User manual
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Chapter 1: LPC111x/LPC11Cxx Introductory information
Rev. 12.4 — 22 December 2016 User manual

1.1 Introduction

UM10398

The LPC111x/LPC11Cxx are a ARM Cortex-MO0 based, low-cost 32-bit MCU family,
designed for 8/16-bit microcontroller applications, offering performance, low power, simple
instruction set and memory addressing together with reduced code size compared to
existing 8/16-bit architectures.

The LPC111x/LPC11Cxx operate at CPU frequencies of up to 50 MHz.

The peripheral complement of the LPC111x/LPC11Cxx includes up to 32 kB of flash
memory, up to 8 kB of data memory, one C_CAN controller (LPC11Cxx), one Fast-mode
Plus I12C-bus interface, one RS-485/EIA-485 UART, up to two SPI interfaces with SSP
features, four general purpose timers, a 10-bit ADC, and up to 42 general purpose 1/O
pins.

On-chip C_CAN drivers and flash In-System Programming tools via C_CAN are included
on the LPC11Cxx. In addition, parts LPC11C2x are equipped with an on-chip CAN
transceiver.

Remark: This user manual covers the LPC111x/LPC11Cxx parts and the LPC11D14
dual-chip part with PCF8576D LCD controller. The LPC111x/LPC11Cxx parts are grouped
by the following series and part names (see Table 1 for a feature overview):

¢ LPC1100 series (parts LPC111x/101/201/301)

¢ LPC1100L series (parts LPC111x/102/202/302) and part LPC11D14 with LCD
controller.

¢ LPC1100XL series (parts LPC111x/103/203/303/323/333)
* LPC11CO0O0 series (parts LPC11C1x/301 and LPC11C2x/301) with C_CAN controller.

For related documentation, see Section 29.2 “References”.

All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Table 1. LPC111x/LPC11Cxx feature changes
Series Features overview
LPC1100 series ® |2C, SSP, UART, GPIO
® Timers and watch dog timer
® 10-bit ADC
* Flash/SRAM memory
® For a full feature list, see Section 1.2.

LPC1100L series LPC1100 series features plus the following additional features:
* Power profiles with lower power consumption in Active and Sleep modes.
® Internal pull-up resistors pull up pins to full Vpp level.
* Programmable pseudo open-drain mode for GPIO pins.
* WWDT with clock source lock capability.
* Small packages (TSSOP, SO, DIP, HVYQFN)
LPC1100XL LPC1100L series features plus the following new features:
series * Flash page erase In-Application Programming (IAP) function.
® Timer, UART, and SSP functions pinned out on additional pins.
® One capture function added for each timer.

® Capture-clear feature on the 16-bit and 32-bit timers for easy pulse-width
measurements.

LPC11CO00 series LPC1100 series features plus the following additional features:
® CAN controller.
® On-chip CAN drivers.
® On-chip CAN transceiver (LPC11C2x).
* WDT (not windowed) with clock source lock capability.

LPC11D14 LPC1100L series with LCD controller PCF8576D in a dual-chip package.
(LPC1100L
series)

UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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1.2 Features

Chapter 1: LPC111x/LPC11Cxx Introductory information

UM10398

System:

ARM Cortex-MO processor, running at frequencies of up to 50 MHz.
ARM Cortex-MO built-in Nested Vectored Interrupt Controller (NVIC).
Serial Wire Debug.

System tick timer.

Memory:

On-chip flash programming memory for LPC1100, LPC1100L, and LPC1100C
series: 32 kB (LPC1114/LPC11C14), 24 kB (LPC1113), 16 kB
(LPC1112/LPC11C12), or 8 kB (LPC1111), 4kB (LPC1110).

On-chip flash programming memory for LPC1100XL series: 8 kB (LPC1111), 16 kB
(LPC1112), 24 kB (LPC1113), 32 kB (LPC1114/203/303), 48 kB (LPC1114/323),
56 kB (LPC1114/333), 64 kB (LPC1115).

8 kB, 4 kB, 2 kB, or 1 kB SRAM.

In-System Programming (ISP) and In-Application Programming (IAP) via on-chip
bootloader software.

LPC1100XL series only: page erase IAP command.

Digital peripherals:

Up to 42 General Purpose 1/0 (GPIO) pins with configurable pull-up/pull-down
resistors. Number of GPIO pins is reduced for smaller packages and
LPC11C22/C24.

GPIO pins can be used as edge and level sensitive interrupt sources.
High-current output driver (20 mA) on one pin.
High-current sink drivers (20 mA) on two 12C-bus pins in Fast-mode Plus.

Four general purpose timers/counters with a total of four capture inputs and up to
13 match outputs.

Programmable WatchDog Timer (WDT).

Analog peripherals:

10-bit ADC with input multiplexing among up to 8 pins.

Serial interfaces:

UART with fractional baud rate generation, internal FIFO, and RS-485 support.

Two SPI controllers with SSP features and with FIFO and multi-protocol
capabilities (second SPI on LQFP48 packages only).

I2C-bus interface supporting full I2C-bus specification and Fast-mode Plus with a
data rate of 1 Mbit/s with multiple address recognition and monitor mode.

C_CAN controller (LPC11Cxx only). On-chip CAN and CANopen drivers included.
On-chip, high-speed CAN transceiver (parts LPC11C22/C24 only).

Clock generation:

12 MHz internal RC oscillator trimmed to 1% accuracy that can optionally be used
as a system clock.

Crystal oscillator with an operating range of 1 MHz to 25 MHz.

All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Programmable watchdog oscillator with a frequency range of 7.8 kHz to 1.8 MHz.

PLL allows CPU operation up to the maximum CPU rate without the need for a
high-frequency crystal. May be run from the system oscillator or the internal RC
oscillator.

Clock output function with divider that can reflect the system oscillator clock, IRC
clock, CPU clock, and the Watchdog clock.

* Power control:

Integrated PMU (Power Management Unit) to minimize power consumption during
Sleep, Deep-sleep, and Deep power-down modes.

Power profiles residing in boot ROM allowing to optimize performance and
minimize power consumption for any given application through one simple function
call. (On LPC1100L and LPC1100XL parts only).

Three reduced power modes: Sleep, Deep-sleep, and Deep power-down.

Processor wake-up from Deep-sleep mode via a dedicated start logic using up to
13 of the functional pins.

Power-On Reset (POR).
Brownout detect with up to four separate thresholds for interrupt and forced reset.

¢ Unique device serial number for identification.
* Single 3.3 V power supply (1.8 V to 3.6 V).
* Available as LQFP48 package, HVQFN33 package.

¢ LPC1100L series also available as HVQFN24, TSSOP28 package, DIP28 package,
TSSOP20 package, and SO20 package.

¢ Available as dual-chip module consisting of the LPC1114 single-chip microcontroller
combined with a PCF8576D Universal LCD driver in a 100-pin LQFP package (part
LPC11D14FBD100/302).1

1. For details on the PCF8576D operation, see Ref. 3.

UM10398
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1.3 Ordering information

Table 2.

Ordering information

Type number Package
Name Description Version
S020, TSSOP20, TSSOP28, and DIP28 packages
LPC1110FD20 S020 S020: plastic small outline package; 20 leads; body width 7.5 mm  SOT163-1
LPC1111FDH20/002 TSSOP20  TSSOP20: plastic thin shrink small outline package; 20 leads; body SOT360-1
width 4.4 mm
LPC1112FD20/102 S020 S020: plastic small outline package; 20 leads; body width 7.5 mm  SOT163-1
LPC1112FDH20/102 TSSOP20  TSSOP20: plastic thin shrink small outline package; 20 leads; body SOT360-1
width 4.4 mm
LPC1112FDH28/102 TSSOP28  TSSOP28: plastic thin shrink small outline package; 28 leads; body SOT361-1
width 4.4 mm
LPC1114FDH28/102 TSSOP28  TSSOP28: plastic thin shrink small outline package; 28 leads; body SOT361-1
width 4.4 mm
LPC1114FN28/102 DIP28 DIP28: plastic dual in-line package; 28 leads (600 mil) SOT117-1
HVQFN24/33, LQFP48, and TFBGA48 packages
LPC1111FHN33/101 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111FHN33/102 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111FHN33/201 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111FHN33/202 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111FHN33/103 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111JHN33/103 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111FHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1111JHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1112FHN33/101 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1112FHN33/102 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1112FHN33/201 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1112FHN33/202 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm
LPC1112FHN24/202 HVQFN24  HVQFN24: plastic thermal enhanced very thin quad flat package; no SOT616-3
leads; 24 terminals; body 4 x 4 x 0.85 mm
LPC1112FHI33/102 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 5 x 5 x 0.85 mm
LPC1112FHI33/202 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a

UM10398

leads; 33 terminals; body 5 x 5 x 0.85 mm
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Table 2. Ordering information ...continued

Type number Package
Name Description Version

LPC1112FHI33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 5 x 5 x 0.85 mm

LPC1112JHI33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 5 x 5 x 0.85 mm

LPC1112FHN33/103 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1112JHN33/103 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1112JHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1112FHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FHN33/201 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FHN33/202 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113JHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FHN33/301 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FHN33/302 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FHN33/303 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113JHN33/303 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114FHN33/201 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114FHN33/202 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114FHN33/301 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114FHN33/302 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114FHI33/302 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 5 x 5 x 0.85 mm

LPC1114FHI33/303 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 5 x 5 x 0.85 mm

LPC1114JHI33/303 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 5 x 5 x 0.85 mm

LPC1114FHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114JHN33/203 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Chapter 1: LPC111x/LPC11Cxx Introductory information

Ordering information ...continued

Type number Package
Name Description Version

LPC1114FHN33/303 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114JHN33/303 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114FHN33/333 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1114JHN33/333 HVQFN33  HVQFN: plastic thermal enhanced very thin quad flat package; no  n/a
leads; 33 terminals; body 7 x 7 x 0.85 mm

LPC1113FBD48/301 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1113FBD48/302 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1113FBD48/303 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1113JBD48/303 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114FBD48/301 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114FBD48/302 LQFP48 LQFPA48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114FBD48/303 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC11143BD48/303 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114FBD48/323 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114JBD48/323 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114FBDA48/333 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1114JBD48/333 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1115FBD48/303 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1115JBD48/303 LQFP48 LQFP48: plastic low profile quad flat package; 48 leads; body 7 x 7 x  SOT313-2
1.4 mm

LPC1115FET48/303 TFBGA48 plastic thin fine-pitch ball grid array package; 48 balls; body 4.5 x 4.5 SOT1155-2
x 0.7 mm

LPC1115JET48/303 TFBGA48 plastic thin fine-pitch ball grid array package; 48 balls; body 4.5 x 4.5 SOT1155-2
x 0.7 mm
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Table 3.  Ordering options
Type number Series Flash 5 ® 0 = Package

= ¥ - LE

g = - - £F

3 e < _ £ o 9 3 52

e s & 5 & 2 & O 88
LPC1110
LPC1110FD20 LPC1100L 4kB 1kB 1 1 1 yes 5 16 - F S020
LPC1111
LPC1111FDH20/002 LPCl1100L 8kB 2kB 1 1 1 yes 5 16 - F TSSOP20
LPC1111FHN33/101 LPC1100 8kB 2kB 1 1 1 no 8 28 - F HVQFN33
LPC1111FHN33/102 LPC1100L 8kB 2kB 1 1 1 yes 8 28 - F HVQFN33
LPC1111FHN33/103 LPC1100XL 8kB 2kB 1 1 2 yes 8 28 - F HVQFN33
LPC1111JHN33/103 LPC1100XL 8kB 2kB 1 1 2 yes 8 28 - J HVQFN33
LPC1111FHN33/201 LPC1100 8kB 4kB 1 1 1 no 8 28 - F HVQFN33
LPC1111FHN33/202 LPC1100L 8kB 4kB 1 1 1 yes 8 28 - F HVQFN33
LPC1111FHN33/203 LPC1100XL 8kB 4kB 1 1 2 yes 8 28 - F HVQFN33
LPC1111JHN33/203 LPC1100XL 8kB 4kB 1 1 2 yes 8 28 - J HVQFN33
LPC1112
LPC1112FD20/102 LPCl1100L 16kB 4kB 1 1 1 yes 5 16 - F S020
LPC1112FDH20/102 LPC1100L 16kB 4kB 1 - 1 yes 5 14 - F TSSOP20
LPC1112FDH28/102 LPC1100L 16kB 4kB 1 1 1 yes 6 22 - F TSSOP28
LPC1112FHN33/101 LPC1100 16 kB 2kB 1 1 1 no 8 28 - F HVQFN33
LPC1112FHN33/102 LPC1100L 16kB 2kB 1 1 1 yes 8 28 - F HVQFN33
LPC1112FHI33/102 LPC1100L 16kB 2kB 1 1 1 yes 8 28 - F HVQFN33
LPC1112FHN33/103 LPC1100XL 16kB 2kB 1 1 2 yes 8 28 - F HVQFN33
LPC1112JHN33/103 LPC1100XL 16kB 2kB 1 1 2 yes 8 28 - J HVQFN33
LPC1112FHN33/201 LPC1100 16 kB 4 kB 1 1 1 no 8 28 - F HVQFN33
LPC1112FHN24/202 LPC1100L 16kB 4kB 1 1 1 yes 6 19 - F HVQFN24
LPC1112FHN33/202 LPC1100L 16kB 4kB 1 1 1 yes 8 28 - F HVQFN33
LPC1112FHN33/203 LPC1100XL 16 kB 4kB 1 1 2 yes 8 28 - F HVQFN33
LPC1112JHN33/203 LPC1100XL 16kB 4kB 1 1 2 yes 8 28 - J HVQFN33
LPC1112FHI33/202 LPC1100L 16kB 4kB 1 1 1 yes 8 28 - F HVQFN33
LPC1112FHI33/203 LPC1100XL 16 kB 4kB 1 1 2 yes 8 28 - F HVQFN33
LPC1112JHI33/203 LPC1100XL 16 kB 4kB 1 1 2 yes 8 28 - J HVQFN33
LPC1113
LPC1113FHN33/201 LPC1100 24kB 4kB 1 1 1 no 8 28 - F HVQFN33
LPC1113FHN33/202 LPC1100L 24kB 4kB 1 1 1 yes 8 28 - F HVQFN33
LPC1113FHN33/203 LPC1100XL 24 kB 4kB 1 1 2 yes 8 28 - F HVQFN33
LPC1113JHN33/203 LPC1100XL 24 kB 4kB 1 1 2 yes 8 28 - J HVQFN33
LPC1113FHN33/301 LPC1100 24kB 8kB 1 1 1 no 8 28 - F HVQFN33
LPC1113FHN33/302 LPC1100L 24kB 8kB 1 1 1 yes 8 28 - F HVQFN33
LPC1113FHN33/303 LPC1100XL 24 kB 8kB 1 1 2 yes 8 28 - F HVQFN33
UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Table 3.  Ordering options ...continued
Type number Series Flash 5 9 k%) =] Package

= 3 5 £ o5

T x < _ g o 9 § 52

s 5 8 5 & g & O 88
LPC1113JHN33/303 LPC1100XL 24 kB 8kB 1 1 2 yes 8 28 - J HVQFN33
LPC1113FBD48/301 LPC1100 24kB 8kB 1 1 2 no 8 42 - F LQFP48
LPC1113FBD48/302 LPC1100L 24kB 8kB 1 1 2 yes 8 42 - F LQFP48
LPC1113FBD48/303 LPC1100XL 24 kB 8kB 1 1 2 yes 8 42 - F LQFP48
LPC1113JBD48/303 LPC1100XL 24 kB 8kB 1 1 2 yes 8 42 - LQFP48
LPC1114
LPC1114FDH28/102 LPC1100L 32kB 4kB 1 1 1 yes 6 22 F  TSSOP28
LPC1114FN28/102 LPC1100L 32kB 4kB 1 1 1 yes 6 22 F DIP28
LPC1114FHN33/201 LPC1100 32kB 4kB 1 1 1 no 8 28 - F HVQFN33
LPC1114FHN33/202 LPC1100L 32kB 4kB 1 1 1 yes 8 28 - F HVQFN33
LPC1114FHN33/203 LPC1100XL 32kB 4kB 1 1 2 yes 8 28 - F HVQFN33
LPC1114JHN33/203 LPC1100XL 32kB 4kB 1 1 2 yes 8 28 - J HVQFN33
LPC1114FHN33/301 LPC1100 32kB 8kB 1 1 1 no 8 28 - F HVQFN33
LPC1114FHN33/302 LPC1100L 32kB 8kB 1 1 1 yes 8 28 - F HVQFN33
LPC1114FHN33/303 LPC1100XL 32kB 8kB 1 1 2 yes 8 28 - F HVQFN33
LPC1114JHN33/303 LPC1100XL 32kB 8kB 1 1 2 yes 8 28 - J HVQFN33
LPC1114FHN33/333 LPC1100XL 56 kB 8 kB 1 1 2 yes 8 28 - F HVQFN33
LPC1114JHN33/333 LPC1100XL 56 kB 8 kB 1 1 2 yes 8 28 - J HVQFN33
LPC1114FHI33/302 LPC1100L 32kB 8kB 1 1 1 yes 8 28 - F HVQFN33
LPC1114FHI33/303 LPC1100XL 32kB 8kB 1 1 2 yes 8 28 - F HVQFN33
LPC1114JHI33/303 LPC1100XL 32kB 8kB 1 1 2 yes 8 28 - J HVQFN33
LPC1114FBD48/301 LPC1100 32kB 8kB 1 1 2 no 8 42 - F LQFP48
LPC1114FBD48/302 LPC1100L 32kB 8kB 1 1 2 yes 8 42 - F LQFP48
LPC1114FBD48/303 LPC1100XL 32kB 8kB 1 1 2 yes 8 42 - F LQFP48
LPC1114JBD48/303 LPC1100XL 32kB 8kB 1 1 2 yes 8 42 - LQFP48
LPC1114FBD48/323 LPC1100XL 48kB 8kB 1 1 2 yes 8 42 - F LQFP48
LPC1114JBD48/323 LPC1100XL 48kB 8kB 1 1 2 yes 8 42 - LQFP48
LPC1114FBD48/333 LPC1100XL 56 kB 8 kB 1 1 2 yes 8 42 - F LQFP48
LPC1114JBD48/333 LPC1100XL 56 kB 8 kB 1 1 2 yes 8 42 - LQFP48
LPC1115
LPC1115FET48/303 LPC1100XL 64 kB 8 kB 1 1 2 yes 8 42 - F  TFBGA48
LPC1115JET48/303 LPC1100XL 64 kB 8 kB 1 1 2 yes 8 42 - J TFBGA48
LPC1115FBD48/303 LPC1100XL 64 kB 8kB 1 1 2 yes 8 42 - F LQFP48
LPC1115JBD48/303 LPC1100XL 64 kB 8 kB 1 1 2 yes 8 42 - LQFP48
LPC11C12/LPC11C14
LPC11C12FBD48/301 LPC11C00 16kB 8kB 1 1 2 no 8 40 F LQFP48
LPC11C14FBD48/301 LPC11C00 32kB 8kB 1 1 no 40 1 F LQFP48
UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
User manual Rev. 12.4 — 22 December 2016 13 of 548



NXP Semiconductors UM10398

Chapter 1: LPC111x/LPC11Cxx Introductory information

Table 3.  Ordering options ...continued

Type number Series Flash 5 9 k%) =] Package
/ o

& 2@ + a g £®

n = = S zZ 5

— = LL (5] (@) < E o

£ £ o5 =z 3 8 a 9 &c¢

2 S € o & < o O O0¢Z
LPC11C22/LPC11C24 with on-chip, high-speed CAN transceiver
LPC11C22FBD48/301 LPC11C00 16kB 8kB 1 1 2 no 8 36 1 F LQFP48

LPC11C24FBD48/301 LPC11C00 32kB 8kB 1 1 2 no 8 36 1 F LQFP48
LPC11D14 dual-chip module with PCF8576D LCD driver
LPC11D14FBD100/302 LPC1100L 32kB 8kB 1 1 2 yes 8 42 - F LQFP100

[1] F=-40°Cto +85°C, J=-40°C to +105 °C.
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1.4 Block diagram
XTALIN
3 —_
SWD XTALOUT®) RESET
LPC1110/11/12/13/14
IRC CLOCK
GENERATION,
TEST/DEBUG POWER CONTROL, » CLKOUT
INTERFACE SYSTEM
POR FUNCTIONS
ARM clocks and
CORTEX-MO controls
FLASH SRAM ROM
system bus 4/8/16/24/32 kB | | 1/2/4/8 kB
slave ]:[ slave]:[ slave]:[
HIGH-SPEED slave
GPIO ports y AHB-LITE BUS
P1O0/1/2/3 GPIO <:>
slave H
AHB TO APB
BRIDGE
RXD >
______ _TXD UART 1 ) KK >| 10-bit ADC |<—— AD[7:0]4)
DTR, DSR, CTS(®), >
DCD, RI, RTS®)
SCKO0, SSELO
CT3280_MAT[3:0]<3)<——| P ——— | : <:>| SPIO |‘_ MISOO0, MOSI
-DI
3)—]
CT32B0_CAPO®R) ——» | 9 |<_ SCK1, SSEL1
CT3ZB1—MAT[3:O](3)‘__| 32-bit COUNTER/TIMER 1 |<: = MISO1, MOSI
CT32B1_CAPO®)——L 2 s s
CT1680_MATE20[® () reeuse |
AT 0T I 6 it COUNTER/TIMER 0 |< T SPA
CT16B0_CAPO(3)——»|
CT16B1_MAT[1:0](3) « | |
- | 16-bit COUNTER/TIMER 1 [ <:> WDT
CT16B1_CAPOB)—— :
>| IOCONFIG |
()| svstemcontroL |
(— PMU |

)
@)
©)
4)
®)

Fig 1.

LQFP48 packages only.
Not on LPC1112FDH20/102.

All pins available on LQFP48 and HVQFN33 packages. CT16B1_MATL1 not available on TSSOP28/DIP28 packages.
CT32B1_MAT3, CT16B1_CAPO, CT16B1_MAT[1:0], CT32B0_CAPO not available on TSSOP20/SO20 packages.
CT16B1_MAT[1:0], CT32B0_CAPO not available on the HVQFN24 package. XTALOUT not available on LPC1112FHN24.
AD[7:0] available on LQFP48 and HVQFN33 packages. AD[5:0] available on TSSOP28/DIP28/HVQFN24packages. AD[4:0]
available on TSSOP20/SO20 packages.
All pins available on LQFP48 packages. RXD, TXD, DTR, CTS, RTS available on HVQFN 33 packages. RXD, TXD, CTS, RTS
available on TSSOP28/DIP28 packages. RXD, TXD available on TSSOP20/SO20 packages.

LPC111x block diagram (LPC1100 and LPC1100L series)

002aae696

UM10398

All information provided in this document is subject to legal disclaimers.

© NXP B.V. 2016. All rights reserved.

User manual

Rev. 12.4 — 22 December 2016

15 of 548



NXP Semiconductors

UM10398

Chapter 1: LPC111x/LPC11Cxx Introductory information

XTALIN
WD XTALOUT | _____
S RESET
LPC1111/12/13/14/15XL Yy
IRC CLOCK
GENERATION,
TEST/DEBUG POWER CONTROL, » CLKOUT
INTERFACE SYSTEM
POR FUNCTIONS
ARM clocks and
CORTEX-MO controls
FLASH
8/16/24/32/ SRAM
ROM
system bus 48/56/64 kB 2/4/8 kB
slave ]:[ slave:]j slave]j
HIGH-SPEED slave
GPIO ports - AHB-LITE BUS
PIO0/1/2/3 GPIO <:>
slave H
AHB TO APB
BRIDGE
RXD
____ IXD UART 1 ) KK >| 10-bit ADC |<—— AD[7:0]
DTR, DSR(), CTS, >
DcD(™, RI(, RTS
SCKO, SSELO
CT32B0_MAT[3:0] ] <:>| SPIO |‘_ MISO0, MOSIO
. | 32-bit COUNTER/TIMER 0 |<
CT32B0_CAP[1:0]——* SCK1, SSEL1
CT32B1_MAT[3:0] « <:>| SPIt |'_ MISO1, MOSI1
- | 32-bit COUNTER/TIMER 1 |<
CT32B1_CAP[1:0] ——* e scL
2,
CT16B0_MAT[2:0 (— 2C-BUS |
AT Ol 6 it COUNTERITIMER 0 |< 1 SPA
CT16B0_CAP[1:0] ——*
CT16B1_MAT[1:0
AT T 16 it COUNTERTIMER 1 |< <:>| WWDT |
CT16B1_CAP[1:0] ——*
>| IOCONFIG |
()| svstemcontroL |
(— PMU |
NS
002aag780
(1) Available on LQFP packages only.
Fig 2. LPC111x block diagram (LPC1100XL series)
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XTALIN
SWD XTALOUT |
RESET
LPC11Cxx
LPC11D14 IRC CLOCK
GENERATION,
TEST/DEBUG POWER CONTROL, » CLKOUT
INTERFACE SYSTEM
POR FUNCTIONS
ARM clocks and
CORTEX-MO controls
FLASH SRAM
ROM
system bus 16/32 kB 8 kB
slave H slave H slaveﬂ
HIGH-SPEED slave
GPIO ports > y AHB-LITE BUS
PI00/1/2/3 GPIO <:>
slave ]:[
AHB TO APB
BRIDGE
RXD
TXD UART ) K >| 10-bit ADC |<-— AD[7:0]
DTR, DSR, CTS, >
DCD, RI, RTS
<:>| |<_ SCKO, SSELO
CT32B0_MAT[3:0] SPI0 MISO0, MOSIO
- | 32-bit COUNTER/TIMER 0 |<
CT32B0_CAPO——»! SCK1, SSEL1
CT32B1_MAT[3:0] « <:> SPI “T"\miIs01, MOSI1
- | 32-bit COUNTER/TIMER 1 |<
CT32B1_CAPO——* A sl
2
CT16B0_MAT[2:0 (— 12C-BUS |
_MAT[2:01 | 16-bit COUNTERTIMER 0 |< 1> SPA
CT16B0_CAPO ——»|
CT16B1_MAT[1:0](1)
MATITON T 46.bit COUNTERITIMER 1 |< <:>| WDT |
CT16B1_CAPO ——»|
CAN RXD | C_CAN (LPC11C12/C14) |< N
N )| svstemconTroL |
CANL, CANH C_CAN/ |
STB ON-CHIP TRANSCEIVER <:>
Ve, VDD CAN——» (LPC11C22/C24) <:>| PMU |
Y

(1) Not available on LPC11C22/C24.

Fig 3. LPC11Cxx/LPC11D14 block diagram (LPC1100C series and LPC11D14)
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A
Y S[39:0]
A——
Y BP[3:0
PIOO, PIO1, PIO2, PIO3 { peii1s PCES576D [3:0]
MCU LCD
CONTROLLER
Vicp
< 002aag449
< <
a a
w (f.l|
- o)
®» O
i
(6]
ml
[m]
O
)
Fig 4. LPC11D14 block diagram
BPO BP2 BP1 BP3 S0 to S39
40
Vicp N
BACKPLANE DISPLAY SEGMENT
OUTPUTS ’_, OUTPUTS
LCD
DISPLAY
o
LCD BIAS L, DISPLAY ! OUTPUT BANK SELECT
GENERATOR CONTROLLER . | ANDBLINK CONTROL
Vss(LcD) ﬂ
CLK Tl cLock SELECT BLINKER PCF8576D leg LQYBF?M
SYNG «J»| ANDTIMING [ | TIMEBASE x4
[ —t— oy ] i
Vsson) 988 osciLLaTor POWER-ON COMMAND WRITE DATA DATA POINTER AND
RESET DECODER CONTROL AUTO INCREMENT
vonen |- 1
DD(LCD) O " [ " [
LCD_SCL =™ INPUT 12C-BUS SUBADDRESS
LCD SDA <l FILTERS || CONTROLLER COUNTER
SA0 A0 A1 A2
Vss(LcD) Vss(LcD)
002aag451
Fig 5. PCF8576D block diagram

UM10398

All information provided in this document is subject to legal disclaimers.

© NXP B.V. 2016. All rights reserved.

User manual

Rev. 12.4 — 22 December 2016

18 of 548



NXP Semiconductors UM10398

Chapter 1: LPC111x/LPC11Cxx Introductory information

1.5 ARM Cortex-MO processor

The ARM Cortex-MO processor is described in detail in Section 28.3 “About the
Cortex-MO processor and core peripherals”. For the LPC111x/LPC11Cxx, the ARM
Cortex-MO processor core is configured as follows:

* System options:

— The Nested Vectored Interrupt Controller (NVIC) is included and supports up to 32
interrupts.

— The system tick timer is included.

¢ Debug options: Serial Wire Debug is included with two watchpoints and four
breakpoints.
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2.1 How to read this chapter

User manual

Table 4 and Table 5 show the memory configurations for different LPC111x/LPC11Cxx

parts.

Table 4. LPC111x memory configuration

Part Flash SRAM

Suffix /101; /102; /103 /201; /202; /203 /301; /302;
/303; /323; /333

LPC1111 8 kB 2 kB 4 KB -

LPC1112 16 kB 2 kB 4 KB -

LPC1113 24 kB - 4 KB 8 kB

LPC1114/LPC11D14 32 kB - 4 KB 8 kB

LPC1114/323 48 kB - - 8 kB

LPC1114/333 56 kB - - 8 kB

LPC1115 64 kB - - 8 kB

Table 5. LPC11Cxx memory configuration

Part Flash SRAM

LPC11C12/301 16 kB 8 kB

LPC11C14/301 32kB 8 kB

LPC11C22/301 16 kB 8 kB

LPC11C24/301 32kB 8 kB

2.2 Memory map

Figure 6 and Figure 7 show the memory and peripheral address space of the

LPC111x/LPC11Cxx.

The AHB peripheral area is 2 MB in size and is divided to allow for up to 128 peripherals.
On the LPC111x/LPC11Cxx, the GPIO ports are the only AHB peripherals. The APB
peripheral area is 512 kB in size and is divided to allow for up to 32 peripherals. Each
peripheral of either type is allocated 16 kB of space. This allows simplifying the address
decoding for each peripheral.

All peripheral register addresses are 32-bit word aligned regardless of their size. An
implication of this is that word and half-word registers must be accessed all at once. For
example, it is not possible to read or write the upper byte of a word register separately.

UM10398
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AHB peripherals

0x5020 0000
16 - 127 reserved
. 0x5004 0000
12:15: GPIO PIOS 0x5003 0000
8-11 1  GPIO PIO2 0x5002 0000
47 '  GPIOPIO1 0x5001 0000
03 i  GPIOPIOO 0x5000 0000
APB peripherals 0x4008 0000
23 - 31 reserved

. 1 0x4005 C000
22. sPi(® 0x4005 8000

reserved
i 0x4005 4000

' 2
203 C_CAN®) 0x4005 0000
. reserved 0x4004 C000
181 system control 0x4004 8000
171 IOCONFIG 0x4004 4000
161 SPIo 0x4004 0000
15, flash controller 0x4003 C000

143 PMU

0x4003 8000

10 - 13 reserved

0x4002 8000

reserved

0x4002 4000

reserved

0x4002 0000

ADC

0x4001 C000

32-bit counter/timer 1

0x4001 8000

32-bit counter/timer 0

0x4001 4000

16-bit counter/timer 1

0x4001 0000

16-bit counter/timer O

0x4000 C000

UART

0x4000 8000

WDT

0x4000 4000

12C-bus

0x4000 0000

0x0000 00CO

active interrupt vectors

0x0000 0000

LPC1111/12/13/14
LPC11Cxx
LPC11D14
4GB 1 OXFFFF FFFF
reserved RN
0xE010 0000
rivate peripheral bus
P perie 0xE000 0000
reserved N
0x5020 0000
AHB peripherals k0x757070707(;(;(;(; 77777
reserved
0x4008 0000
1GB APB peripherals ~0x40000000
reserved
0.5GB 0x2000 0000
reserved
0x1FFF 4000
16 kB boot ROM Ox1FFF 0000
X
reserved N
0x1000 2000
8 kB SRAM (LPC1113/14/301/302; LPC11D14;
LPCT1Ox) 0x1000 1000
4 kB SRAM (LPC1111/12/13/14/201/202) 0x1000 0800
2 kB SRAM (LPC1111/12/101/102) 0x1000 0000
reserved R
0x0000 8000
32 kB on-chip flash (LPC1114; LPC11D14;
LPC11Cx4
x4) 0x0000 6000
24 kB on-chip flash (LPC1113) 0x0000 4000
16 kB on-chip flash (LPC1112; LPC11Cx2) 0x0000 2000
0GB 8 kB on-chip flash (LPC1111) # | 0x0000 0000

Fig 6.

(1) LQFP100/LQFP48 packages only.
(2) LPC11Cxxonly.

LPC111x/LPC11Cxx memory map (LPC1100 and LPC1100L series)
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Fig 7.

4 GB

1GB

0.5GB

0GB

LPC1111/12/13/14/15XL

reserved

1 OXFFFF FFFF

0xE010 0000

private peripheral bus

0xE000 0000

reserved

© 0x5020 0000

AHB peripherals

0x5000 0000

reserved

0x4008 0000

APB peripherals

- — - - ———— -

0x4000 0000

reserved

0x2000 0000

reserved

0x1FFF 4000

16 kB boot ROM

0x1FFF 0000

reserved

" 0x1000 2000

8 kB SRAM (LPC1113/14/15/303/323/333)

0x1000 1000

4 kB SRAM (LPC1111/12/13/14/203)

0x1000 0800

2 kB SRAM (LPC1111/12/103)

0x1000 0000

reserved

0x0001 0000

64 kB on-chip flash (LPC1115)

0x0000 E000

56 kB on-chip flash (LPC1114/333)

0x0000 C000

48 kB on-chip flash (LPC1114/323)

0x0000 8000

32 kB on-chip flash (LPC1114)

0x0000 6000

24 kB on-chip flash (LPC1113)

0x0000 4000

16 kB on-chip flash (LPC1112)

0x0000 2000

AHB peripherals

0x5020 0000

8 kB on-chip flash (LPC1111)

| active interrupt vectors

127-16 reserved
. 0x5004 0000
——-{ 121151 GPIOPIO3 0X5003 0000
j 8-11 1  GPIOPIO2 0x5002 0000
47 '  GPIOPIO1 0x5001 0000
03 i GPIOPIOD 0x5000 0000
APB peripherals 0x4008 0000
31-23 reserved
. 0x4005 C000
! 22, SPI 0x4005 8000
i 21-19 reserved
! . 0x4004 CO00
3 18 system control 0x4004 8000
17 IOCONFIG 0x4004 4000
16 SPIO 0x4004 0000
! 15, flash controller 0x4003 CO00
: 1 PMU 0x4003 8000
:_ _ 13-10 reserved
. 0x4002 8000
9. reserved 0x4002 4000
8 1 reserved 0x4002 0000
7 ADC 0x4001 C000
6 + 32-bit counter/timer 1 0x4001 8000
5 : 32-bit counter/timer 0 0x4001 4000
4 E 16-bit counter/timer 1 0x4001 0000
3 E 16-bit counter/timer 0 0x4000 C000
2! UART 0x4000 8000
11 WWDT 0x4000 4000
0 : 12C-bus 0x4000 0000
0x0000 00CO S

0x0000 0000

#] 0x0000 0000

LPC111x memory map (LPC1100XL series)
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3.1 How to read this chapter

The following functions of the system configuration block depend on the specific part
number:

DEVICE_ID register

The DEVICE_ID register is valid 0x4004 83F4 for parts of the LPC1100, LPC1100C, and
LPC1100L series only.

The device ID cannot be read through the SYSCON block for the LPC1100XL series. Use
the ISP part ID command (Table 400) to obtain the device ID for the LPC1100XL parts.

C_CAN controller

The C_CAN clock control bit 17 in the SYSAHBCLKCTRL register (Table 21) and the
C_CAN reset control bit 3 in the PRESETCTRL register (Table 9) are only functional for
parts LPC11Cxx/101/201/301.

Entering Deep power-down mode

Status of the IRC before entering Deep power-down mode (see Section 3.9.4.2):

¢ |IRC must be enabled for parts LPC111x/101/201/301 and parts
LPC11Cxx/101/201/301.

¢ |IRC status has no effect for parts in the LPC1100L and LPC1100XL series.

Enabling sequence for UART clock

Requirements for enabling the UART peripheral clock:

* The UART pins must be configured in the IOCON block before the UART clock can be enabled
in the in the SYSAHBCLKCTRL register (Table 21) for parts LPC111x/101/201/301.

* The sequence of configuring the UART pins and the UART clock has no effect for
parts in the LPC1100L and LPC1100XL series and parts LPC1100C series.

NMI source selection register

The NMI source selection register is only available on parts in the LPC1100XL series.

3.2 General description

The system configuration block controls oscillators, start logic, and clock generation of the
LPC111x/LPC11Cxx. Also included in this block is a register for remapping flash, SRAM,
and ROM memory areas.

3.3 Pin description

Table 6 shows pins that are associated with system control block functions.
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Table 6.  Pin summary

Pin name Pin direction Pin description

CLKOUT (0] Clockout pin

PIO0_0to PIOO_11 I Start logic wake-up pins port 0
PIO1_0 | Start logic wake-up pin port 1

3.4 Clock generation

UM10398

See Figure 8 for an overview of the LPC111x/LPC11Cxx Clock Generation Unit (CGU).

The LPC111x/LPC11Cxx include three independent oscillators. These are the system
oscillator, the Internal RC oscillator (IRC), and the watchdog oscillator. Each oscillator can
be used for more than one purpose as required in a particular application.

Following reset, the LPC111x/LPC11Cxx will operate from the Internal RC oscillator until
switched by software. This allows systems to operate without any external crystal and the
bootloader code to operate at a known frequency.

The SYSAHBCLKCTRL register gates the system clock to the various peripherals and
memories. UART, the WDT, and SPI0/1 have individual clock dividers to derive peripheral
clocks from the main clock.

The main clock and the clock outputs from the IRC, the system oscillator, and the
watchdog oscillator can be observed directly on the CLKOUT pin.

For details on power control see Section 3.9.
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SYSPLLCLKSEL
(system PLL clock select)

Fig 8.

LPC111x/LPC11Cxx CGU block diagram

watchdog oscillator —

IRC oscillator —
system oscillator —
watchdog oscillator —

CLKOUTUEN

WDTUEN
(WDT clock update enable)

ARM
CORTEX-MO
SYSTEM CLOCK | System clock
] DIVIDER
18 AHB clocks
1to 18
SYSAHBCLKDIV ﬂ (memories
and peripherals)
SYSAHBCLKCTRL[1:18]
SPI0 PERIPHERAL
Cosei CLOCK DIVIDER [~ SPI0_PCLK
IRC oscillator \l main clock
UART PERIPHERAL
— UART_PCLK
watchdog oscillator CLOCK DIVIDER -
SPI1 PERIPHERAL L+ SPI1_PCLK
MAINCLKSEL CLOCK DIVIDER
(main clock select)
sys_pliclkout
IRC oscillator J IRC oscillator —
— SYSTEM PLL WDT CLOCK
system oscillator sys_pliclkin /H DIVIDER — WDCLK

CLKOUT PIN CLOCK
DIVIDER

—> CLKOUT pin

(CLKOUT update enable)

3.5 Register description

All registers, regardless of size, are on word address boundaries. Details of the registers
appear in the description of each function.

See Section 3.12 for the flash access timing register, which can be re-configured as part
the system setup. This register is not part of the system configuration block.

Table 7.  Register overview: system control block (base address 0x4004 8000)

Name Access Address offset Description Reset Reference
value

SYSMEMREMAP R/W 0x000 System memory remap 0x002 Table 8

PRESETCTRL R/W 0x004 Peripheral reset control 0x000 Table 9

SYSPLLCTRL R/W 0x008 System PLL control 0x000 Table 10

SYSPLLSTAT R 0x00C System PLL status 0x000 Table 11

- - 0x010 - 0x01C Reserved - -
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Table 7. Register overview: system control block (base address 0x4004 8000) ...continued
Name Access Address offset Description Reset Reference
value
SYSOSCCTRL R/W 0x020 System oscillator control 0x000 Table 12
WDTOSCCTRL R/W 0x024 Watchdog oscillator control 0x000 Table 13
IRCCTRL R/W 0x028 IRC control 0x080 Table 14
- - 0x02C Reserved - -
SYSRSTSTAT R/W 0x030 System reset status register 0x000 Table 15
- - 0x034 - 0x03C Reserved - -
SYSPLLCLKSEL R/W 0x040 System PLL clock source select 0x000 Table 16
SYSPLLCLKUEN R/W 0x044 System PLL clock source update enable 0x000 Table 17
- - 0x048 - 0x06C  Reserved - -
MAINCLKSEL R/W 0x070 Main clock source select 0x000 Table 18
MAINCLKUEN R/W 0x074 Main clock source update enable 0x000 Table 19
SYSAHBCLKDIV R/W 0x078 System AHB clock divider 0x001 Table 20
- - 0x07C Reserved - -
SYSAHBCLKCTRL R/W 0x080 System AHB clock control 0x85F Table 21
- - 0x084 - 0x090 Reserved - -
SSPOCLKDIV R/W 0x094 SPIO clock divider 0x000 Table 22
UARTCLKDIV R/W 0x098 UART clock divider 0x000 Table 23
SSP1CLKDIV R/W 0x09C SPI1 clock divider 0x000 Table 24
- - 0x0A0-0xOCC  Reserved - -
WDTCLKSEL R/W 0x0DO WDT clock source select 0x000 Table 25
WDTCLKUEN R/W 0x0D4 WDT clock source update enable 0x000 Table 26
WDTCLKDIV R/W 0x0D8 WDT clock divider 0x000 Table 27
- - 0x0DC Reserved - -
CLKOUTCLKSEL R/W OxOEO CLKOUT clock source select 0x000 Table 28
CLKOUTUEN R/W OxOE4 CLKOUT clock source update enable 0x000 Table 29
CLKOUTCLKDIV R/W OxOES8 CLKOUT clock divider 0x000 Table 30
- - OXOEC - OXOFC Reserved - -
PIOPORCAPO R 0x100 POR captured PIO status 0 user Table 31
dependent
PIOPORCAP1 R 0x104 POR captured PIO status 1 user Table 32
dependent
- R 0x108 - 0x14C Reserved - -
BODCTRL R/W 0x150 BOD control 0x000 Table 33
SYSTCKCAL R/W 0x154 System tick counter calibration 0x004 Table 34
- - 0x158 - 0x16C  Reserved - -
IRQLATENCY R/W 0x170 IQR delay. Allows trade-off between 0x10 Table 35
interrupt latency and determinism.
NMISRC R/W 0x174 NMI source selection 0x000 Table 36
- - 0x178 - OXIFC Reserved - -
STARTAPRPO R/W 0x200 Start logic edge control register 0 Table 37
STARTERPO R/W 0x204 Start logic signal enable register 0 Table 38
UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Table 7. Register overview: system control block (base address 0x4004 8000) ...continued

Name Access Address offset Description Reset Reference
value
STARTRSRPOCLR W 0x208 Start logic reset register 0 n/a Table 39
STARTSRPO R 0x20C Start logic status register 0 n/a Table 40
- - 0x210 - 0x22C Reserved - -
PDSLEEPCFG R/W 0x230 Power-down states in Deep-sleep mode 0x0000 Table 42
0000
PDAWAKECFG R/W 0x234 Power-down states after wake-up from 0x0000 Table 43
Deep-sleep mode EDFO
PDRUNCFG R/W 0x238 Power-down configuration register 0x0000 Table 44
EDFO
- - 0x23C - Ox3F0 Reserved - -
DEVICE_ID R 0x3F4 Device ID register 0 for parts LPC1100, part Table 45
LPC1100C, LPC1100L. dependent

3.5.1 System memory remap register

The system memory remap register selects whether the ARM interrupt vectors are read
from the boot ROM, the flash, or the SRAM. By default, the flash memory is mapped to
address 0x0000 0000. When the MAP bits in the SYSMEMREMAP register are set to 0x0
or 0x1, the boot ROM or RAM respectively are mapped to the bottom 512 bytes of the
memory map (addresses 0x0000 0000 to 0x0000 0200).

Table 8. System memory remap register (SYSMEMREMAP, address 0x4004 8000) bit

description
Bit Symbol  Value Description Reset
value
1:0 MAP System memory remap 10
0x0 Boot Loader Mode. Interrupt vectors are re-mapped to Boot
ROM.
0x1 User RAM Mode. Interrupt vectors are re-mapped to Static
RAM.
0x2 User Flash Mode. Interrupt vectors are not re-mapped and
reside in Flash.
312 - - Reserved 0x00

3.5.2 Peripheral reset control register

This register allows software to reset the SPI and 12C peripherals. Writing a zero to the
SSPO/1_RST_N or I2C_RST _N bits resets the SPI0/1 or I12C peripheral. Writing a one
de-asserts the reset.

Remark: Before accessing the SPI and 12C peripherals, write a one to this register to
ensure that the reset signals to the SPI and 12C are de-asserted.
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Table 9.  Peripheral reset control register (PRESETCTRL, address 0x4004 8004) bit

description
Bit Symbol Value Description Reset
value
0 SSPO_RST_N SPIO reset control 0
0 Resets the SPI0 peripheral.
SPIO0 reset de-asserted.
1 I2C_RST_N 12C reset control 0
Resets the 12C peripheral.
I12C reset de-asserted.
2 SSP1 RST_N SPI1 reset control 0
0 Resets the SPI1 peripheral.
SPI1 reset de-asserted.
3 CAN_RST_N C_CAN reset control. See Section 3.1 for part specific 0
details.
Resets the C_CAN peripheral.
C_CAN reset de-asserted.
314 - - Reserved 0x00

System PLL control register

This register connects and enables the system PLL and configures the PLL multiplier and
divider values. The PLL accepts an input frequency from 10 MHz to 25 MHz from various
clock sources. The input frequency is multiplied up to a high frequency, then divided down
to provide the actual clock used by the CPU, peripherals, and memories. The PLL can

produce a clock up to the maximum allowed for the CPU.

Table 10. System PLL control register (SYSPLLCTRL, address 0x4004 8008) bit description

Bit Symbol Value Description

4:0 MSEL

6:5 PSEL
0x0
Ox1
0x2
0x3

317 - -

Feedback divider value. The division value M is the
programmed MSEL value + 1.
00000: Division ratio M = 1

to

11111: Division ratio M = 32.
Post divider ratio P. The division ratio is 2 x P.

P=1
P=2
P=4

P=8

Reserved. Do not write ones to reserved bits.

Reset
value

0x000

0x00

0x0

System PLL status register
This register is a Read-only register and supplies the PLL lock status (see Section 3.11.1).
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Table 11. System PLL status register (SYSPLLSTAT, address 0x4004 800C) bit description

Bit Symbol Value Description Reset
value
0 LOCK PLL lock status 0x0
PLL not locked
PLL locked
311 - - Reserved 0x00

System oscillator control register

This register configures the frequency range for the system oscillator.

Table 12. System oscillator control register (SYSOSCCTRL, address 0x4004 8020) bit
description

Bit Symbol Value Description Reset
value

0 BYPASS Bypass system oscillator 0x0
0 Oscillator is not bypassed.

Bypass enabled. PLL input (sys_osc_clk) is fed
directly from the XTALIN pin bypassing the
oscillator. Use this mode when using an external
clock source instead of the crystal oscillator.

1 FREQRANGE Determines frequency range for Low-power 0x0
oscillator.

0 1 - 20 MHz frequency range.
15 - 25 MHz frequency range
312 - - Reserved 0x00

Watchdog oscillator control register

This register configures the watchdog oscillator. The oscillator consists of an analog and a
digital part. The analog part contains the oscillator function and generates an analog clock
(Fclkana). With the digital part, the analog output clock (Fclkana) can be divided to the
required output clock frequency wdt_osc_clk. The analog output frequency (Fclkana) can
be adjusted with the FREQSEL bits between 600 kHz and 4.6 MHz. With the digital part
Fclkana will be divided (divider ratios = 2, 4,...,64) to wdt_osc_clk using the DIVSEL bits.

The output clock frequency of the watchdog oscillator can be calculated as
wdt_osc_clk = Fclkana/(2 x (1 + DIVSEL)) = 9.4 kHz to 2.3 MHz (nominal values).

Remark: Any setting of the FREQSEL bits will yield a Fclkana value within £40% of the
listed frequency value. The watchdog oscillator is the clock source with the lowest power
consumption. If accurate timing is required, use the IRC or system oscillator.

Remark: The frequency of the watchdog oscillator is undefined after reset. The watchdog
oscillator frequency must be programmed by writing to the WDTOSCCTRL register before
using the watchdog oscillator.
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Table 13. Watchdog oscillator control register (WDTOSCCTRL, address 0x4004 8024) bit

description
Bit Symbol Value Description Reset
value
4:0 DIVSEL Select divider for Fclkana. 0
wdt_osc_clk = Fclkana/ (2 x (1 + DIVSEL))
00000: 2 x (1 + DIVSEL) =2
00001: 2 x (1 + DIVSEL) = 4
t101111: 2 x (1 +DIVSEL) =64
8:5 FREQSEL Select watchdog oscillator analog output frequency 0x00
(Fclkana).
0x1 0.6 MHz
0x2 1.05 MHz
0x3 1.4 MHz
0x4 1.75 MHz
0x5 2.1 MHz
0x6 2.4 MHz
0x7 2.7 MHz
0x8 3.0 MHz
0x9 3.25 MHz
OxA 3.5 MHz
0xB 3.75 MHz
0xC 4.0 MHz
0xD 4.2 MHz
OxE 4.4 MHz
OxF 4.6 MHz
319 - - Reserved 0x00

Internal resonant crystal control register

This register is used to trim the on-chip 12 MHz oscillator. The trim value is factory-preset
and written by the boot code on start-up.

Table 14. Internal resonant crystal control register (IRCCTRL, address 0x4004 8028) bit

description
Bit Symbol Description Reset value
7:0 TRIM Trim value 0x1000 0000, then
flash will reprogram
31:.8 - Reserved 0x00

System reset status register

The SYSRSTSTAT register shows the source of the latest reset event. Write a one to
clear the reset.

The POR event clears all other bits in this register. If any reset signal - for example
EXTRST - remains asserted after the POR signal is negated, then its bit is set to detected
in this register.
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The reset value given in Table 15 applies to the POR reset.

Table 15. System reset status register (SYSRSTSTAT, address 0x4004 8030) bit description

Bit Symbol Value Description Reset
value
0 POR POR reset status 0x0

No POR detected.
POR detected. Writing a one clears this reset.

1 EXTRST Status of the external RESET pin. 0x0
No RESET event detected.
RESET detected. Writing a one clears this reset.

2 wWDT Status of the Watchdog reset 0x0
No WDT reset detected.
WDT reset detected. Writing a one clears this reset.

3 BOD Status of the Brown-out detect reset 0x0
No BOD reset detected.
BOD reset detected. Writing a one clears this reset.

4 SYSRST Status of the software system reset 0x0
No System reset detected.
System reset detected. Writing a one clears this reset.

315 - - Reserved 0x0

System PLL clock source select register

This register selects the clock source for the system PLL. The SYSPLLCLKUEN register
(see Section 3.5.10) must be toggled from LOW to HIGH for the update to take effect.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Remark: When using the C_CAN controller with baudrates above 100 kbit/s, the system
oscillator must be selected.

Table 16. System PLL clock source select register (SYSPLLCLKSEL, address 0x4004 8040)
bit description

Bit Symbol Value Description Reset
value
1:0 SEL System PLL clock source 0x00

0x0 IRC oscillator
0x1 System oscillator
0x2 Reserved
0x3 Reserved
312 - - Reserved 0x00
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System PLL clock source update enable register

This register updates the clock source of the system PLL with the new input clock after the
SYSPLLCLKSEL register has been written to. In order for the update to take effect, first
write a zero to the SYSPLLUEN register and then write a one to SYSPLLUEN.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Table 17. System PLL clock source update enable register (SYSPLLCLKUEN, address
0x4004 8044) bit description

Bit Symbol Value Description Reset value
0 ENA Enable system PLL clock source update 0x0
0 No change

Update clock source
311 - - Reserved 0x00

Main clock source select register

This register selects the main system clock which can be either any input to the system
PLL, the output from the system PLL (sys_pliclkout), or the watchdog or IRC oscillators
directly. The main system clock clocks the core, the peripherals, and the memaories.

The MAINCLKUEN register (see Section 3.5.12) must be toggled from LOW to HIGH for
the update to take effect.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Remark: When using the C_CAN controller with baudrates above 100 kbit/s, the system
oscillator must be selected.

Table 18. Main clock source select register (MAINCLKSEL, address 0x4004 8070) bit

description
Bit Symbol Value Description Reset value
1:0 SEL Clock source for main clock 0x00

0x0 IRC oscillator
0x1 Input clock to system PLL
0x2 WDT oscillator
0x3 System PLL clock out
312 - - Reserved 0x00

Main clock source update enable register

This register updates the clock source of the main clock with the new input clock after the
MAINCLKSEL register has been written to. In order for the update to take effect, first write
a zero to the MAINCLKUEN register and then write a one to MAINCLKUEN.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.
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Table 19. Main clock source update enable register (MAINCLKUEN, address 0x4004 8074)
bit description

Bit Symbol Value Description Reset value
0 ENA Enable main clock source update 0x0
No change

Update clock source
311 - - Reserved 0x00

System AHB clock divider register

This register divides the main clock to provide the system clock to the core, memories,
and the peripherals. The system clock can be shut down completely by setting the DIV
bits to OxO0.

Table 20. System AHB clock divider register (SYSAHBCLKDIV, address 0x4004 8078) bit
description

Bit Symbol  Description Reset value

7.0 DIV System AHB clock divider values 0x01
0: System clock disabled.
1: Divide by 1.
to
255: Divide by 255.

31:8 - Reserved 0x00

System AHB clock control register

The AHBCLKCTRL register enables the clocks to individual system and peripheral blocks.
The system clock (sys_ahb_clk[0], bit 0 in the AHBCLKCTRL register) provides the clock
for the AHB to APB bridge, the AHB matrix, the ARM Cortex-MO, the Syscon block, and
the PMU. This clock cannot be disabled.

Table 21. System AHB clock control register (SYSAHBCLKCTRL, address 0x4004 8080) bit
description

Bit Symbol Value Description Reset
value

0 SYS Enables clock for AHB to APB bridge, to the AHB 1
matrix, to the Cortex-M0 FCLK and HCLK, to the
SysCon, and to the PMU. This bit is read only.

0 Reserved
Enable
1 ROM Enables clock for ROM. 1
0 Disable
Enable
2 RAM Enables clock for RAM. 1
0 Disable
Enable
3 FLASHREG Enables clock for flash register interface. 1
0 Disabled
Enabled
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System AHB clock control register (SYSAHBCLKCTRL, address 0x4004 8080) bit
description ...continued

Bit

10

11

12

13

14
15

16

Symbol

FLASHARRAY

12C

GPIO

CT16B0

CT16B1

CT32B0

CT32B1

SSPO

UART

ADC

WDT

IOCON

All information provided in this document is subject to legal disclaimers.

Value Description

Enables clock for flash array access.
Disabled

Enabled

Enables clock for 12C.

Disable

Enable

Enables clock for GPIO.

Disable

Enable

Enables clock for 16-bit counter/timer 0.
Disable

Enable

Enables clock for 16-bit counter/timer 1.
Disable

Enable

Enables clock for 32-bit counter/timer 0.
Disable

Enable

Enables clock for 32-bit counter/timer 1.
Disable

Enable

Enables clock for SPIO.

Disable

Enable

Enables clock for UART. See Section 3.1 for part
specific details.

Disable

Enable

Enables clock for ADC.
Disable

Enable

Reserved

Enables clock for WDT.
Disable

Enable

Enables clock for I/O configuration block.
Disable

Enable

Reset
value

1
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Table 21. System AHB clock control register (SYSAHBCLKCTRL, address 0x4004 8080) bit
description ...continued

Bit Symbol Value Description Reset
value
17 CAN Enables clock for C_CAN. See Section 3.1 for part 0
specific details.
0 Disable
Enable
18 SSP1 Enables clock for SPI1. 0
0 Disable
Enable
31:19 - - Reserved 0x00

SPIO clock divider register

This register configures the SPI0 peripheral clock SPI0_PCLK. The SPI0_PCLK can be
shut down by setting the DIV bits to 0x0.

Table 22. SPIO clock divider register (SSPOCLKDIV, address 0x4004 8094) bit description
Bit Symbol  Description Reset value

7:0 DIV SPIO_PCLK clock divider values 0x00
0: Disable SPIO_PCLK.
1: Divide by 1.
to
255: Divide by 255.

31:.8 - Reserved 0x00

UART clock divider register

This register configures the UART peripheral clock UART_PCLK. The UART_PCLK can
be shut down by setting the DIV bits to 0xO0.

Remark: Note that for some parts the UART pins must be configured in the IOCON block
before the UART clock can be enabled. See Section 3.1 for part specific details.

Table 23. UART clock divider register (UARTCLKDIV, address 0x4004 8098) bit description
Bit Symbol  Description Reset value

7:0 DIV UART_PCLK clock divider values 0x00
0: Disable UART_PCLK.
1: Divide by 1.
to
255: Divide by 255.

31:.8 - Reserved 0x00

SPI1 clock divider register

This register configures the SPI1 peripheral clock SPI1_PCLK. The SPI1_PCLK can be
shut down by setting the DIV bits to 0x0.
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Table 24. SPI1 clock divider register (SSP1CLKDIV, address 0x4004 809C) bit description

Bit Symbol Description Reset
value
7:0 DIV SPI1_PCLK clock divider values 0x00
0: Disable SPI1_PCLK.
1: Divide by 1.
to
255: Divide by 255.
31:.8 - Reserved 0x00

WDT clock source select register

This register selects the clock source for the watchdog timer. The WDTCLKUEN register
(see Section 3.5.19) must be toggled from LOW to HIGH for the update to take effect.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Table 25. WDT clock source select register (WDTCLKSEL, address 0x4004 80D0) bit

description
Bit Symbol  Value Description Reset
value

1:0 SEL WDT clock source 0x00

0x0 IRC oscillator

0x1 Main clock

0x2 Watchdog oscillator

0x3 Reserved
312 - - Reserved 0x00

WDT clock source update enable register

This register updates the clock source of the watchdog timer with the new input clock after
the WDTCLKSEL register has been written to. In order for the update to take effect at the
input of the watchdog timer, first write a zero to the WDTCLKUEN register and then write
a one to WDTCLKUEN.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Table 26. WDT clock source update enable register (WDTCLKUEN, address 0x4004 80D4)
bit description

Bit Symbol Value Description Reset value
0 ENA Enable WDT clock source update 0x0
0 No change

Update clock source
311 - - Reserved 0x00

WDT clock divider register

This register determines the divider values for the watchdog clock wdt_clk.
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Table 27. WDT clock divider register (WDTCLKDIV, address 0x4004 80D8) bit description
Bit Symbol Description Reset value

7:0 DIV WDT clock divider values 0x00
0: Disable WDCLK.
1: Divide by 1.
to
255: Divide by 255.

31:8 - Reserved 0x00

CLKOUT clock source select register

This register configures the clkout_clk signal to be output on the CLKOUT pin. All three
oscillators and the main clock can be selected for the clkout_clk clock.

The CLKOUTCLKUEN register (see Section 3.5.22) must be toggled from LOW to HIGH
for the update to take effect.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Table 28. CLKOUT clock source select register (CLKOUTCLKSEL, address 0x4004 80EO) bit

description
Bit Symbol  Value Description Reset
value
1:0 SEL CLKOUT clock source 0x00
0x0 IRC oscillator
0x1 System oscillator
0x2 Watchdog oscillator
0x3 Main clock
312 - - Reserved 0x00

CLKOUT clock source update enable register

This register updates the clock source of the CLKOUT pin with the new clock after the
CLKOUTCLKSEL register has been written to. In order for the update to take effect at the
input of the CLKOUT pin, first write a zero to the CLKCLKUEN register and then write a
one to CLKCLKUEN.

Remark: When switching clock sources, both clocks must be running before the clock
source is updated.

Table 29. CLKOUT clock source update enable register (CLKOUTUEN, address 0x4004
80E4) bit description

Bit Symbol Value Description Reset value
0 ENA Enable CLKOUT clock source update 0x0
0 No change
Update clock source
311 - - Reserved 0x00
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3.5.23 CLKOUT clock divider register

This register determines the divider value for the clock output signal on the CLKOUT pin.

UM10398

Table 30. CLKOUT clock divider registers (CLKOUTCLKDIV, address 0x4004 80ES8) bit
description
Bit Symbol Description Reset value
7:0 DIV Clock output divider values 0x00
0: Disable CLKOUT.
1: Divide by 1.
to
255: Divide by 255.
31:8 - Reserved 0x00
3.5.24 POR captured PIO status register O
The PIOPORCAPQO register captures the state (HIGH or LOW) of the PIO pins of ports 0,1,
and 2 (pins PIO2_0 to PIO2_7) at power-on-reset. Each bit represents the reset state of
one GPIO pin. This register is a read-only status register.
Table 31. POR captured PIO status registers 0 (PIOPORCAPO, address 0x4004 8100) bit
description
Bit Symbol Description Reset value
11:0 CAPPIOO_n Raw reset status input PIO0_n: User implementation dependent
PIO0_11 to PIOO_0
23:12 CAPPIO1_n Raw reset status input PIO1_n: User implementation dependent
PIO1 11to PIO1 0
31:24 CAPPIO2_n Raw reset status input P102_n: User implementation dependent
PIO2_7 to PIO2_0
3.5.25 POR captured PIO status register 1

The PIOPORCAPL1 register captures the state (HIGH or LOW) of the PIO pins of port 2
(P102_8to PIO2_11) and port 3 at power-on-reset. Each bit represents the reset state of

one PIO pin. This register is a read-only status register.

Table 32. POR captured PIO status registers 1 (PIOPORCAPL1, address 0x4004 8104) bit
description

Bit Symbol Description Reset value

0 CAPPIO2_8 Raw reset status input PI02_8 User implementation dependent
1 CAPPIO2_9 Raw reset status input PI02_9 User implementation dependent
2 CAPPIO2_10 Raw reset status input PIO2_10  User implementation dependent
3 CAPPIO2_11 Raw reset status input PIO2_11  User implementation dependent
4 CAPPIO3_0 Raw reset status input PIO3_0 User implementation dependent
5 CAPPIO3_1 Raw reset status input PIO3_1 User implementation dependent
6 CAPPIO3_2 Raw reset status input PIO3_2 User implementation dependent
7 CAPPIO3_3 Raw reset status input PIO3_3 User implementation dependent
8 CAPPIO3_4 Raw reset status input PIO3_4 User implementation dependent
9 CAPPIO3_5 Raw reset status input PIO3_5 User implementation dependent
31:10 - Reserved -
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BOD control register

The BOD control register selects up to four separate threshold values for sending a BOD
interrupt to the NVIC and for forced reset. Reset and interrupt threshold values listed are
typical values.

Table 33. BOD control register (BODCTRL, address 0x4004 8150) bit description

Bit Symbol Value Description Reset
value
1:0 BODRSTLEV BOD reset level 00

0x0 Level O: The reset assertion threshold voltage is 1.46 V; the
reset de-assertion threshold voltage is 1.63 V.

0ox1 Level 1: The reset assertion threshold voltage is 2.06 V; the
reset de-assertion threshold voltage is 2.15 V.

0x2 Level 2: The reset assertion threshold voltage is 2.35 V; the
reset de-assertion threshold voltage is 2.43 V.

0x3 Level 3: The reset assertion threshold voltage is 2.63 V; the
reset de-assertion threshold voltage is 2.71 V.

3:2 BODINTVAL BOD interrupt level 00
0x0 Level 0: Reserved.

0x1 Level 1:The interrupt assertion threshold voltage is 2.22 V;
the interrupt de-assertion threshold voltage is 2.35 V.

0x2 Level 2: The interrupt assertion threshold voltage is 2.52 V;
the interrupt de-assertion threshold voltage is 2.66 V.

0x3 Level 3: The interrupt assertion threshold voltage is 2.80 V;
the interrupt de-assertion threshold voltage is 2.90 V.

4 BODRSTENA BOD reset enable 0
Disable reset function.
Enable reset function.

315 - - Reserved 0x00

System tick counter calibration register
This register determines the value of the SYST_CALIB register (see Table 361).

Table 34. System tick timer calibration register (SYSTCKCAL, address 0x4004 8154) bit

description
Bit Symbol Description Reset
value
25:0 CAL System tick timer calibration value 0x04
31:26 - Reserved 0x00

IRQ latency register

The IRQLATENCY register is an eight-bit register which specifies the minimum number of
cycles (0-255) permitted for the system to respond to an interrupt request. The intent of
this register is to allow the user to select a trade-off between interrupt response time and
determinism.
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Setting this parameter to a very low value (e.g. zero) will guarantee the best possible
interrupt performance but will also introduce a significant degree of uncertainty and jitter.
Requiring the system to always take a larger number of cycles (whether it needs it or not)
will reduce the amount of uncertainty but may not necessarily eliminate it.

Theoretically, the ARM Cortex-MO core should always be able to service an interrupt
request within 15 cycles. System factors external to the cpu, however, bus latencies,
peripheral response times, etc. can increase the time required to complete a previous
instruction before an interrupt can be serviced. Therefore, accurately specifying a
minimum number of cycles that will ensure determinism will depend on the application.

The default setting for this register is 0x010.

Table 35. IRQ latency register (IRQLATENCY, address 0x4004 8170) bit description

Bit Symbol Description Reset

value
7:0 LATENCY 8-bit latency value 0x010
31:8 - Reserved -

NMI source selection register

The NMI source selection register selects a peripheral interrupts as source for the NMI
interrupt of the ARM Cortex-MO core. For a list of all peripheral interrupts and their IRQ
numbers see Table 55. For a description of the NMI functionality, see Section 28.4.3.2.

Remark: See Section 3.1 for LPC111x parts using this register.

Table 36. NMI source selection register (NMISRC, address 0x4004 8174) bit description

Bit Symbol Description Reset
value

4.0 IRQNO The IRQ number of the interrupt that acts as the Non-Maskable Interrupt 0
(NMI) if bit 31 in this register is 1. See Table 55 for the list of interrupt
sources and their IRQ numbers.

3055 - Reserved -

31 NMIEN Write a 1 to this bit to enable the Non-Maskable Interrupt (NMI) source 0
selected by bits 4:0.

Note: If the NMISRC register is used to select an interrupt as the source of Non-Maskable
interrupts, and the selected interrupt is enabled, one interrupt request can result in both a
Non-Maskable and a normal interrupt. Avoid this situation by disabling the normal
interrupt in the NVIC, as described in Section 28.6.2.

Start logic edge control register O

The STARTAPRPO register controls the start logic inputs of ports 0 (PIO0_0 to PIO0_11)
and 1 (PIO1_0). This register selects a falling or rising edge on the corresponding P1O
input to produce a falling or rising clock edge, respectively, for the start logic (see

Section 3.10.2).

Every bit in the STARTAPRPO register controls one port input and is connected to one
wake-up interrupt in the NVIC. Bit 0 in the STARTAPRPO register corresponds to interrupt
0, bit 1 to interrupt 1, etc. (see Table 55), up to a total of 13 interrupts.
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Remark: Each interrupt connected to a start logic input must be enabled in the NVIC if the
corresponding PIO pin is used to wake up the chip from Deep-sleep mode.

Table 37. Start logic edge control register 0 (STARTAPRPO, address 0x4004 8200) bit
description

Bit Symbol Description Reset
value

11:0 APRPIOO_n Edge select for start logic input PIO0_n: PIO0_11to PIOO_0  0x0
0 = Falling edge

1 = Rising edge

12 APRPIO1_0 Edge select for start logic input PIO1_0 0x0
0 = Falling edge
1 = Rising edge

31:13 - Reserved. Do not write a 1 to reserved bits in this register. 0x0

Start logic signal enable register 0

This STARTERPO register enables or disables the start signal bits in the start logic. The bit
assignment is identical to Table 37.

Table 38. Start logic signal enable register 0 (STARTERPO, address 0x4004 8204) bit
description

Bit Symbol Description Reset
value

11:0 ERPIOO_n Enable start signal for start logic input PIO0_n: PIO0_11 to 0x0
PIO0_0O
0 = Disabled
1 = Enabled

12 ERPIO1_0 Enable start signal for start logic input PIO1_0 0x0
0 = Disabled
1 = Enabled

31:13 - Reserved. Do not write a 1 to reserved bits in this register. 0x0

Start logic reset register O

Writing a one to a bit in the STARTRSRPOCLR register resets the start logic state. The bit
assignment is identical to Table 37. The start-up logic uses the input signals to generate a
clock edge for registering a start signal. This clock edge (falling or rising) sets the interrupt
for waking up from Deep-sleep mode. Therefore, the start-up logic states must be cleared
before being used.

Table 39. Start logic reset register 0 (STARTRSRPOCLR, address 0x4004 8208) bit

description
Bit Symbol Description Reset
value
11:0 RSRPIO0_n  Start signal reset for start logic input PIO0_n:PIO0_11 to n/a
PIO0_0
0 = Do nothing.
1 = Writing 1 resets the start signal.
12 RSRPIO1_0  Start signal reset for start logic input PIO1_0 n/a
0 = Do nothing.
1 = Writing 1 resets the start signal.
31:13 - Reserved. Do not write a 1 to reserved bits in this register. n/a
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Start logic status register O

This register reflects the status of the enabled start signal bits. The bit assignment is

identical to Table 37. Each bit (if enabled) reflects the state of the start logic, i.e. whether
or not a wake-up signal has been received for a given pin.

Table 40. Start logic status register 0 (STARTSRPO, address 0x4004 820C) bit description

Bit Symbol Description Reset
value

11:0 SRPIOO0_n Start signal status for start logic input PIO0_n: PIO0_11 to n/a
PIO0_0
0 = No start signal received.
1 = Start signal pending.

12 SRPIO1_0 Start signal status for start logic input PIO1_0 n/a
0 = No start signal received.
1 = Start signal pending.

31:13 - Reserved n/a

Deep-sleep mode configuration register

This register controls the behavior of the WatchDog (WD) oscillator and the BOD circuit
when the device enters Deep-sleep mode.

This register must be initialized at least once before entering Deep-sleep mode with
one of the four values shown in Table 41:

Table 41. Allowed values for PDSLEEPCFG register

Configuration WD oscillator on WD oscillator off
BOD on PDSLEEPCFG = 0x0000 18B7 PDSLEEPCFG = 0x0000 18F7
BOD off PDSLEEPCFG = 0x0000 18BF PDSLEEPCFG = 0x0000 18FF

Remark: Failure to initialize and program this register correctly may result in undefined
behavior of the microcontroller. The values listed in Table 41 are the only values allowed
for PDSLEEPCEFG register.

To select the appropriate power configuration for Deep-sleep mode, consider the
following:

¢ BOD: Leaving the BOD circuit enabled will protect the part from a low voltage event
occurring while the part is in Deep-sleep mode. However, the BOD circuit causes an
additional current drain in Deep-sleep mode.

* WD oscillator: The watchdog oscillator can be left running in Deep-sleep mode to
provide a clock for the watchdog timer or a general purpose timer if they are needed
for timing a wake-up event (see Section 3.10.3 for details). In this case, the watchdog
oscillator analog output frequency must be set to its lowest value (bits FREQSEL in
the WDTOSCCTRL = 0001, see Table 13) and all peripheral clocks other than the
timer clock must be disabled in the SYSAHBCLKCTRL register (see Table 21) before
entering Deep-sleep mode.

The watchdog oscillator, if running, contributes an additional current drain in
Deep-sleep mode.

Remark: Reserved bits in this register must always be written as indicated. This register
must be initialized correctly before entering Deep-sleep mode.
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Table 42. Deep-sleep configuration register (PDSLEEPCFG, address 0x4004 8230) bit

description

Bit Symbol

2:0  NOTUSED
BOD_PD

5:4 NOTUSED
WDTOSC_PD

7 NOTUSED
10:8 NOTUSED
12:11 NOTUSED
31:13 -

Value Description

Reserved. Always write these bits as 111.

BOD power-down control in Deep-sleep mode, see

Table 41.

Powered

Powered down

Reserved. Always write these bits as 11.

Watchdog oscillator power control in Deep-sleep
mode, see Table 41.

Powered

Powered down

Reserved. Always write this bit as 1.
Reserved. Always write these bits as 000.
Reserved. Always write these bits as 11.
Reserved

Reset
value

0
0

o

O O o o

3.5.35 Wake-up configuration register

The bits in this register determine the state the chip enters when it is waking up from

Deep-sleep mode.

By default, the IRC and flash memory are powered and running and the BOD circuit is
enabled when the chip wakes up from Deep-sleep mode.

Remark: Reserved bits must be always written as indicated.

Table 43. Wake-up configuration register (PDAWAKECFG, address 0x4004 8234) bit

description
Bit Symbol
0 IRCOUT_PD
1 IRC_PD
2 FLASH_PD
3 BOD_PD

UM10398 All information provided in this document is subject to legal disclaimers.

Value Description

IRC oscillator output wake-up configuration
Powered

Powered down

IRC oscillator power-down wake-up configuration
Powered

Powered down

Flash wake-up configuration

Powered

Powered down

BOD wake-up configuration

Powered

Powered down

Reset
value
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Table 43. Wake-up configuration register (PDAWAKECFG, address 0x4004 8234) bit
description ...continued

Bit Symbol Value Description Reset
value
4 ADC_PD ADC wake-up configuration 1
0 Powered

Powered down
5 SYSOSC_PD System oscillator wake-up configuration 1
0 Powered
Powered down
6 WDTOSC_PD Watchdog oscillator wake-up configuration 1
0 Powered
Powered down
7 SYSPLL_PD System PLL wake-up configuration 1
0 Powered

Powered down

- Reserved. Always write this bit as 1. 1

- Reserved. Always write this bit as 0. 0
10 - Reserved. Always write this bit as 1. 1
11 - Reserved. Always write this bit as 1. 1
12 - Reserved. Always write this bit as 0. 0
15:13 - Reserved. Always write these bits as 111. 111
31:16 - - Reserved -

Power-down configuration register

The bits in the PDRUNCEFG register control the power to the various analog blocks. This
register can be written to at any time while the chip is running, and a write will take effect
immediately with the exception of the power-down signal to the IRC.

To avoid glitches when powering down the IRC, the IRC clock is automatically switched off
at a clean point. Therefore, for the IRC a delay is possible before the power-down state
takes effect.

By default, the IRC and flash memory are powered and running and the BOD circuit is
enabled.

Remark: Reserved bits must be always written as indicated.

Table 44. Power-down configuration register (PDRUNCFG, address 0x4004 8238) bit

description
Bit Symbol Value Description Reset
value
0 IRCOUT_PD IRC oscillator output power-down 0
0 Powered
1 Powered down
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Table 44. Power-down configuration register (PDRUNCFG, address 0x4004 8238) bit

description ...continued

Bit Symbol Value Description
1 IRC_PD IRC oscillator power-down
0 Powered

Powered down
2 FLASH_PD Flash power-down

0 Powered

Powered down
3 BOD_PD BOD power-down

0 Powered

Powered down
4 ADC_PD ADC power-down

0 Powered

Powered down

5 SYSOSC_PD System oscillator power-down

0 Powered

Powered down
6 WDTOSC_PD Watchdog oscillator power-down

0 Powered

Powered down

7 SYSPLL_PD System P
0 Powered

LL power-down

Powered down

- Reserved

- Reserved
10 - Reserved
11 - Reserved
12 - Reserved
15:13 - Reserved
31:16 - - Reserved

. Always write this bit as 1.
. Always write this bit as 0.
. Always write this bit as 1.
. Always write this bit as 1.
. Always write this bit as 0.

. Always write these bits as 111.

Reset
value

O r kP O R

111

3.5.37 Device ID register

This device ID register is a read-only register and contains the part ID for each
LPC111x/LPC11Cxx part. This register is also read by the ISP/IAP commands

(Section 26.5.11).

Remark: This register returns the part ID for parts of the LPC1100, LPC1100C, and
LPC1100L series only. Use ISP/IAP to obtain the part ID for the LPC1100XL series.

The part IDs for the various parts are shown in the following list. Some parts have two

valid part IDs.

e LPC1110
— 0x0AO07 102B = LPC1110FD20
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0x1A07 102B = LPC1110FD20

LPC1111

0x0A16 D02B = LPC1111FDH20/002
0x1A16 D02B = LPC1111FDH20/002
0x041E 502B = LPC1111FHN33/101
0x2516 D02B = LPC1111FHN33/101; LPC1111FHN33/102
0x0416 502B = LPC1111FHN33/201
0x2516 902B = LPC1111FHN33/201; LPC1111FHN33/202

LPC1112

0x0A24 902B = LPC1112FD20/102; LPC1112FDH20/102; LPC1112FDH28/102
0x1A24 902B = LPC1112FD20/102; LPC1112FDH20/102; LPC1112FDH28/102
0x042D 502B = LPC1112FHN33/101

0x2524 D02B = LPC1112FHN33/101; LPC1112FHN33/102

0x0425 502B = LPC1112FHN33/201

0x2524 902B = LPC1112FHN33/201; LPC1112FHN33/202; LPC1112FHI33/202;
LPC1112FHN24/202

LPC1113

0x0434 502B = LPC1113FHN33/201
0x2532 902B = LPC1113FHN33/201; LPC1113FHN33/202
0x0434 102B = LPC1113FHN33/301; LPC1113FBD48/301

0x2532 102B = LPC1113FHN33/301; LPC1113FHN33/302; LPC1113FBD48/301;
LPC1113FBD48/302

LPC1114

0x0A40 902B = LPC1114FDH28/102; LPC1114FN28/102
0x1A40 902B = LPC1114FDH28/102; LPC1114FN28/102
0x0444 502B = LPC1114FHN33/201

0x2540 902B = LPC1114FHN33/201; LPC1114FHN33/202
0x0444 102B = LPC1114FHN33/301; LPC1114FBD48/301

0x2540 102B = LPC1114FHN33/301; LPC1114FHN33/302; LPC1114FHI33/302;
LPC1114FBD48/301; LPC1114FBD48/302; LPC11D14FBD100/302

LPC11Cxx

0x1440 102B = LPC11C14/FBD48/301
0x1431 102B = LPC11C22/FBD48/301

— 0x1430 102B = LPC11C24/FBD48/301

Table 45. Device ID register (DEVICE_ID, address 0x4004 83F4) bit description

Symbol Description Reset value
31:0 DEVICEID PartID numbers for LPC111x/LPC11Cxx parts part-dependent
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3.6 Reset

Reset has four sources on the LPC111x/LPC11Cxx: the RESET pin, Watchdog Reset,
Power-On Reset (POR), and Brown Out Detect (BOD). In addition, there is an ARM
software reset.

The RESET pin is a Schmitt trigger input pin. Assertion of chip Reset by any source, once
the operating voltage attains a usable level, starts the IRC causing reset to remain
asserted until the external Reset is de-asserted, the oscillator is running, and the flash
controller has completed its initialization.

On the assertion of any reset source (ARM software reset, POR, BOD reset, External
reset, and Watchdog reset), the following processes are initiated:

1. The IRC starts up. After the IRC-start-up time (maximum of 6 us on power-up), the
IRC provides a stable clock output.

2. The flash is powered up. This takes approximately 100 us. Then the flash initialization
sequence is started.

3. The boot code in the ROM starts. The boot code performs the boot tasks and may
jump to the flash.

When the internal Reset is removed, the processor begins executing at address 0, which
is initially the Reset vector mapped from the boot block. At that point, all of the processor
and peripheral registers have been initialized to predetermined values.

3.7 Start-up behavior

See Figure 9 for the start-up timing after reset. The IRC is the default clock at Reset and
provides a clean system clock shortly after the supply voltage reaches the threshold value
of 1.8 V.
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Fig 9. Start-up timing

3.8 Brown-out detection

The LPC111x/LPC11Cxx includes up to four levels for monitoring the voltage on the Vpp
pin. If this voltage falls below one of the selected levels, the BOD asserts an interrupt
signal to the NVIC. This signal can be enabled for interrupt in the Interrupt Enable
Register in the NVIC in order to cause a CPU interrupt; if not, software can monitor the
signal by reading the NVIC status register (see Table 55). Four threshold levels can be
selected to cause a forced reset of the chip (see Table 33).

3.9 Power management

The LPC111x/LPC11Cxx support a variety of power control features. In Active mode,
when the chip is running, power and clocks to selected peripherals can be optimized for
power consumption. In addition, there are three special modes of processor power
reduction: Sleep mode, Deep-sleep mode, and Deep power-down mode.

Remark: The Debug mode is not supported in Sleep, Deep-sleep, or Deep power-down
modes.

3.9.1 Active mode

In Active mode, the ARM Cortex-MO core and memories are clocked by the system clock,
and peripherals are clocked by the system clock or a dedicated peripheral clock.
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The chip is in Active mode after reset and the default power configuration is determined
by the reset values of the PDRUNCFG and SYSAHBCLKCTRL registers. The power
configuration can be changed during run time.

3.9.1.1 Power configuration in Active mode

Power consumption in Active mode is determined by the following configuration choices:

* The SYSAHBCLKCTRL register controls which memories and peripherals are
running (Table 21).

* The power to various analog blocks (PLL, oscillators, the ADC, the BOD circuit, and
the flash block) can be controlled at any time individually through the PDRUNCFG
register (Table 44).

* The clock source for the system clock can be selected from the IRC (default), the
system oscillator, or the watchdog oscillator (see Figure 8 and related registers).

* The system clock frequency can be selected by the SYSPLLCTRL (Table 10) and the
SYSAHBCLKDIV register (Table 20).

¢ Selected peripherals (UART, SP10/1, WDT) use individual peripheral clocks with their
own clock dividers. The peripheral clocks can be shut down through the
corresponding clock divider registers (Table 22 to Table 24).

3.9.2 Sleep mode

In Sleep mode, the system clock to the ARM Cortex-MO core is stopped, and execution of
instructions is suspended until either a reset or an enabled interrupt occurs.

Peripheral functions, if selected to be clocked in the SYSAHBCLKCTRL register, continue
operation during Sleep mode and may generate interrupts to cause the processor to
resume execution. Sleep mode eliminates dynamic power used by the processor itself,
memory systems and their related controllers, and internal buses. The processor state
and registers, peripheral registers, and internal SRAM values are maintained, and the
logic levels of the pins remain static.

3.9.2.1 Power configuration in Sleep mode

Power consumption in Sleep mode is configured by the same settings as in Active mode:

* The clock remains running.

* The system clock frequency remains the same as in Active mode, but the processor is
not clocked.

* Analog and digital peripherals are selected as in Active mode.

3.9.2.2 Programming Sleep mode

The following steps must be performed to enter Sleep mode:

1. The DPDEN bit in the PCON register must be set to zero (Table 50).

2. The SLEEPDEEP bit in the ARM Cortex-M0O SCR register must be set to zero, see
(Table 453).
3. Use the ARM Cortex-M0 Wait-For-Interrupt (WFI) instruction.
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3.9.2.3 Wake-up from Sleep mode

Sleep mode is exited automatically when an interrupt enabled by the NVIC arrives at the
processor or a reset occurs. After wake-up due to an interrupt, the microcontroller returns
to its original power configuration defined by the contents of the PDRUNCFG and the
SYSAHBCLKDIV registers. If a reset occurs, the microcontroller enters the default
configuration in Active mode.

3.9.3 Deep-sleep mode

In Deep-sleep mode, the system clock to the processor is disabled as in Sleep mode. All
analog blocks are powered down, except for the BOD circuit and the watchdog oscillator,
which must be selected or deselected during Deep-sleep mode in the PDSLEEPCFG
register.

Deep-sleep mode eliminates all power used by the flash and analog peripherals and all
dynamic power used by the processor itself, memory systems and their related
controllers, and internal buses. The processor state and registers, peripheral registers,
and internal SRAM values are maintained, and the logic levels of the pins remain static.

3.9.3.1 Power configuration in Deep-sleep mode

Power consumption in Deep-sleep mode is determined by the Deep-sleep power
configuration setting in the PDSLEEPCFG (Table 42) register:

* The only clock source available in Deep-sleep mode is the watchdog oscillator. The
watchdog oscillator can be left running in Deep-sleep mode if required for
timer-controlled wake-up (see Section 3.10.3). All other clock sources (the IRC and
system oscillator) and the system PLL are shut down. The watchdog oscillator analog
output frequency must be set to the lowest value of its analog clock output (bits
FREQSEL in the WDTOSCCTRL = 0001, see Table 13).

¢ The BOD circuit can be left running in Deep-sleep mode if required by the application.

¢ If the watchdog oscillator is running in Deep-sleep mode, only the watchdog timer or
one of the general-purpose timers should be enabled in SYSAHBCLKCTRL register
to minimize power consumption.

3.9.3.2 Programming Deep-sleep mode

The following steps must be performed to enter Deep-sleep mode:

1. The DPDEN bit in the PCON register must be set to zero (Table 50).

2. Select the power configuration in Deep-sleep mode in the PDSLEEPCFG (Table 42)
register.

a. If a timer-controlled wake-up is needed, ensure that the watchdog oscillator is
powered in the PDRUNCFG register and switch the clock source to WD oscillator
in the MAINCLKSEL register (Table 18).

b. If no timer-controlled wake-up is needed and the watchdog oscillator is shut down,
ensure that the IRC is powered in the PDRUNCFG register and switch the clock
source to IRC in the MAINCLKSEL register (Table 18). This ensures that the
system clock is shut down glitch-free.

3. Select the power configuration after wake-up in the PDAWAKECFG (Table 43)
register.
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4. If an external pin is used for wake-up, enable and clear the wake-up pin in the start
logic registers (Table 37 to Table 40), and enable the start logic interrupt in the NVIC.

5. In the SYSAHBCLKCTRL register (Table 21), disable all peripherals except
counter/timer or WDT if needed.

6. Write one to the SLEEPDEEP bit in the ARM Cortex-MO SCR register (Table 453).
7. Use the ARM WFI instruction.

Wake-up from Deep-sleep mode
The microcontroller can wake up from Deep-sleep mode in the following ways:
¢ Signal on an external pin. For this purpose, pins PIO0_0 to PIO0_11 and PIO1_0 can

be enabled as inputs to the start logic. The start logic does not require any clocks and
generates the interrupt if enabled in the NVIC to wake up from Deep-sleep mode.

¢ Input signal to the start logic created by a match event on one of the general purpose
timer external match outputs. The pin holding the timer match function must be
enabled as start logic input in the NVIC, the corresponding timer must be enabled in
the SYSAHBCLKCTRL register, and the watchdog oscillator must be running in
Deep-sleep mode (for details see Section 3.10.3).

* Reset from the BOD circuit. In this case, the BOD circuit must be enabled in the
PDSLEEPCEFG register, and the BOD reset must be enabled in the BODCTRL
register (Table 33).

* Reset from the watchdog timer. In this case, the watchdog oscillator must be running
in Deep-sleep mode (see PDSLEEPCFG register), and the WDT must be enabled in
the SYSAHBCLKCTRL register.

* A reset signal from the external RESET pin.

Remark: If the watchdog oscillator is running in Deep-sleep mode, its frequency
determines the wake-up time causing the wake-up time to be longer than waking up with
the IRC.

Remark: After wake-up, reprogram the clock source for the main clock.

Deep power-down mode

In Deep power-down mode, power and clocks are shut off to the entire chip with the
exception of the WAKEUP pin.

During Deep power-down mode, the contents of the SRAM and registers are not retained
except for a small amount of data which can be stored in the five 32-bit general purpose
registers of the PMU block.

All functional pins are tri-stated in Deep power-down mode except for the WAKEUP pin.

Power configuration in Deep power-down mode

Deep power-down mode has no configuration options. All clocks, the core, and all
peripherals are powered down. Only the WAKEUP pin is powered.

Programming Deep power-down mode

The following steps must be performed to enter Deep power-down mode:
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Write one to the DPDEN bit in the PCON register (see Table 50).
Store data to be retained in the general purpose registers (Table 51).
Write one to the SLEEPDEEP bit in the ARM Cortex-M0O SCR register (Table 453).

Ensure that the IRC is powered by setting bits IRCOUT_PD and IRC_PD to zero in
the PDRUNCFG register before entering Deep power-down mode.

P w0 b

Remark: This step is part dependent. See Section 3.1 for part specific details.
5. Use the ARM WFI instruction.

Remark: The WAKEUP pin must be pulled HIGH externally before entering Deep
power-down mode.

Wake-up from Deep power-down mode

Pulling the WAKEUP pin LOW wakes up the LPC111x/LPC11Cxx from Deep power-down,
and the chip goes through the entire reset process (Section 3.6). The minimum pulse
width for the HIGH-to-LOW transition on the WAKEUP pin is 50 ns.

Follow these steps to wake up the chip from Deep power-down mode:

1. A wake-up signal is generated when a HIGH-to-LOW transition occurs externally on
the WAKEUP pin with a pulse length of at least 50 ns while the part is in Deep
power-down mode.

— The PMU will turn on the on-chip voltage regulator. When the core voltage reaches
the power-on-reset (POR) trip point, a system reset will be triggered and the chip
re-boots.

— All registers except the GPREGO to GPREG4and PCON will be in their reset state.

2. Once the chip has booted, read the deep power-down flag in the PCON register
(Table 50) to verify that the reset was caused by a wake-up event from Deep
power-down.

3. Clear the deep power-down flag in the PCON register (Table 50).

4. (Optional) Read the stored data in the general purpose registers (Table 51 and
Table 52).

5. Set up the PMU for the next Deep power-down cycle.

Remark: The RESET pin has no functionality in Deep power-down mode.

3.10 Deep-sleep mode details

UM10398

3.10.1

3.10.2

IRC oscillator

The IRC is the only oscillator on the LPC111x/LPC11Cxx that can always shut down
glitch-free. Therefore it is recommended that the user switches the clock source to IRC
before the chip enters Deep-sleep mode.

Start logic

The Deep-sleep mode is exited when the start logic indicates an interrupt to the ARM
core. The port pins PIO0_0 to PIO0_11 and PIO1_0 are connected to the start logic and
serve as wake-up pins. The user must program the start logic registers for each input to
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set the appropriate edge polarity for the corresponding wake-up event. Furthermore, the
interrupts corresponding to each input must be enabled in the NVIC. Interrupts 0 to 12 in
the NVIC correspond to 13 PIO pins (see Section 3.5.30).

The start logic does not require a clock to run because it uses the input signals on the
enabled pins to generate a clock edge when enabled. Therefore, the start logic signals
should be cleared (see Table 39) before use.

The start logic can also be used in Active mode to provide a vectored interrupt using the
LPC111x/LPC11Cxx’s input pins.

3.10.3 Using the general purpose counter/timers to create a self-wake-up
event

If enabled in Deep-sleep mode through the SYSAHBCLKCFG register, the counter/timers
can count clock cycles of the watchdog oscillator and create a match event when the
number of cycles equals a preset match value. The match event causes the
corresponding match output pin to go HIGH, LOW, or toggle. The state of the match
output pin is also monitored by the start logic and can trigger a wake-up interrupt if that pin
is enabled in the NVIC and the start logic trigger is configured accordingly in the start logic
edge control register (see Table 37).

The following steps must be performed to configure the counter/timer and create a timed
Deep-sleep self-wake-up event:

1. Configure the port pin as match output in the IOCONFIG block. Select from pins
P100_1 or PIO0_8 to PIO0_11, which are inputs to the start logic and also hold a
match output function.

2. In the corresponding counter/timer, set the match value, and configure the match
output for the selected pin.

3. Select the watchdog oscillator to run in Deep-sleep mode in the PDSLEEPCFG
register.

4. Switch the clock source to the watchdog oscillator in the MAINCLKSEL register
(Table 18) and ensure the watchdog oscillator is powered in the PDRUNCFG register.

5. Enable the pin, configure its edge detect function, and reset the start logic in the start
logic registers (Table 37 to Table 40), and enable the interrupt in the NVIC.

Disable all other peripherals in the SYSAHBCLKCTRL register.

Ensure that the DPDEN bit in the PCON register is set to zero (Table 50).

Write one to the SLEEPDEEP bit in the ARM Cortex-MO SCR register (Table 453).
Start the counter/timer.

© ©® N o

10. Use the ARM WFI instruction to enter Deep-sleep mode.

3.11 System PLL functional description

The LPC111x/LPC11Cxx uses the system PLL to create the clocks for the core and
peripherals.
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Fig 10. System PLL block diagram
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The block diagram of this PLL is shown in Figure 10. The input frequency range is 10 MHz
to 25 MHz. The input clock is fed directly to the Phase-Frequency Detector (PFD). This
block compares the phase and frequency of its inputs, and generates a control signal
when phase and/ or frequency do not match. The loop filter filters these control signals
and drives the current controlled oscillator (CCO), which generates the main clock and
optionally two additional phases. The CCO frequency range is 156 MHz to

320 MHz.These clocks are either divided by 2xP by the programmable post divider to
create the output clock(s), or are sent directly to the output(s). The main output clock is
then divided by M by the programmable feedback divider to generate the feedback clock.
The output signal of the phase-frequency detector is also monitored by the lock detector,
to signal when the PLL has locked on to the input clock.

Remark: The divider values for P and M must be selected so that the PLL output clock
frequency FCLKOUT is lower than 100 MHz.

Lock detector

The lock detector measures the phase difference between the rising edges of the input
and feedback clocks. Only when this difference is smaller than the so called “lock
criterion” for more than eight consecutive input clock periods, the lock output switches
from low to high. A single too large phase difference immediately resets the counter and
causes the lock signal to drop (if it was high). Requiring eight phase measurements in a
row to be below a certain figure ensures that the lock detector will not indicate lock until
both the phase and frequency of the input and feedback clocks are very well aligned. This
effectively prevents false lock indications, and thus ensures a glitch free lock signal.

Power-down control

To reduce the power consumption when the PLL clock is not needed, a Power-down
mode has been incorporated. This mode is enabled by setting the SYSPLL_PD bits to one
in the Power-down configuration register (Table 44). In this mode, the internal current
reference will be turned off, the oscillator and the phase-frequency detector will be
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stopped and the dividers will enter a reset state. While in Power-down mode, the lock
output will be low to indicate that the PLL is not in lock. When the Power-down mode is
terminated by setting the SYSPLL_PD bits to zero, the PLL will resume its normal
operation and will make the lock signal high once it has regained lock on the input clock.

Divider ratio programming

Post divider

The division ratio of the post divider is controlled by the PSEL bits. The division ratio is two
times the value of P selected by PSEL bits as shown in Table 10. This guarantees an
output clock with a 50% duty cycle.

Feedback divider

The feedback divider’s division ratio is controlled by the MSEL bits. The division ratio
between the PLL’s output clock and the input clock is the decimal value on MSEL bits plus
one, as specified in Table 10.

Changing the divider values

Changing the divider ratio while the PLL is running is not recommended. As there is no
way to synchronize the change of the MSEL and PSEL values with the dividers, the risk
exists that the counter will read in an undefined value, which could lead to unwanted
spikes or drops in the frequency of the output clock. The recommended way of changing
between divider settings is to power down the PLL, adjust the divider settings and then let
the PLL start up again.

Frequency selection
The PLL frequency equations use the following parameters (also see Figure 8):

Table 46. PLL frequency parameters

Parameter System PLL

FCLKIN Frequency of sys_pliclkin (input clock to the system PLL) from the
SYSPLLCLKSEL multiplexer (see Section 3.5.9).

FCCO Frequency of the Current Controlled Oscillator (CCO); 156 to 320 MHz.

FCLKOUT Frequency of sys_pliclkout. FCLKOUT must be < 100 MHz.

P System PLL post divider ratio; PSEL bits in SYSPLLCTRL (see Section 3.5.3).

M System PLL feedback divider register; MSEL bits in SYSPLLCTRL (see
Section 3.5.3).

Normal mode

In normal mode the post divider is enabled, giving a 50% duty cycle clock with the
following frequency relations:

1)
FCLKOUT = M x FCLKIN = (FCCO)/(2 x P)
To select the appropriate values for M and P, it is recommended to follow these steps:
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1. Specify the input clock frequency FCLKIN.

2. Calculate M to obtain the desired output frequency FCLKOUT with
M = FCLKOUT / FCLKIN.

3. Find a value so that FCCO =2 x P x FCLKOUT.

4. Verify that all frequencies and divider values conform to the limits specified in
Table 10.

5. Ensure that FCLKOUT < 100 MHz.

Table 47 shows how to configure the PLL for a 12 MHz crystal oscillator using the
SYSPLLCTRL register (Table 10). The main clock is equivalent to the system clock if the
system clock divider SYSAHBCLKDIV is set to one (see Table 20).

Table 47. PLL configuration examples

PLL input Main clock MSEL bits Mdivider PSEL bits P divider FCCO
clock (FCLKOUT) Table 10  value Table 10 value frequency
sys_pliclkin

(FCLKIN)

12 MHz 48 MHz 00011 4 01 2 192 MHz
12 MHz 36 MHz 00010 3 10 4 288 MHz
12 MHz 24 MHz 00001 2 10 4 192 MHz

Power-down mode

In this mode, the internal current reference is turned off, the oscillator and the
phase-frequency detector are stopped, and the dividers enter a reset state. While in
Power-down mode, the lock output is be LOW to indicate that the PLL is not in lock. When
the Power-down mode is terminated by setting the SYSPLL_PD bit to zero in the
Power-down configuration register (Table 44), the PLL resumes its normal operation and
asserts the lock signal HIGH once it has regained lock on the input clock.

3.12 Flash memory access

UM10398

Depending on the system clock frequency, access to the flash memory can be configured
with various access times by writing to the FLASHCFG register at address 0x4003 C010.
This register is part of the flash configuration block (see Figure 6).

Remark: Improper setting of this register may result in incorrect operation of the
LPC111x/LPC11Cxx flash memory. Do not manipulate the FLASHCFG register when
using power profiles (set_power() and/or set_pll() API’s).
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Table 48. Flash configuration register (FLASHCFG, address 0x4003 C010) bit description

Bit Symbol Value Description Reset

1:0 FLASHTIM

00

01

10

11
31:2 - -

value

Flash memory access time. FLASHTIM +1 is equal to the 10
number of system clocks used for flash access.

1 system clock flash access time (for system clock
frequencies of up to 20 MHz).

2 system clocks flash access time (for system clock
frequencies of up to 40 MHz).

3 system clocks flash access time (for system clock
frequencies of up to 50 MHz).

Reserved.

Reserved. User software must not change the value of -
these bits. Bits 31:2 must be written back exactly as read.
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4.1 How to read this chapter

Remark: For parts LPC11(D)1x/102/202/302, also refer to Chapter 5 for power control.

4.2 Introduction

The PMU controls the Deep power-down mode. Four general purpose register in the PMU
can be used to retain data during Deep power-down mode.

4.3 Register description

Table 49. Register overview: PMU (base address 0x4003 8000)

Name Access Address Description Reset
offset value
PCON R/W 0x000 Power control register 0x0
GPREGO R/W 0x004 General purpose register 0 0x0
GPREG1 R/W 0x008 General purpose register 1 0x0
GPREG2 R/W 0x00C General purpose register 2 0x0
GPREG3 R/W 0x010 General purpose register 3 0x0
GPREG4 R/W 0x014 General purpose register 4 0x0

4.3.1 Power control register

The power control register selects whether one of the ARM Cortex-MO0 controlled
power-down modes (Sleep mode or Deep-sleep mode) or the Deep power-down mode is
entered and provides the flags for Sleep or Deep-sleep modes and Deep power-down
modes respectively. See Section 3.9 for details on how to enter the power-down modes.

Table 50. Power control register (PCON, address 0x4003 8000) bit description

Bit Symbol Value Description Reset
value
0 - - Reserved. Do not write 1 to this bit. 0x0
DPDEN Deep power-down mode enable 0
0 ARM WEFI will enter Sleep or Deep-sleep mode (clock to
ARM Cortex-MO0 core turned off).
1 ARM WFI will enter Deep-power down mode (ARM

Cortex-MO core powered-down).
72 - - Reserved. Do not write ones to this bit. 0x0
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Table 50. Power control register (PCON, address 0x4003 8000) bit description ...continued

Bit Symbol Value Description Reset
value
8 SLEEPFLAG Sleep mode flag 0
0 Read: No power-down mode entered.

LPC111x/LPC11Cxx is in Active mode.
Write: No effect.

1 Read: Sleep/Deep-sleep or Deep power-down mode
entered.
Write: Writing a 1 clears the SLEEPFLAG bit to 0.
109 - - Reserved. Do not write ones to this bit. 0x0
11 DPDFLAG Deep power-down flag 0x0
0 Read: Deep power-down mode not entered. 0x0
Write: No effect.
1 Read: Deep power-down mode entered. 0x0
Write: Clear the Deep power-down flag.
31:12 - - Reserved. Do not write ones to this bit. 0x0

General purpose registers 0to 3

The general purpose registers retain data through the Deep power-down mode when
power is still applied to the Vpp pin but the chip has entered Deep power-down mode.
Only a “cold” boot when all power has been completely removed from the chip will reset
the general purpose registers.

Table 51. General purpose registers 0to 3 (GPREGO - GPREG3, address 0x4003 8004 to
0x4003 8010) bit description

Bit Symbol Description Reset
value
31.0 GPDATA Data retained during Deep power-down mode. 0x0

General purpose register 4

The general purpose register 4 retains data through the Deep power-down mode when
power is still applied to the Vpp pin but the chip has entered Deep power-down mode.
Only a “cold” boot, when all power has been completely removed from the chip, will reset
the general purpose registers.

Remark: If there is a possibility that the external voltage applied on pin Vpp drops below
2.2 V during Deep power-down, the hysteresis of the WAKEUP input pin has to be
disabled in this register before entering Deep power-down mode in order for the chip to
wake up.

Table 52. General purpose register 4 (GPREG4, address 0x4003 8014) bit description

Bit Symbol Value Description Reset
value
9:0 - - Reserved. Do not write ones to this bit. 0x0
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Table 52. General purpose register 4 (GPREG4, address 0x4003 8014) bit description

Bit Symbol Value Description Reset
value
10 WAKEUPHYS WAKEUP pin hysteresis enable 0x0
Hysteresis for WAKEUP pin enabled.
0 Hysteresis for WAKUP pin disabled.
31:11 GPDATA Data retained during Deep power-down mode. 0x0

4.4 Functional description

For details of entering and exiting Deep power-down mode, see Section 3.9.4.
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5.1 How to read this chapter

The power profiles are available for parts LPC11(D)1x/102/202/302 only (LPC1100L
series).

5.2 Basic configuration

Specific power profile settings are required in the following situation: When using IAP
commands, configure the power profiles in Default mode.

Disable all interrupts before making calls to the power profile API. You can re-enable the
interrupts after the power profile API calls have completed.

5.3 Features

* Includes ROM-based application services
* Power Management services
* Clocking services

5.4 Description

The API calls to the ROM are performed by executing functions which are pointed by a
pointer within the ROM Driver Table. Figure 11 shows the pointer structure used to call the
Power Profiles API.
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Power API function table

> set_pll
Ptr to ROM Driver table set_power
O0x1FFF 2004
ROM Driver Table

Ox1FFF 1FF8

Ptr to Device Table 0
Ox1FFF 1FFC

Ptr to Device Table 1
0x1FFF 2000

Ptr to Device Table 2 .

Device n
0x1FFF 2004
. 5 -
Ptr to PowerAPI Table . Ptr to Function 0

Ptr to Function 1

Ptr to Function 2

Ptr to Function n
Ptr to Device Tablen

Fig 11. Power profiles pointer structure

ARM
CORTEX-MO
main clock CLOCK system clock
irc_osc_clk SYSAHBCLKDIV SYSAHBCLKCTRL[1]
- (ROM enable)
L]
L]
wdt_osc_clk .
SPI1
SYSAHBCLKCTRL[18]
MAINCLKSEL (SPI1 enable)
sys_pliclkout ;
irc_osc_clk CLOCK .
—\l DIVIDER — Peripherals
sys_osc_clk —] SYS PLL
—] /H sys_pliclkin

SYSPLLCLKSEL

Fig 12. LPC111x/102/202/302 clock configuration for power APl use

5.5 Definitions

The following elements have to be defined in an application that uses the power profiles:

UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.

User manual Rev. 12.4 — 22 December 2016 62 of 548




NXP Semiconductors UM10398

Chapter 5: LPC111x/LPC11Cxx Power profiles

typedef struct PWRD {
void (*set_pll)(unsigned int cmd[], unsigned int resp[]);
void (*set_power)(unsigned int cmd[], unsigned int resp[]);
} PWRD;
typedef struct ROM {
const PWRD * pWRD;
} ROM;
ROM ** rom = (ROM **) (Ox1FFFLFF8 + 3 * sizeof(ROM**));
unsigned int command[4], result[2];

5.6 Clocking routine

UM10398

5.6.1 set_pll

This routine sets up the system PLL according to the calling arguments. If the expected
clock can be obtained by simply dividing the system PLL input, set_pll bypasses the PLL
to lower system power consumption.

Remark: Before this routine is invoked, the PLL clock source (IRC/system oscillator) must
be selected (Table 16), the main clock source must be set to the input clock to the system
PLL (Table 18) and the system/AHB clock divider must be set to 1 (Table 20).

set_pll attempts to find a PLL setup that matches the calling parameters. Once a
combination of a feedback divider value (SYSPLLCTRL, M), a post divider ratio
(SYSPLLCTRL, P) and the system/AHB clock divider (SYSAHBCLKDIV) is found, set_pll
applies the selected values and switches the main clock source selection to the system
PLL clock out (if necessary).

The routine returns a result code that indicates if the system PLL was successfully set
(PLL_CMD_SUCCESS) or not (in which case the result code identifies what went wrong).
The current system frequency value is also returned. The application should use this
information to adjust other clocks in the device (the SSP, UART, and WDT clocks, and/or
clockout).

Table 53. set_pll routine

Routine set_pll
Input ParamO: system PLL input frequency (in kHz)
Param1: expected system clock (in kHz)

Param2: mode (CPU_FREQ_EQU, CPU_FREQ_LTE, CPU_FREQ GTE,
CPU_FREQ_APPROX)

Param3: system PLL lock time-out

Result Result0: PLL_CMD_SUCCESS | PLL_INVALID_FREQ | PLL_INVALID_MODE |
PLL_FREQ_NOT_FOUND | PLL_NOT_LOCKED

Resultl: system clock (in kHz)

The following definitions are needed when making set_pll power routine calls:

I* set_pll mode options */

#define CPU_FREQ_EQU 0
#define CPU_FREQ_LTE 1
#define CPU_FREQ_GTE 2
#define CPU_FREQ_APPROX 3
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I* set_pll result0 options */

#define PLL_CMD_SUCCESS
#define PLL_INVALID_FREQ
#define PLL_INVALID_MODE
#define PLL_FREQ_NOT_FOUND
#define PLL_NOT_LOCKED

S~ o o e o

For a simplified clock configuration scheme see Figure 12. For more details see Figure 8.

ParamO: system PLL input frequency and Paraml: expected system clock

set_pll looks for a setup in which the system PLL clock does not exceed 50 MHz. It easily
finds a solution when the ratio between the expected system clock and the system PLL
input frequency is an integer value, but it can also find solutions in other cases.

The system PLL input frequency (ParamQ) must be between 10000 to 25000 kHz (10
MHz to 25 MHz) inclusive. The expected system clock (Param1) must be between 1 and
50000 kHz inclusive. If either of these requirements is not met, set_pll returns
PLL_INVALID_FREQ and returns ParamO as Resultl since the PLL setting is unchanged.

Param2: mode

The first priority of set_pll is to find a setup that generates the system clock at exactly the
rate specified in Param1. If it is unlikely that an exact match can be found, input parameter
mode (Param?2) should be used to specify if the actual system clock can be less than or
equal, greater than or equal or approximately the value specified as the expected system
clock (Paraml).

A call specifying CPU_FREQ_EQU will only succeed if the PLL can output exactly the
frequency requested in Param1.

CPU_FREQ_LTE can be used if the requested frequency should not be exceeded (such
as overall current consumption and/or power budget reasons).

CPU_FREQ_GTE helps applications that need a minimum level of CPU processing
capabilities.

CPU_FREQ_APPROX results in a system clock that is as close as possible to the
requested value (it may be greater than or less than the requested value).

If an illegal mode is specified, set_pll returns PLL_INVALID_MODE. If the expected
system clock is out of the range supported by this routine, set_pll returns
PLL_FREQ_NOT_FOUND. In these cases the current PLL setting is not changed and
ParamO is returned as Resultl.

Param3: system PLL lock time-out

It should take no more than 100 us for the system PLL to lock if a valid configuration is
selected. If Param3 is zero, set_pll will wait indefinitely for the PLL to lock. A non-zero
value indicates how many times the code will check for a successful PLL lock event
before it returns PLL_NOT_LOCKED. In this case the PLL settings are unchanged and
ParamO is returned as Result1.

Remark: The time it takes the PLL to lock depends on the selected PLL input clock
source (IRC/system oscillator) and its characteristics. The selected source can
experience more or less jitter depending on the operating conditions such as power
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supply and/or ambient temperature. This is why it is suggested that when a good known
clock source is used and a PLL_NOT_LOCKED response is received, the set_pll routine
should be invoked several times before declaring the selected PLL clock source invalid.

Hint: setting Param3 equal to the system PLL frequency [Hz] divided by 10000 will
provide more than enough PLL lock-polling cycles.

Code examples

The following examples illustrate some of the features of set_pll discussed above.

Invalid frequency (device maximum clock rate exceeded)

command[0] = 12000;

command[1] = 60000;

command[2] = CPU_FREQ_EQU;
command[3] = 0;
(*rom)->pWRD->set_pll(command, result);

The above code specifies a 12 MHz PLL input clock and a system clock of exactly

60 MHz. The application was ready to infinitely wait for the PLL to lock. But the expected
system clock of 60 MHz exceeds the maximum of 50 MHz. Therefore set_pll returns
PLL_INVALID_FREQ in result[0] and 12000 in result[1] without changing the PLL
settings.

Invalid frequency selection (system clock divider restrictions)

command[0] = 12000;

command[1] = 40;

command[2] = CPU_FREQ_LTE;
command[3] = 0;
(*rom)->pWRD->set_pll(command, result);

The above code specifies a 12 MHz PLL input clock, a system clock of no more than

40 kHz and no time-out while waiting for the PLL to lock. Since the maximum divider value
for the system clock is 255 and running at 40 kHz would need a divide by value of 300,
set_pll returns PLL_INVALID_FREQ in result[0] and 12000 in result[1] without changing
the PLL settings.

Exact solution cannot be found (PLL)

command[0] = 12000;

command[1] = 25000;

command[2] = CPU_FREQ_EQU;
command[3] = 0;
(*rom)->pWRD->set_pll(command, result);

The above code specifies a 12 MHz PLL input clock and a system clock of exactly

25 MHz. The application was ready to infinitely wait for the PLL to lock. Since there is no
valid PLL setup within earlier mentioned restrictions, set_pll returns
PLL_FREQ_NOT_FOUND in result[0] and 12000 in result[1] without changing the PLL
settings.
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System clock less than or equal to the expected value

command[0] = 12000;

command[1] = 25000;

command[2] = CPU_FREQ_LTE;
command[3] = 0;
(*rom)->pWRD->set_pll(command, result);

The above code specifies a 12 MHz PLL input clock, a system clock of no more than
25 MHz and no locking time-out. set_pll returns PLL_CMD_SUCCESS in result[0] and
24000 in result[1]. The new system clock is 24 MHz.

System clock greater than or equal to the expected value

command[0] = 12000;

command[1] = 25000;

command[2] = CPU_FREQ_GTE;
command[3] = 0;
(*rom)->pWRD->set_pll(command, result);

The above code specifies a 12 MHz PLL input clock, a system clock of at least 25 MHz
and no locking time-out. set_pll returns PLL_CMD_SUCCESS in result[0] and 36000 in
result[1]. The new system clock is 36 MHz.

System clock approximately equal to the expected value

command[0] = 12000,

command[1] = 16500,

command[2] = CPU_FREQ_APPROX;
command[3] = 0;
(*rom)->pWRD->set_pll(command, result);

The above code specifies a 12 MHz PLL input clock, a system clock of approximately
16.5 MHz and no locking time-out. set_pll returns PLL_CMD_SUCCESS in result[0] and
16000 in result[1]. The new system clock is 16 MHz.

5.7 Power routine

UM10398

5.7.1

set_power

This routine configures the device’s internal power control settings according to the calling
arguments. The goal is to reduce active power consumption while maintaining the feature
of interest to the application close to its optimum.

Remark: The set_power routine was designed for systems employing the configuration of
SYSAHBCLKDIV = 1 (System clock divider register, see Table 20 and Figure 12). Using
this routine in an application with the system clock divider not equal to 1 might not improve
microcontroller’'s performance as much as in setups when the main clock and the system
clock are running at the same rate.

set_power returns a result code that reports whether the power setting was successfully
changed or not.
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using power profiles and
changing system clock

N

current_clock,
new_clock, new_mode

N

use power routine call
to change mode to
DEFAULT

A

use either clocking routine call or
custom code to change system clock
from current_clock to new_clock

A

use power routine call
to change mode to

UM10398

new_mode
A
end
Fig 13. Power profiles usage
Table 54. set_power routine
Routine set_power
Input ParamO0: main clock (in MHz)

Param1: mode (PWR_DEFAULT, PWR_CPU_PERFORMANCE, PWR_
EFFICIENCY, PWR_LOW_CURRENT)

Param2: system clock (in MHz)

Result Result0: PWR_CMD_SUCCESS | PWR_INVALID_FREQ |
PWR_INVALID_MODE

The following definitions are needed for set_power routine calls:

I* set_power mode options */

#define PWR_DEFAULT 0
#define PWR_CPU_PERFORMANCE 1
#define PWR_EFFICIENCY 2

#define PWR_LOW_CURRENT 3
I* set_power result0 options */

#define PWR_CMD_SUCCESS 0
#define PWR_INVALID_FREQ 1
#define PWR_INVALID_MODE 2

All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.

User manual

Rev. 12.4 — 22 December 2016 67 of 548



NXP Semiconductors UM10398

Chapter 5: LPC111x/LPC11Cxx Power profiles

For a simplified clock configuration scheme see Figure 12. For more details see Figure 8.

5.7.1.1 ParamO: main clock

The main clock is the clock rate the microcontroller uses to source the system’s and the
peripherals’ clock. It is configured by either a successful execution of the clocking routine
call or a similar code provided by the user. This operand must be an integer between 1 to
50 MHz inclusive. If a value out of this range is supplied, set_power returns
PWR_INVALID_FREQ and does not change the power control system.

5.7.1.2 Paraml: mode

The input parameter mode (Param1l) specifies one of four available power settings. If an
illegal selection is provided, set_power returns PWR_INVALID _MODE and does not
change the power control system.

PWR_DEFAULT keeps the device in a baseline power setting similar to its reset state.

PWR_CPU_PERFORMANCE configures the microcontroller so that it can provide more
processing capability to the application. CPU performance is 30% better than the default
option.

PWR_EFFICIENCY setting was designed to find a balance between active current and
the CPU’s ability to execute code and process data. In this mode the device outperforms
the default mode both in terms of providing higher CPU performance and lowering active
current.

PWR_LOW_CURRENT is intended for those solutions that focus on lowering power
consumption rather than CPU performance.

5.7.1.3 Param2: system clock

The system clock is the clock rate at which the microcontroller core is running when
set_power is called. This parameter is an integer between from 1 and 50 MHz inclusive.

5.7.1.4 Code examples

The following examples illustrate some of the set_power features discussed above.

5.7.1.4.1 Invalid frequency (device maximum clock rate exceeded)

command[0] = 60;

command[1] = PWR_CPU_PERFORMANCE;
command[2] = 60;
(*rom)->pWRD->set_power(command, result);

The above setup would be used in a system running at the main and system clock of
60 MHz, with a need for maximum CPU processing power. Since the specified 60 MHz
clock is above the 50 MHz maximum, set_power returns PWR_INVALID_FREQ in
result[0] without changing anything in the existing power setup.

5.7.1.4.2 An applicable power setup

command[0] = 24;
command[1] = PWR_CPU_EFFICIENCY;
command[2] = 24;
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(*rom)->pWRD->set_power(command, result);

The above code specifies that an application is running at the main and system clock of
24 MHz with emphasis on efficiency. set_power returns PWR_CMD_SUCCESS in
result[0] after configuring the microcontroller’s internal power control features.
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6.1 How to read this chapter

The C_CAN controller interrupt is available on parts LPC11Cxx only.

6.2 Introduction

6.3 Features

The Nested Vectored Interrupt Controller (NVIC) is an integral part of the Cortex-M0. The
tight coupling to the CPU allows for low interrupt latency and efficient processing of late
arriving interrupts.

Nested Vectored Interrupt Controller that is an integral part of the ARM Cortex-MO0

Tightly coupled interrupt controller provides low interrupt latency

Controls system exceptions and peripheral interrupts

The NVIC supports 32 vectored interrupts
¢ 4 programmable interrupt priority levels with hardware priority level masking
* Software interrupt generation

6.4 Interrupt sources

Table 55 lists the interrupt sources for each peripheral function. Each peripheral device
may have one or more interrupt lines to the Vectored Interrupt Controller. Each line may
represent more than one interrupt source. There is no significance or priority about what
line is connected where, except for certain standards from ARM.

See Section 28.6.2 for the NVIC register bit descriptions.

Table 55. Connection of interrupt sources to the Vectored Interrupt Controller

Exception Vector Function Flag(s)

Number Offset

12t0 0 start logic wake-up  Each interrupt is connected to a PIO input pin serving
interrupts as wake-up pin from Deep-sleep mode; Interrupt O to

11 correspond to PIOO_0 to PIOO_11 and interrupt
12 corresponds to PIO1_0; see Section 3.5.30.

13 C_CAN C_CAN interrupt
14 SPI/SSP1 Tx FIFO half empty
Rx FIFO half full
Rx Timeout
Rx Overrun
15 12C Sl (state change)
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Table 55. Connection of interrupt sources to the Vectored Interrupt Controller
Exception Vector Function Flag(s)
Number Offset
16 CT16B0 Match O - 2
Capture 0
17 CT16B1 Match O - 1
Capture 0
18 CT32B0 Match 0 - 3
Capture 0
19 CT32B1 Match O - 3
Capture 0
20 SPI/SSPO Tx FIFO half empty
Rx FIFO half full
Rx Timeout
Rx Overrun
21 UART Rx Line Status (RLS)
Transmit Holding Register Empty (THRE)
Rx Data Available (RDA)
Character Time-out Indicator (CTI)
End of Auto-Baud (ABEO)
Auto-Baud Time-Out (ABTO)
22 - Reserved
23 - Reserved
24 ADC A/D Converter end of conversion
25 WDT Watchdog interrupt (WDINT)
26 BOD Brown-out detect
27 - Reserved
28 PIO_3 GPIO interrupt status of port 3
29 PIO_2 GPIO interrupt status of port 2
30 PIO_1 GPIO interrupt status of port 1
31 PIO_O GPIO interrupt status of port 0
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7.1 How to read this chapter

7.2 Features

Remark: This chapter applies to parts in the following series (see Table 1):

¢ LPC1100

e LPC1100L
¢ LPC1100C
e LPC11D14

Pin configuration

The implementation of the 1/0O configuration registers varies for different
LPC111x/LPC11Cxx parts and packages. Table 57 shows which IOCON registers are
used on the different packages.

C_CAN pins

¢ Forthe LPC11C12/C14, functions PIO3_4 and PIO3_5 are not available. Instead, two
pins are dedicated to the C_CAN receive and transmit functions (see Table 57)
without pull-up or pull-down resistors. The C_CAN pins have no programmable pin
configuration.

* Forthe LPC11C22/C24, pins PIO1_9, PIO2_4, PIO2_5, and PIO2_9 are not available
and are replaced by the on-chip CAN transceiver pins. The CAN transceiver pins
have no programmable pin configuration.

Pseudo open-drain function

For the LPC11(D)1x/102/202/302, a pseudo open-drain mode can be selected in the
IOCON registers for each digital pin except the 12C pins (see Figure 14). The open-drain
mode is not available for the LPC111x/101/201/301 parts.

Pull-up level

If the pull-up resistor is enabled (default), all non-12C pins are pulled up to 2.6 V for
LPC111x/101/201/301 parts and pulled up to 3.3 V for LPC11Cxx parts and
LPC111x/102/202/302 (Vpp = 3.3 V).

UM10398

The 1/0O configuration registers control the electrical characteristics of the pads. The
following features are programmable:

* Pin function.

¢ Internal pull-up/pull-down resistor or bus keeper function.

¢ Hysteresis.

* Analog input or digital mode for pads hosting the ADC inputs.

* |2C mode for pads hosting the 12C-bus function.
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¢ Pseudo open-drain mode for non-12C pins (see Section 7.1 for part specific details).

7.3 General description

The IOCON registers control the function (GPIO or peripheral function), the input mode,
and the hysteresis of all PIOn_m pins. In addition, the 12C-bus pins can be configured for
different 12C-bus modes. If a pin is used as input pin for the ADC, an analog input mode
can be selected.

Vbb Vbb
open-drain enable
pin configured output enable SEﬁ_TJg ESD
as digital output P P
driver data output —— PIN
strong
pull-down ESD
) Vss
Vbb

pull-up enable

weak
pull-down

repeater mode
pin configured enable
as digital input pull-down enable

select analog input J‘
B

data input

pin configured
as analog input

analog input
002aah159

For open-drain mode, see Section 7.1.

Fig 14. Standard I/O pin configuration

7.3.1 Pin function

The FUNC bits in the IOCON registers can be set to GPIO (FUNC = 000) or to a
peripheral function. If the pins are GPIO pins, the GPIONnDIR registers determine whether
the pin is configured as an input or output (see Section 12.3.2). For any peripheral
function, the pin direction is controlled automatically depending on the pin’s functionality.
The GPIONDIR registers have no effect for peripheral functions.
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Pin mode

The MODE bits in the IOCON register allow the selection of on-chip pull-up or pull-down
resistors for each pin or select the repeater mode.

The possible on-chip resistor configurations are pull-up enabled, pull-down enabled, or no
pull-up/pull-down. The default value is pull-up enabled. See Section 7.1 for part specific
details.

The repeater mode enables the pull-up resistor if the pin is at a logic HIGH and enables
the pull-down resistor if the pin is at a logic LOW. This causes the pin to retain its last
known state if it is configured as an input and is not driven externally. The state retention is
not applicable to the Deep power-down mode. Repeater mode may typically be used to
prevent a pin from floating (and potentially using significant power if it floats to an
indeterminate state) if it is temporarily not driven.

Hysteresis
The input buffer for digital functions can be configured with hysteresis or as plain buffer
through the IOCON registers (see the LPC111x and LPC11Cx data sheets for details).

If the external pad supply voltage Vpp is between 2.5 V and 3.6 V, the hysteresis buffer
can be enabled or disabled. If Vpp is below 2.5 V, the hysteresis buffer must be disabled
to use the pin in input mode.

A/D-mode

In A/D-mode, the digital receiver is disconnected to obtain an accurate input voltage for
analog-to-digital conversions. This mode can be selected in those IOCON registers that
control pins with an analog function. HYS and MODE should be zero when AD mode is
used.

For pins without analog functions, the A/D-mode setting has no effect.

I2C mode

If the 12C function is selected by the FUNC bits of registers IOCON_PIOO0_4 (Table 68)
and IOCON_PIO0_5 (Table 69), then the 12C-bus pins can be configured for different
I2C-modes:

* Standard mode/Fast-mode 12C with input glitch filter (this includes an open-drain
output according to the 12C-bus specification).

* Fast-mode Plus with input glitch filter (this includes an open-drain output according to
the 12C-bus specification). In this mode, the pins function as high-current sinks.

¢ Standard open-drain 1/O functionality without input filter.

Remark: Either Standard mode/Fast-mode I2C or Standard I/O functionality should be
selected if the pin is used as GPIO pin.
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7.3.6 Open-drain Mode

When output is selected, either by selecting a special function in the FUNC field, or by
selecting GPIO function for a pin having a 1 in its GPIODIR register, a 1 in the OD bit
selects open-drain operation, that is, a 1 disables the high-drive transistor. This option has
no effect on the primary 12C pins.

Remark: The open-drain mode is not available on all parts (see Section 7.1).

7.4 Register description

The 1/O configuration registers control the PIO port pins, the inputs and outputs of all
peripherals and functional blocks, the 12C-bus pins, and the ADC input pins.

Each port pin PIOn_m has one IOCON register assigned to control the pin’s function and
electrical characteristics.

Some input functions (SCK0, DSR, DCD, and RI) are multiplexed to several physical pins.
The IOCON_LOC registers select the pin location for each of these functions.

Remark: The IOCON registers are listed in order of their memory locations in Table 56,
which correspond to the order of their physical pin numbers in the LQFP48 package
starting at the upper left corner with pin 1 (P1O2_6). See Table 57 for a listing of IOCON
registers ordered by port number.

The IOCON location registers are used to select a physical pin for multiplexed functions.

Remark: Note that once the pin location has been selected, the function still must be
configured in the corresponding IOCON registers for the function to be usable on that pin.

Table 56. Register overview: I/O configuration (base address 0x4004 4000)

Name Access Address Description Reset Reference
offset value

IOCON_PIO2_6 R/W 0x000 I/O configuration for pin P102_6 0xDO Table 58

- R/W 0x004 Reserved - -

IOCON_PIO2_0 R/W 0x008 I/O configuration for pin 0xDO Table 59
PIO2_0/DTR/SSEL1

IOCON_RESET_PIOO0_0 R/W 0x00C I/0O configuration for pin RESET/PIO0_0 0xDO Table 60

IOCON_PIOO0_1 R/W 0x010 I/O configuration for pin 0xDO Table 61
PIO0_1/CLKOUT/CT32B0_MAT2

IOCON_PIO1_8 R/W 0x014 I/0 configuration for pin 0xDO Table 62
PIO1_8/CT16B1_CAPO

- R/W 0x018 Reserved - -

IOCON_PIOO0_2 R/W 0x01C I/O configuration for pin 0xDO Table 63
PIO0_2/SSEL0/CT16B0_CAPO

IOCON_PIO2_7 R/W 0x020 I/O configuration for pin P102_7 0xDO Table 64

IOCON_PIO2_8 R/W 0x024 I/O configuration for pin P102_8 0xDO Table 65

IOCON_PIO2_1 R/W 0x028 I/O configuration for pin 0xDO Table 66
PI02_1/DSR/SCK1

IOCON_PIOO_3 R/W 0x02C I/O configuration for pin PIO0_3 0OxDO Table 67

IOCON_PIOO0_4 R/W 0x030 I/O configuration for pin PIO0_4/SCL 0x00 Table 68

UM10398
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Table 56. Register overview: I/O configuration (base address 0x4004 4000)
Name Access Address Description Reset Reference
offset value

IOCON_PIOO0_5 R/W 0x034 I/O configuration for pin PIO0_5/SDA 0x00 Table 69

IOCON_PIO1_9 R/W 0x038 I/O configuration for pin 0xDO Table 70
PIO1_9/CT16B1_MATO

IOCON_PIO3_4 R/W 0x03C I/O configuration for pin PIO3_4 0xDO Table 71

IOCON_PIO2_4 R/W 0x040 I/O configuration for pin PI02_4 0xD0 Table 72

IOCON_PIO2_5 R/W 0x044 I/O configuration for pin PI02_5 0xDO Table 73

IOCON_PIO3_5 R/W 0x048 I/O configuration for pin PIO3_5 0xD0O Table 74

IOCON_PIOO0_6 R/W 0x04C I/O configuration for pin PIO0_6/SCKO 0xDO Table 75

IOCON_PIOO0_7 R/W 0x050 I/O configuration for pin PIO0_7/CTS 0xD0O Table 76

IOCON_PIO2_9 R/W 0x054 I/O configuration for pin PI02_9 0xDO Table 77

IOCON_PIO2_10 R/W 0x058 I/O configuration for pin PIO2_10 0xDO Table 78

IOCON_PIO2_2 R/W 0x05C I/O configuration for pin 0xDO Table 79
P102_2/DCD/MISO1

IOCON_PIOO_8 R/W 0x060 I/O configuration for pin 0xDO Table 80
PIO0_8/MISO0/CT16B0_MATO

IOCON_PIOO0_9 R/W 0x064 I/O configuration for pin 0xDO Table 81
PIO0_9/MOSIO/CT16B0_MAT1

IOCON_SWCLK_PIO0_10 R/W 0x068 I/O configuration for pin 0xDO Table 82
SWCLK/PIO0_10/
SCKO/CT16B0_MAT2

IOCON_PIO1_10 R/W 0x06C I/O configuration for pin 0xDO Table 83
PIO1_10/AD6/CT16B1_MAT1

IOCON_PIO2_11 R/W 0x070 I/O configuration for pin PIO2_11/SCKO 0xDO Table 84

IOCON_R_PIO0_11 R/W 0x074 I/O configuration for pin 0xDO Table 85
R/P10O0_11/ADO/CT32B0_MAT3

IOCON_R_PIO1 O R/W 0x078 I/O configuration for pin 0xDO Table 86
R/PIO1_0/AD1/CT32B1_CAPO

IOCON_R_PIO1_1 R/W 0x07C I/O configuration for pin 0xDO Table 87
R/PIO1_1/AD2/CT32B1_MATO

IOCON_R_PIO1 2 R/W 0x080 I/O configuration for pin 0xDO Table 88
R/PIO1_2/AD3/CT32B1_MAT1

IOCON_PIO3 0 R/W 0x084 I/O configuration for pin PIO3_0/DTR OxDO Table 89

IOCON_PIO3_1 R/W 0x088 I/O configuration for pin PIO3_1/DSR 0xDO Table 90

IOCON_PIO2_3 R/W 0x08C I/0 configuration for pin OxDO Table 91
PIO2_3/RI/MOSI1

IOCON_SWDIO_PIO1_3 R/W 0x090 I/O configuration for pin 0xDO Table 92
SWDIO/PIO1_3/AD4/CT32B1_MAT2

IOCON_PIO1_4 R/W 0x094 I/O configuration for pin 0xDO Table 93
PIO1_4/AD5/CT32B1_MAT3

IOCON_PIO1 11 R/W 0x098 I/O configuration for pin PIO1_11/AD7 0xDO Table 94

IOCON_PIO3_2 R/W 0x09C I/O configuration for pin PIO3_2/DCD 0xDO Table 95

IOCON_PIO1_5 R/W 0x0A0 I/O configuration for pin 0xDO Table 96
PIO1_5/RTS/CT32B0_CAPO
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Table 56. Register overview: I/O configuration (base address 0x4004 4000)

Name Access Address Description Reset Reference
offset value

IOCON_PIO1_6 R/W 0x0A4 I/O configuration for pin 0xDO Table 97

PIO1_6/RXD/CT32B0_MATO
IOCON_PIO1_7 R/W Ox0A8 I/O configuration for pin 0xDO Table 98

PIO1_7/TXD/CT32B0_MAT1
IOCON_PIO3_3 R/W Ox0AC I/O configuration for pin PIO3_3/ﬁ 0xDO Table 99
IOCON_SCK_LOC R/W 0x0BO SCK pin location select register 0x00 Table 100
IOCON_DSR_LOC R/W 0x0B4 DSR pin location select register 0x00 Table 101
IOCON_DCD_LOC R/W 0x0B8 DCD pin location select register 0x00 Table 102
IOCON_RI_LOC R/W 0x0BC RI pin location register 0x00 Table 103
Table 57. 1/O configuration registers ordered by port number
Port pin  Register name LPC1112 LPC1111/ LPC1113/ LPC11C12 LPC11C22/ Reference

12/13/14 14 / C24

Ci14
HVQFN24 HVQFN33 LQFP48 LQFP48 LQFP48

PIO0_0O IOCON_RESET_PIOO_0 vyes yes yes yes yes Table 60
PIOO0_1 IOCON_PIOO0_1 yes yes yes yes yes Table 58
P100_2 IOCON_PIOOQ_2 yes yes yes yes yes Table 63
PIO0_3 IOCON_PIOO_3 no yes yes yes yes Table 67
PIO0_4 IOCON_PIOO0_4 yes yes yes yes yes Table 68
PIO0_5 IOCON_PIOO0_5 yes yes yes yes yes Table 69
P1O0_6 IOCON_PIOO0_6 yes yes yes yes yes Table 75
PIO0_7 IOCON_PIOO0_7 yes yes yes yes yes Table 76
PI1O0_8 IOCON_PIOO0_8 yes yes yes yes yes Table 80
PIO0_9 IOCON_PIOO0_9 yes yes yes yes yes Table 81
PIO0_10 IOCON_SWCLK_PIO0_10 vyes yes yes yes yes Table 82
PIO0_11 IOCON_R_PIOO_11 yes yes yes yes yes Table 85
PIO1_0 IOCON_R_PIO1_0 yes yes yes yes yes Table 86
PIO1_1 IOCON_R_PIO1_1 yes yes yes yes yes Table 87
PIO1_2 IOCON_R_PIO1_2 yes yes yes yes yes Table 88
PIO1_3 IOCON_SWDIO_PIO1_3 vyes yes yes yes yes Table 92
PIO1_4 IOCON_PIO1_4 yes yes yes yes yes Table 93
PIO1 5 IOCON_PIO1 5 no yes yes yes yes Table 96
PIO1_6 IOCON_PIO1_6 yes yes yes yes yes Table 97
PIO1_7 IOCON_PIO1_7 yes yes yes yes yes Table 98
PIO1_8 IOCON_PIO1_8 yes yes yes yes yes Table 62
PIO1_9 IOCON_PIO1_9 no yes yes yes no Table 70
PIO1_10 I0OCON_PIO1_10 no yes yes yes yes Table 83
PIO1_11 IOCON_PIO1_11 no yes yes yes yes Table 94
P102_0 IOCON_PIO2_0 no yes yes yes yes Table 59
PIO2_1 IOCON_PIO2_1 no no yes yes yes Table 66
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Table 57. 1/O configuration registers ordered by port number
Port pin  Register name LPC1112 LPC1111/ LPC1113/ LPC11C12 LPC11C22/ Reference
12/13/14 14 / C24
Ci14
HVQFN24 HVQFN33 LQFP48 LQFP48 LQFP48
P102_2 IOCON_PIO2_2 no no yes yes yes Table 79
P102_3 IOCON_PIO2_3 no no yes yes yes Table 91
P102_4 IOCON_PIO2_4 no no yes yes no Table 72
P102_5 IOCON_PIO2_5 no no yes yes no Table 73
P102_6 IOCON_PIO2_6 no no yes yes yes Table 58
PIO02_7 IOCON_PIO2_7 no no yes yes yes Table 64
P102_8 IOCON_PIO2_8 no no yes yes yes Table 65
P102_9 IOCON_PIO2_9 no no yes yes no Table 77
PI0O2_10 IOCON_PIO2_10 no no yes yes yes Table 78
PIO2_11 IOCON_PIO2_11 no no yes yes yes Table 84
PIO03_0 IOCON_PIO3_0 no no yes yes yes Table 89
PIO3_1 IOCON_PIO3_1 no no yes yes yes Table 90
P103_2 IOCON_PIO3_2 no yes yes yes yes Table 95
PIO3_3 IOCON_PIO3_3 no no yes yes yes Table 99
PIO3_4 IOCON_PIO3_4 no yes yes no no Table 71
PIO3_5 IOCON_PIO3_5 no yes yes no no Table 74
- IOCON_SCK_LOC no yes (SCKLOC vyes yes yes Table 100
=01
reserved)
- IOCON_DSR_LOC no no yes yes yes Table 101
- IOCON_DCD_LOC no no yes yes yes Table 102
- IOCON_RI_LOC no no yes yes yes Table 103
7.4.1 IOCON_PIO2_6
Table 58. IOCON_PIO2_6 register (IOCON_PIO2_6, address 0x4004 4000) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_6.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
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Table 58. IOCON_PIO2_6 register (IOCON_PIO2_6, address 0x4004 4000) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.2 10CON_PIO2 0

Table 59. IOCON_PIO2_0 register (IOCON_PIO2_0, address 0x4004 4008) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO2_0.
0x1 Select function DTR.
0x2 Select function SSEL1.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011

10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.3 I0CON_PIO_RESET _PIO0_0

Table 60. IOCON_RESET_PIOO0_O register (IOCON_RESET_PIOO0_0, address 0x4004 400C)
bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function RESET.
0x1 Selects function PIO0_0.
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Table 60. IOCON_RESET_PIOO0_0 register (IOCON_RESET_PIOO0_0, address 0x4004 400C)
bit description
Bit Symbol Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -
IOCON_PIOO 1
Table 61. IOCON_PIOO0_1 register (IOCON_PIOO0_1, address 0x4004 4010) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO0_1.
0ox1 Selects function CLKOUT.
0x2 Selects function CT32B0_MAT2.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
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IOCON_PIO1_8
Table 62. IOCON_PIO1_8 register (IOCON_PIO1_8, address 0x4004 4014) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO1_8.
0x1 Selects function CT16B1_CAPO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO0_2
Table 63. IOCON_PIOO0_2 register (IOCON_PIOO0_2, address 0x4004 401C) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO0_2.
0x1 Selects function SSELO.
0x2 Selects function CT16B0_CAPO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
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IOCON_PIOO_2 register (IOCON_PIOO0_2, address 0x4004 401C) bit description

Table 63.

Bit Symbol
10 oD
3111 -

Value Description Reset

value

Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

Standard GPIO output
Open-drain output
Reserved -

7.4.7 10CON_PIO2_7

IOCON_PIO2_7 register (IOCON_PIO2_7, address 0x4004 4020) bit description

Table 64.

Bit Symbol
2.0 FUNC
4:3 MODE
5 HYS
9:6 -

10 oD
31:11 -

Value Description Reset

0x0

0x0
Ox1
0x2
0x3

value
Selects pin function. All other values are reserved. 000
Selects function PIO2_7.

Selects function mode (on-chip pull-up/pull-down resistor 10
control).

Inactive (no pull-down/pull-up resistor enabled).

Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis. 0
Disable.

Enable.

Reserved 0011

Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

Standard GPIO output
Open-drain output
Reserved -

7.4.8 10CON_PIO2_8

Table 65. IOCON_PIO2_8 register (IOCON_PIO2_8, address 0x4004 4024) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_8.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
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Table 65. IOCON_PIO2_8 register (IOCON_PIO2_8, address 0x4004 4024) bit description

Bit Symbol  Value Description Reset
value
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0

specific details.
Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.9 I0CON_PIO2_1

Table 66. IOCON_PIO2_1 register (IOCON_PIO2_1, address 0x4004 4028) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function P102_1.
0x1 Select function DSR.
0x2 Select function SCK1.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011

10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

0 Standard GPIO output
Open-drain output
31:11 - - Reserved -
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7.4.10 IOCON_PIOO_3

Table 67. IOCON_PIOO0_3 register (IOCON_PIOO0_3, address 0x4004 402C) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIOO_3.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

7.4.11 IOCON_PIOO 4

Table 68. IOCON_PIOO 4 register (IOCON_PIOO0_4, address 0x4004 4030) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO0_4 (open-drain pin).
0x1 Selects 12C function SCL (open-drain pin).
7:3 - Reserved. 00000

9:8 I2CMODE Selects 12C mode. Select Standard mode (I2CMODE =00, 00
default) or Standard 1/0O functionality (I2CMODE = 01) if the
pin function is GPIO (FUNC = 000).

0x0 Standard mode/ Fast-mode 12C.
0x1 Standard 1/O functionality
0x2 Fast-mode Plus 12C
0x3 Reserved.
31:10 - - Reserved. -
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IOCON_PIOO0_5
Table 69. IOCON_PIOO0_5 register (IOCON_PIOO0_5, address 0x4004 4034) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIOO_5 (open-drain pin).
0x1 Selects 12C function SDA (open-drain pin).
73 - Reserved. 00000
9:8 I2CMODE Selects 12C mode. Select Standard mode (I2CMODE =00, 00
default) or Standard I/O functionality (I2CMODE = 01) if the
pin function is GPIO (FUNC = 000).
0x0 Standard mode/ Fast-mode I2C.
0x1 Standard 1/O functionality
0x2 Fast-mode Plus 12C
0x3 Reserved.
31:10 - - Reserved. -
IOCON_PIO1_9

Remark: See Section 7.1 for part specific details.

Table 70. IOCON_PIO1_9 register (IOCON_PIO1_9, address 0x4004 4038) bit description

Bit Symbol Value Description

2:0 FUNC
0x0
Ox1
4:3 MODE
0x0
0ox1
0x2
0x3
5 HYS
0
9:6 - -
10 oD
31:11 - -
IOCON_PIO3_4

Selects pin function. All other values are reserved.
Selects function PIO1_9.
Selects function CT16B1_MATO.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode. See Section 7.1 for part
specific details.

Standard GPIO output
Open-drain output
Reserved

Remark: See Section 7.1 for part specific details.

All information provided in this document is subject to legal disclaimers.
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Table 71. IOCON_PIO3_4 register (IOCON_PIO3_4, address 0x4004 403C) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO3_4.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO2_4

Remark: See Section 7.1 for part specific details.

Table 72.

IOCON_PIO2_4 register (IOCON_PIO2_4, address 0x4004 4040) bit description

Bit

2:0

4:3

9:6
10

31:11

Symbol

FUNC

MODE

HYS

oD

Value Description

0x0

0x0
Ox1
0x2
0x3

Selects pin function. All other values are reserved.
Selects function P102_4.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode. See Section 7.1 for part
specific details.

Standard GPIO output
Open-drain output
Reserved

Reset
value

000

10

0011
0
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IOCON_PIO2_5

Remark: See Section 7.1 for part specific details.

Table 73. IOCON_PIO2_5 register (IOCON_PIO2_5, address 0x4004 4044) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_5.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO3_5

Remark: See Section 7.1 for part specific details.

Table 74. IOCON_PIO3 5 register (IOCON_PIO3_5, address 0x4004 4048) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO3_5.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
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Table 74. 10CON_PIO3 5 register (IOCON_PIO3_5, address 0x4004 4048) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.18 IOCON_PIOO 6

Table 75. IOCON_PIOO0_6 register (IOCON_PIOO0_6, address 0x4004 404C) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO0_6.
0x1 Reserved.

0x2 Selects function SCKO (only if pin PIO0_6/SCKO selected in
Table 100).

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011

10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

0 Standard GPIO output
Open-drain output
3111 - - Reserved -

7.4.19 IOCON_PIOO_7

Table 76. IOCON_PIOO0_7 register (IOCON_PIOO0_7, address 0x4004 4050) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO0_7.
0x1 Select function CTS.
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Table 76. IOCON_PIOO_7 register (IOCON_PIOO0_7, address 0x4004 4050) bit description
Bit Symbol  Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific detalils.
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO2_9

Remark: See Section 7.1 for part specific details.

Table 77.

IOCON_PIO2_ 9 register (IOCON_PIO2_9, address 0x4004 4054) bit description

Bit

2.0

4:3

9:6
10

31:11

Symbol

FUNC

MODE

HYS

oD

Value Description

0x0

0x0
Ox1
0x2
0x3

All information provided in this document is subject to legal disclaimers.

Selects pin function. All other values are reserved.
Selects function PIO2_9.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode. See Section 7.1 for part
specific details.

Standard GPIO output
Open-drain output
Reserved

Reset
value

000

10

0011
0
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IOCON_PIO2_10

Table 78. IOCON_PIO2_10 register (IOCON_PIO2_10, address 0x4004 4058) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_10.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
Standard GPIO output
Open-drain output
31:11 - - Reserved -
IOCON_PIO2_2
Table 79. I0CON_PIO2_2 register (IOCON_PIO2_2, address 0x4004 405C) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_2.
0x1  Select function DCD.
0x2 Select function MISO1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011

All information provided in this document is subject to legal disclaimers.
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Table 79. IOCON_PIO2_2 register (IOCON_PIO2_2, address 0x4004 405C) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.23 IOCON_PIOO_8

Table 80. IOCON_PIOO0_8 register (IOCON_PIOO0_8, address 0x4004 4060) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIOO_8.
0Ox1 Selects function MISOO.
0x2 Selects function CT16B0_MATO.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0

specific details.
Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.24 |OCON_PIOO0 9

Table 81. IOCON_PIO0_9 register (IOCON_PIO0_9, address 0x4004 4064) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO0_9.
0ox1 Selects function MOSIO.
0x2 Selects function CT16B0_MAT1.
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Table 81. IOCON_PIOO0_9 register (IOCON_PIOO0_9, address 0x4004 4064) bit description

Bit Symbol  Value Description

4:3 MODE
0x0
Ox1
0x2
0x3
5 HYS
9:6 - -
10 oD
0
31:11 - -

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode. See Section 7.1 for part
specific detalils.

Standard GPIO output
Open-drain output
Reserved

7.4.25 IOCON_SWCLK_PIO0_10

Reset
value

10

0011
0

Table 82. I0OCON_SWCLK_PIO0_10 register IOCON_SWCLK_PIO0_10, address 0x4004
4068) bit description

Bit Symbol Value Description

2:0 FUNC
0x0
0x1
0x2

0x3
4:3 MODE

0x0

0x1

0x2

0x3
5 HYS

9:6 - -

UM10398 All information provided in this document is subject to legal disclaimers.

Selects pin function. All other values are reserved.
Selects function SWCLK.
Selects function PIOO0_10.

Selects function SCKO (only if pin
SWCLK/PIO0_10/SCKO0/CT16B0_MAT2 selected in
Table 100).

Selects function CT16B0_MAT?2.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Reset
value

000

10

0011

© NXP B.V. 2016. All rights reserved.

User manual Rev. 12.4 — 22 December 2016

92 of 548



NXP Semiconductors

UM10398

Chapter 7: LPC1100/LPC1100C/LPC1100L series: I/O configuration

Reset
value

0

Table 82. IOCON_SWCLK_PIOO0_10 register (IOCON_SWCLK_PIOO0_10, address 0x4004
4068) bit description ...continued
Bit Symbol Value Description
10 oD Selects pseudo open-drain mode.
0 Standard GPIO output
Open-drain output
31:11 - - Reserved

7.4.26 IOCON_PIO1_10

Table 83.

IOCON_PIO1_10 register (IOCON_PIO1_10, address 0x4004 406C) bit description

Bit

2.0

4:3

9:8
10

31:11

Symbol  Value Description

FUNC Selects pin function. All other values are reserved.

0x0 Selects function PIO1_10.
0x1 Selects function AD6.
0x2 Selects function CT16B1_MAT1.

MODE Selects function mode (on-chip pull-up/pull-down resistor

control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.

HYS Hysteresis.

Disable.
Enable.
- Reserved

ADMODE Selects Analog/Digital mode

oD

Analog input mode
Digital functional mode
- Reserved

Selects pseudo open-drain mode. See Section 7.1 for part

specific details.

0 Standard GPIO output
Open-drain output

- Reserved

Reset
value

000

10

00
0

UM10398
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7.4.27 IOCON_PIO2_11

Table 84. IOCON_PIO2_11 register (IOCON_PIO2_11, address 0x4004 4070) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PI02_11.

0x1 Select function SCKO (only if pin PIO2_11/SCKO selected in
Table 100).

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0Ox1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0

specific details.
Standard GPIO output
Open-drain output
3111 - - Reserved -

7.4.28 IOCON_R_PIOO 11

Table 85. IOCON_R_PIO0_11 register (OCON_R_PIO0_11, address 0x4004 4074) bit

description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.
0x1 Selects function PIO0_11.
0x2 Selects function ADO.
0x3 Selects function CT32B0_MAT3.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
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Table 85. IOCON_R_PIOOQ_11 register (IOCON_R_PIO0_11, address 0x4004 4074) bit
description ...continued

Bit Symbol Value Description Reset
value
- - Reserved 1
7 ADMODE Selects Analog/Digital mode 1
0 Analog input mode

Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -

7.4.29 10CON_R_PIO1_ 0

Table 86. IOCON_R_PIO1_0 register (IOCON_R_PIO1_0, address 0x4004 4078) bit

description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.
0x1 Selects function PIO1_0.
0x2 Selects function AD1.
0x3 Selects function CT32B1_CAPO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode
0 Analog input mode
Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0

specific details.
Standard GPIO output
Open-drain output
3111 - - Reserved -
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7.4.30 IOCON_R_PIO1 1

Table 87. IOCON_R_PIO1_1 register IOCON_R_PIO1_1, address 0x4004 407C) bit

description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.
0x1 Selects function PIO1_1.
0x2 Selects function AD2.
0x3 Selects function CT32B1_MATO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode 1
Analog input mode
Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific detalils.
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -
7.4.31 IOCON_R_PIO1 2
Table 88. IOCON_R _PIO1_2register (IOCON_R_PIO1 2, address 0x4004 4080) bit
description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.

0x1 Selects function PIO1_2.
0x2 Selects function AD3.
0x3 Selects function CT32B1_MATL1.
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7.4.32

Table 88.

Chapter 7: LPC1100/LPC1100C/LPC1100L series: I/O configuration

IOCON_R_PIO1_2 register (IOCON_R_PIO1_2, address 0x4004 4080) bit

description ...continued

Bit

4:3

9:8
10

31:11

Symbol

MODE

HYS

oD

Value

0x0
Ox1
0x2
0x3

ADMODE

IOCON_PIO3_0

Table 89.

Description

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects Analog/Digital mode
Analog input mode

Digital functional mode
Reserved

Selects pseudo open-drain mode. See Section 7.1 for part
specific details.

Standard GPIO output
Open-drain output
Reserved

Reset
value

10

00

IOCON_PIO3_0 register (IOCON_PIO3_0, address 0x4004 4084) bit description

Bit

2.0

4:3

9:6

Symbol

FUNC

MODE

HYS

Value

0x0
Ox1

0x0
Ox1
0x2
0x3

All information provided in this document is subject to legal disclaimers.

Description

Selects pin function. All other values are reserved.
Selects function PIO3_0.
Selects function DTR.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Reset
value

000

10

0011
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7.4.34
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Chapter 7: LPC1100/LPC1100C/LPC1100L series: I/O configuration

Table 89. IOCON_PIO3_0 register (IOCON_PIO3_0, address 0x4004 4084) bit description

Bit Symbol  Value Description Reset
value

10 oD Selects pseudo open-drain mode. 0

0 Standard GPIO output
Open-drain output

31:11 - - Reserved -

IOCON_PIO3_1

Table 90. IOCON_PIO3_1 register (IOCON_PIO3_1, address 0x4004 4088) bit description

Bit Symbol Value Description Reset
value

2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO3_1.
0Ox1 Selects function DSR.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0

specific details.
Standard GPIO output
Open-drain output

3111 - - Reserved -

IOCON_PIO2_3

Table 91. IOCON_PIO2_3 register (IOCON_PIO2_3, address 0x4004 408C) bit description

Bit Symbol Value Description Reset
value

2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO2_3.
Ox1 Selects function RI.
0x2 Selects function MOSI1.
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Table 91. IOCON_PIO2_3 register (IOCON_PIO2_3, address 0x4004 408C) bit description

Bit Symbol  Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011

10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific detalils.

0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.35 I0CON_SWDIO PIO1_3

Table 92. IOCON_SWDIO_PIO1_3 register (IOCON_SWDIO_PIO1_3, address 0x4004 4090)
bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function SWDIO.

0x1 Selects function PIO1_3.

0x2 Selects function AD4.

0x3 Selects function CT32B1_MAT2.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode 1

Analog input mode
Digital functional mode
9:8 - - Reserved 00
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Table 92. IOCON_SWDIO_PIO1_3 register IOCON_SWDIO_PIO1_3, address 0x4004 4090)
bit description ...continued

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

7.4.36 IOCON_PIO1_4

Table 93. IOCON_PIO1_4 register (IOCON_PIO1_4, address 0x4004 4094) bit description

Bit Symbol  Value Description Reset
value
2:0 FUNC Selects pin function. This pin functions as WAKEUP pin if the 000

LPC111x/LPC11Cxx is in Deep power-down mode regardless
of the value of FUNC. All other values are reserved.

0x0 Selects function PIO1_4.
Ox1 Selects function AD5.
0x2 Selects function CT32B1_MAT3.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode
0 Analog input mode
Digital functional mode
9:8 - - Reserved 00

10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

Standard GPIO output
Open-drain output
3111 - - Reserved -
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IOCON_PIO1_11

Table 94. IOCON_PIO1_11 register (IOCON_PIO1_11, address 0x4004 4098) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO1_11.
0x1 Selects function AD7.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode
0 Analog input mode
Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO3_2
Table 95. IOCON_PIO3_2 register (IOCON_PIO3_2, address 0x4004 409C) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO3_2.
0x1 Selects function DCD.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
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Table 95. IOCON_PIO3_2 register (IOCON_PIO3_2, address 0x4004 409C) bit description
Bit Symbol  Value Description Reset
value
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -
7.4.39 IOCON_PIO1 5
Table 96. IOCON_PIO1_5 register (IOCON_PIO1_5, address 0x4004 40A0) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO1_5.
0x1 Selects function RTS.
0x2 Selects function CT32B0_CAPO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.
Standard GPIO output
Open-drain output
3111 - - Reserved -
7.4.40 10CON_PIO1 6
Table 97. IOCON_PIO1_6 register (IOCON_PIO1_6, address 0x4004 40A4) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO1_6.
0x1 Selects function RXD.
0x2 Selects function CT32B0_MATO.
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Table 97. IOCON_PIO1_6 register (IOCON_PIO1_6, address 0x4004 40A4) bit description
Bit Symbol  Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific detalils.
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO1_7
Table 98. IOCON_PIO1 7 register (IOCON_PIO1_7, address 0x4004 40A8) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO1_7.
0x1 Selects function TXD.
0x2 Selects function CT32B0_MAT1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. See Section 7.1 for part 0
specific detalils.
Standard GPIO output
Open-drain output
3111 - - Reserved -
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7.4.42 |OCON_PIO3_3

IOCON_PIO3_3 register (IOCON_PIO3_3, address 0x4004 40AC) bit description

Table 99.

Bit Symbol
2:0 FUNC
4:3 MODE
5 HYS
9:6 -

10 oD
31:11 -

Value Description Reset
value

Selects pin function. All other values are reserved. 000

0x0 Selects function PIO3_3.

0ox1 Selects function RI.
Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

Hysteresis. 0
Disable.

Enable.

Reserved 0011

Selects pseudo open-drain mode. See Section 7.1 for part 0
specific details.

Standard GPIO output
Open-drain output
Reserved -

7.4.43 IOCON_SCK_LOC

Table 100. IOCON SCK location register (IOCON_SCK_LOC, address 0x4004 40B0) bit

description
Bit Symbol Value Description Reset
value
1:0 SCKLOC Selects pin location for SCKO function. 00
0x0 Selects SCKO function in pin location
SWCLK/PIO0_10/SCKO/CT16B0_MAT2 (see Table 82).
0x1 Selects SCKO function in pin location PIO2_11/SCKO (see
Table 84.
0x2 Selects SCKO function in pin location PIO0_6/SCKO (see
Table 75).
0x3 Reserved.
312 - - Reserved. -
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7.4.44 IOCON_DSR_LOC

Table 101. IOCON DSR location register (IOCON_DSR_LOC, address 0x4004 40B4) bit

description
Bit Symbol Value Description Reset
value
1:0 DSRLOC Selects pin location for DSR function. 00

0x0 Selects DSR function in pin location PIOZ_l/ﬁSCKl.
0x1 Selects DSR function in pin location PIO3_1/DSR.
0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -

7.4.45 |OCON_DCD_LOC

Table 102. IOCON DCD location register IOCON_DCD_LOC, address 0x4004 40B8) bit

description
Bit Symbol Value Description Reset
value
1:0 DCDLOC Selects pin location for DCD function. 00
0x0  Selects DCD function in pin location PIO2_2/DCD/MISOL1.
0x1 Selects DCD function in pin location PIO3_2/ﬁ.
0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -
7.4.46 10CON_RI_LOC
Table 103. IOCON RI location register IOCON_RI_LOC, address 0x4004 40BC) bit
description
Bit Symbol  Value Description Reset
value
1.0 RILOC Selects pin location for RI function. 00

0x0 Selects RI function in pin location PIOZ_3/ﬁ/MOSI1.
0x1  Selects RI function in pin location PIO3_3/RI.
0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -
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8.1 How to read this chapter

8.2 Features

Remark: This chapter applies to parts in the following series (see Table 1):

LPC1100XL

The implementation of the I/O configuration registers varies for different LPC1100XL parts
and packages. Table 105 shows which IOCON registers are used on the different
packages.

The I/0O configuration registers control the electrical characteristics of the pads. The
following features are programmable:

Pin function.

Internal pull-up/pull-down resistor or bus keeper function.
Hysteresis.

Analog input or digital mode for pads hosting the ADC inputs.
I2C mode for pads hosting the 12C-bus function.

Pseudo open-drain mode for non-12C pins.

8.3 General description

UM10398

The IOCON registers control the function (GPIO or peripheral function), the input mode,
and the hysteresis of all PIOn_m pins. In addition, the 12C-bus pins can be configured for
different 12C-bus modes. An analog input mode can be selected for the input pins to the
ADC.
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8.3.1

8.3.2

UM10398

Fig 15. Standard I/O pin configuration
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Pin function

The FUNC bits in the IOCON registers can be set to GPIO (FUNC = 000) or to a
peripheral function. If the pins are GPIO pins, the GPIONDIR registers determine whether
the pin is configured as an input or output (see Section 12.3.2). For any peripheral
function, the pin direction is controlled automatically depending on the pin’s functionality.
The GPIONDIR registers have no effect for peripheral functions.

Pin mode

The MODE bits in the IOCON register allow the selection of on-chip pull-up or pull-down
resistors for each pin or select the repeater mode.

The possible on-chip resistor configurations are pull-up enabled, pull-down enabled, or no
pull-up/pull-down. The default value is pull-up enabled. If the pull-up resistor is enabled
(default), all non-12C pins are pulled up to 3.3 V (Vpp = 3.3 V).

The repeater mode enables the pull-up resistor if the pin is at a logic HIGH and enables
the pull-down resistor if the pin is at a logic LOW. This causes the pin to retain its last
known state if it is configured as an input and is not driven externally. The state retention is
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8.3.5

8.3.6

Chapter 8: LPC1100XL series: I/O configuration (IOCONFIG)

not applicable to the Deep power-down mode. Repeater mode may typically be used to
prevent a pin from floating (and potentially using significant power if it floats to an
indeterminate state) if it is temporarily not driven.

Hysteresis

The input buffer for digital functions can be configured with hysteresis or as plain buffer
through the IOCON registers (see the LPC1100XL data sheet for details).

If the external pad supply voltage Vpp is between 2.5 V and 3.6 V, the hysteresis buffer
can be enabled or disabled. If Vpp is below 2.5 V, the hysteresis buffer must be disabled
to use the pin in input mode.

A/D-mode

In A/D-mode, the digital receiver is disconnected to obtain an accurate input voltage for
analog-to-digital conversions. This mode can be selected in those IOCON registers that
control pins with an analog function. If A/D mode is selected, Hysteresis and Pin mode
settings have no effect.

For pins without analog functions, the A/D-mode setting has no effect.

I2C mode

If the 12C function is selected by the FUNC bits of registers IOCON_PIO0_4 (Table 116)
and IOCON_PIOO0_5 (Table 117), then the I2C-bus pins can be configured for different
I2C-modes:

* Standard mode/Fast-mode 12C with input glitch filter (this includes an open-drain
output according to the 12C-bus specification).

* Fast-mode Plus with input glitch filter (this includes an open-drain output according to
the 12C-bus specification). In this mode, the pins function as high-current sinks.

¢ Standard open-drain 1/O functionality without input filter.

Remark: Either Standard mode/Fast-mode I2C or Standard I/O functionality should be
selected if the pin is used as GPIO pin.

Open-drain Mode

When output is selected, either by selecting a special function in the FUNC field, or by
selecting GPIO function for a pin having a 1 in its GPIODIR register, a 1 in the OD bit
selects open-drain operation, that is, a 1 disables the high-drive transistor. This option has
no effect on the primary 12C pins.

8.4 Register description

UM10398

The 1/0O configuration registers control the PIO port pins, the inputs and outputs of all
peripherals and functional blocks, the 12C-bus pins, and the ADC input pins.

Each port pin PIOn_m has one IOCON register assigned to control the pin’s function and
electrical characteristics.
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Some input functions (SCKO0, DSR, DCD, RI, SSEL1, CT16B0_CAPO, SCK1, MISO1,
MOSI1, CT32B0_CAPO, and RXD) are multiplexed to several physical pins. The

IOCON_LOC registers select the pin location for each of these functions.

Remark: The IOCON registers are listed in order of their memory locations in Table 104,
which correspond to the order of their physical pin numbers in the LQFP48 package

starting at the upper left corner with pin 1 (PIO2_6). See Table 105 for a listing of IOCON
registers ordered by port number.

The IOCON location registers are used to select a physical pin for multiplexed functions.

Remark: Note that once the pin location has been selected, the function still must be
configured in the corresponding IOCON registers for the function to be usable on that pin.

Table 104. Register overview: I/O configuration (base address 0x4004 4000)

Access Address

Name

IOCON_PIO2_6 R/W
- R/W
IOCON_PIO2_0 R/W
IOCON_RESET_PIOO_0O R/W
IOCON_PIOO0_1 R/W
IOCON_PIO1_8 R/W
IOCON_SSEL1 LOC R/W
IOCON_PIOO_2 R/W
IOCON_PIO2_7 R/W
IOCON_PIO2_8 R/W
IOCON_PIO2_1 R/W
IOCON_PIOO0_3 R/W
IOCON_PIOO0_4 R/W
IOCON_PIOO0_5 R/W
IOCON_PIO1_9 R/W
IOCON_PIO3 4 R/W
IOCON_PIO2 4 R/W
IOCON_PIO2_5 R/W
IOCON_PIO3 5 R/W
IOCON_PIOO_6 R/W

UM10398

offset
0x000

0x004
0x008

0x00C
0x010

0x014

0x018
0x01C

0x020

0x024

0x028

0x02C
0x030
0x034
0x038

0x03C

0x040

0x044

0x048

0x04C

Description

I/O configuration for pin P102_6/
CT32B0_MAT1

Reserved

I/0 configuration for pin
P102_0/DTR/SSEL1

I/0O configuration for pin RESET/PIO0_0

I/O configuration for pin
PIO0_1/CLKOUT/CT32B0_MAT2

I/O configuration for pin
PIO1_8/CT16B1_CAPO

SSEL1 pin location select register

I/0 configuration for pin
PIO0_2/SSEL0/CT16B0_CAPO

I/O configuration for pin P102_7/
CT32B0_MAT2/RXD

I/O configuration for pin P102_8/
CT32B0_MAT3/TXD

I/0 configuration for pin
P102_1/DSR/SCK1

I/O configuration for pin PIO0_3
I/O configuration for pin PIO0_4/SCL
I/O configuration for pin PIO0_5/SDA

I/O configuration for pin
PIO1_9/CT16B1_MATO/ MOSI1

I/O configuration for pin PI0O3_4/
CT16B0_CAP1/RXD

I/O configuration for pin P102_4/
CT16B1_MAT1/ SSEL1

I/O configuration for pin P102_5/
CT32B0_MATO

I/O configuration for pin PIO3_5/
CT16B1_CAP1/TXD

I/O configuration for pin PIO0_6/SCKO

All information provided in this document is subject to legal disclaimers.

Reset
value

0xDO

0xDO

0xDO
0xDO

0xDO

0x0
0xDO

0xDO

0xDO

0xDO

0xDO
0x00
0x00
0xDO

0xDO

0xDO

0xDO

0xDO

0xDO

Reference

Table 106

Table 107

Table 108
Table 106

Table 110

Table 152
Table 111

Table 112
Table 113
Table 114

Table 115
Table 116
Table 117
Table 118

Table 119
Table 120
Table 121
Table 122

Table 123
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Name Access Address Description Reset Reference
offset value

IOCON_PIOO0_7 R/W 0x050 I/O configuration for pin PIO0_7/CTS 0xDO Table 124

IOCON_PIO2_9 R/W 0x054 I/O configuration for pin P1I02_9/ 0xD0O Table 125
CT32B0_CAPO

IOCON_PIO2_10 R/W 0x058 I/O configuration for pin PIO2_10 0xD0O Table 126

IOCON_PIO2_2 R/W 0x05C I/O configuration for pin 0xDO Table 127
PI0O2_2/DCD/MISO1

IOCON_PIOO0_8 R/W 0x060 I/0 configuration for pin 0xDO Table 128
PIO0_8/MISO0/CT16B0_MATO

IOCON_PIOO0_9 R/W 0x064 I/O configuration for pin 0xDO Table 129
PIO0_9/MOSIO/CT16B0_MAT1

IOCON_SWCLK_PIOO0_10 R/W 0x068 I/O configuration for pin 0xD0O Table 130
SWCLK/PIO0_10/
SCKO/CT16B0_MAT?2

IOCON_PIO1_10 R/W 0x06C I/O configuration for pin 0xDO Table 131
PIO1_10/AD6/CT16B1_MAT1/ MISO1

IOCON_PIO2_11 R/W 0x070 I/O configuration for pin PIO2_11/SCK0/ 0xDO Table 132
CT32B0_CAP1

IOCON_R_PIOO_11 R/W 0x074 I/O configuration for pin OxDO Table 133
R/PIO0_11/ADO/CT32B0_MAT3

IOCON_R_PIO1 0 R/W 0x078 I/O configuration for pin 0xDO Table 134
R/PIO1_0/AD1/CT32B1_CAPO

IOCON_R_PIO1 1 R/W 0x07C I/O configuration for pin 0xDO Table 135
R/PIO1_1/AD2/CT32B1_MATO

IOCON_R_PIO1 2 R/W 0x080 I/O configuration for pin OxDO Table 136
R/PIO1_2/AD3/CT32B1_MAT1

IOCON_PIO3_0 R/W 0x084 I/O configuration for pin 0xDO Table 137
PIO3_0/DTR/CT16B0_MATO/TXD

IOCON_PIO3_1 R/W 0x088 I/O configuration for pin 0xDO Table 138
PIO3_1/DSR/CT16B0_MAT1/RXD

IOCON_PIO2_3 R/W 0x08C I/0 configuration for pin OxDO Table 139
PIO2_3/RI/MOSI1

IOCON_SWDIO_PIO1_3 R/W 0x090 I/O configuration for pin 0xDO Table 140
SWDIO/PIO1_3/AD4/CT32B1_MAT2

IOCON_PIO1_4 R/W 0x094 I/O configuration for pin 0xDO Table 141
PIO1_4/AD5/CT32B1_MAT3

IOCON_PIO1_11 R/W 0x098 I/O configuration for pin 0xDO Table 142
PIO1_11/AD7/CT32B1_CAP1

IOCON_PIO3_2 R/W 0x09C I/O configuration for pin PIO3_2/DCD/ 0xDO Table 143
CT16B0_MAT2/SCK1

IOCON_PIO1_5 R/W 0x0A0 I/O configuration for pin 0xDO Table 144
PIO1_5/RTS/CT32B0_CAPO

IOCON_PIO1_6 R/W 0x0A4 I/O configuration for pin 0xDO Table 145
PIO1_6/RXD/CT32B0_MATO

IOCON_PIO1_7 R/W 0x0A8 I/0 configuration for pin 0xDO Table 146
PIO1_7/TXD/CT32B0_MAT1
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Access Address

offset
Ox0AC

0x0BO
0x0B4
0x0B8
0x0BC
0x0CO0

0x0C4
0x0C8
0x0oCcC
0x0DO

0x0D4

Description

/0 configuration for pin PIO3_3/RI/

CT16B0_CAPO

SCKO pin location select register

DSR pin location select register
DCD pin location select register

RI pin location select register

CT16B0_CAPO pin location select

register

SCK1 pin location select register

MISOL1 pin location select register

MOSI1 pin location select register
CT32B0_CAPO pin location select

register

Name

IOCON_PIO3_3 R/W
IOCON_SCKO0_LOC R/W
IOCON_DSR_LOC R/W
IOCON_DCD_LOC R/W
IOCON_RI_LOC R/W
IOCON_CT16B0_CAPO_LOC R/W
IOCON_SCK1_LOC R/W
IOCON_MISO1 LOC R/W
IOCON_MOSI1_LOC R/W
IOCON_CT32B0_CAPO_LOC R/W
IOCON_RXD_LOC R/W

RXD pin location select register

Table 105. 1/O configuration registers ordered by port number

Reset
value

0xDO

0x00
0x00
0x00
0x00
0x00

0x00
0x00
0x00
0x00

0x00

Reference
Table 147

Table 148
Table 149
Table 150
Table 151
Table 153

Table 154
Table 155
Table 156
Table 157

Table 158

Port pin Register name LPC1111/ LPC1113/14/15 Reference
12/13/14
HVQFN33 LQFP48
PIO0_0 IOCON_RESET_PIO0_0 yes yes Table 108
PIOO0_1 IOCON_PIOO0_1 yes yes Table 106
PIO0_2 IOCON_PIOOQ_2 yes yes Table 111
PIO0_3 IOCON_PIOO0_3 yes yes Table 115
PIO0_4 IOCON_PIOO0_4 yes yes Table 116
PIO0_5 IOCON_PIOO0_5 yes yes Table 117
PIO0_6 IOCON_PIOO0_6 yes yes Table 123
PIO0_7 IOCON_PIOO0_7 yes yes Table 124
PIO0_8 IOCON_PIOO_8 yes yes Table 128
PIO0_9 IOCON_PIOO0_9 yes yes Table 129
PIO0_10 IOCON_SWCLK_PIOO_10 yes yes Table 130
PIO0_11 IOCON_R_PIOO0_11 yes yes Table 133
PIO1_0 IOCON_R_PIO1_ 0 yes yes Table 134
PIO1_1 IOCON_R_PIO1 1 yes yes Table 135
PIO1_2 IOCON_R_PIO1_2 yes yes Table 136
PIO1_3 IOCON_SWDIO_PIO1_3 yes yes Table 140
PIO1_4 IOCON_PIO1_4 yes yes Table 141
PIO1 5 IOCON_PIO1_5 yes yes Table 144
PIO1_6 IOCON_PIO1_6 yes yes Table 145
PIO1_7 IOCON_PIO1_7 yes yes Table 146
PIO1_8 IOCON_PIO1_8 yes yes Table 110
PIO1_9 IOCON_PIO1_9 yes yes Table 118
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Table 105. 1/O configuration registers ordered by port number

Port pin Register name LPC1111/ LPC1113/14/15 Reference
12/13/14
HVQFN33 LQFP48
PIO1_10 IOCON_PIO1_10 yes yes Table 131
PIO1_11 IOCON_PIO1_11 yes yes Table 142
PI02_0 IOCON_PIO2_0 yes yes Table 107
PIO2_1 IOCON_PIO2_1 no yes Table 114
PIO2_2 IOCON_PIO2_2 no yes Table 127
PIO2_3 IOCON_PIO2_3 no yes Table 139
PIO2_4 IOCON_PIO2 4 no yes Table 120
PIO2_5 IOCON_PIO2_5 no yes Table 121
PIO2_6 IOCON_PIO2_6 no yes Table 106
PIO2_7 IOCON_PIO2_7 no yes Table 112
PIO2_8 IOCON_PIO2_8 no yes Table 113
PIO2_9 IOCON_PIO2_9 no yes Table 125
PIO2_10 IOCON_PIO2_10 no yes Table 126
PIO2_11 IOCON_PIO2_11 no yes Table 132
PIO3_0 IOCON_PIO3 0 no yes Table 137
PIO3_1 IOCON_PIO3_1 no yes Table 138
PIO3_2 IOCON_PIO3_2 yes yes Table 143
PIO3_3 IOCON_PIO3_3 no yes Table 147
PIO3_4 IOCON_PIO3_4 yes yes Table 119
PIO3_5 IOCON_PIO3_5 yes yes Table 122
8.4.1 IOCON_PIO2_6
Table 106. IOCON_PIO2_6 register (IOCON_PIO2_6, address 0x4004 4000) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_6.
0x1 Selects function CT32B0_MAT1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
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Table 106. IOCON_PIO2_6 register (IOCON_PIO2_6, address 0x4004 4000) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

8.4.2 I0CON_PIO2 0

Table 107. IOCON_PIO2_0 register (IOCON_PIO2_0, address 0x4004 4008) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO2_0.
0x1 Select function DTR.
0x2 Select function SSEL1.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.3 I0CON_PIO_RESET PIO0 0

Table 108. IOCON_RESET_PIOO0_O register IOCON_RESET_PIOO_0, address 0x4004 400C)
bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function RESET.
0x1 Selects function PIO0_0.
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Table 108. IOCON_RESET_PIOO0_O register (IOCON_RESET_PIOO0_0, address 0x4004 400C)

bit description

Value Description

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

10

0011

Table 109. IOCON_PIOO_1 register (IOCON_PIOO0_1, address 0x4004 4010) bit description

Value Description

Bit Symbol
4:3 MODE
0x0
0ox1
0x2
0x3
5 HYS
9:6 - -
10 oD
0
31:11 - -
IOCON_PIOO 1
Bit Symbol
2.0 FUNC
0x0
Ox1
0x2
4:3 MODE
0x0
Ox1
0x2
0x3
5 HYS
0
9:6 - -
10 oD
31:11 - -

Selects pin function. All other values are reserved.
Selects function PIO0_1.

Selects function CLKOUT.

Selects function CT32B0_MAT2.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

0011
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8.4.5 IOCON_PIO1_8

Table 110. IOCON_PIO1_8 register (IOCON_PIO1_8, address 0x4004 4014) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO1_8.
0x1 Selects function CT16B1_CAPO.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.6 IOCON_PIOO0_2

Table 111. IOCON_PIOO0_2 register (IOCON_PIO0_2, address 0x4004 401C) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO0_2.
0x1 Selects function SSELO.
0x2 Selects function CT16B0_CAPO.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
Disable.
Enable.

9:6 - - Reserved 0011
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Table 111. IOCON_PIOO0_2 register (IOCON_PIOO0_2, address 0x4004 401C) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

8.4.7 I0CON_PIO2_7

Table 112. IOCON_PIO2_7 register (IOCON_PIO2_7, address 0x4004 4020) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO2_7.
0x1 Selects function CT32B0_MAT2.
0x2 Selects function RXD.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.8 IOCON_PIO2 8

Table 113. IOCON_PIO2_8 register (IOCON_PIO2_8, address 0x4004 4024) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO2_8.
0Ox1 Selects function CT32B0_MAT3.
0x2 Selects function TXD.
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8.4.9

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

Table 113. IOCON_PIO2_8 register (IOCON_PIO2_8, address 0x4004 4024) bit description

Bit Symbol  Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO2_1
Table 114. IOCON_PIO2_1 register (IOCON_PIO2_1, address 0x4004 4028) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function P102_1.
0x1 Select function DSR.
0x2 Select function SCK1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

All information provided in this document is subject to legal disclaimers.

© NXP B.V. 2016. All rights reserved.

User manual

Rev. 12.4 — 22 December 2016

117 of 548



NXP Semiconductors UM10398

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

8.4.10 IOCON_PIOO_3

Table 115. IOCON_PIOO0_3 register (IOCON_PIOO0_3, address 0x4004 402C) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIOO_3.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.11 IOCON_PIO0 4

Table 116. IOCON_PIOO_4 register (IOCON_PIOO0_4, address 0x4004 4030) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO0_4 (open-drain pin).
0x1 Selects 12C function SCL (open-drain pin).
7:3 - Reserved. 00000

9:8 I2CMODE Selects 12C mode. Select Standard mode (I2CMODE =00, 00
default) or Standard 1/0O functionality (I2CMODE = 01) if the
pin function is GPIO (FUNC = 000).

0x0 Standard mode/ Fast-mode 12C.
0x1 Standard 1/O functionality
0x2 Fast-mode Plus 12C
0x3 Reserved.
31:10 - - Reserved. -
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8.4.13

8.4.14

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

IOCON_PIOO0_5
Table 117. IOCON_PIOO0_5 register (IOCON_PIOO0_5, address 0x4004 4034) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIOO_5 (open-drain pin).
0x1 Selects 12C function SDA (open-drain pin).
73 - Reserved. 00000
9:8 I2CMODE Selects 12C mode. Select Standard mode (I2CMODE =00, 00
default) or Standard I/O functionality (I2CMODE = 01) if the
pin function is GPIO (FUNC = 000).
0x0 Standard mode/ Fast-mode I2C.
0x1 Standard 1/O functionality
0x2 Fast-mode Plus 12C
0x3 Reserved.
31:10 - - Reserved. -
IOCON_PIO1_9

Remark: See Section 8.1 for part specific details.

Table 118. IOCON_PIO1_9 register (IOCON_PIO1_9, address 0x4004 4038) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO1_9.
0x1 Selects function CT16B1_MATO.
0x2 Selects function MOSI1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO3_4

Remark: See Section 8.1 for part specific details.
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Table 119. IOCON_PIO3_4 register (IOCON_PIO3 4, address 0x4004 403C) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO3_4.
0x1 Selects function CT16B0_CAP1.
0x2 Selects function RXD.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PI02_4

Remark: See Section 8.1 for part specific details.

Table 120. IOCON_PIO2_4 register (IOCON_PIO2_4, address 0x4004 4040) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_4.
0x1 Selects function CT16B1_MAT1.
0x2 Selects function SSEL1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
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Table 120. IOCON_PIO2_4 register (IOCON_PIO2_4, address 0x4004 4040) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -
IOCON_PIO2_5

Remark: See Section 8.1 for part specific details.

Table 121. IOCON_PIO2_5 register (IOCON_PIO2_5, address 0x4004 4044) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_5.
0x1 Selects function CT32B0_MATO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO3_5

Remark: See Section 8.1 for part specific details.

Table 122. IOCON_PIO3 5 register (IOCON_PIO3_5, address 0x4004 4048) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO3_5.
0x1 Selects function CT16B1_CAP1.
0x2 Selects function TXD.
UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

Table 122. IOCON_PIO3_5 register (IOCON_PIO3_5, address 0x4004 4048) bit description

Bit

4:3

9:6
10

31:11

Symbol

MODE

HYS

oD

Value Description

0x0
0x1
0x2
0x3

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

10

0011

IOCON_PIOO_6

Table 123. IOCON_PIOO0_6 register (IOCON_PIOO0_6, address 0x4004 404C) bit description

Bit

2:0

4:3

9:6
10

31:11

Symbol

FUNC

MODE

HYS

oD

Value Description

0x0
Ox1
0x2

0x0
0x1
0x2
0x3

Selects pin function. All other values are reserved.
Selects function PIO0_6.
Reserved.

Selects function SCKO (only if pin PIO0_6/SCKO selected in

Table 148).

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

0011
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8.4.20

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

IOCON_PIOO0_7
Table 124. IOCON_PIOO0_7 register (IOCON_PIOO0_7, address 0x4004 4050) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIOO0_7.
0x1 Select function CTS.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
IOCON_PIO2_9

Remark: See Section 8.1 for part specific details.

Table 125. IOCON_PIO2_9 register (IOCON_PIO2_9, address 0x4004 4054) bit description

Bit

2:0

4:3

9:6

Symbol

FUNC

MODE

HYS

Value Description

0x0
Ox1

0x0
Ox1
0x2
0x3

Reset
value

Selects pin function. All other values are reserved. 000

Selects function PIO2_9.
Selects function CT32B0_CAPO.

Selects function mode (on-chip pull-up/pull-down resistor 10

control).

Inactive (no pull-down/pull-up resistor enabled).

Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.
Hysteresis.

Disable.

Enable.

Reserved

All information provided in this document is subject to legal disclaimers.
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Table 125. IOCON_PIO2_9 register (IOCON_PIO2_9, address 0x4004 4054) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

8.4.21 IOCON_PIO2_10

Table 126. IOCON_PIO2_10 register (IOCON_PIO2_10, address 0x4004 4058) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_10.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.

5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.22 10CON_PIO2 2

Table 127. IOCON_PIO2_2 register (IOCON_PIO2_2, address 0x4004 405C) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO2_2.
0x1 Select function DCD.
0x2 Select function MISO1.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0ox1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.
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Table 127. IOCON_PIO2_2 register (IOCON_PIO2_2, address 0x4004 405C) bit description

Bit Symbol  Value Description Reset
value
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -
8.4.23 10CON_PIOO 8
Table 128. IOCON_PIOOQ_8 register (IOCON_PIOO0_8, address 0x4004 4060) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIOO_8.
0x1 Selects function MISOO.
0x2 Selects function CT16B0_MATO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -
8.4.24 10CON_PIO0 9
Table 129. IOCON_PIOO0_9 register (IOCON_PIO0_9, address 0x4004 4064) bit description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO0_9.
0x1 Selects function MOSIO.
0x2 Selects function CT16B0O_MAT1.
UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.
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Table 129. IOCON_PIOO0_9 register (IOCON_PIO0_9, address 0x4004 4064) bit description

Bit

4:3

9:6
10

31:11

Symbol

MODE

HYS

oD

Value Description

0x0
0x1
0x2
0x3

Selects function mode (on-chip pull-up/pull-down resistor

control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

10

0011

IOCON_SWCLK_PIO0_10

Table 130. IOCON_SWCLK_PIOO0_10 register (IOCON_SWCLK_PIO0_10, address 0x4004
4068) bit description

Bit

2.0

4:3

9:6
10

31:11

Symbol Value Description

FUNC

MODE

HYS

oD

0x0
Ox1
0x2

0x3

0x0
0x1
0x2
0x3

Selects pin function. All other values are reserved.
Selects function SWCLK.
Selects function PIOO0_10.

Selects function SCKO (only if pin
SWCLK/PIO0_10/SCKO/CT16B0_MAT2 selected in
Table 148).

Selects function CT16B0_MAT2.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

0011
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8.4.26 IOCON_PIO1_10

Table 131. IOCON_PIO1_10 register (IOCON_PIO1_10, address 0x4004 406C) bit description

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

Bit

2.0

4:3

9:8
10

31:11

Value Description

Symbol
FUNC
0x0
Ox1
0x2
0x3
MODE
0x0
Ox1
0x2
0x3
HYS
ADMODE
0
oD
0

Selects pin function. All other values are reserved.
Selects function PIO1_10.

Selects function AD6.

Selects function CT16B1_MAT1.

Selects function MISO1.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects Analog/Digital mode
Analog input mode

Digital functional mode

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

00

8.4.27 I0CON_PIOZ2_11

Table 132. IOCON_PIO2_11 register (IOCON_PIO2_11, address 0x4004 4070) bit description

Bit

2:0

4:3

UM10398

Symbol

FUNC

MODE

Value Description

0x0
Ox1

0x2

0x0
Ox1
0x2
0x3

All information provided in this document is subject to legal disclaimers.

Selects pin function. All other values are reserved.
Selects function PIO2_11.

Select function SCKO (only if pin PIO2_11/SCKO selected in

Table 148).
Select function CT32B0_CAP1.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.

Repeater mode.

Reset
value

000

10
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Table 132. IOCON_PIO2_11 register (IOCON_PIO2_11, address 0x4004 4070) bit description

Bit Symbol  Value Description Reset
value
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

8.4.28 IOCON_R_PIO0 11

Table 133. IOCON_R_PIOOQ_11 register (IOCON_R_PIOO0_11, address 0x4004 4074) bit

description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.
0x1 Selects function PIO0_11.
0x2 Selects function ADO.
0x3 Selects function CT32B0_MATS3.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode
0 Analog input mode
Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
31:11 - - Reserved -
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8.4.29 IOCON_R_PIO1 0

Table 134. IOCON_R_PIO1_0 register (IOCON_R_PIO1_0, address 0x4004 4078) bit

description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.
0x1 Selects function PIO1_0.
0x2 Selects function AD1.
0x3 Selects function CT32B1_CAPO.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode 1
Analog input mode
Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -
8.4.30 IOCON_R_PIO1_1
Table 135. IOCON_R_PIO1_1 register (IOCON_R_PIO1_1, address 0x4004 407C) bit
description
Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.

0x1 Selects function PIO1_1.
0x2 Selects function AD2.
0x3 Selects function CT32B1_MATO.
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Table 135. IOCON_R_PIO1_1 register (IOCON_R_PIO1_1, address 0x4004 407C) bit
description ...continued

Bit Symbol Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode 1
0 Analog input mode
Digital functional mode
9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. 0
Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.31 IOCON_R_PIO1 2

Table 136. IOCON_R _PIO1_2register (IOCON_R_PIO1 2, address 0x4004 4080) bit

description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function R. This function is reserved. Select one of
the alternate functions below.
0x1 Selects function PIO1_2.
0x2 Selects function AD3.
0x3 Selects function CT32B1_MATL1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
6 - - Reserved 1
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Table 136. IOCON_R_PIO1_2 register IOCON_R_PIO1_2, address 0x4004 4080) bit

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

description ...continued

Bit

9:8
10

31:11

Symbol

Value Description

ADMODE

oD

Selects Analog/Digital mode
Analog input mode

Digital functional mode

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

00

8.4.32 IOCON_PIO3_0

Table 137. IOCON_PIO3 0 register (IOCON_PIO3_0, address 0x4004 4084) bit description

Bit

2.0

4:3

9:6
10

3111

Symbol

FUNC

MODE

HYS

oD

Value Description

0x0
Ox1
0x2
0x3

0x0
0x1
0x2
0x3

Selects pin function. All other values are reserved.
Selects function PIO3_0.

Selects function DTR.

Selects function CT16B0_MATO.

Selects function TXD.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

0011

UM10398
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8.4.33

8.4.34

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

IOCON_PIO3_1
Table 138. IOCON_PIO3_1 register (IOCON_PIO3_1, address 0x4004 4088) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO3_1.
0x1 Selects function DSR.
0x2 Selects function CT16B0_MAT1.
0x3 Selects function RXD.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -
IOCON_PIO2_3
Table 139. IOCON_PIO2_3 register (IOCON_PIO2_3, address 0x4004 408C) bit description
Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000
0x0 Selects function PIO2_3.
0x1 Selects function RI.
0x2 Selects function MOSI1.
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.
5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
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Table 139. IOCON_PIO2_3 register (IOCON_PIO2_3, address 0x4004 408C) bit description

Bit Symbol  Value

10 oD

31:11 - -

Description

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

8.4.35 |IOCON_SWDIO_PIO1_3

Table 140. IOCON_SWDIO_PIO1_3 register (IOCON_SWDIO_PIO1_3, address 0x4004 4090)

bit description

Reset
value

0

Bit Symbol  Value

2:0 FUNC
0x0
0ox1
0x2
0x3
4:3 MODE
0x0
Ox1
0x2
0x3
5 HYS
0
ADMODE
9:8 - -
10 oD
31:11 - -

Description

Selects pin function. All other values are reserved.
Selects function SWDIO.

Selects function PIO1_3.

Selects function AD4.

Selects function CT32B1_MAT2.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects Analog/Digital mode
Analog input mode

Digital functional mode

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

00
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8.4.36 IOCON_PIO1_4

Table 141. IOCON_PIO1_4 register (IOCON_PIO1_4, address 0x4004 4094) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. This pin functions as WAKEUP pin if the 000

LPC111x/LPC11Cxx is in Deep power-down mode regardless
of the value of FUNC. All other values are reserved.

0x0 Selects function PIO1_4.
0Ox1 Selects function AD5.
0x2 Selects function CT32B1_MAT3.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
Disable.
Enable.
- - Reserved
ADMODE Selects Analog/Digital mode 1

Analog input mode
Digital functional mode

9:8 - - Reserved 00
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.37 IOCON_PIO1_11

Table 142. IOCON_PIO1_11 register (IOCON_PIO1_11, address 0x4004 4098) bit description

Bit Symbol Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO1_11.
0x1 Selects function AD7.
0x2 Selects function CT32B1_CAP1.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.
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Table 142. IOCON_PIO1_11 register (IOCON_PIO1_11, address 0x4004 4098) bit description

Bit

9:8
10

31:11

Value Description

Symbol
HYS

0
ADMODE

0
oD

8.4.38 IOCON_PIO3_ 2

Table 143. IOCON_PIO3_2 register (IOCON_PIO3_2, address 0x4004 409C) bit description

Hysteresis.

Disable.

Enable.

Reserved

Selects Analog/Digital mode
Analog input mode

Digital functional mode
Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output
Reserved

Reset
value

0

00

Bit

2.0

4:3

9:6
10

31:11

Symbol

FUNC

MODE

HYS

oD

Value Description

0x0
0x1
0x2
0x3

0x0
Ox1
0x2
0x3

Selects pin function. All other values are reserved.
Selects function PIO3_2.

Selects function DCD.

Selects function CT16B0_MAT2.

Selects function SCK1.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

0011

UM10398
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8.4.39

8.4.40

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

Table 144. IOCON_PIO1_5 register (IOCON_PIO1_5, address 0x4004 40A0) bit description

Description

Selects pin function. All other values are reserved.
Selects function PIO1_5.

Selects function RTS.

Selects function CT32B0_CAPO.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.
Pull-up resistor enabled.
Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Selects pseudo open-drain mode.
Standard GPIO output
Open-drain output

Reserved

Reset
value

000

10

0011

Table 145. IOCON_PIO1_6 register (IOCON_PIO1_6, address 0x4004 40A4) bit description

IOCON_PIO1_5
Bit Symbol  Value
2.0 FUNC

0x0

Ox1

0x2
4:3 MODE

0x0

Ox1

0x2

0x3
5 HYS
9:6 - -
10 oD

0
31:11 - -
IOCON_PIO1_6
Bit Symbol  Value
2.0 FUNC

0x0

Ox1

0x2
4:3 MODE

0x0

Ox1

0x2

0x3
5 HYS

0
9:6 - -

All information provided in this document is subject to legal disclaimers.

Description

Selects pin function. All other values are reserved.
Selects function PIO1_6.

Selects function RXD.

Selects function CT32B0_MATO.

Selects function mode (on-chip pull-up/pull-down resistor
control).

Inactive (no pull-down/pull-up resistor enabled).
Pull-down resistor enabled.

Pull-up resistor enabled.

Repeater mode.

Hysteresis.

Disable.

Enable.

Reserved

Reset
value

000

10

0011
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Table 145. IOCON_PIO1_6 register (IOCON_PIO1_6, address 0x4004 40A4) bit description

Bit Symbol  Value Description Reset
value
10 oD Selects pseudo open-drain mode. 0
0 Standard GPIO output
Open-drain output
31:11 - - Reserved -

8.4.41 IOCON_PIO1_7

Table 146. IOCON_PIO1_7 register (IOCON_PIO1_7, address 0x4004 40A8) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO1_7.
0Ox1 Selects function TXD.
0x2 Selects function CT32B0_MAT1.

4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).

0x0 Inactive (no pull-down/pull-up resistor enabled).
0x1 Pull-down resistor enabled.

0x2 Pull-up resistor enabled.

0x3 Repeater mode.

5 HYS Hysteresis. 0
0 Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.42 10CON_PIO3 3

Table 147. IOCON_PIO3_3register (IOCON_PIO3_3, address 0x4004 40AC) bit description

Bit Symbol  Value Description Reset
value
2.0 FUNC Selects pin function. All other values are reserved. 000

0x0 Selects function PIO3_3.
0x1 Selects function RI.
0x2 Selects function CT16B0_CAPO.

UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.

User manual Rev. 12.4 — 22 December 2016 137 of 548




NXP Semiconductors UM10398

Chapter 8: LPC1100XL series: /O configuration (IOCONFIG)

Table 147. IOCON_PIO3_3 register (IOCON_PIO3_3, address 0x4004 40AC) bit description

Bit Symbol  Value Description Reset
value
4:3 MODE Selects function mode (on-chip pull-up/pull-down resistor 10
control).
0x0 Inactive (no pull-down/pull-up resistor enabled).

0x1 Pull-down resistor enabled.
0x2 Pull-up resistor enabled.
0x3 Repeater mode.

5 HYS Hysteresis. 0
Disable.
Enable.
9:6 - - Reserved 0011
10 oD Selects pseudo open-drain mode. 0

Standard GPIO output
Open-drain output
3111 - - Reserved -

8.4.43 10CON_SCKO LOC

Table 148. IOCON SCKO location register (IOCON_SCKO_LOC, address 0x4004 40B0) bit

description
Bit Symbol  Value Description Reset
value
1.0 SCKLOC Selects pin location for SCKO function. 00

0x0 Selects SCKO function in pin location
SWCLK/PIOO0_10/SCK0/CT16B0_MAT2 (see Table 130).

0x1 Selects SCKO function in pin location PIO2_11/SCKO (see

Table 132).
0x2 Selects SCKO function in pin location PIO0_6/SCKO (see
Table 123).
0x3 Reserved.
312 - - Reserved. -
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8.4.44 IOCON_DSR_LOC

Table 149. IOCON DSR location register (IOCON_DSR_LOC, address 0x4004 40B4) bit

description
Bit Symbol Value Description Reset
value
1:0 DSRLOC Selects pin location for DSR function. 00
0x0 Selects DSR function in pin location PIO2_1/DSR/SCK1 (see
Table 114).
0x1 Selects DSR function in pin location PIO3_1/DSR (see
Table 138).

0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -

8.4.45 IOCON_DCD _LOC

Table 150. IOCON DCD location register IOCON_DCD_LOC, address 0x4004 40B8) bit

description
Bit Symbol  Value Description Reset
value
1.0 DCDLOC Selects pin location for DCD function. 00
0x0 Selects DCD function in pin location P102_2/DCD/MISO1
(see Table 127).
0x1 Selects DCD function in pin location PIO3_2/DCD (see
Table 143).
0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -
8.4.46 I0CON_RI_LOC
Table 151. IOCON Rl location register IOCON_RI_LOC, address 0x4004 40BC) bit
description
Bit Symbol Value Description Reset
value
1:0 RILOC Selects pin location for RI function. 00
0x0  Selects RI function in pin location PIO2_3/RI/MOSI1 (see

Table 139).
0x1 Selects RI function in pin location PIOS_S/E (see Table 147).
0x2 Reserved.
0x3 Reserved.

312 - - Reserved. -
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8.4.47 IOCON_SSEL1_LOC

Table 152. IOCON SSEL1 location register (IOCON_SSEL1 LOC, address 0x4004 4018) bit

description
Bit Symbol Value Description Reset
value
1:0 SSEL1LOC Selects pin location for SSEL1 function. 00

0x0  Selects SSEL1 function in pin location
P102_0/DTR/SSELL1 (see Table 107).

0x1  Selects SSEL1 function in pin location
PIO2_4/CT16B1_MAT1/SSEL1 (see Table 120).
0x2  Reserved.
0x3  Reserved.
312 - - Reserved. -

8.4.48 IOCON_CT16B0_CAPO LOC

Table 153. IOCON CT16B0_CAPO location register IOCON_CT16B0_CAPO_LOC, address
0x4004 40CO0) bit description

Bit Symbol Value Description Reset
value
1:0 CT16B0_CAPOLOC Selects pin location for CT16B0_CAPO function. 00

0x0 Selects CT16B0_CAPO function in pin location
PIO0_2/SSELO/CT16B0_CAPO (see Table 111).

0ox1 Selects CT16B0_CAPQ function in pin location
PIO3_3/RI/CT16B0 (see Table 147).

0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -

8.4.49 10CON_SCK1 LOC

Table 154. IOCON SCK1 location register (IOCON_SCK1 LOC, address 0x4004 40C4) bit

description
Bit Symbol Value Description Reset
value
1.0 SCK1LOC Selects pin location for SCK1 function. 00

0x0 Selects SCK1 function in pin location PIO2_1/DSR/SCK1
(see Table 114).

0x1 Selects SCK1 function in pin location
P103_2/DCD/CT16B0_MAT2/SCK1 (see Table 143).

0x2 Reserved.
0x3 Reserved.
31:2 - - Reserved. -
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8.4.50 IOCON_MISO1_LOC

Table 155. IOCON MISO1 location register (IOCON_MISO1_LOC, address 0x4004 40C8) bit

description
Bit Symbol Value Description Reset
value
1:0 MISO1LOC Selects pin location for the MISO1 function. 00

0x0 Selects MISO1 function in pin location
P102_2/DCD/MISOL1 (see Table 127).

0ox1 Selects MISO1 function in pin location
PIO1_10/AD6/CT16B1_MAT1/MISOL1 (see Table 131).

0x2 Reserved.
0x3 Reserved.
312 - - Reserved. -

8.4.51 I0OCON_MOSI1 LOC

Table 156. IOCON MOSI1 location register (IOCON_MOSI1_LOC, address 0x4004 40CC) bit

description
Bit Symbol Value Description Reset
value
1.0 MOSI1LOC Selects pin location for the MOSI1 function. 00
0x0 Selects MOSI1 function in pin location PIOZ_S/ﬁ/MOSIl

(see Table 139).

0ox1 Selects MOSI1 function in pin location
PIO1_9/CT16B1_MATO/MOSI1 (see Table 118).

0x2 Reserved.
0x3 Reserved.
31:2 - - Reserved. -

8.4.52 IOCON_CT32B0_CAPO_LOC

Table 157. IOCON CT32B0_CAPO location register IOCON_CT32B0_CAPO_LOC, address
0x4004 40DO0) bit description

Bit Symbol Value Description Reset
value
1:0 CT32B0_CAPOLOC Selects pin location for the CT32B0_CAPO 00
function.

0x0 Selects CT32B0_CAPO function in pin location
PIO1_5/RTS/CT32B0_CAPO (see Table 144).

0x1 Selects CT32B0_CAPO function in pin location
P102_9/CT32B0_CAPOQ (Table 125).

0x2 Reserved.
0x3 Reserved.
31:2 - - Reserved. -
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8.4.53 IOCON_RXD_LOC

Table 158. IOCON RXD location register (IOCON_RXD_LOC, address 0x4004 40D4) bit

description
Bit Symbol Value Description Reset
value
1:0 RXDLOC Selects pin location for the RXD function. 00

0x0 Selects RXD function in pin location
PIO1_6/RXD/CT32B0_MATO (see Table 145).

0x1 Selects RXD function in pin location
PIO2_7/CT32B0_MAT2/RXD (see Table 112).

0x2 Selects RXD function in pin location
PIO3_1/DSR/CT16B0_MAT1/RXD (see Table 138).

0x3 Selects RXD function in pin location
PIO3_4/CT16B0_CAP1/RXD (see Table 119).

31:2 - - Reserved. -
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9.1 How to read this chapter

User manual

UM10398

Remark: This chapter applies to parts in the LPC1100, LPC1100C, and LPC1100L series
for LQFP and HVQFN packages.

The LPC111x are available in three packages: LQFP48 (LPC1113, LPC1114), and
HVQFN33 (LPC1111, LPC1112, LPC1113, LPC1114).

The LPC11Cxx parts are available in a LQFP48 package.

The LPC11D14 part is available as a dual-chip module in a LQFP100 package.

Table 159. LPC11(D)1x/LPC11Cxx pin configurations

Part
LPC1111

LPC1112

LPC1113

LPC1114

LPC11C12

LPC11C14

LPC11C22

LPC11C24

LPC11D14

Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration
Pin description
Pin configuration

Pin description

LQFP48

Figure 16
Table 160

Figure 16
Table 160

Figure 19
Table 160

Figure 19
Table 160

Figure 20
Table 163

Figure 20
Table 163

HVQFN24

Figure 18

HVQFN33

Figure 17
Table 161

Figure 17

Table 162

Table 161

Figure 17
Table 161

Figure 17
Table 161

LQFP100

Figure 21
Table 164
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9.2 LPC111x Pin configuration
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Fig 16. Pin configuration LQFP48 package

UM10398

PIO1_9/CT16B1_MATO

[22]
[23]
PI02_9 [24]

PIO0_7/CTS

P100_6/SCKO
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36] PIO3_0/DTR

35| RIPIO1_2/AD3/CT32B1_MAT1
34] RIPIO1_1/AD2/CT32B1_MATO
33] RIPIO1_0/AD1/CT32B1_CAPO
32] RIPIO0_11/ADO/CT32B0_MAT3
31] PIO2_11/SCKO

30] PIO1_10/AD6/CT16B1 MAT1
29] SWCLK/PIOO_10/SCKO/CT16B0_MAT2
28] PIO0_9/MOSIO/CT16B0_MAT1
27] PIOO_8/MISO0/CT16BO_MATO
26] PIO2_2/DCD/MISO1

25] PIO2_10

002aae697
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2 || PIO1_7/TXD/CT32B0_MAT1
1] PIO1_6/RXD/CT32B0_MATO
0 || PIO1_5/RTS/CT32B0_CAPO

8 || PIO3_2

terminal 1 8
index area =
PIO2_0/DTR 24

7| PIO1_11/AD7

6 || PIO1_4/AD5/CT32B1_MAT3/WAKEUP

5 || SWDIO/PIO1_3/AD4/CT32B1_MAT2

RESET/PIO0_0
PIO0_1/CLKOUT/CT32B0_MAT?2
XTALIN

XTALOUT

Vbbp

PIO1_8/CT16B1_CAPO 33Vsg

N (N

N

CISICIBISIECIS)

PIO0_2/SSELO/CT16B0_CAPO

=) () (= N
N foo| o] O] [F]|IN] |

[16)

PI00_3 [[9)
[10)
PIO0_5/SDA [[1D
0 [12)

PIO3 4 [[13)

PIO3_5 [[14)
[1D

PIO0_6/SCKO

PIO0_4/SCL

PIO1_9/CT16B1_MAT

Transparent top view

Fig 17. Pin configuration HVQFN33 package

002aae698

PIO0_7/CTS

R/PIO1_2/AD3/CT32B1_MAT1
R/PIO1_1/AD2/CT32B1_MATO
R/PIO1_0/AD1/CT32B1_CAPO
R/PIO0_11/ADO/CT32B0_MAT3
PIO1_10/AD6/CT16B1_MAT1
SWCLK/PIO0_10/SCKO/CT16B0_MAT2
PIO0_9/MOSIO/CT16B0_MAT1
PIO0_8/MISO0/CT16B0_MATO

UM10398

terminal 1
index area

RESET/PIO0_0
PIO0_1

Vss

XTALIN

Vbp
PIO1_8

RIBICIBISIS)

(4] Pi01_7
(23] Pio1_6
@2] vop
@1] vss
(20| Pi01_4
(19| Pi01_3

LPC1112FHN24

BIRRIGISIE

PIO1 2
PIO1_1
PIO1 0
PIOO0_11
PIO0_10
PIO0_9

PI00_2 [ 7)
PIO0_4 [ 8)
PI00_5 [ 9)
PIO0_6 [10)
PI00_7 [11)
PI00_8 [12)

Transparent top view

Fig 18. Pin configuration HVQFN24 package
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9.3 LPC11Cxx Pin configuration

g
N
LR
£ 3
-
CE2g e q
< < < < o
= EI [3) S
C>I o C>I ‘_|I g
2449 <=}
eep CS 2
Q Qo ~ 900
Ao Aa |(/) |o a ) 6‘ p= |m
— X X |E= O < o <2 ,=|1un
lz gzl 65 <gelzlo
ml ’\I qDI I'nl NI HI vl ] ml HI
™ o o o ™ o 4 0 o ™
0000 300 g0 =200
o oo >0 0 >0 0n000
BEEEIERIBEERIBIE
/ AN _
PIO2_6 [1 | O 36] PIO3_0/DTR
PIO2_O/DTR/SSEL1 [ 2 | 35| RIPIOL_2/AD3/CT32B1_MAT1
RESET/PI00_0 [ 3 ] 34] RIPIO1_1/AD2/CT32B1_MATO
PIO0_1/CLKOUT/CT32B0_MAT2 [4 | 33] R/PIO1_0/AD1/CT32B1_CAPO
Vss [5 | 32] R/PIO0_11/ADO/CT32B0_MAT3
XTALIN [6 | LPC11C12FBDA48/301 31] PI02_11/SCKO
XTALOUT [7 | LPC11C14FBD48/301 30| PIO1_10/AD6/CT16B1_MAT1
Vpp [8] 29] SWCLK/PIOO0_10/SCKO/CT16B0_MAT2
PIO1_8/CT16B1_CAPO [9 | 28] PI00_9/MOSIO/CT16B0_MAT1L
PIO0_2/SSELO/CT16B0_CAPO [10 27] PIO0_8/MISOO0/CT16B0_MATO
PI02_7 [11 26] PI02_2/DCD/MISO1
PIO2 8 [12 25] PIO2_10
N\ /

002aaf266

[13]

PIO0_3 [14]

_4/scL [15]
PIO0_5/SDA [16]
PIO1_9/CT16B1_MATO [17]
PI02_4 [18]
CAN_RXD [19]
CAN_TXD [20]
PIO2_5 [21]

[22]

_7/CTs [23]
PIO2_9 [24]

P100_4/SCL

PIO0_6/SCKO
PIO0_7/CTS

P102_1/DSR/SCK1

Fig 19. Pin configuration LQFP48 package
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o849 )
eep CS 2
cgo . 9fo
_ g ><|‘ﬁ |o 2 8 0 2 |</>
lx £ xle 65 <alzle
™M N~ O n N, <t o ™
OOI ‘_'I ‘_'I ‘_'I OOI ‘_'I ‘_'I 3 NI OOI
0000 800 g0 =200
o oo >00 >0 0n0 0
[|[S1 [l =] [= =S E =B E] ]
/ N _
PI02_6 [1 | O 36] PIO3_0/DTR
PIO2_O/DTR/SSEL1 [ 2 | 35] R/PIO1_2/AD3/CT32B1_MAT1
RESET/PIO0_0 [ 3] 34] R/PIO1_1/AD2/CT32B1_MATO
PIO0_1/CLKOUT/CT32B0_MAT2 [4 | 33] R/PIO1_0/AD1/CT32B1_CAPO
Vss [5 32] R/PIO0_11/ADO/CT32B0_MAT3
XTALIN [6 | LPC11C22FBD48/301 31] PI02_11/SCKO
XTALOUT [7 | LPC11C24FBD48/301 30| PIO1_10/AD6/CT16B1_MAT1
Vop [ 8] 29] SWCLK/PIO0_10/SCKO/CT16B0_MAT2
PIO1_8/CT16B1_CAPO [9 | 28] PIO0_9/MOSIO/CT16B0_MAT1L
PIO0_2/SSELO/CT16BO_CAPO [10 27] PIO0_8/MISO0/CT16B0_MATO
PI02_7 [11 26] PI02_2/DCD/IMISO1
PIO2_8 [12 25] PI02_10
AN /

002aaf909

Vee [20]
GND [21]
sTB [22]
[23]
[24]

PIO0_6/SCKO

PIO0_7/CTS

[13]

PIO0_3 [14]
[15]

[16]

[17]

CANL [18]

PIO0_5/SDA
CANH [19]

PIO0_4/SCL
VDD_CAN

PIO2_1/DSR/SCK1

Fig 20. Pin configuration (LPC11C22/C24)
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9.4 LPC11D14 Pin configuration
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o0 >0 0 >0 nvoh o000 e e@oXooonooo o ononon
ElRIERIEEEEEEREEEEEERIEERRREIEE
/ N
PIO1_7 [1] @ 75] S29
PIO3_3 [2 ] 74] s28
ne. [3] 73] s27
PIO2_6 [4 | 72] 526
PI02_0 [5 | 71] s25
RESET/PIO0_0 [ 6 | 70] s24
PI00_1 [7 | 69] s23
Vgs [8 ] 68] S22
XTALIN [9 ] 67] s21
XTALOUT [10] 66] S20
Vpp [11] 65] s19
PIO1_8 [12] 64] s18
PI00_2 [13] LPC11D14FBD100/302 63] 17
PI02_7 [14] 62] S16
PI02_8 [15] 61] s15
PI02_1 [16] 60] S14
PI00_3 [17] 59] 13
PI00_4 [18] 58] S12
PI00_5 [19] 57] s11
PIO1_9 [20 56] S10
PIO3_4 [21 55] S9
PIO2_4 [22 54] S8
PI02_5 [23 53] 7
PIO3_5 [24 52] s6
PI00_6 [25 51] S5
\ /
&l [x][=][&][8][=] 8] [8] 2] 8] 8l ls] (8] 8] [s] <] e[l I3][el €l [5][2]12]18] oozasgeso
MR8 R S0 338RRAARB06 8D
oSN TI®B BB OB HPE0 S G adm
o9 g I
o o =
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Fig 21. Pin configuration LQFP100 package
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9.5 LPC111x/LPC11Cxx Pin description

Table 160. LPC1113/14 and LPC11C12/C14 pin description table (LQFP48 package)
Symbol Pin Type Description

P1O0_0O to PIO0_11 1/0 Port 0 — Port 0 is a 12-bit I/O port with individual direction and function
controls for each bit. The operation of port 0 pins depends on the function
selected through the IOCONFIG register block.

RESET/PIO0_O 3l RESET — External reset input: A LOW on this pin resets the device,
causing I/O ports and peripherals to take on their default states, and
processor execution to begin at address O.

In deep power-down mode, this pin must be pulled HIGH externally. The
RESET pin can be left unconnected or be used as a GPIO pin if an external
RESET function is not needed.

1/0 P100_0 — General purpose digital input/output pin.
P100_1/CLKOUT/ 48121 /0 P100_1 — General purpose digital input/output pin. A LOW level on this pin
CT32B0_MAT2 during reset starts the flash ISP command handler via UART (if PIO0_3 is
HIGH) or via C_CAN (if PIO0_3 is LOW).
(0] CLKOUT — Clockout pin.
(0] CT32B0_MAT2 — Match output 2 for 32-bit timer 0.
P100_2/SSELO/ 10812 /0 P100_2 — General purpose digital input/output pin.
CT16B0_CAPO 0 SSELO — Slave Select for SPIO.
I CT16B0_CAPO — Capture input 0 for 16-bit timer O.
PIO0_3 14812 /0 P100_3 — General purpose digital input/output pin. This pin is monitored

during reset: Together with a LOW level on pin PIO0_1, a LOW level starts
the flash ISP command handler via C_CAN and a HIGH level starts the
flash ISP command handler via UART.

P100_4/SCL 1504121 /0 P100_4 — General purpose digital input/output pin (open-drain).
I/0 SCL — I12C-bus, open-drain clock input/output. High-current sink only if 12C
Fast-mode Plus is selected in the I/O configuration register.
PIO0_5/SDA 1642 /0 PIO0_5 — General purpose digital input/output pin (open-drain).
I/0 SDA — 12C-bus, open-drain data input/output. High-current sink only if 12C
Fast-mode Plus is selected in the I/O configuration register.
P100_6/SCKO 22812 |/0 P100_6 — General purpose digital input/output pin.
I/0 SCKO — Serial clock for SPIO.
PIOO_7/§ 2382 /0 P100_7 — General purpose digital input/output pin (high-current output
driver).
I CTS — Clear To Send input for UART.
P100_8/MISO0/ 27812 /0 P100_8 — General purpose digital input/output pin.
CT16B0_MATO I/0 MISO0 — Master In Slave Out for SPIO.
(0] CT16B0_MATO — Match output O for 16-bit timer O.
P100_9/MOSIO0/ 28B121 |/0 P100_9 — General purpose digital input/output pin.
CT16B0_MAT1 7e) MOSI0 — Master Out Slave In for SPIO.
(0] CT16B0_MAT1 — Match output 1 for 16-bit timer 0.
SWCLK/PIOO0_10/ 20812 | SWCLK — Serial wire clock.
SCKO/CT16B0_MAT2 1/0 P100_10 — General purpose digital input/output pin.
I/O SCKO — Serial clock for SPIO.
(0] CT16B0_MAT2 — Match output 2 for 16-bit timer 0.
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Table 160. LPC1113/14 and LPC11C12/C14 pin description table (LQFP48 package) ...continued

Symbol

R/P10O0_11/
ADO/CT32B0_MAT3

PIO1_0 to PIO1_11

R/PIO1_0/
AD1/CT32B1_CAPO

R/PIO1_1/
AD2/CT32B1_MATO

R/IPIO1_2/
AD3/CT32B1_MAT1

SWDIO/PIO1_3/AD4/
CT32B1_MAT2

PIO1_4/AD5/
CT32B1_MAT3/WAKEUP

PIO1_5/RTS/
CT32B0_CAPO

PIO1_6/RXD/
CT32B0_MATO

PIO1_7/TXD/
CT32B0_MAT1

PIO1_8/CT16B1_CAPO

UM10398

Pin
320612

3312

3408

350

398

400

4508

463!

478

o3l

Type
I

I/0

I

o]
110

Description

R — Reserved. Configure for an alternate function in the IOCONFIG block.
P100_11 — General purpose digital input/output pin.

ADO — A/D converter, input O.

CT32B0_MAT3 — Match output 3 for 32-bit timer 0.

Port 1 — Port 1 is a 12-bit I/O port with individual direction and function
controls for each bit. The operation of port 1 pins depends on the function
selected through the IOCONFIG register block.

R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO1_0 — General purpose digital input/output pin.

AD1 — A/D converter, input 1.

CT32B1_CAPO — Capture input 0 for 32-bit timer 1.

R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO1_1 — General purpose digital input/output pin.

AD2 — A/D converter, input 2.

CT32B1_MATO — Match output 0 for 32-bit timer 1.

R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO1_2 — General purpose digital input/output pin.

AD3 — A/D converter, input 3.

CT32B1_MAT1 — Match output 1 for 32-bit timer 1.

SWDIO — Serial wire debug input/output.

P101_3 — General purpose digital input/output pin.

AD4 — A/D converter, input 4.

CT32B1_MAT2 — Match output 2 for 32-bit timer 1.

P101_4 — General purpose digital input/output pin. In Deep power-down
mode, this pin serves as the Deep power-down mode wake-up pin with 20
ns glitch filter. Pull this pin HIGH externally before entering Deep
power-down mode. Pull this pin LOW to exit Deep power-down mode. A
LOW-going pulse as short as 50 ns wakes up the part.

AD5 — A/D converter, input 5.

CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
P101_5 — General purpose digital input/output pin.
RTS — Request To Send output for UART.
CT32B0_CAPO — Capture input 0 for 32-bit timer O.
P101_6 — General purpose digital input/output pin.
RXD — Receiver input for UART.

CT32B0_MATO — Match output 0 for 32-bit timer 0.
P101_7 — General purpose digital input/output pin.
TXD — Transmitter output for UART.
CT32B0_MAT1 — Match output 1 for 32-bit timer 0.
P101_8 — General purpose digital input/output pin.
CT16B1_CAPO — Capture input O for 16-bit timer 1.

All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.

User manual

Rev. 12.4 — 22 December 2016 150 of 548



NXP Semiconductors

UM10398

Chapter 9: LPC111x/LPC11Cxx Pin configuration (LPC1100, LPC1100C,

Table 160. LPC1113/14 and LPC11C12/C14 pin description table (LQFP48 package) ...continued

Symbol

PIO1_9/CT16B1_MATO

PIO1_10/AD6/
CT16B1_MAT1

PIO1_11/AD7

PIO2_0to PIO2_11

PIO2_0/DTR/SSEL1

PIO2_1/DSR/SCK1

P102_2/DCD/MISO1

PIO2_3/RI/MOSI1

PIO2_4
PIO2_4
PIO2_ 5
PIO2_5
PIO2_6
PIO2_7
PIO2_8
PIO2_9
PIO2_10
PIO2_11/SCKO

PIO3_0to PIO3 5

PIO3_0/DTR

PIO3_1/DSR

UM10398

Pin
1768

30

42081

2Bl

138

2601

38l

360

378l

Type
I/0
o]
I/0

I

O

I/0

I/0

I/0

I/10

I/10
I/0

I/0
I/10

I/0
I/0
I/10
I/0
I/10
I/0
110
I/0
110
I/0
110
I/0
I/0

I/10

I/10

Description

P101_9 — General purpose digital input/output pin.
CT16B1_MATO — Match output O for 16-bit timer 1.
P101_10 — General purpose digital input/output pin.
AD6 — A/D converter, input 6.

CT16B1_MAT1 — Match output 1 for 16-bit timer 1.
P1O1_11 — General purpose digital input/output pin.
AD7 — A/D converter, input 7.

Port 2 — Port 2 is a 12-bit I/O port with individual direction and function
controls for each bit. The operation of port 2 pins depends on the function
selected through the IOCONFIG register block.

P102_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.
SSEL1 — Slave Select for SPI1.

P102_1 — General purpose digital input/output pin.
DSR — Data Set Ready input for UART.

SCK1 — Serial clock for SPI1.

P102_2 — General purpose digital input/output pin.
DCD — Data Carrier Detect input for UART.
MISO1 — Master In Slave Out for SPI1.

P102_3 — General purpose digital input/output pin.
RI— Ring Indicator input for UART.

MOSI1 — Master Out Slave In for SPI1.

P102_4 — General purpose digital input/output pin. (LPC1113/14 only).
P102_4 — General purpose digital input/output pin. (LPC11C12/C14 only).
P102_5 — General purpose digital input/output pin. LPC1113/14 only).
P102_5 — General purpose digital input/output pin. (LPC11C12/C14 only).
P102_6 — General purpose digital input/output pin.

P102_7 — General purpose digital input/output pin.

P102_8 — General purpose digital input/output pin.

P102_9 — General purpose digital input/output pin.

P102_10 — General purpose digital input/output pin.

P102_11 — General purpose digital input/output pin.

SCKO — Serial clock for SPIO.

Port 3 — Port 3 is a 12-bit I/O port with individual direction and function
controls for each bit. The operation of port 3 pins depends on the function
selected through the IOCONFIG register block. Pins PIO3_6 to PIO3_11

are not available.

P103_0 — General purpose digital input/output pin
DTR — Data Terminal Ready output for UART.
P103_1 — General purpose digital input/output pin
DSR — Data Set Ready input for UART.
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Table 160. LPC1113/14 and LPC11C12/C14 pin description table (LQFP48 package) ...continued

Symbol Pin Type Description

P103_2/DCD 433l I/0 P103_2 — General purpose digital input/output pin.

| DCD — Data Carrier Detect input for UART.

PIOS_S/ﬁ 4801 I/0 P103_3 — General purpose digital input/output pin.

| Rl — Ring Indicator input for UART.

P103_4 1881 I/0 P103_4 — General purpose digital input/output pin. (LPC1113/14 only).

PIO3_5 2101 1/0 P103_5 — General purpose digital input/output pin. (LPC1113/14 only).

CAN_RXD 19061 | CAN_RXD — C_CAN receive data input. (LPC11C12/14 only).

CAN_TXD 20(€l (0] CAN_TXD — C_CAN transmit data output. (LPC11C12/14 only).

Vpp 8,44 | 3.3V supply voltage to the internal regulator, the external rail, and the ADC.

Also used as the ADC reference voltage.
XTALIN Sl | Input to the oscillator circuit and internal clock generator circuits. Input
voltage must not exceed 1.8 V.

XTALOUT 70 (0] Output from the oscillator amplifier.

Vss 5;41 I Ground.

[1] 5V tolerant pad. RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up
from Deep power-down mode.

[2] Serves as Deep-sleep wake-up input pin to the start logic independently of selected pin function (see the LPC111x/11C1x user manual).

[3] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 12C-bus pads compliant with the 12C-bus specification for I2C standard mode and 12C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the 12C lines. Open-drain
configuration applies to all functions on this pin.

[5] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.

[6] 5V tolerant digital I/O pad without pull-up/pull-down resistors.

[71 When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.
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Table 161. LPC1111/12/13/14 pin description table (HVQFN33 package)

Symbol
PIO0_0 to PIO0_11

RESET/PIO0_0

PIO0_1/CLKOUT/
CT32B0_MAT2

PIO0_2/SSELO/
CT16B0_CAPO

PIO0_3
PIO0_4/SCL

PIO0_5/SDA

PIO0_6/SCKO

PIO0_7/CTS

PIO0_8/MISO0/
CT16B0_MATO

PIO0_9/MOSI0/
CT16B0_MAT1

SWCLK/PIO0_10/SCKO/
CT16B0_MAT2

R/P100_11/ADO0O/
CT32B0_MAT3

UM10398

Pin

()
[
S

oll2l
10412]

111412

150812

16312

17B12]

1808112

19B12]

2106121

Type
110

110
/O

/O
110

/O
110
/O

All information provided in this document is subject to legal disclaimers.

Description

Port 0 — Port 0 is a 12-bit I/O port with individual direction and function
controls for each bit. The operation of port O pins depends on the function
selected through the IOCONFIG register block.

RESET — External reset input: A LOW on this pin resets the device,
causing I/O ports and peripherals to take on their default states, and
processor execution to begin at address 0.

In deep power-down mode, this pin must be pulled HIGH externally. The
RESET pin can be left unconnected or be used as a GPIO pin if an external
RESET function is not needed.

PIO0_0 — General purpose digital input/output pin.

P1O0_1 — General purpose digital input/output pin. A LOW level on this pin
during reset starts the ISP command handler.

CLKOUT — Clock out pin.

CT32B0_MAT2 — Match output 2 for 32-bit timer 0.

P1O0_2 — General purpose digital input/output pin.

SSELO — Slave select for SPIO.

CT16B0_CAPO — Capture input O for 16-bit timer 0.

P100_3 — General purpose digital input/output pin.

PIO0_4 — General purpose digital input/output pin (open-drain).

SCL — I12C-bus, open-drain clock input/output. High-current sink only if 12C
Fast-mode Plus is selected in the 1/O configuration register.

P1O0_5 — General purpose digital input/output pin (open-drain).

SDA — I12C-bus, open-drain data input/output. High-current sink only if I2C
Fast-mode Plus is selected in the 1/O configuration register.

P1O0_6 — General purpose digital input/output pin.
SCKO — Serial clock for SPIO.

P100_7 — General purpose digital input/output pin (high-current output
driver).

CTS — Clear To Send input for UART.

P100_8 — General purpose digital input/output pin.
MISOO0 — Master In Slave Out for SPIO.
CT16B0_MATO — Match output O for 16-bit timer O.
P1O0_9 — General purpose digital input/output pin.
MOSIO — Master Out Slave In for SPIO0.
CT16B0_MAT1 — Match output 1 for 16-bit timer 0.
SWCLK — Serial wire clock.

P1O0_10 — General purpose digital input/output pin.
SCKO — Serial clock for SPIO.

CT16B0_MAT2 — Match output 2 for 16-bit timer O.
R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO0_11 — General purpose digital input/output pin.
ADO — A/D converter, input 0.

CT32B0_MAT3 — Match output 3 for 32-bit timer 0.
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Table 161. LPC1111/12/13/14 pin description table (HVQFN33 package) ...continued

Symbol
PIO1 Oto PIO1 11

R/P101_0/AD1/
CT32B1_CAPO

R/PIO1_1/AD2/
CT32B1_MATO

R/P101_2/AD3/
CT32B1_MAT1

SWDIO/PIO1_3/AD4/
CT32B1_MAT2

PIO1_4/AD5/
CT32B1_MAT3/WAKEUP

PIO1_5/RTS/
CT32B0_CAPO

PIO1_6/RXD/
CT32B0_MATO

PIO1_7/TXD/
CT32B0_MAT1

PIO1_8/CT16B1_CAPO
PIO1_9/CT16B1_MATO

PIO1_10/AD6/
CT16B1_MAT1

UM10398

Pin

220512

230

2405

2508

2603

308l

3161

328

128

208!

Type
110

All information provided in this document is subject to legal disclaimers.

Description

Port 1 — Port 1 is a 12-bit I/0O port with individual direction and function
controls for each bit. The operation of port 1 pins depends on the function
selected through the IOCONFIG register block.

R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO1_0 — General purpose digital input/output pin.

AD1 — A/D converter, input 1.

CT32B1_CAPQO — Capture input 0 for 32-bit timer 1.

R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO1_1 — General purpose digital input/output pin.

AD2 — A/D converter, input 2.

CT32B1_MATO — Match output 0 for 32-bit timer 1.

R — Reserved. Configure for an alternate function in the IOCONFIG block.
PIO1_2 — General purpose digital input/output pin.

AD3 — A/D converter, input 3.

CT32B1_MAT1 — Match output 1 for 32-bit timer 1.

SWDIO — Serial wire debug input/output.

P101_3 — General purpose digital input/output pin.

AD4 — A/D converter, input 4.

CT32B1_MAT2 — Match output 2 for 32-bit timer 1.

P101_4 — General purpose digital input/output pin. In Deep power-down
mode, this pin serves as the Deep power-down mode wake-up pin with 20
ns glitch filter. Pull this pin HIGH externally before entering Deep
power-down mode. Pull this pin LOW to exit Deep power-down mode. A
LOW-going pulse as short as 50 ns wakes up the part.

AD5 — A/D converter, input 5.

CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
P101_5 — General purpose digital input/output pin.
RTS — Request To Send output for UART.
CT32B0_CAPO — Capture input O for 32-bit timer 0.
PIO1_6 — General purpose digital input/output pin.
RXD — Receiver input for UART.

CT32B0_MATO — Match output O for 32-bit timer 0.
P101_7 — General purpose digital input/output pin.
TXD — Transmitter output for UART.
CT32B0_MAT1 — Match output 1 for 32-bit timer 0.
P1O1_8 — General purpose digital input/output pin.
CT16B1_CAPO — Capture input O for 16-bit timer 1.
P1O1_9 — General purpose digital input/output pin.
CT16B1_MATO — Match output O for 16-bit timer 1.
PIO1_10 — General purpose digital input/output pin.
AD6 — A/D converter, input 6.

CT16B1_MAT1 — Match output 1 for 16-bit timer 1.
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Table 161. LPC1111/12/13/14 pin description table (HVQFN33 package) ...continued

Symbol
P1O1 _11/AD7

PI02_0

PIO2_0/DTR

PIO3_0 to PIO3_5

PIO3 2
PIO3_4
PIO3 5

Vbp
XTALIN

XTALOUT
Vss

Pin
2761

2813
1381
1481
6; 29

418

Type
110

|

110

110

/10

110
I/O
110

Description
PIO1_11 — General purpose digital input/output pin.
AD7 — A/D converter, input 7.

Port 2 — Port 2 is a 12-bit I/0O port with individual direction and function
controls for each bit. The operation of port 2 pins depends on the function
selected through the IOCONFIG register block. Pins PIO2_1 to PIO2_11
are not available.

P102_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.

Port 3 — Port 3 is a 12-bit I/0O port with individual direction and function
controls for each bit. The operation of port 3 pins depends on the function
selected through the IOCONFIG register block. Pins PIO3_0, PIO3_1,
PI03_3 and PIO3_6 to PIO3_11 are not available.

P103_2 — General purpose digital input/output pin.
P103_4 — General purpose digital input/output pin.
P103_5 — General purpose digital input/output pin.

3.3 V supply voltage to the internal regulator, the external rail, and the ADC.
Also used as the ADC reference voltage.

Input to the oscillator circuit and internal clock generator circuits. Input
voltage must not exceed 1.8 V.

Output from the oscillator amplifier.
Thermal pad. Connect to ground.

[1] 5V tolerant pad. RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up
from Deep power-down mode.

[2] Serves as Deep-sleep wake-up input pin to the start logic independently of selected pin function (see the LPC111x/11C1x user manual).

[3] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 12C-bus pads compliant with the 12C-bus specification for 12C standard mode and I2C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the 12C lines. Open-drain

configuration applies to all functions on this pin.

[5] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled, and the pin is not 5 V tolerant.

[6] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.
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Table 162. LPC1112FHN24 Pin description table (HVQFN24 package)

Symbol HVQFN Start Type Reset Description
pin logic state
input [1]
RESET/PIO0_0 14 yes I I; PU RESET — External reset input with 20 ns glitch filter. A

LOW-going pulse as short as 50 ns on this pin resets the
device, causing I/O ports and peripherals to take on their
default states, and processor execution to begin at address 0.

In deep power-down mode, this pin must be pulled HIGH
externally. The RESET pin can be left unconnected or be used
as a GPIO pin if an external RESET function is not needed.

1/0 - P100_0 — General purpose digital input/output pin with 10 ns
glitch filter.

P100_1/CLKOUT/ yiEl yes I/0 I; PU PIOO_1 — General purpose digital input/output pin. A LOW
CT32B0_MAT2 level on this pin during reset starts the ISP command handler.

(0] - CLKOUT — Clockout pin.

(0] - CT32B0_MAT2 — Match output 2 for 32-bit timer 0.
PIO0_2/SSELO/ 781 yes I/0 I; PU PIOO0_2 — General purpose digital input/output pin.
CT16B0_CAPO Te) - SSELO — Slave Select for SPIO.

I - CT16B0_CAPO — Capture input 0 for 16-bit timer O.

P100_4/SCL gl yes 110 I; 1A PIOO_4 — General purpose digital input/output pin
(open-drain).
1/0 - SCL — I2C-bus, open-drain clock input/output. High-current
sink only if 2C Fast-mode Plus is selected in the 1/O
configuration register.

P1O0_5/SDA o4l yes 110 I; 1A PIO0_5 — General purpose digital input/output pin
(open-drain).

I/0 - SDA — 12C-bus, open-drain data input/output. High-current
sink only if I2C Fast-mode Plus is selected in the 1/0
configuration register.

P100_6/SCKO 1081 yes I/0 I; PU PIOO_6 — General purpose digital input/output pin.
I/0 - SCKO — Serial clock for SPIO.
PIO0_7/CTS 1181 yes I/0 I; PU PIOO_7 — General purpose digital input/output pin

(high-current output driver).
I - CTS — Clear To Send input for UART.

P100_8/MISO0/ 1281 yes I/0 I; PU PIOO_8 — General purpose digital input/output pin.
CT16B0_MATO 110 - MISO0 — Master In Slave Out for SPIO.

(0] - CT16B0_MATO — Match output O for 16-bit timer O.
P100_9/MOSIO0/ 1381 yes I/O I; PU PIOO0_9 — General purpose digital input/output pin.
CT16B0_MAT1 110 - MOSIO — Master Out Slave In for SPIO.

(0] - CT16B0_MAT1 — Match output 1 for 16-bit timer O.
SWCLK/PIOQ_10/ 14081 yes | I; PU SWCLK — Serial wire clock.
(S:$1KgéO_MAT2 I/0 - P100_10 — General purpose digital input/output pin.

I/O - SCKO — Serial clock for SPIO.

(0] - CT16B0_MAT2 — Match output 2 for 16-bit timer 0.
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Table 162. LPC1112FHN24 Pin description table (HVQFN24 package)

Symbol HVQFN Start  Type Reset Description
pin logic state
input [11

R/PIO0_11/ 15061 yes I I; PU R — Reserved. Configure for an alternate function in the
ADO/CT32B0_MAT3 IOCONFIG block.

I/0 - P100_11 — General purpose digital input/output pin.

I - ADO — A/D converter, input O.

(0] - CT32B0_MAT3 — Match output 3 for 32-bit timer 0.
R/P1O1_0/ 16051 yes I I; PU R — Reserved. Configure for an alternate function in the
AD1/CT32B1_CAPO IOCONFIG block.

1/0 - P1O1_0 — General purpose digital input/output pin.

| - AD1 — A/D converter, input 1.
I - CT32B1_CAPO — Capture input 0 for 32-bit timer 1.

R/PIO1_1/ 176 no (0] I; PU R — Reserved. Configure for an alternate function in the
AD2/CT32B1_MATO IOCONFIG block.

1/0 - PIO1_1 — General purpose digital input/output pin.

| - AD2 — A/D converter, input 2.

(0] - CT32B1_MATO — Match output 0 for 32-bit timer 1.
R/PIO1_2/ 18051 no I I; PU R — Reserved. Configure for an alternate function in the
AD3/CT32B1_MAT1 IOCONFIG block.

1/0 - P101_2 — General purpose digital input/output pin.

| - AD3 — A/D converter, input 3.

(0] - CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
SWDIO/PIO1_3/ 1908 no I/O I; PU SWDIO — Serial wire debug input/output.
AD4/CT32B1_MAT2 1/0 - P101_3 — General purpose digital input/output pin.

| - AD4 — A/D converter, input 4.

(0] - CT32B1_MAT2 — Match output 2 for 32-bit timer 1.
P1O01_4/AD5/ 20051 no I/O I; PU PIO1_4 — General purpose digital input/output pin with 10 ns
CT32B1_MAT3/ glitch filter. In Deep power-down mode, this pin serves as the
WAKEUP Deep power-down mode wake-up pin with 20 ns glitch filter.

Pull this pin HIGH externally before entering Deep power-down
mode. Pull this pin LOW to exit Deep power-down mode. A
LOW-going pulse as short as 50 ns wakes up the part.

I - AD5 — A/D converter, input 5.

(0] - CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
PIO1_6/RXD/ 236l no 1/0 I; PU PIO1_6 — General purpose digital input/output pin.
CT32B0_MATO I - RXD — Receiver input for UART.

(0] - CT32B0_MATO — Match output 0 for 32-bit timer 0.
P101_7/TXD/ 24131 no I/0 I; PU PIO1_7 — General purpose digital input/output pin.
CT32B0_MAT1 (0] - TXD — Transmitter output for UART.

(0] - CT32B0_MAT1 — Match output 1 for 32-bit timer O.
PIO1_8/ 63l no I/0 I; PU PIO1_8 — General purpose digital input/output pin.

CT16B1_CAPO | ; CT16B1_CAPO — Capture input O for 16-bit timer 1.
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e 162. LPC1112FHN24 Pin description table (HVQFN24 package)

Symbol HVQFN Start Type Reset Description

pin logic state
input [11

XTALIN 41 - I - Input to the oscillator circuit and internal clock generator

Vbp
Vss
[1]
[2]
[3]
[4]
[5]

(6]

Tabl

circuits. Input voltage must not exceed 1.8 V.

5; 22 - - 3.3 V supply voltage to the internal regulator, the external rail,
and the ADC. Also used as the ADC reference voltage.

3;21 - | - Ground.

Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level); IA = inactive,
no pull-up/down enabled.

RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up from Deep
power-down mode. An external pull-up resistor is required on this pin for the Deep power-down mode.

Pad providing digital 1/0 functions with configurable pull-up/pull-down resistors and configurable hysteresis.

I2C-bus pads compliant with the 12C-bus specification for 12C standard mode and I2C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the 12C lines. Open-drain
configuration applies to all functions on this pin.

Pad providing digital I/0 functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input. When
configured as a ADC input, digital section of the pad is disabled.

When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.

e 163. LPC11C24/C22 pin description table (LQFP48 package)

Symbol Pin Type Description

PI1O

RESET/PIO0_O 3

0_0to PIOO_11 Port 0 — Port 0 is a 12-bit I/O port with individual direction and function controls for
each bit. The operation of port O pins depends on the function selected through the
IOCONFIG register block.

RESET — External reset input with 20 ns glitch filter. A LOW-going pulse as short as
50 ns on this pin resets the device, causing I/O ports and peripherals to take on their
default states, and processor execution to begin at address O.

In deep power-down mode, this pin must be pulled HIGH externally. The RESET pin
can be left unconnected or be used as a GPIO pin if an external RESET function is not
needed.

le] P1O0_0 — General purpose digital input/output pin with 10 ns glitch filter.

PIO0_1/CLKOUT/ 48 I/O P100_1 — General purpose digital input/output pin. A LOW level on this pin during
CT32B0_MAT2 reset starts the flash ISP command handler via UART (if PIO0_3 is HIGH) or via

C_CAN (if PIO0_3 is LOW).
(0] CLKOUT — Clockout pin.
(0] CT32B0_MAT2 — Match output 2 for 32-bit timer 0.

P100_2/SSELO0/ 108 /0 P1O0_2 — General purpose digital input/output pin.
CT16B0_CAPO /IO  SSELO— Slave Select for SPIO.

I CT16B0_CAPOQO — Capture input O for 16-bit timer O.

PIO0_3 148 |/O PIO0_3 — General purpose digital input/output pin. This pin is monitored during reset:

Together with a LOW level on pin PIO0_1, a LOW level starts the flash ISP command
handler via C_CAN and a HIGH level starts the flash ISP command handler via UART.

P100_4/SCL 154 /o P100_4 — General purpose digital input/output pin (open-drain).

le] SCL — I12C-bus, open-drain clock input/output. High-current sink only if I2C Fast-mode
Plus is selected in the 1/O configuration register.
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Table 163. LPC11C24/C22 pin description table (LQFP48 package)
Symbol Pin Type Description
P100_5/SDA 164 /O P100_5 — General purpose digital input/output pin (open-drain).

le] SDA — 12C-bus, open-drain data input/output. High-current sink only if 12C Fast-mode
Plus is selected in the 1/O configuration register.

P100_6/SCKO 2381  |/O PIO0_6 — General purpose digital input/output pin.
/0 SCKO — Serial clock for SPI0.
PIO0_7/CTS 2481 |/O PIO0_7 — General purpose digital input/output pin (high-current output driver).

I CTS — Clear To Send input for UART.
P100_8/MISO0/ 2781 |/O PIO0_8 — General purpose digital input/output pin.
CT16BO_MATO /O  MISOO — Master In Slave Out for SPIO.

(0] CT16B0_MATO — Match output 0 for 16-bit timer O.
P100_9/MOSIO0/ 2881 /O P1O0_9 — General purpose digital input/output pin.

CT16B0_MAT1 I/0 MOSIO — Master Out Slave In for SPIO.

(0] CT16B0_MAT1 — Match output 1 for 16-bit timer O.
SWCLK/PIO0_10/ 298 | SWCLK — Serial wire clock.
SCKO/ I/0 P1O0_10 — General purpose digital input/output pin.

CT16B0_MAT2
/0 SCKO — Serial clock for SPIO.

(0] CT16B0_MAT2 — Match output 2 for 16-bit timer O.

R/PIO0_11/ 3261 - R — Reserved. Configure for an alternate function in the IOCONFIG block.
ADO/
/0

PIO0 11 — General purpose digital input/output pin.
CT32B0_MAT3 - purp g s Putp

I ADO — A/D converter, input 0.
(0] CT32B0_MAT3 — Match output 3 for 32-bit timer O.

PIO1_Oto PIO1_11 Port 1 — Port 1 is a 12-bit I/O port with individual direction and function controls for
each bit. The operation of port 1 pins depends on the function selected through the
IOCONFIG register block.
R/PI01_0/AD1/ 336 - R — Reserved. Configure for an alternate function in the IOCONFIG block.
CT32B1_CAPO P ;
— le] PIO1_0 — General purpose digital input/output pin.
| AD1 — A/D converter, input 1.
I CT32B1_CAPQO — Capture input 0 for 32-bit timer 1.
R/PI01_1/AD2/ 3461 - R — Reserved. Configure for an alternate function in the IOCONFIG block.
CT32B1_MATO le] PIO1_1 — General purpose digital input/output pin.
| AD2 — A/D converter, input 2.
(0] CT32B1_MATO — Match output O for 32-bit timer 1.
R/P101_2/AD3/ 356 - R — Reserved. Configure for an alternate function in the IOCONFIG block.
CT32B1_MAT1 le] PIO1_2 — General purpose digital input/output pin.
| AD3 — A/D converter, input 3.
(0] CT32B1_MAT1 — Match output 1 for 32-bit timer 1.

SWDIO/PIO1_3/ 3961 /O SWDIO — Serial wire debug input/output.
AD4/ /0

PIO1_3 — General purpose digital input/output pin.
CT32B1_MAT2 = purp g P putp

| AD4 — A/D converter, input 4.
(0] CT32B1_MAT2 — Match output 2 for 32-bit timer 1.
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Table 163. LPC11C24/C22 pin description table (LQFP48 package)

Symbol

PIO1_4/AD5/
CT32B1_MAT3/
WAKEUP

PIO1_5/RTS/
CT32B0_CAPO

PIO1_6/RXD/
CT32B0_MATO

PIO1_7/TXD/
CT32B0_MAT1

PIO1_8/
CT16B1_CAPO

PIO1_10/AD6/
CT16B1_MAT1

PIO1_11/AD7

PI02_0 to PIO2_11

PIO2_0/DTR/
SSEL1

PI02_1/DSR/SCK1

PIO2_2/DCD/
MISO1

PI02_3/RI/MOSI1

PIO2_6
PIO2_7
PIO2_8
PIO2_10

UM10398

Pin
40081

4508

4608

4781

300!

4201

2Bl

138

26031

380

168

118
120
2561

Type
/0

11O
I/0
110
I/0

I/0
110

11O
I/0

I/0
110
I/0
110
I/0

Description

P101_4 — General purpose digital input/output pin with 10 ns glitch filter. In Deep
power-down mode, this pin serves as the Deep power-down mode wake-up pin with
20 ns glitch filter. Pull this pin HIGH externally before entering Deep power-down
mode. Pull this pin LOW to exit Deep power-down mode. A LOW-going pulse as short

as 50 ns wakes up the part.

AD5 — A/D converter, input 5.

CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
PIO1_5 — General purpose digital input/output pin.
RTS — Request To Send output for UART.
CT32B0_CAPQO — Capture input 0 for 32-bit timer 0.
P101_6 — General purpose digital input/output pin.
RXD — Receiver input for UART.

CT32B0_MATO — Match output 0 for 32-bit timer O.
PIO1_7 — General purpose digital input/output pin.
TXD — Transmitter output for UART.
CT32B0_MAT1 — Match output 1 for 32-bit timer O.
P101_8 — General purpose digital input/output pin.
CT16B1_CAPQO — Capture input O for 16-bit timer 1.
P1O1_10 — General purpose digital input/output pin.
AD6 — A/D converter, input 6.

CT16B1_MAT1 — Match output 1 for 16-bit timer 1.
PIO1_11 — General purpose digital input/output pin.
AD7 — A/D converter, input 7.

Port 2 — Port 2 is a 12-bit I/O port with individual direction and function controls for
each bit. The operation of port 2 pins depends on the function selected through the

IOCONFIG register block.

P102_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.
SSEL1 — Slave Select for SPI1.

P102_1 — General purpose digital input/output pin.
DSR — Data Set Ready input for UART.

SCK1 — Serial clock for SPI1.

P102_2 — General purpose digital input/output pin.
DCD — Data Carrier Detect input for UART.
MISO1 — Master In Slave Out for SPI1.

P102_3 — General purpose digital input/output pin.
Rl — Ring Indicator input for UART.

MOSI1 — Master Out Slave In for SPI1.

P102_6 — General purpose digital input/output pin.
P102_7 — General purpose digital input/output pin.
P102_8 — General purpose digital input/output pin.
P102_10 — General purpose digital input/output pin.
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Table 163. LPC11C24/C22 pin description table (LQFP48 package)

Symbol
P102_11/SCKO

PIO3_0 to PIO3_3

PIO3_0/DTR
PIO3_1/DSR
PIO3_2/DCD
PIO3_3/RI

CANL
CANH
STB

VDD_CAN

Vee
GND

Vbp
XTALIN

XTALOUT
Vss

Pin
3181

3661

378l

438l

4808

18

19
22

110
I/0

110

110

110

110

110
I/0

Type Description

P102_11 — General purpose digital input/output pin.
SCKO — Serial clock for SPIO.

Port 3 — Port 3 is a 12-bit I/O port with individual direction and function controls for
each bit. The operation of port 3 pins depends on the function selected through the
IOCONFIG register block. Pins PIO3_4 to PIO3_11 are not available.

P103_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.
P103_1 — General purpose digital input/output pin.
DSR — Data Set Ready input for UART.

P103_2 — General purpose digital input/output pin.
DCD — Data Carrier Detect input for UART.
P103_3 — General purpose digital input/output pin.
Rl — Ring Indicator input for UART.

LOW-level CAN bus line.

HIGH-level CAN bus line.

Silent mode control input for CAN transceiver (LOW = Normal mode, HIGH = silent
mode).

Supply voltage for I/O level of CAN transceiver.
Supply voltage for CAN transceiver.
Ground for CAN transceiver.

Supply voltage to the internal regulator, the external rail, and the ADC. Also used as
the ADC reference voltage.

Input to the oscillator circuit and internal clock generator circuits. Input voltage must
not exceed 1.8 V.

Output from the oscillator amplifier.
Ground.

[1] 5V tolerant pad. RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up
from Deep power-down mode. An external pull-up resistor is required on this pin for the Deep power-down mode.

[2] 5V tolerant pad providing digital /O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[3] 12C-bus pads compliant with the 12C-bus specification for 12C standard mode and I2C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the 12C lines. Open-drain
configuration applies to all functions on this pin.

[4] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.

[5] 5V tolerant digital I/O pad without pull-up/pull-down resistors.

[6] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.
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Table 164. LPC11D14 pin description table (LQFP100 package)

Symbol Pin Start  Type Reset Description
logic state
input 1

Microcontroller pins

P1O0_0O to PIO0O_11 1/0 Port 0 — Port 0 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 0 pins
depends on the function selected through the IOCONFIG
register block.

RESET/PIO0_0 6l yes | I; PU RESET — External reset input with 20 ns glitch filter. A
LOW-going pulse as short as 50 ns on this pin resets the
device, causing I/O ports and peripherals to take on their
default states, and processor execution to begin at address O.

In deep power-down mode, this pin must be pulled HIGH
externally. The RESET pin can be left unconnected or be used
as a GPIO pin if an external RESET function is not needed.

I/0 - P100_0 — General purpose digital input/output pin with 10 ns
glitch filter.

PIO0_1/CLKOUT/ 781 yes 1/0 I; PU  PIO0_1 — General purpose digital input/output pin. A LOW
CT32B0_MAT2 level on this pin during reset starts the ISP command handler.

(0] - CLKOUT — Clockout pin.

(0] - CT32B0_MAT2 — Match output 2 for 32-bit timer 0.
PIO0_2/SSELO/ 1381 yes 1/0 I; PU  PIO0_2 — General purpose digital input/output pin.
CT16B0_CAPO 1e) - SSELO — Slave Select for SPIO.

I - CT16B0_CAPO — Capture input O for 16-bit timer O.
PIO0_3 1781 yes 1/0 I; PU  PIO0_3 — General purpose digital input/output pin.
P100_4/SCL 18141 yes 1/0 I; 1A P100_4 — General purpose digital input/output pin

(open-drain).
1/0 - SCL — I2C-bus, open-drain clock input/output. High-current

sink only if 2C Fast-mode Plus is selected in the /O
configuration register.

P1O0_5/SDA 194 yes 1/0 I; 1A P1O0_5 — General purpose digital input/output pin
(open-drain).

1/0 - SDA — 12C-bus, open-drain data input/output. High-current
sink only if I2C Fast-mode Plus is selected in the 1/0
configuration register.

P100_6/SCKO 25081 yes 1/0 I; PU  PIO0_6 — General purpose digital input/output pin.
I/0 - SCKO — Serial clock for SPIO.
PIO0_7/CTS 26031 yes 1/0 I; PU  PIO0_7 — General purpose digital input/output pin

(high-current output driver).
| - CTS — Clear To Send input for UART.

P100_8/MISO0/ 81081 yes 110 I; PU  PIO0_8 — General purpose digital input/output pin.
CT16BO_MATO 1e) - MISO0 — Master In Slave Out for SPIO.

(0] - CT16B0_MATO — Match output O for 16-bit timer O.
P100_9/MOSIO0/ 82031 yes 1/0 I; PU  PIO0_9 — General purpose digital input/output pin.
CT16B0_MAT1 110 - MOSIO — Master Out Slave In for SPIO.

(0] - CT16B0_MAT1 — Match output 1 for 16-bit timer O.
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Table 164. LPC11D14 pin description table (LQFP100 package) ...continued

Symbol

SWCLK/PIOO_10/
SCKO/
CT16B0_MAT2

R/PIO0_11/
ADO/CT32B0_MAT3

PIO1_0Oto PIO1_11

RIPIO1_0/
AD1/CT32B1_CAPO

R/PIO1_1/
AD2/CT32B1_MATO

R/IPIO1_2/
AD3/CT32B1_MAT1

SWDIO/PIO1_3/
AD4/CT32B1_MAT2

PIO1_4/AD5/
CT32B1_MAT3/
WAKEUP

PIO1_5/RTS/
CT32B0_CAPO

UM10398

Pin

836l

860!

8701

88lsl

895l

9308

9415

9931

Start
logic
input

yes

yes

yes

no

no

no

no

no

Type

I/0
I/0

All information provided in this document is subject to legal disclaimers.

Reset
state
[

I; PU

Description

SWCLK — Serial wire clock.

P100_10 — General purpose digital input/output pin.
SCKO — Serial clock for SPIO.

CT16B0_MAT2 — Match output 2 for 16-bit timer O.

R — Reserved. Configure for an alternate function in the
IOCONFIG block.

P100_11 — General purpose digital input/output pin.
ADO — A/D converter, input O.
CT32B0_MAT3 — Match output 3 for 32-bit timer 0.

Port 1 — Port 1 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 1 pins
depends on the function selected through the IOCONFIG
register block.

R — Reserved. Configure for an alternate function in the
IOCONFIG block.

P1O1_0 — General purpose digital input/output pin.
AD1 — A/D converter, input 1.
CT32B1_CAPO — Capture input 0 for 32-bit timer 1.

R — Reserved. Configure for an alternate function in the
IOCONFIG block.

PIO1_1 — General purpose digital input/output pin.
AD2 — A/D converter, input 2.
CT32B1_MATO — Match output 0 for 32-bit timer 1.

R — Reserved. Configure for an alternate function in the
IOCONFIG block.

P101_2 — General purpose digital input/output pin.
AD3 — A/D converter, input 3.

CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
SWDIO — Serial wire debug input/output.

P101_3 — General purpose digital input/output pin.
AD4 — A/D converter, input 4.

CT32B1_MAT2 — Match output 2 for 32-bit timer 1.

P101_4 — General purpose digital input/output pin with 10 ns
glitch filter. In Deep power-down mode, this pin serves as the
Deep power-down mode wake-up pin with 20 ns glitch filter.
Pull this pin HIGH externally before entering Deep power-down
mode. Pull this pin LOW to exit Deep power-down mode. A
LOW-going pulse as short as 50 ns wakes up the part.

AD5 — A/D converter, input 5.

CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
P1O1_5 — General purpose digital input/output pin.
RTS — Request To Send output for UART.
CT32B0_CAPO — Capture input 0 for 32-bit timer O.
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Table 164. LPC11D14 pin description table (LQFP100 package) ...continued

Symbol Pin Start  Type Reset Description

logic state
input [11

PIO1_6/RXD/ 10081  no 1/0 I; PU  PIO1_6 — General purpose digital input/output pin.

CT32B0_MATO | - RXD — Receiver input for UART.

(0] - CT32B0_MATO — Match output 0 for 32-bit timer 0.

P101_7/TXD/ 161 no 1/0 I; PU  PIO1_7 — General purpose digital input/output pin.

CT32B0_MAT1 (0] - TXD — Transmitter output for UART.

(0] - CT32B0_MAT1 — Match output 1 for 32-bit timer O.

PIO1_8/ 1281 no 1/0 I; PU  PIO1_8 — General purpose digital input/output pin.

CT16B1_CAPO | . CT16B1_CAPO — Capture input O for 16-bit timer 1.

PIO1_9/ 2001 no 1/0 I; PU  PIO1_9 — General purpose digital input/output pin.

CT16B1_MATO o . CT16B1_MATO — Match output O for 16-bit timer 1.

PIO1_10/AD6/ 8401 no 1/0 I; PU  PIO1_10 — General purpose digital input/output pin.

CT16B1_MAT1 | - AD6 — A/D converter, input 6.

(0] - CT16B1_MAT1 — Match output 1 for 16-bit timer 1.

PIO1_11/AD7 9651 no 1/0 I; PU  PIO1_11 — General purpose digital input/output pin.

I - AD7 — A/D converter, input 7.

P102_0to P102_11 1/0 Port 2 — Port 2 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 2 pins
depends on the function selected through the IOCONFIG
register block.

PIOZ_O/ﬁ/SSELl 581 no 1/0 I; PU  PlO2_0 — General purpose digital input/output pin.

(0] - DTR — Data Terminal Ready output for UART.
I/0 - SSEL1 — Slave Select for SPI1.

PIOZ_l/ﬁ/SCKl 1681 no 1/0 I; PU  PlO2_1 — General purpose digital input/output pin.

| - DSR — Data Set Ready input for UART.
I/0 - SCK1 — Serial clock for SPI1.

PIOZ_2/ﬁ/MISOl 803l no 1/0 I; PU  PlO2_2 — General purpose digital input/output pin.

I - DCD — Data Carrier Detect input for UART.

I/O - MISO1 — Master In Slave Out for SPI1.
PIOZ_3/ﬁ/MOSI1 92[31 no 1/0 I; PU  PlO2_3 — General purpose digital input/output pin.

| - Rl — Ring Indicator input for UART.

I/O - MOSI1 — Master Out Slave In for SPI1.

P102_4 22081 no 1/0 I; PU  PlO2_4 — General purpose digital input/output pin.

P102_5 236l no 1/0 I; PU  PlO2_5 — General purpose digital input/output pin.

P102_6 48 no 1/0 I; PU  PlO2_6 — General purpose digital input/output pin.

P1O02_7 1481 no 1/0 I; PU  PlO2_7 — General purpose digital input/output pin.

P102_8 1581 no 1/0 I; PU  PlO2_8 — General purpose digital input/output pin.

P102_9 2781 no 1/0 I; PU  PIO2_9 — General purpose digital input/output pin.

P102_10 2801 no 1/0 I; PU PIO2_10 — General purpose digital input/output pin.

P102_11/SCKO 8503l no 1/0 I; PU  PIO2_11 — General purpose digital input/output pin.

I/0 - SCKO — Serial clock for SPIO.
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Symbol

PIO3_0 to PIO3_5

PIO3_0/DTR
PIO3_1/DSR
PIO3_2/DCD
PIO3_3/RI

PIO3 4
PIO3_5
Vop

XTALIN

XTALOUT
Vss
LCD display pins
SO
S1
S2
S3
S4
S5
S6
S7
S8
S9
S10
S11
S12
S13
S14
S15
S16
S17
S18
S19

UM10398

Pin

908l

916l

978l

2181
2481
11; 98

o7

1071
8; 95

46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
64
65

Start
logic
input

no

no

no

no

no
no

Type

110

110

110

110

I/0

I/0
I/0

O OO O0OO0OO0OO0OO0OO0ObO0OO0ODO0OO0ODO0bOoOOoDOoOOoOOoOo

All information provided in this document is subject to legal disclaimers.

Reset
state
[

Viepd
Vicpld
Viepd
Vicpl
Vieod
Vicpl
Vieod
Vicpl
Viepd
Vicpl
Viepd
Vicpld
Viepd
Vicpl
Vieod
Vicol
Vieod
Vicol
Vieod
Vicol

Description

Port 3 — Port 3 is a 12-hit I/O port with individual direction and
function controls for each bit. The operation of port 3 pins
depends on the function selected through the IOCONFIG
register block. Pins PIO3_6 to PIO3_11 are not available.

P103_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.
P103_1 — General purpose digital input/output pin.

DSR — Data Set Ready input for UART.

P103_2 — General purpose digital input/output pin.
DCD — Data Carrier Detect input for UART.
P103_3 — General purpose digital input/output pin.

Rl — Ring Indicator input for UART.

P103_4 — General purpose digital input/output pin.

P103_5 — General purpose digital input/output pin.

3.3 V supply voltage to the internal regulator, the external rail,
and the ADC. Also used as the ADC reference voltage.

Input to the oscillator circuit and internal clock generator
circuits. Input voltage must not exceed 1.8 V.

Output from the oscillator amplifier.

Ground.

LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
LCD segment output.
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Table 164. LPC11D14 pin description table (LQFP100 package) ...continued

Symbol Pin Start  Type Reset Description
logic state
input [11
S20 66 - o] Vicp LCD segment output.
S21 67 - (o] Vi cpll LCD segment output.
S22 68 - o] Vicp LCD segment output.
S23 69 - (o] Vi cpll LCD segment output.
S24 70 - o] Vicp LCD segment output.
S25 71 - (o] Vi cpll LCD segment output.
S26 72 - o] Vicp LCD segment output.
S27 73 - (o] Vi cpll LCD segment output.
S28 74 - o] Vicp LCD segment output.
S29 75 - (o] Vi cpll LCD segment output.
S30 76 - o] Vicp LCD segment output.
S31 77 - (o] Vi cpll LCD segment output.
S32 78 - o] Vicp LCD segment output.
S33 79 - (o] Vi cpll LCD segment output.
S34 29 - o] Vicp LCD segment output.
S35 30 - (o] Vi cpll LCD segment output.
S36 31 - o] Vicp LCD segment output.
S37 32 - (o] Vi cpll LCD segment output.
S38 33 - o] Vicp LCD segment output.
S39 34 - (o] Vi cpll LCD segment output.
BPO 42 - o] Vicpo LCD backplane output.
BP1 44 - o] Vi col LCD backplane output.
BP2 43 - o] Vicp LCD backplane output.
BP3 45 - o] Vi col LCD backplane output.
LCD_SDA 35 - I/0 | 12C-bus serial data input/output.
LCD_SCL 36 - I/0 M 12C-bus serial clock input.
SYNC 37 - 110 | Cascade synchronization input/output.
CLK 38 - I/0 M External clock input/output.
Vbb(LeD) 39 - - - 1.8 V to 5.5 V power supply: Power supply voltage for the
PCF8576D.
Vss(LcD) 40 - - - LCD ground.
Vicp 41 - - - LCD power supply; LCD voltage.
n.c. 3 - - - Not connected.

[1] Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level (Vpp = 3.3 V));
IA = inactive, no pull-up/down enabled.

[2] RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up from Deep
power-down mode. An external pull-up resistor is required on this pin for the Deep power-down mode.

[3] 5V tolerant pad providing digital /O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 12C-bus pads compliant with the 12C-bus specification for 12C standard mode and I2C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the 12C lines. Open-drain
configuration applies to all functions on this pin.
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[5] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.

[6] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.

[7] See the LPC11D4 data sheet.
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10.1 How to read this chapter

User manual

This chapter describes the small pin packages for the LPC111x parts in TSSOP, DIP, and

SO packages.

Table 165. LPC11xx pin configurations for 20-pin and 28-pin packages

Part S020 TSSOP20 TSSOP28
LPC1110FD20 Pin configuration Figure 22 - -

Pin description Table 166 - -
LPC1111FDH20/002 Pin configuration - Figure 23 -

Pin description - Table 166 -
LPC1112FD20/102  Pin configuration Figure 22 - -

Pin description Table 166 - -
LPC1112FDH20/102 Pin configuration - Figure 24 -

Pin description - Table 167 -
LPC1112FDH28/102 Pin configuration - - Figure 25

Pin description - - Table 168
LPC1114FDH28/102 Pin configuration - - Figure 25

Pin description - - Table 168

LPC1114FN28/102  Pin configuration - - -
Pin description - - -

DIP28

Figure 26
Table 168

10.2 Pin configuration (LPC1110/11/12)

)
PIO0_8/MISO0/CT16B0_MATO [ 1 | [20] PI00_4/sCL
PIO0_9/MOSIO/CT16B0_MAT1 [2 | [ 19] PI00_2/SSEL0/CT16B0_CAPO
SWCLK/PIO0_10/SCKO/CT16B0_MAT2 [ 3 | 18] PIO0_1/CLKOUT/CT32B0_MAT2
R/PIO0_11/ADO/CT32B0_MAT3 [4 17] RESET/PIO0_0
- - 4] LPC1110FD20 [17] -

-

PI00_5iSDA [5 | | | pc1112FD20/ [16] Vss

PIO0_6/SCKO [6 | 102 [15] Voo
R/PIO1_0/AD1/CT32B1_CAPO [ 7 | [ 14] XTALIN
R/PIO1_1/AD2/CT32B1_MATO [8 | [13] XTALOUT
R/PIO1_2/AD3/CT32B1_MAT1 [9 | [ 12] PIO1_7/TXD/CT32B0_MAT1

SWDIO/PIO1_3/AD4/CT32B1_MAT2 [10] [11] PIO1_6/RXD/CT32B0_MATO
002aag595

Fig 22. Pin configuration SO20 package
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PIO0_8/MISO0/CT16B0_MATO [ 1 | Q

PIO0_9/MOSI0/CT16BO_MAT1 [ 2 |
SWCLK/PIO0_10/SCKO/CT16B0_MAT2 [ 3 |
R/PIO0_11/ADO/CT32B0_MAT3 [4 |
PIO0_5/SDA [5 |

PIO0_6/SCKO [ 6 |
R/PIO1_0/AD1/CT32B1_CAPO [ 7 |
R/PIO1_1/AD2/CT32B1_MATO [ 8 |
R/PIO1_2/AD3/CT32B1_MAT1 [9 |
SWDIO/PIO1_3/AD4/CT32B1_MAT2 [10]

LPC1111FDH20/002

20] PIO0_4/SCL

[ 19] PIO0_2/SSELO/CT16B0_CAPO
18] PI00_1/CLKOUT/CT32B0_MAT2

[ 17] RESET/PIO0_0

[16] Vss
E Vbp

[ 14] XTALIN
[13] XTALOUT
[ 12] PIO1_7/TXD/CT32B0_MAT1

[ 11] PIO1_6/RXD/CT32B0_MATO

002aag596

Fig 23. Pin configuration TSSOP20 package with I2C-bus pins

Table 166. LPC1110/11/12 pin description table (S020 and TSSOP20 package with 12C-bus pins)

Start Type Reset Description

Symbol S o
Sa logic state
?» 9 input [
N p
£ 0
a -

PIO0_0to PIO0_11 1/0 Port 0 — Port 0 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 0 pins depends
on the function selected through the IOCONFIG register block.

RESET/PIO0_0 17 2 yes | I; PU RESET — External reset input with 20 ns glitch filter. A LOW-going
pulse as short as 50 ns on this pin resets the device, causing I/O
ports and peripherals to take on their default states, and processor
execution to begin at address 0.

In deep power-down mode, this pin must be pulled HIGH externally.
The RESET pin can be left unconnected or be used as a GPIO pin
if an external RESET function is not needed.

/o - PI0O0_0 — General purpose digital input/output pin with 10 ns glitch
filter.

P100_1/CLKOUT/ 18 Bl yes 1O 1;PU PIO0_1 — General purpose digital input/output pin. A LOW level on

CT32B0_MAT2 this pin during reset starts the ISP command handler.

(@) - CLKOUT — Clockout pin.
(0] - CT32B0_MAT2 — Match output 2 for 32-bit timer 0.

P1O0_2/SSELO/ 19 Bl yes I/O I;PU PIOO_2 — General purpose digital input/output pin.

CT16BO_CAPO o - SSELO — Slave Select for SPIO.

| - CT16B0_CAPO — Capture input 0 for 16-bit timer O.

P100_4/SCL 20 U yes /O I;IA PlO0_4 — General purpose digital input/output pin (open-drain).

/o - SCL — 12C-bus, open-drain clock input/output. High-current sink
only if 12C Fast-mode Plus is selected in the I/O configuration
register.

P1O0_5/SDA 5 M yes 1/O ;1A PIOO_5— General purpose digital input/output pin (open-drain).

/o - SDA — 12C-bus, open-drain data input/output. High-current sink
only if 12C Fast-mode Plus is selected in the I/O configuration
register.

P100_6/SCKO 6 Bl yes I/O I;PU PIO0_6 — General purpose digital input/output pin.

o - SCKO — Serial clock for SPIO.
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Table 166. LPC1110/11/12 pin description table (S020 and TSSOP20 package with 12C-bus pins) ...continued

Symbol S o Start Type Reset Description
Sa logic state
?» 9 input [
1) p
=N}
[aIgy =
P100_8/MISO0/ 1 Bl yes 1/O I;PU PIO0_8 — General purpose digital input/output pin.
CT16B0_MATO o - MISO0 — Master In Slave Out for SPIO.
(0] - CT16B0_MATO — Match output O for 16-bit timer 0.
P100_9/MOSI0/ 2 Bl yes 1O 1;PU PIO0_9 — General purpose digital input/output pin.
CT16B0_MAT1 /o - MOSIO — Master Out Slave In for SPIO.
(0] - CT16B0_MAT1 — Match output 1 for 16-bit timer O.
SWCLK/PIO0_10/ 3 Bl yes | I; PU SWCLK — Serial wire clock.
SCKO/ /o - PIO0_10 — General purpose digital input/output pin.
CT16B0_MAT2 -
/o - SCKO — Serial clock for SPIO.
(0] - CT16B0_MAT2 — Match output 2 for 16-bit timer 0.
R/PIO0_11/ 4 Bl yes | I; PU R — Reserved. Configure for an alternate function in the
ADO/CT32B0_MAT3 IOCONFIG block.
o - PIO0_11 — General purpose digital input/output pin.
| - ADO — A/D converter, input 0.
(0] - CT32B0_MAT3 — Match output 3 for 32-bit timer 0.
PIO1_0to PIO1_7 /0 Port 1 — Port 1 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 1 pins depends
on the function selected through the IOCONFIG register block.
R/PIO1_0/ 7 Bl yes | I; PU R — Reserved. Configure for an alternate function in the
AD1/CT32B1_CAPO IOCONFIG block.
o - PIO1_0 — General purpose digital input/output pin.
| - AD1 — A/D converter, input 1.
I - CT32B1_CAPO — Capture input 0 for 32-bit timer 1.
R/PIO1_1/ 8 Bl no (@) I; PU R — Reserved. Configure for an alternate function in the
AD2/CT32B1_MATO IOCONFIG block.
/o - PIO1_1 — General purpose digital input/output pin.
| - AD2 — A/D converter, input 2.
(0] - CT32B1_MATO — Match output O for 32-bit timer 1.
R/PIO1_2/ 9 Bl no | I; PU R — Reserved. Configure for an alternate function in the
AD3/CT32B1_MAT1 IOCONFIG block.
/o - PIO1_2 — General purpose digital input/output pin.
| - AD3 — A/D converter, input 3.
(0] - CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
SWDIO/PIO1_3/ 10 Bl no /O |;PU SWDIO — Serial wire debug input/output.
AD4/CT32B1_MAT2 /o - PI01_3 — General purpose digital input/output pin.
| - AD4 — A/D converter, input 4.
(0] - CT32B1_MAT2 — Match output 2 for 32-bit timer 1.
P101_6/RXD/ 11 Bl no /O |;PU PIO1_6 — General purpose digital input/output pin.
CT32B0_MATO | - RXD — Receiver input for UART.
(0] - CT32B0_MATO — Match output O for 32-bit timer 0.
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e 166. LPC1110/11/12 pin description table (SO20 and TSSOP20 package with 12C-bus pins) ...continued

Symbol

PIO

CT32B0_MAT1 o

Vbp

Start Type Reset Description
logic State
input [

K5 Pin SO20/
TSSOP20

=)

1_7/TXD/ Bl no /0 |I;PU PIO1_7 — General purpose digital input/output pin.
- TXD — Transmitter output for UART.
(0] - CT32B0_MAT1 — Match output 1 for 32-bit timer 0.

15 - - 3.3 V supply voltage to the internal regulator, the external rail, and
the ADC. Also used as the ADC reference voltage.

XTALIN 14 6 - | - Input to the oscillator circuit and internal clock generator circuits.

Input voltage must not exceed 1.8 V.

XTALOUT 13 el - (0] - Output from the oscillator amplifier.

Vss
[1]

(2]
(3]
(4]
(5]

(6]

16 - - Ground.

Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level); IA = inactive,
no pull-up/down enabled.

RESET functionality is not available in Deep power-down mode.
5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

I2C-bus pads compliant with the 12C-bus specification for I2C standard mode and I12C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the I2C lines. Open-drain
configuration applies to all functions on this pin.

5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.

When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.

10.3 Pin configuration (LPC1112)

PIO0_8/MISO0/CT16B0_MATO [ 1 | 20] PIO0_3
PIO0_9/MOSIO/CT16B0_MAT1 [ 2 | Q [ 19] PI00_2/SSELO/CT16B0_CAPO
SWCLK/PIO0_10/SCK0/CT16B0_MAT2 [3 | [ 18] PI00_1/CLKOUT/CT32B0_MAT2
R/PIO0_11/ADO/CT32B0_MAT3 [ 4 | [ 17] RESET/PIO0_0
Voa [5- LPC1112FDH20/102 [16] Vss
Vssa [ 6| [15] Vpp
R/PIO1_0/AD1/CT32B1_CAPO [7 | [14] XTALIN
R/PIO1_1/AD2/CT32B1_MATO [ 8 | [13] xTALOUT
R/PIO1_2/AD3/CT32B1_MAT1 [9 | [12] PIO1_7/TXD/CT32B0_MAT1
SWDIO/PIO1_3/AD4/CT32B1_MAT2 [10] [ 11] PIO1_6/RXD/CT32B0_MATO
002aag597

Fig 24. Pin configuration TSSOP20 package with Vppa and Vgsa pins
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Table 167. LPC1112 pin description table (TSSOP20 with Vppa and Vssa pins)

Symbol I~ Start  Type Reset Description
o logic state
O . 7
) input 11
N
|_
=
o
PIO0_0Oto PIO0_11 1/0 Port 0 — Port 0 is a 12-bit I/O port with individual direction

and function controls for each bit. The operation of port O pins
depends on the function selected through the IOCONFIG
register block.

RESET/PIO0_0 17 @ vyes | I; PU RESET — External reset input with 20 ns glitch filter. A
LOW-going pulse as short as 50 ns on this pin resets the
device, causing I/O ports and peripherals to take on their
default states, and processor execution to begin at address 0.

In deep power-down mode, this pin must be pulled HIGH
externally. The RESET pin can be left unconnected or be
used as a GPIO pin if an external RESET function is not

needed.
1/0 - PIO0_0 — General purpose digital input/output pin with 10 ns
glitch filter.

P10O0_1/CLKOUT/ 18 Bl vyes 1/0 I; PU PIOO0_1 — General purpose digital input/output pin. A LOW
CT32B0_MAT2 level on this pin during reset starts the ISP command handler.

(0] - CLKOUT — Clockout pin.

(0] - CT32B0_MAT2 — Match output 2 for 32-bit timer O.
P1O0_2/SSELO/ 19 Bl vyes 1/0 I; PU PIO0_2 — General purpose digital input/output pin.
CT16BO_CAPO 110 - SSELO — Slave Select for SPIO.

| - CT16B0_CAPQ — Capture input O for 16-bit timer 0.
PIO0_3 20 Bl yes 1/0 I; PU PIOO0_3 — General purpose digital input/output pin.
P100_8/MISO0/ 1 Bl yes 1/0 I; PU PIO0_8 — General purpose digital input/output pin.
CT16BO_MATO 110 - MISOO — Master In Slave Out for SPIO.

(0] - CT16B0_MATO — Match output 0 for 16-bit timer O.
P100_9/MOSIO0/ 2 Bl yes 1/0 I; PU PIO0_9 — General purpose digital input/output pin.
CT16B0_MAT1 1/0 - MOSIO — Master Out Slave In for SPIO.

(0] - CT16B0_MAT1 — Match output 1 for 16-bit timer O.
SWCLK/PIO0_10/ 3 Bl yes | I; PU SWCLK — Serial wire clock.
?:('ElKgéO MAT2 1/0 - P1O0_10 — General purpose digital input/output pin.

- Ie} - SCKO — Serial clock for SPIO.

(0] - CT16B0_MAT2 — Match output 2 for 16-bit timer O.
R/P1O0_11/ 4 [ yes | I; PU R — Reserved. Configure for an alternate function in the
ADO/CT32B0_MAT3 IOCONFIG block.

1/0 - PIO0_11 — General purpose digital input/output pin.

| - ADO — A/D converter, input 0.

(0] - CT32B0_MAT3 — Match output 3 for 32-bit timer O.
PIO1_0Oto PIO1_7 1/0 Port 1 — Port 1 is a 12-bit I/O port with individual direction

and function controls for each bit. The operation of port 1 pins
depends on the function selected through the IOCONFIG
register block.
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Table 167. LPC1112 pin description table (TSSOP20 with Vppa and Vssa pins) ...continued

Symbol I~ Start  Type Reset Description
o logic state
O . 1)
) input [
n
|_
=
a
R/P1O1_0/ 7 [ yes | I; PU R — Reserved. Configure for an alternate function in the
AD1/CT32B1_CAPO IOCONFIG block.
1/0 - PIO1_0 — General purpose digital input/output pin.
| - AD1 — A/D converter, input 1.
| - CT32B1_CAPO — Capture input O for 32-bit timer 1.
R/PIO1_1/ 8 [ no (0] I; PU R — Reserved. Configure for an alternate function in the
AD2/CT32B1_MATO IOCONFIG block.
1/0 - PIO1_1 — General purpose digital input/output pin.
| - AD2 — A/D converter, input 2.
(0] - CT32B1_MATO — Match output 0 for 32-bit timer 1.
R/PIO1_2/ 9 [ no | I; PU R — Reserved. Configure for an alternate function in the
AD3/CT32B1_MAT1 IOCONFIG block.
1/0 - PIO1_2 — General purpose digital input/output pin.
| - AD3 — A/D converter, input 3.
(0] - CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
SWDIO/PIO1_3/ 10 [ no 1/0 I; PU SWDIO — Serial wire debug input/output.
AD4/CT32B1_MAT2 110 - PIO1_3 — General purpose digital input/output pin.
| - AD4 — A/D converter, input 4.
(0] - CT32B1_MAT2 — Match output 2 for 32-bit timer 1.
PIO1_6/RXD/ 11 Bl no 1/0 I; PU PIO1_6 — General purpose digital input/output pin.
CT32B0_MATO | - RXD — Receiver input for UART.
(0] - CT32B0_MATO — Match output 0 for 32-bit timer O.
P101_7/TXD/ 12 Bl no 110 I; PU PIO1_7 — General purpose digital input/output pin.
CT32B0_MAT1 O - TXD — Transmitter output for UART.
(0] - CT32B0_MAT1 — Match output 1 for 32-bit timer O.
Vbp 15 - | - 3.3 V supply voltage to the internal regulator and the external
rail.
Vbpa 5 - | - 3.3 V supply voltage to the ADC. Also used as the ADC
reference voltage.
XTALIN 14 B - | - Input to the oscillator circuit and internal clock generator
circuits. Input voltage must not exceed 1.8 V.
XTALOUT 13 B - (o] - Output from the oscillator ampilifier.
Vss 16 - | - Ground.
Vssa 6 - | - Analog ground.
[1] Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level); IA = inactive,

no pull-up/down enabled.

[2] RESET functionality is not available in Deep power-down mode.

[3] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.
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[5] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded

(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.

10.4 Pin configuration (LPC1112/14)

Fig 25. Pin configuration TSSOP28 package

PIO0_8/MISO0/CT16B0_MATO [ 1 | 28] PI00_7/CTS
PIO0_9/MOSIO/CT16B0_MAT1 [ 2 | O 27] PI00_4/sCL
SWCLK/PIOO0_10/SCKO/CT16B0_MAT2 [ 3 | 26] PI00_3
R/PIO0_11/ADO/CT32B0_MAT3 [ 4 | [ 25] PI00_2/SSELO/CT16B0_CAPO
PIO0_5/SDA [5 | [24] PI00_1/CLKOUT/CT32B0_MAT2
PIO0_6/SCKO [ 6 | 23] RESET/PIO0_O
Vppa [7| LPC1112FDH28/102 [22] vgg
Vesa [8] LPCLLI4FDH28/102 o\,
R/PIO1_0/AD1/CT32B1_CAPO [ 9 | 20] XTALIN
R/PIO1_1/AD2/CT32B1_MATO [10] [19] XTALOUT
R/PIO1_2/AD3/CT32B1_MAT1 [11] | 18] PIO1_9/CT16B1_MATO
SWDIO/PIO1_3/AD4/CT32B1_MAT2 [12] [ 17] PIO1_8/CT16B1_CAPO
PIO1_4/AD5/CT32B1_MAT3/WAKEUP [13] [ 16] PI01_7/TXD/CT32B0_MAT1
PIO1_5/RTS/CT32B0_CAPO [14] [ 15] PIO1_6/RXD/CT32B0_MATO
002aag598

PIO0_8/MISO0/CT16B0_MATO [1 |
PIO0_9/MOSI0/CT16BO_MAT1 [2 |
SWCLK/PIO0_10/SCKO/CT16B0_MAT2 [ 3 |
R/PIO0_11/ADO/CT32B0_MAT3 [4 |
PIO0_5/SDA [5 |

PIO0_6/SCKO [ 6 |

R/PIO1_1/AD2/CT32B1_MATO [10]
R/PIO1_2/AD3/CT32B1_MAT1 [11]
SWDIO/PIO1_3/AD4/CT32B1_MAT2 [12]
PIO1_4/AD5/CT32B1_MAT3/WAKEUP [13]
PIO1_5/RTS/CT32B0_CAPO [14]

28] PIO0_7/CTS

27| PIO0_4/SCL

26] PI00_3

25| PIO0_2/SSELO/CT16B0_CAPO
24] PIO0_1/CLKOUT/CT32B0_MAT2
23] RESET/PIO0_0

Vopa [7 2| v

ooa [7] LPC1114FN28/ 22] Vss
Vssa [8] 102 [21] Vop

RIPIO1_O/AD1/CT32B1_CAPO [ 9 | 20] XTALIN

[19] XTALOUT

| 18] PIO1_9/CT16B1_MATO

[17] PIO1_8/CT16B1_CAPO

[ 16] PIO1_7/TXD/CT32B0_MAT1
[ 15] PIO1_6/RXD/CT32B0_MATO

Fig 26. Pin configuration DIP28 package

002aag599
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Table 168. LPC1112/14 pin description table (TSSOP28 and DIP28 packages)

Symbol

PI00_0 to PIO0_11

RESET/PIO0_O

PIO0_1/CLKOUT/

CT32B0_MAT2

PIO0_2/SSELO/
CT16B0_CAPO

PIO0_3
PIO0_4/SCL

PIO0_5/SDA

PIO0_6/SCKO

PIO0_7/CTS

PIO0_8/MISO0/
CT16B0_MATO

PI100_9/MOSI0/
CT16B0_MAT1

UM10398

o) Start
a logic
§ input
&

ca

a0

23 [ yes
24 Bl yes
25 Bl vyes
26 Bl yes
27 @ yes
5 M yes
6 Bl yes
28 Bl vyes
1 Bl vyes
2 Bl yes

Type

110

/0

I/O

I/0
/0

I/0
I/O
/0

I/0
110

I/0
110
I/0

I/0
/0

I/O
/0

All information provided in this document is subject to legal disclaimers.

Reset Description
state
1

Port 0 — Port 0 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 0 pins depends
on the function selected through the IOCONFIG register block.

RESET — External reset input with 20 ns glitch filter. A LOW-going
pulse as short as 50 ns on this pin resets the device, causing I/O
ports and peripherals to take on their default states, and processor
execution to begin at address 0.

In deep power-down mode, this pin must be pulled HIGH
externally. The RESET pin can be left unconnected or be used as a
GPIO pin if an external RESET function is not needed.

- P10O0_0 — General purpose digital input/output pin with 10 ns
glitch filter.

PIO0_1 — General purpose digital input/output pin. A LOW level
on this pin during reset starts the ISP command handler.

- CLKOUT — Clockout pin.

- CT32B0_MAT2 — Match output 2 for 32-bit timer 0.

PIO0_2 — General purpose digital input/output pin.

- SSELO — Slave Select for SPIO.

- CT16B0_CAPO — Capture input 0 for 16-bit timer O.

PI00_3 — General purpose digital input/output pin.

I; 1A PIOO_4 — General purpose digital input/output pin (open-drain).

- SCL — I12C-bus, open-drain clock input/output. High-current sink
only if 12C Fast-mode Plus is selected in the I/O configuration
register.

I; 1A PIOO_5 — General purpose digital input/output pin (open-drain).

- SDA — I12C-bus, open-drain data input/output. High-current sink
only if I2C Fast-mode Plus is selected in the I/O configuration

register.
I; PU PIOO0_6 — General purpose digital input/output pin.
- SCKO — Serial clock for SPIO.
I; PU PIOO0_7 — General purpose digital input/output pin (high-current

output driver).
- CTS — Clear To Send input for UART.

I; PU PIOO0_8 — General purpose digital input/output pin.
- MISOO — Master In Slave Out for SPIO0.

- CT16B0_MATO — Match output O for 16-bit timer O.
I; PU PIOO0_9 — General purpose digital input/output pin.

- MOSIO — Master Out Slave In for SPIO.
- CT16B0_MAT1 — Match output 1 for 16-bit timer O.
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Table 168. LPC1112/14 pin description table (TSSOP28 and DIP28 packages) ...continued

Symbol 5 Start Type Reset Description
& logic state
% input [
-
c o
[sla)

SWCLK/PIO0_10/ 3 Bl yes I I; PU SWCLK — Serial wire clock.

SCKO/ 110 - P100_10 — General purpose digital input/output pin.

CT16B0_MAT2 -

/0 - SCKO — Serial clock for SPIO.
O - CT16B0_MAT2 — Match output 2 for 16-bit timer O.

R/P1O0_11/ 4 Bl yes I I; PU R — Reserved. Configure for an alternate function in the

ADOQ/CT32B0_MAT3 IOCONFIG block.

1/0 - PIO0_11 — General purpose digital input/output pin.
| - ADO — A/D converter, input O.
(@) - CT32B0_MAT3 — Match output 3 for 32-bit timer 0.

PIO1_0Oto PIO1_9 110 Port 1 — Port 1 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 1 pins depends
on the function selected through the IOCONFIG register block.

R/P101_0/ 9 Bl yes | I; PU R — Reserved. Configure for an alternate function in the

AD1/CT32B1_CAPO IOCONFIG block.

1/0 - PIO1_0 — General purpose digital input/output pin.

| - AD1 — A/D converter, input 1.

| - CT32B1_CAPO — Capture input 0 for 32-bit timer 1.
R/PIO1_1/ 10 B no @) I; PU R — Reserved. Configure for an alternate function in the
AD2/CT32B1_MATO IOCONFIG block.

110 - PIO1_1 — General purpose digital input/output pin.

| - AD2 — A/D converter, input 2.

(@) - CT32B1_MATO — Match output 0 for 32-bit timer 1.

R/PIO1_2/ 11 B no | I; PU R — Reserved. Configure for an alternate function in the

AD3/CT32B1_MAT1 IOCONFIG block.

110 - PIO1_2 — General purpose digital input/output pin.

| - AD3 — A/D converter, input 3.

o - CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
SWDIO/PIO1_3/ 12 B no 1/0 I; PU SWDIO — Serial wire debug input/output.
AD4/CT32B1_MAT2 110 - PIO1_3 — General purpose digital input/output pin.

| - AD4 — A/D converter, input 4.

o - CT32B1_MAT2 — Match output 2 for 32-bit timer 1.

P101_4/AD5/ 13 B no 1/0 I; PU PIO1_4 — General purpose digital input/output pin with 10 ns

CT32B1_MAT3/ glitch filter. In Deep power-down mode, this pin serves as the Deep

WAKEUP power-down mode wake-up pin with 20 ns glitch filter. Pull this pin
HIGH externally before entering Deep power-down mode. Pull this
pin LOW to exit Deep power-down mode. A LOW-going pulse as
short as 50 ns wakes up the part.

| - AD5 — A/D converter, input 5.

(@) - CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
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Table 168. LPC1112/14 pin description table (TSSOP28 and DIP28 packages) ...continued

Symbol 5 Start Type Reset Description
& logic state
a input [
2
=g
an
PIOl_S/R_TS/ 14 Bl no 1/0 I; PU PIO1_5 — General purpose digital input/output pin.
CT32B0_CAPO O - RTS — Request To Send output for UART.
| - CT32B0_CAPO — Capture input 0 for 32-bit timer O.
P101_6/RXD/ 15 Bl no /0 I; PU PIO1_6 — General purpose digital input/output pin.
CT32B0_MATO | - RXD — Receiver input for UART.
0] - CT32B0_MATO — Match output 0 for 32-bit timer O.
P1O1_7/TXD/ 16 Bl no 1/0 I; PU PIO1_7 — General purpose digital input/output pin.
CT32B0_MAT1 O - TXD — Transmitter output for UART.
(@) - CT32B0_MAT1 — Match output 1 for 32-bit timer 0.
P101_8/ 17 Bl no /0 I; PU PIO1_8 — General purpose digital input/output pin.
CT16B1_CAPO | - CT16B1_CAPO — Capture input O for 16-bit timer 1.
P101_9/ 18 Bl no /0 I; PU PIO1_9 — General purpose digital input/output pin.
CT16B1_MATO o - CT16B1_MATO — Match output O for 16-bit timer 1.
Vpp 21 - - 3.3 V supply voltage to the internal regulator and the external rail.
Vbpa 7 - - - 3.3 V supply voltage to the ADC. Also used as the ADC reference
voltage.
XTALIN 20 [ . | - Input to the oscillator circuit and internal clock generator circuits.
Input voltage must not exceed 1.8 V.
XTALOUT 19 6B - (@) - Output from the oscillator amplifier.
Vss 22 - - Ground.
Vssa 8 - - - Analog ground.
[1] Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level); IA = inactive,

(2]

no pull-up/down enabled.

RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up from Deep
power-down mode. An external pull-up resistor is required on this pin for the Deep power-down mode.

[3] 5V tolerant pad providing digital /O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 12C-bus pads compliant with the 12C-bus specification for 12C standard mode and I2C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the 12C lines. Open-drain
configuration applies to all functions on this pin.

[5] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.

[6] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.
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11.1 How to read this chapter

UM10398

Remark: This chapter applies to parts in the LPC1100XL series for LQFP, HVQFN, and
TFBGAA48 packages.

The LPC111x are available in three packages: LQFP48 (LPC1113, LPC1114, LPC1115),
HVQFN33 (LPC1111, LPC1112, LPC1113, LPC1114), and TFBGA48 (LPC1115).

Table 169. LPC1100XL pin configurations

Part LQFP48 HVQFN33 TFBGA48
LPC1111 Pin configuration - Figure 29 -

Pin description - Table 171 -
LPC1112 Pin configuration - Figure 29 -

Pin description - Table 171 -
LPC1113 Pin configuration Figure 27 Figure 29 -

Pin description Table 170 Table 171 -
LPC1114 Pin configuration Figure 27 Figure 29 -

Pin description Table 170 Table 171 -
LPC1115 Pin configuration Figure 27 - Figure 28

Pin description Table 170 - Table 170
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11.2 LPC111x Pin configuration

6/RXD/CT32B0_MATO

7/TXD/CT32B0_MAT1

5/RTS/CT32B0_CAPO

2/DCD/CT16B0_MAT2/SCK1

1/DSR/CT16B0_MAT1/RXD

3/RI/CT16B0_CAPO

39] SWDIO/PIO1_3/AD4/CT32B1_MAT2

40] PIO1_4/AD5/CT32B1_MAT3/WAKEUP
38] PI02_3/RI/MOSI1

[42] PIO1_11/AD7/CT32B1_CAP1

[46] PIOT_|
[45] PIO1_!
[44] vpp
[43] PI03._
[41] vss
37] PI03_

N
Q 48] PI03_
[47] PIO1_

/

36] PIO3_0/DTR/CT16B0_MATO/TXD
35] R/IPIO1_2/AD3/CT32B1_MAT1

PIO2_6/CT32B0_MAT1 [1 |
PIO2_0/DTR/SSEL1 [2 |

RESET/PIO0_0 [3 ] 34] RIPIO1_1/AD2/CT32B1_MATO
PIO0_1/CLKOUT/CT32B0_MAT2 [4 | 33] RIPIO1_0/AD1/CT32B1_CAPO
Vss [5 | 32] R/PIOO_11/AD0O/CT32B0_MAT3
XTALIN [6 | LPC1113, LPC1114, LPC1115 31] PIO2_11/SCK0/CT32B0_CAP1
XTALOUT [7 | 30] PIO1_10/AD6/CT16B1_MAT1/MISO1
Vpp [8] 29] SWCLK/PIOO_10/SCKO/CT16B0_MAT2
PIO1_8/CT16B1_CAPO [9 | 28] PIO0_9/MOSIO/CT16B0_MAT1
PIO0_2/SSELO/CT16B0_CAPO [10] 27| PIO0_8/MISO0/CT16B0_MATO
PIO2_7/CT32B0_MAT2/RXD [11] 26] PI02_2/DCD/MISO1
PIO2_8/CT32B0_MAT3/TXD [12] 25] PI02_10
N\ /
=] [=][e][e][=][=][2][8][s][8][RI[E] oozasgren
=M Jd < Q- 9O Q0 QS|ln o
So333EnsEgIEE
22 3FIFsS-8 =20
|% a o 5 & = o % o, o .
8 29K5K&58¢28&
\—l o o EI O| s ﬁ < B o i
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Fig 27. Pin configuration LQFP48 package
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Fig 28. LPC1100XL series pin configuration TFBGA48 package
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Fig 29. Pin configuration HVQFN33 package
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11.3 LPC1100XL Pin description

Table 170. LPC1100XL series: LPC1113/14/15 pin description table (LQFP48 and TFBGA48 package)

Symbol © & Start  Type Reset Description
< < logic state
& 8 input [11
o L
— ~
PIO0_0 to PIO0_11 110 Port 0 — Port 0 is a 12-bit I/O port with individual

direction and function controls for each bit. The
operation of port 0 pins depends on the function
selected through the IOCONFIG register block.

RESET/PIO0_O 30 ci1d vyes I; PU RESET — External reset input with 20 ns glitch filter. A
LOW-going pulse as short as 50 ns on this pin resets
the device, causing I/O ports and peripherals to take on
their default states, and processor execution to begin
at address 0.

In deep power-down mode, this pin must be pulled
HIGH externally. The RESET pin can be left
unconnected or be used as a GPIO pin if an external
RESET function is not needed.

I/0 - PIO0_0 — General purpose digital input/output pin with
10 ns glitch filter.
P1O0_1/CLKOUT/ 43 Cc2Bl  yes I/O I; PU PIOO0_1 — General purpose digital input/output pin. A
CT32B0_MAT2 LOW level on this pin during reset starts the ISP
command handler.
(0] - CLKOUT — Clockout pin.
(0] - CT32B0_MAT2 — Match output 2 for 32-bit timer O.
PIO0_2/SSELO/ 1081 F1Bl  yes I/O I; PU PIO0_2 — General purpose digital input/output pin.
CT16BO_CAPO 110 - SSELO — Slave Select for SPIO.
I - CT16B0_CAPO — Capture input 0 for 16-bit timer 0.
P1O0_3 1481 H2Bl  yes I/0 I; PU PIOO0_3 — General purpose digital input/output pin.
PIO0_4/SCL 154 G3Ml  yes 110 I; 1A PIO0_4 — General purpose digital input/output pin

(open-drain).
I/0 - SCL — I2C-bus, open-drain clock input/output.

High-current sink only if I2C Fast-mode Plus is selected
in the I/O configuration register.

P1O0_5/SDA 16141 H3Ml  yes 110 I; 1A PIO0_5 — General purpose digital input/output pin
(open-drain).

1/0 - SDA — 12C-bus, open-drain data input/output.
High-current sink only if I2C Fast-mode Plus is selected
in the I/O configuration register.

PIO0_6/SCKO 2201 HelBl  yes I/O I; PU PIO0_6 — General purpose digital input/output pin.
/0 - SCKO — Serial clock for SPI0.
PIOO_7/CTS 2306l G7B8  yes I/O I; PU PIO0_7 — General purpose digital input/output pin

(high-current output driver).
I - CTS — Clear To Send input for UART.
PIO0_8/MISO0/ 27861 F8Bl yes I/O I; PU PIO0_8 — General purpose digital input/output pin.
CT16B0_MATO 110 - MISO0 — Master In Slave Out for SPIO.
(0] - CT16B0_MATO — Match output 0 for 16-bit timer O.
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Table 170. LPC1100XL series: LPC1113/14/15 pin description table (LQFP48 and TFBGA48 package) ...continued

Symbol © @ Start  Type Reset Description
< < logic state
i 8 input 11
o L
| [
P100_9/MOSIO0/ 28131 F7B8  yes I/0 I; PU PIO0_9 — General purpose digital input/output pin.
CT16B0_MAT1 I/O - MOSIO — Master Out Slave In for SPIO.
(0] - CT16B0_MAT1 — Match output 1 for 16-bit timer O.
SWCLK/PIO0_10/ 29081 E7B vyes I I; PU SWCLK — Serial wire clock.
SCKo/ 1/0 - PIO0_10 — General purpose digital input/output pin.
CT16B0_MAT2 -
I/O - SCKO — Serial clock for SPIO.
(0] - CT16B0_MAT2 — Match output 2 for 16-bit timer O.
R/PIO0_11/ 3206 D8El  yes I I; PU R — Reserved. Configure for an alternate function in
ADO/CT32B0_MAT3 the IOCONFIG block.
I/O - PIO0_11 — General purpose digital input/output pin.
I - ADO — A/D converter, input 0.
(0] - CT32B0_MAT3 — Match output 3 for 32-bit timer O.
PIO1_Oto PIO1_11 110 Port 1 — Port 1 is a 12-bit I/O port with individual
direction and function controls for each bit. The
operation of port 1 pins depends on the function
selected through the IOCONFIG register block.
R/PIO1_0/ 336 C7B8l yes I; PU R — Reserved. Configure for an alternate function in
AD1/CT32B1_CAPO the IOCONFIG block.
I/0 - P101_0 — General purpose digital input/output pin.
I - AD1 — A/D converter, input 1.
I - CT32B1_CAPO — Capture input O for 32-bit timer 1.
R/PIO1_1/ 34061 cslEl  no (0] I; PU R — Reserved. Configure for an alternate function in
AD2/CT32B1_MATO the IOCONFIG block.
I/0 - PIO1_1 — General purpose digital input/output pin.
| - AD2 — A/D converter, input 2.
(0] - CT32B1_MATO — Match output 0 for 32-bit timer 1.
R/PIO1_2/ 35061 B78 no I I; PU R — Reserved. Configure for an alternate function in
AD3/CT32B1_MAT1 the IOCONFIG block.
1/0 - PIO1_2 — General purpose digital input/output pin.
| - AD3 — A/D converter, input 3.
(0] - CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
SWDIO/PIO1_3/ 39681  B6El no I/O I; PU SWDIO — Serial wire debug input/output.
AD4/CT32B1_MAT2 1/0 - PIO1_3 — General purpose digital input/output pin.
| - AD4 — A/D converter, input 4.
(0] - CT32B1_MAT2 — Match output 2 for 32-bit timer 1.
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Table 170. LPC1100XL series: LPC1113/14/15 pin description table (LQFP48 and TFBGA48 package) ...continued

Symbol

PIO1_4/ADS5/
CT32B1_MAT3/
WAKEUP

PIO1_5/RTS/
CT32B0_CAPO

PIO1_6/RXD/
CT32B0_MATO

PIO1_7/TXD/
CT32B0_MAT1

PIO1_8/
CT16B1_CAPO

PIO1_9/
CT16B1_MATO/
MOSI1

PIO1_10/AD6/
CT16B1_MAT1/
MISO1

PIO1_11/AD7/
CT32B1_CAP1

PIO2_0to PIO2_11

PIO2_0/DTR/SSEL1

PIO2_1/DSR/SCK1

UM10398

LQFP48

408

450

4608

478l

308!

420l

261

130l

TFBGA48

Aell

A3Bl

B3l

B2l

F28l

G4Bl

ESLE

A5[]

B1Bl

H1El

Start
logic
input

no

no

no

no

no

no

no

no

no

no

All information provided in this document is subject to legal disclaimers.

Type

I/1O

I/1O

I/0
11O

110

Reset Description

state
[

I; PU

PIO1_4 — General purpose digital input/output pin with
10 ns glitch filter. In Deep power-down mode, this pin
serves as the Deep power-down mode wake-up pin
with 20 ns glitch filter. Pull this pin HIGH externally
before entering Deep power-down mode. Pull this pin
LOW to exit Deep power-down mode. A LOW-going
pulse as short as 50 ns wakes up the part.

AD5 — A/D converter, input 5.

CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
PIO1_5 — General purpose digital input/output pin.
RTS — Request To Send output for UART.
CT32B0_CAPO — Capture input 0 for 32-bit timer 0.
PIO1_6 — General purpose digital input/output pin.
RXD — Receiver input for UART.

CT32B0_MATO — Match output 0 for 32-bit timer O.
PIO1_7 — General purpose digital input/output pin.
TXD — Transmitter output for UART.
CT32B0_MAT1 — Match output 1 for 32-bit timer 0.
PIO1_8 — General purpose digital input/output pin.
CT16B1_CAPO — Capture input O for 16-bit timer 1.
PIO1_9 — General purpose digital input/output pin.
CT16B1_MATO — Match output 0 for 16-bit timer 1.
MOSI1 — Master Out Slave In for SPI1.

PIO1_10 — General purpose digital input/output pin.
AD6 — A/D converter, input 6.

CT16B1_MAT1 — Match output 1 for 16-bit timer 1.
MISO1 — Master In Slave Out for SPI1.

PIO1_11 — General purpose digital input/output pin.
AD7 — A/D converter, input 7.

CT32B1_CAP1 — Capture input 1 for 32-bit timer 1.

Port 2 — Port 2 is a 12-bit I/O port with individual
direction and function controls for each bit. The
operation of port 2 pins depends on the function
selected through the IOCONFIG register block.

P102_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.
SSEL1 — Slave Select for SPI1.

PI02_1 — General purpose digital input/output pin.
DSR — Data Set Ready input for UART.

SCK1 — Serial clock for SPI1.
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Table 170. LPC1100XL series: LPC1113/14/15 pin description table (LQFP48 and TFBGA48 package) ...continued

Symbol © @ Sta_rt Type Reset Description
I3 o
g E
PIOZ_2/ﬁ/MISOl 26031 G8Bl no 1/0 I; PU PIO2_2 — General purpose digital input/output pin.
I - DCD — Data Carrier Detect input for UART.
1/0 - MISO1 — Master In Slave Out for SPI1.
PIO2_3/RI/MOSI1 388  A7Bl  no 11O I; PU PIO2_3 — General purpose digital input/output pin.
I - Rl — Ring Indicator input for UART.
I/O - MOSI1 — Master Out Slave In for SPI1.
P102_4/ 1961 G5B no 1/0 I; PU PIO2_4 — General purpose digital input/output pin.
ggéﬁl—'\"‘m/ o ) CT16B1_MAT1 — Match output 1 for 16-bit timer 1.
(0] - SSEL1 — Slave Select for SPI1.
PIO2_5/ 2001 H5B  no 11O I; PU PIO2_5— General purpose digital input/output pin.
CT32B0_MATO o ; CT32B0_MATO — Match output 0 for 32-bit timer 0.
PIO2_6/ yIEl A1Bl  no 11O I; PU PIO2_6 — General purpose digital input/output pin.
CT32B0_MAT1 o ; CT32B0_MAT1 — Match output 1 for 32-bit timer 0.
PIO2_7/ 1181 G2Bl  no 11O I; PU PIO2_7 — General purpose digital input/output pin.
CT32B0_MAT2/RXD o ; CT32B0_MAT2 — Match output 2 for 32-bit timer 0.
I - RXD — Receiver input for UART.
P102_8/ 1261 G1Bl no 1/0 I; PU PIO2_8 — General purpose digital input/output pin.
CT32BO_MAT3/TXD o - CT32B0_MAT3 — Match output 3 for 32-bit timer 0.
(0] - TXD — Transmitter output for UART.
PIO2_9/ 2481 H7Bl  no 11O I; PU PIO2_9 — General purpose digital input/output pin.
CT32B0_CAPO | ; CT32B0_CAPO — Capture input O for 32-bit timer 0.
PIO2_10 25061 H8El  no 11O I; PU PIO2_10 — General purpose digital input/output pin.
P102_11/SCKO0/ 3181 D7Bl  no I/0 I; PU PIO2_11 — General purpose digital input/output pin.
CT32B0_CAP1 I/O - SCKO — Serial clock for SPIO.
I - CT32B0_CAP1 — Capture input for 32-bit timer 0.
PIO3_0to PIO3_5 I/0 Port 3 — Port 3 is a 12-bit I/O port with individual

direction and function controls for each bit. The
operation of port 3 pins depends on the function
selected through the IOCONFIG register block. Pins
PIO3_6 to PIO3_11 are not available.

PIO3_0/DTR/ 3601 B8l no 11O I; PU PIO3_0 — General purpose digital input/output pin.
CT16B0_MATO/TXD

(0] - DTR — Data Terminal Ready output for UART.
(0] - CT16B0_MATO — Match output 0 for 16-bit timer O.
(0] - TXD — Transmitter Output for UART.
PIO3_1/DSR/ 378 A8Bl  no 11O I; PU PIO3_1 — General purpose digital input/output pin.
CT16B0_MAT1/RXD I - DSR — Data Set Ready input for UART.
(0] - CT16B0_MAT1 — Match output 1 for 16-bit timer O.

I - RXD — Receiver input for UART.
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Table 170. LPC1100XL series: LPC1113/14/15 pin description table (LQFP48 and TFBGA48 package) ...continued

Symbol © @ Start  Type Reset Description
< < logic state
i 8 input 11
(04 L
| (=
P103_2/DCD/ 4381 A4Bl  no 1/0 I; PU PIO3_2 — General purpose digital input/output pin.
gglKiBo—MATZ/ I - DCD — Data Carrier Detect input for UART.
(0] - CT16B0_MAT2 — Match output 2 for 16-bit timer O.
I/0 - SCK1 — Serial clock for SPI1.
PI03_3/ﬁ/ 4801 A2Bl  no 1/0 I; PU PIO3_3 — General purpose digital input/output pin.

CT16B0_CAPO I - RI— Ring Indicator input for UART.

I - CT16B0_CAPO — Capture input O for 16-bit timer 0.
PIO3_4/ 1881 H4Bl  no 11O I; PU PIO3_4 — General purpose digital input/output pin.
CT16B0_CAP1/RXD | ; CT16B0_CAP1 — Capture input 1 for 16-bit timer 0.
I - RXD — Receiver input for UART

P103_5/ 2181 G6Bl  no 1/0 I; PU PIO3_5 — General purpose digital input/output pin.
CT16B1_CAPL/TXD I - CT16B1_CAP1 — Capture input 1 for 16-bit timer 1.
(0] - TXD — Transmitter output for UART
Vbp 8,44 E2; - I - 3.3 V supply voltage to the internal regulator, the
B4 external rail, and the ADC. Also used as the ADC
reference voltage.
XTALIN 6l8] pilel - - Input to the oscillator circuit and internal clock
generator circuits. Input voltage must not exceed 1.8 V.
XTALOUT 7161 E16 - 0 - Output from the oscillator amplifier.
Vss 5,41 D2; - I - Ground.
B5

[1] Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level (Vpp = 3.3 V));
IA = inactive, no pull-up/down enabled.

[2] 5V tolerant pad. RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up
from Deep power-down mode. An external pull-up resistor is required on this pin for the Deep power-down mode.

[3] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 12C-bus pads compliant with the 12C-bus specification for 12C standard mode and 12C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the I2C lines. Open-drain
configuration applies to all functions on this pin.

[5] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled and the pin is not 5 V tolerant.

[6] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.
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Table 171. LPC1111/12/13/14XL pin description table (HVQFN33 package)

Symbol

PIO0_0 to PIO0_11

RESET/PIO0_O

PIO0_1/CLKOUT/
CT32B0_MAT2

PIO0_2/SSELO/
CT16B0_CAPO

PIO0_3
PIO0_4/SCL

PIO0_5/SDA

PIO0_6/SCKO

PIO0_7/CTS

PIO0_8/MISO0/
CT16B0_MATO

PIO0_9/MOSIO/
CT16B0_MAT1

SWCLK/PIOO_10/
SCKO/
CT16B0_MAT2

UM10398

Pin

221

w
[

83l

o3l
1004

114

158

160

1781

1861

1908

Start
logic
input

yes

yes

yes

yes

yes

yes

yes

yes

yes

yes

yes

Type

state

[1]
I I;PU
I/O -
I/O I;PU
O -
(@) -
I/0 I;PU
Ie] -
| -
I/O I;PU
I/0 I;PU
Ie] -
I/0 I;PU
I/O -
I/O I;PU
I/O -
I/O I;PU
| -
I/O I;PU
1’10 -
(@) -
I/0 I;PU
Ie] -
(@) -
I I;PU
I/O -
I/0 -
(@) -

All information provided in this document is subject to legal disclaimers.

Reset Description

Port 0 — Port 0 is a 12-bit I/0O port with individual direction and
function controls for each bit. The operation of port 0 pins depends on
the function selected through the IOCONFIG register block.

RESET — External reset input with 20 ns glitch filter. A LOW-going
pulse as short as 50 ns on this pin resets the device, causing I/O ports
and peripherals to take on their default states and processor execution
to begin at address 0.

In deep power-down mode, this pin must be pulled HIGH externally.
The RESET pin can be left unconnected or be used as a GPIO pin if
an external RESET function is not needed.

P1O0_0 — General purpose digital input/output pin with 10 ns glitch
filter.

PIO0_1 — General purpose digital input/output pin. A LOW level on
this pin during reset starts the ISP command handler.

CLKOUT — Clock out pin.

CT32B0_MAT2 — Match output 2 for 32-bit timer O.

PIO0_2 — General purpose digital input/output pin.

SSELO — Slave select for SPIO.

CT16B0_CAPQO — Capture input 0 for 16-bit timer 0.

P100_3 — General purpose digital input/output pin.

PIO0_4 — General purpose digital input/output pin (open-drain).

SCL — I2C-bus, open-drain clock input/output. High-current sink only
if 12C Fast-mode Plus is selected in the 1/O configuration register.

PIO0_5 — General purpose digital input/output pin (open-drain).

SDA — 12C-bus, open-drain data input/output. High-current sink only if
I2C Fast-mode Plus is selected in the 1/0O configuration register.

P1O0_6 — General purpose digital input/output pin.
SCKO — Serial clock for SPI0.

PIO0_7 — General purpose digital input/output pin (high-current
output driver).

CTS — Clear To Send input for UART.

P1O0_8 — General purpose digital input/output pin.
MISO0 — Master In Slave Out for SPIO.
CT16B0_MATO — Match output 0 for 16-bit timer O.
PIO0_9 — General purpose digital input/output pin.
MOSIO — Master Out Slave In for SPIO0.
CT16B0_MAT1 — Match output 1 for 16-bit timer O.
SWCLK — Serial wire clock.

P100_10 — General purpose digital input/output pin.
SCKO — Serial clock for SPIO.

CT16B0_MAT2 — Match output 2 for 16-bit timer O.
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Table 171. LPC1111/12/13/14XL pin description table (HVQFN33 package) ...continued

Symbol

R/PIO0_11/ADO/
CT32B0_MAT3

PIO1_0Oto PIO1_11

R/PIO1_0/AD1/
CT32B1_CAPO

R/PIO1_1/AD2/
CT32B1_MATO

R/PIO1_2/AD3/
CT32B1_MAT1

SWDIO/PIO1_3/

AD4/CT32B1_MAT2

PIO1_4/ADS5/
CT32B1_MAT3/
WAKEUP

PIO1_5/RTS/
CT32B0_CAPO

PIO1_6/RXD/
CT32B0_MATO

UM10398

Pin

21051

22051

23]

2405

25051

26051

308

3161

Start
logic
input

yes

yes

no

no

no

no

no

no

Type Reset Description

I/10

state
11

I;PU R — Reserved. Configure for an alternate function in the IOCONFIG
block.

- P1O0_11 — General purpose digital input/output pin.

- ADO — A/D converter, input 0.

- CT32B0_MAT3 — Match output 3 for 32-bit timer O.

Port 1 — Port 1 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 1 pins depends on
the function selected through the IOCONFIG register block.

I;PU R — Reserved. Configure for an alternate function in the IOCONFIG
block.

- P101_0 — General purpose digital input/output pin.
- AD1 — A/D converter, input 1.
- CT32B1_CAPO — Capture input O for 32-bit timer 1.

I;PU R — Reserved. Configure for an alternate function in the IOCONFIG
block.

- PIO1_1 — General purpose digital input/output pin.
- AD2 — A/D converter, input 2.
- CT32B1_MATO — Match output 0 for 32-bit timer 1.

I;PU R — Reserved. Configure for an alternate function in the IOCONFIG
block.

- PIO1_2 — General purpose digital input/output pin.
- AD3 — A/D converter, input 3.

- CT32B1_MAT1 — Match output 1 for 32-bit timer 1.
I;PU  SWDIO — Serial wire debug input/output.

- PIO1_3 — General purpose digital input/output pin.
- AD4 — A/D converter, input 4.

- CT32B1_MAT2 — Match output 2 for 32-bit timer 1.

I;PU  PIO1_4 — General purpose digital input/output pin with 10 ns glitch
filter. In Deep power-down mode, this pin serves as the Deep
power-down mode wake-up pin with 20 ns glitch filter. Pull this pin
HIGH externally before entering Deep power-down mode. Pull this pin
LOW to exit Deep power-down mode. A LOW-going pulse as short as
50 ns wakes up the part.

- AD5 — A/D converter, input 5.

- CT32B1_MAT3 — Match output 3 for 32-bit timer 1.
I;PU  PIO1_5 — General purpose digital input/output pin.
- RTS — Request To Send output for UART.

- CT32B0_CAPO — Capture input O for 32-bit timer 0.
I;PU  PIO1_6 — General purpose digital input/output pin.
- RXD — Receiver input for UART.

- CT32B0_MATO — Match output 0 for 32-bit timer O.
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Table 171. LPC1111/12/13/14XL pin description table (HVQFN33 package) ...continued

Symbol

PIO1_7/TXD/
CT32B0_MAT1

PIO1_8/
CT16B1_CAPO

PIO1_9/
CT16B1_MATO/
MOSI

PIO1_10/AD6/
CT16B1_MAT1/
MISO

PIO1_11/AD7/
CT32B1_CAP1

PIO2_0

PIO2_0/DTR/SSEL1

PIO3_0 to PIO3_5

PIO3_2/
CT16B0_MAT2/
SCK1

PIO3_4/

CT16B0_CAP1/RXD

PIO3_5/

CT16B1_CAP1/TXD

UM10398

Pin

328

128

208!

2781

280l

130l

1401

Start
logic
input

no

no

no

no

no

no

no

no

no

Type

11O

I/0

I/0

I/0

11O

I/0
I}

I/0

I/0

Reset Description

state
11

I;PU

I;PU

All information provided in this document is subject to legal disclaimers.

PIO1_7 — General purpose digital input/output pin.
TXD — Transmitter output for UART.
CT32B0_MAT1 — Match output 1 for 32-bit timer O.
P101_8 — General purpose digital input/output pin.
CT16B1_CAPO — Capture input O for 16-bit timer 1.
P101_9 — General purpose digital input/output pin.
CT16B1_MATO — Match output 0 for 16-bit timer 1.
MOSI — Master Out Slave In for SPI1

PIO1_10 — General purpose digital input/output pin.
AD6 — A/D converter, input 6.

CT16B1_MAT1 — Match output 1 for 16-bit timer 1.
MISO1 — Master In Slave Out for SPI1

PIO1_11 — General purpose digital input/output pin.
AD7 — A/D converter, input 7.

CT32B1_CAP1 — Capture input 1 for 32-bit timer 1.

Port 2 — Port 2 is a 12-bit I/O port with individual direction and
function controls for each bit. The operation of port 2 pins depends on
the function selected through the IOCONFIG register block. Pins
P102_1 to PIO2_11 are not available.

P102_0 — General purpose digital input/output pin.
DTR — Data Terminal Ready output for UART.
SSEL1 — Slave Select for SPI1.

Port 3 — Port 3 is a 12-hit I/0O port with individual direction and
function controls for each bit. The operation of port 3 pins depends on
the function selected through the IOCONFIG register block. Pins
P103_0, PIO3_1, PIO3_3 and PIO3_6 to PIO3_11 are not available.

PIO3_2 — General purpose digital input/output pin.
CT16B0_MAT2 — Match output 2 for 16-bit timer O.
SCK1 — Serial clock for SPI1.

P103_4 — General purpose digital input/output pin.
CT16B0_CAP1 — Capture input 1 for 16-bit timer 0.
RXD — Receiver input for UART.

P103_5 — General purpose digital input/output pin.
CT16B1_CAP1 — Capture input 1 for 16-bit timer 1.
TXD — Transmitter output for UART.
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Table 171. LPC1111/12/13/14XL pin description table (HVQFN33 package) ...continued
Symbol Pin Start Type Reset Description
logic state
input [11
Vbp 6,29 - I - 3.3 V supply voltage to the internal regulator, the external rail, and the
ADC. Also used as the ADC reference voltage.
XTALIN 4061 - - Input to the oscillator circuit and internal clock generator circuits. Input
voltage must not exceed 1.8 V.

XTALOUT 561 - (0] - Output from the oscillator amplifier.

Vss 33 - - - Thermal pad. Connect to ground.

[1] Pin state at reset for default function: | = Input; O = Output; PU = internal pull-up enabled (pins pulled up to full Vpp level (Vpp = 3.3 V));
IA = inactive, no pull-up/down enabled.

[2] RESET functionality is not available in Deep power-down mode. Use the WAKEUP pin to reset the chip and wake up from Deep
power-down mode. An external pull-up resistor is required on this pin for the Deep power-down mode.

[3] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors and configurable hysteresis.

[4] 12C-bus pads compliant with the 12C-bus specification for 12C standard mode and 12C Fast-mode Plus. The pin requires an external
pull-up to provide output functionality. When power is switched off, this pin is floating and does not disturb the I2C lines. Open-drain
configuration applies to all functions on this pin.

[5] 5V tolerant pad providing digital I/O functions with configurable pull-up/pull-down resistors, configurable hysteresis, and analog input.
When configured as a ADC input, digital section of the pad is disabled, and the pin is not 5 V tolerant.

[6] When the system oscillator is not used, connect XTALIN and XTALOUT as follows: XTALIN can be left floating or can be grounded
(grounding is preferred to reduce susceptibility to noise). XTALOUT should be left floating.
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The number of GPIO pins available on each port depends on the LPC111x/LPC11Cxx part
and the package. See Table 172 for available GPIO pins:

Table 172. GPIO configuration
Part Package GPIO port0 GPIO port 1 GPIO port 2 GPIO port 3 Total
GPIO
pins
LPC1110  SO20/ PIO0_0to PIO0_2; PIO1 OtoPIO1_3; - - 16
TSSOP20 PIO0_4to PIO0_6; PIO1_6to PIO1_7
PIO0_8 to PIO0_11
LPC1111 HVQFN33 PIO0_0to PIO0O_11 PIO1_0Oto PIO1_11 PIO2_0 PIO3_2; PIO3_4; PIO3_5 28
LPC1112  TSSOP20 PIO0_0Oto PIO0O_3; PIO1_0toPIO1_3; - - 14
PIO0_8 to PIO0_11 PIO1_6to PIO1_7
TSSOP28 PIO0_Oto PIOO_11 PIO1_OtoPIO1 9 - - 22
HVQFN33 PIO0_0to PIO0_11 PIO1_0Oto PIO1_11 PIO2_0 PIO3_2; PIO3_4; PIO3_5 28
HVQFN33 PIO0_0to PIOO_3; PIO1_0Oto PIO1_4; - -
PIO0_4 to PIO0_11 PIO1_6to PIO1_8
LPC1113 HVQFN33 PIO0_0to PIO0O_11 PIO1_0Oto PIO1_11 PIO2_0 PIO3_2; PIO3_4; PIO3_5 28
LQFP48 PIO0_0to PIOO_11 PIO1_Oto PIO1_11 PIO2_0Oto PIO2_11 PIO3_0to PIO3_5 42
LPC1114 TSSOP28 PIO0 _0toPIO0O_11 PIO1 OtoPIO1_9 - - 22
HVQFN33 PIO0_0to PIO0O_11 PIO1_0Oto PIO1_11 PIO2_0 PIO3_2; PIO3_4; PIO3_5 28
LQFP48 PIO0_0to PIOO_11 PIO1 _OtoPIO1_11 PIO2_0to PIO2_11 PIO3_0to PIO3_5 42
LPC11D14 LQFP100 PIO0_OtoPIOO_11 PIO1_0Oto PIO1_11 PIO2_0to PIO2_11 PIO3_0to PIO3_5 42
LPC11C12 LQFP48 PIO0_0Oto PIOO_11 PIO1_Oto PIO1_11 PIO2_0to PIO2_11 PIO3_0to PIO3_3 40
LPC11C14 LQFP48 PIO0_0to PIOO_11 PIO1_Oto PIO1_11 PIO2_0to PIO2_11 PIO3_0to PIO3_3 40
LPC11C22 LQFP48 PIO0_Oto PIOO_11 PIO1_OtoPIO1_11 PIO2_0Oto PIO2_11 PIO3_0to PIO3_3 36
except PIO1_9 except P102_4,
PIO2_5, PIO2_9
LPC11C24 LQFP48 PIO0_0Oto PIOO_11 PIO1_OtoPIO1_11 PIO2_0Oto PIO2_11 PIO3_0to PIO3_3 36

except PIO1_9

except PIO2_4,
PI02_5, PIO2_9

Register bits corresponding to PIOn_m pins which are not available are reserved.

12.2 Introduction

UM10398

12.2.1

Features

¢ GPIO pins can be configured as input or output by software.

¢ Each individual port pin can serve as an edge or level-sensitive interrupt request.

* Interrupts can be configured on single falling or rising edges and on both edges.

¢ |Level-sensitive interrupt pins can be HIGH or LOW-active.
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¢ All GPIO pins are inputs by default.
* Reading and writing of data registers are masked by address bits 13:2.

12.3 Register description

Each GPIO register can be up to 12 bits wide and can be read or written using word or
half-word operations at word addresses.

Table 173. Register overview: GPIO (base address port 0: 0x5000 0000; port 1: 0x5001 0000, port 2: 0x5002 0000;
port 3: 0x5003 0000)

Name

GPIONnDATA

GPIONnDATA

GPIOnDIR
GPIOnIS
GPIONIBE
GPIOnIEV
GPIONnIE
GPIONnRIS
GPIONnMIS
GPIOnIC

UM10398

Access Address offset Description Reset
value
R/W 0x0000 to 0x3FF8 Port n data address masking register n/a

locations for pins PIOn_0 to PIOn_11 (see
Section 12.4.1).

R/W Ox3FFC Port n data register for pins PIOn_0 to n/a
PIONn_11

- 0x4000 to 0x7FFC reserved -
R/W 0x8000 Data direction register for port n 0x00
R/W 0x8004 Interrupt sense register for port n 0x00
R/W 0x8008 Interrupt both edges register for port n 0x00
R/W 0x800C Interrupt event register for port n 0x00
R/W 0x8010 Interrupt mask register for port n 0x00
R 0x8014 Raw interrupt status register for port n 0x00
R 0x8018 Masked interrupt status register for port n 0x00
W 0x801C Interrupt clear register for port n 0x00
- 0x8020 - OXFFFF reserved 0x00

12.3.1 GPIO data register

The GPIOnDATA register holds the current logic state of the pin (HIGH or LOW),
independently of whether the pin is configured as an GPIO input or output or as another
digital function. If the pin is configured as GPIO output, the current value of the
GPIONnDATA register is driven to the pin.

Table 174. GPIOnDATA register (GPIOODATA, address 0x5000 0000 to 0x5000 3FFC;
GPIO1DATA, address 0x5001 0000 to 0x5001 3FFC; GPIO2DATA, address 0x5002
0000 to 0x5002 3FFC; GPIO3DATA, address 0x5003 0000 to 0x5003 3FFC) bit

description
Bit Symbol Description Reset Access
value
11:0 DATA Logic levels for pins PIOn_0 to PIOn_11. HIGH =1, LOW = n/a R/W
0.
31:12 - Reserved - -

A read of the GPIONDATA register always returns the current logic level (state) of the pin
independently of its configuration. Because there is a single data register for both the
value of the output driver and the state of the pin’s input, write operations have different
effects depending on the pin’s configuration:
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¢ If a pin is configured as GPIO input, a write to the GPIOnDATA register has no effect
on the pin level. A read returns the current state of the pin.

* If a pin is configured as GPIO output, the current value of GPIONDATA register is
driven to the pin. This value can be a result of writing to the GPIONDATA register, or it
can reflect the previous state of the pin if the pin is switched to GPIO output from
GPIO input or another digital function. A read returns the current state of the output
latch.

¢ If a pin is configured as another digital function (input or output), a write to the
GPIONDATA register has no effect on the pin level. A read returns the current state of
the pin even if it is configured as an output. This means that by reading the
GPIONnDATA register, the digital output or input value of a function other than GPI1O on
that pin can be observed.

The following rules apply when the pins are switched from input to output:

* Pinis configured as input with a HIGH level applied:
— Change pin to output: pin drives HIGH level.

* Pinis configured as input with a LOW level applied:
— Change pin to output: pin drives LOW level.

The rules show that the pins mirror the current logic level. Therefore floating pins may
drive an unpredictable level when switched from input to output.

GPIO data direction register

Table 175. GPIONnDIR register (GPIOODIR, address 0x5000 8000 to GPIO3DIR, address
0x5003 8000) bit description

Bit Symbol Description Reset value  Access

11:0 IO Selects pin x as input or output (x = 0 to 11). 0x00 R/W
0 = Pin PIOn_x is configured as input.
1 = Pin PIOn_x is configured as output.

31:12 - Reserved - -

GPIO interrupt sense register

Table 176. GPIOnNIS register (GPIOO0IS, address 0x5000 8004 to GPIO3IS, address 0x5003
8004) bit description

Bit Symbol  Description Reset Access
value

11:0 ISENSE Selects interrupt on pin x as level or edge sensitive (x=0to 0x00 R/W
11).
0 = Interrupt on pin PIONn_x is configured as edge sensitive.
1 = Interrupt on pin PIOn_x is configured as level sensitive.

31:12 - Reserved - -
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GPIO interrupt both edges sense register

Table 177. GPIONnIBE register (GPIOOIBE, address 0x5000 8008 to GPIO3IBE, address 0x5003
8008) bit description

Bit Symbol Description Reset Access
value

11:0 IBE Selects interrupt on pin x to be triggered on both edges (x=0 0x00 R/W

to 11).
0 = Interrupt on pin PIOn_x is controlled through register

GPIONnIEV.
1 = Both edges on pin PIOn_x trigger an interrupt.

31:12 - Reserved - -

GPIO interrupt event register

Table 178. GPIONnIEV register (GPIOOIEV, address 0x5000 800C to GPIO3IEV, address 0x5003
800C) bit description

Bit Symbol  Description Reset Access
value
11:0 IEV Selects interrupt on pin x to be triggered rising or falling 0x00 R/W

edges (x =0 to 11).

0 = Depending on setting in register GPIONIS (see
Table 176), falling edges or LOW level on pin PIOn_x
trigger an interrupt.

1 = Depending on setting in register GPIOnIS (see
Table 176), rising edges or HIGH level on pin PIOn_x
trigger an interrupt.

31:12 - Reserved - -

GPIO interrupt mask register

Bits set to HIGH in the GPIOnIE register allow the corresponding pins to trigger their
individual interrupts and the combined GPIONINTR line. Clearing a bit disables interrupt

triggering on that pin.

Table 179. GPIOnIE register (GPIOOIE, address 0x5000 8010 to GPIO3IE, address 0x5003
8010) bit description

Bit Symbol Description Reset Access
value
11:0 MASK  Selects interrupt on pin x to be masked (x = 0 to 11). 0x00 R/W

0 = Interrupt on pin PIONn_x is masked.
1 = Interrupt on pin PIOn_x is not masked.

31:12 - Reserved - -

GPIO raw interrupt status register

Bits read HIGH in the GPIONRIS register reflect the raw (prior to masking) interrupt status
of the corresponding pins indicating that all the requirements have been met before they
are allowed to trigger the GPIOIE. Bits read as zero indicate that the corresponding input
pins have not initiated an interrupt. The register is read-only.
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Table 180. GPIOnRIS register (GPIOORIS, address 0x5000 8014 to GPIO3RIS, address 0x5003
8014) bit description

Bit Symbol Description Reset Access
value
11:0 RAWST Raw interrupt status (x = 0 to 11). 0x00 R

0 = No interrupt on pin PIOn_x.
1 = Interrupt requirements met on PIOn_x.

31:12 - Reserved - -

12.3.8 GPIO masked interrupt status register

Bits read HIGH in the GPIONnMIS register reflect the status of the input lines triggering an
interrupt. Bits read as LOW indicate that either no interrupt on the corresponding input
pins has been generated or that the interrupt is masked. GPIOMIS is the state of the
interrupt after masking. The register is read-only.

Table 181. GPIOnMIS register (GPIOOMIS, address 0x5000 8018 to GPIO3MIS, address
0x5003 8018) bit description

Bit Symbol Description Reset Access
value
11:0 MASK Selects interrupt on pin x to be masked (x = 0 to 11). 0x00 R

0 = No interrupt or interrupt masked on pin PIOn_x.
1 = Interrupt on PIOn_x.

31:12 - Reserved - -

12.3.9 GPIO interrupt clear register

This register allows software to clear edge detection for port bits that are identified as
edge-sensitive in the Interrupt Sense register. This register has no effect on port bits
identified as level-sensitive.

Table 182. GPIONIC register (GPIOO0IC, address 0x5000 801C to GPIO3IC, address 0x5003
801C) bit description

Bit Symbol  Description Reset Access
value
11:0 CLR Selects interrupt on pin x to be cleared (x = 0to 11). Clears 0x00 W

the interrupt edge detection logic. This register is write-only.

Remark: The synchronizer between the GPIO and the
NVIC blocks causes a delay of 2 clocks. It is recommended
to add two NOPs after the clear of the interrupt edge
detection logic before the exit of the interrupt service
routine.

0 = No effect.

1 = Clears edge detection logic for pin PIOn_x.

31:12 - Reserved - -
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12.4 Functional description

UM10398

12.4.1 Write/read data operation

In order for software to be able to set GPIO bits without affecting any other pins in a single
write operation, bits [13:2] of a 14-bit wide address bus are used to create a 12-bit wide
mask for write and read operations on the 12 GPIO pins for each port. Only GPIOnDATA
bits masked by 1 are affected by read and write operations. The masked GPIOnDATA
register can be located anywhere between address offsets 0x0000 to Ox3FFC in the
GPIOn address space. Reading and writing to the GPIOnDATA register at address
0x3FFC sets all masking bits to 1.

Write operation

If the address bit (i+2) associated with the GPIO port biti (i = 0 to 11) to be written is
HIGH, the value of the GPIODATA register bit i is updated. If the address bit (i+2) is LOW,
the corresponding GPIODATA register bit i is left unchanged.

ADDRESS[13:2] 13 12 11 10 9 8 7 6 5 4 3 2

address 0x098 0 0 0 0 0 0 1 0 0 1 1 0 0 O

data OxFE4 1 1 1 1 1 1 1 0 0 1 0 0

GPIODATA register
at address + 0x098

u = unchanged

Fig 30. Masked write operation to the GPIODATA register
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Read operation

If the address bit associated with the GPIO data bit is HIGH, the value is read. If the
address bit is LOW, the GPIO data bit is read as 0. Reading a port DATA register yields
the state of port pins 11:0 ANDed with address bits 13:2.

ADDRESS[13:2] 13 12 11 10 9 8 7 6 5 4 3 2

address 0x0C4 0 0 0 0 0 0 1 1 0 0 0 1 0 O

port pin settings 1 1 1 1 1 1 1 0 O 1 0 0

data read 0 0 0 0 0 0 1 0 0 0 0 0

Fig 31. Masked read operation
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13.1 How to read this chapter

The UART block is identical for all LPC111x, LPC11D14, and LPC11Cxx parts. The DSR,
DCD, and RI modem signals are fully pinned out on the LQFP48 packages only.

Note that for parts of the LPC1100 series (LPC111x/101/201/301), the UART pins must be
configured before the UART clock can be enabled. No enabling sequence requirement
exists for parts LPC11Cxx , parts in the LPC1100L and LPC1100XL series, and
LPC11D14.

13.2 Basic configuration

The UART is configured using the following registers:

1. Pins: For the LPC111x/101/201/301 parts, the UART pins must be configured in the
IOCONFIG register block (Section 7.4) before the UART clocks can be enabled in the
SYSAHBCLKCTRL register. For all other parts, no special enabling sequence is
required.

Remark: If the modem input pins are used, the modem function location must be also
selected in the UART location registers (Section 7.4)

2. Power: In the SYSAHBCLKCTRL register, set bit 12 (Table 21).

3. Peripheral clock: Enable the UART peripheral clock by writing to the UARTCLKDIV
register (Table 23).

13.3 Features

16-byte receive and transmit FIFOs.

Register locations conform to ‘550 industry standard.
* Receiver FIFO trigger points at 1, 4, 8, and 14 bytes.
¢ Built-in baud rate generator.

UART allows for implementation of either software or hardware flow control.
RS-485/EIA-485 9-bit mode support with output enable.
Modem control.
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Table 183. UART pin description

Pin
RXD
TXD
RTS
DTR
DSRU
CTS
DCDI
RI

Type
Input

Description
Serial Input. Serial receive data.

Output Serial Output. Serial transmit data.

Output Request To Send. RS-485 direction control pin.

Output Data Terminal Ready.

Input
Input
Input
Input

Data Set Ready.
Clear To Send.
Data Carrier Detect.
Ring Indicator.

[1] LQFP48 packages only.

The DSR, DCD, and Rl modem inputs are multiplexed to two different pin locations. Use
the IOCON_LOC registers (see Section 7.4) to select a physical location for each function
on the LQFP48 pin package in addition to selecting the function in the IOCON registers.

The DTR output is available in two pin locations as well. The output value of the DTR pin
is driven in both locations identically, and the DTR function at any location can be selected
simply by selecting the function in the IOCON register for that pin location.

13.5 Register description

The UART contains registers organized as shown in Table 184. The Divisor Latch Access
Bit (DLAB) is contained in UOLCR[7] and enables access to the Divisor Latches.

The reset value reflects the data stored in used bits only. It does not include the content of
reserved bits.

Table 184. Register overview: UART (base address: 0x4000 8000)

Name

UORBR

UOTHR

UODLL

UODLM

UOIER

UOIIR
UOFCR

UM10398

Access Address Description

RO

WO

R/W

R/W

R/W

RO
WO

offset
0x000

0x000

0x000

0x004

0x004

0x008
0x008

Reset
value

Receiver Buffer Register. Contains the next received character to be read. NA
(DLAB=0)
Transmit Holding Register. The next character to be transmitted is written ~ NA
here. (DLAB=0)

Divisor Latch LSB. Least significant byte of the baud rate divisor value. The 0x01
full divisor is used to generate a baud rate from the fractional rate divider.

(DLAB=1)
Divisor Latch MSB. Most significant byte of the baud rate divisor value. The 0x00
full divisor is used to generate a baud rate from the fractional rate divider.

(DLAB=1)
Interrupt Enable Register. Contains individual interrupt enable bits for the 7 0x00
potential UART interrupts. (DLAB=0)

Interrupt ID Register. Identifies which interrupt(s) are pending.
FIFO Control Register. Controls UART FIFO usage and modes.
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Table 184. Register overview: UART (base address: 0x4000 8000)

Name

UOLCR

UOMCR
UOLSR

UOMSR
UOSCR
UOACR

UOFDR

UOTER

UORS485CTRL

UORS485ADR
MATCH

UORS485DLY

Access Address Description

R/W

R/W
RO

RO
R/W
R/W

R/W

R/W

R/W

R/W

offset
0x00C

0x010
0x014

0x018
0x01C
0x020
0x024
0x028

0x02C
0x030

0x034 -
0x048
0x04C

0x050

0x054

Reset
value
Line Control Register. Contains controls for frame formatting and break 0x00
generation.
Modem control register 0x00
Line Status Register. Contains flags for transmit and receive status, 0x60
including line errors.
Modem status register 0x00
Scratch Pad Register. Eight-bit temporary storage for software. 0x00
Auto-baud Control Register. Contains controls for the auto-baud feature. 0x00
Reserved -
Fractional Divider Register. Generates a clock input for the baud rate 0x10
divider.
Reserved -
Transmit Enable Register. Turns off UART transmitter for use with software 0x80
flow control.
Reserved -

RS-485/EIA-485 Control. Contains controls to configure various aspects of 0x00

RS-485/EIA-485 modes.

RS-485/EIA-485 address match. Contains the address match value for 0x00

RS-485/EIA-485 mode.
RS-485/EIA-485 direction control delay.

0x00

UM10398
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UART Receiver Buffer Register (UORBR - 0x4000 8000, when
DLAB =0, Read Only)

The UORBR is the top byte of the UART RX FIFO. The top byte of the RX FIFO contains
the oldest character received and can be read via the bus interface. The LSB (bit 0)
represents the “oldest” received data bit. If the character received is less than 8 bits, the
unused MSBs are padded with zeroes.

The Divisor Latch Access Bit (DLAB) in UOLCR must be zero in order to access the
UORBR. The UORBR is always Read Only.

Since PE, FE and BI bits (see Table 196) correspond to the byte sitting on the top of the
RBR FIFO (i.e. the one that will be read in the next read from the RBR), the right approach
for fetching the valid pair of received byte and its status bits is first to read the content of
the UOLSR register, and then to read a byte from the UORBR.

Table 185. UART Receiver Buffer Register (UORBR - address 0x4000 8000 when DLAB =0,
Read Only) bit description

Bit Symbol Description Reset Value

7.0 RBR The UART Receiver Buffer Register contains the oldest received undefined
byte in the UART RX FIFO.

318 - Reserved -

UART Transmitter Holding Register (UOTHR - 0x4000 8000 when
DLAB =0, Write Only)

The UOTHR is the top byte of the UART TX FIFO. The top byte is the newest character in
the TX FIFO and can be written via the bus interface. The LSB represents the first bit to
transmit.

The Divisor Latch Access Bit (DLAB) in UOLCR must be zero in order to access the
UOTHR. The UOTHR is always Write Only.

Table 186. UART Transmitter Holding Register (UOTHR - address 0x4000 8000 when
DLAB =0, Write Only) bit description

Bit Symbol Description Reset Value

7.0 THR Writing to the UART Transmit Holding Register causes the data NA
to be stored in the UART transmit FIFO. The byte will be sent
when it reaches the bottom of the FIFO and the transmitter is
available.

31:8 - Reserved -

UART Divisor Latch LSB and MSB Registers (UODLL - 0x4000 8000
and UODLM - 0x4000 8004, when DLAB =1)

The UART Divisor Latch is part of the UART Baud Rate Generator and holds the value
used, along with the Fractional Divider, to divide the UART_PCLK clock in order to
produce the baud rate clock, which must be 16x the desired baud rate. The UODLL and
UODLM registers together form a 16-bit divisor where UODLL contains the lower 8 bits of
the divisor and UODLM contains the higher 8 bits of the divisor. A 0x0000 value is treated
like a 0x0001 value as division by zero is not allowed. The Divisor Latch Access Bit
(DLAB) in UOLCR must be one in order to access the UART Divisor Latches. Details on
how to select the right value for UODLL and UODLM can be found in Section 13.5.15.
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Table 187. UART Divisor Latch LSB Register (UODLL - address 0x4000 8000 when DLAB = 1)
bit description

Bit Symbol
7:0 DLLSB
318 -

Description Reset value

The UART Divisor Latch LSB Register, along with the UODLM 0x01
register, determines the baud rate of the UART.

Reserved -

Table 188. UART Divisor Latch MSB Register (UODLM - address 0x4000 8004 when
DLAB = 1) bit description

Bit Symbol
7.0 DLMSB
31:8 -

Description Reset value

The UART Divisor Latch MSB Register, along with the UODLL 0x00
register, determines the baud rate of the UART.

Reserved -

13.5.4 UART Interrupt Enable Register (UOIER - 0x4000 8004, when

DLAB = 0)

The UOIER is used to enable the four UART interrupt sources.

Table 189. UART Interrupt Enable Register (UOIER - address 0x4000 8004 when DLAB = 0) bit

description
Bit Symbol Value Description Reset
value
0 RBRIE RBR Interrupt Enable. Enables the Receive Data Available 0

1 THREIE

2 RXLIE

interrupt for UART. It also controls the Character Receive
Time-out interrupt.

0 Disable the RDA interrupt.
Enable the RDA interrupt.

THRE Interrupt Enable. Enables the THRE interrupt for 0
UART. The status of this interrupt can be read from
UOLSR[5].

0 Disable the THRE interrupt.
Enable the THRE interrupt.

RX Line Interrupt Enable. Enables the UART RX line 0
status interrupts. The status of this interrupt can be read
from UOLSR[4:1].

0 Disable the RX line status interrupts.
Enable the RX line status interrupts.
- Reserved -

Reserved, user software should not write ones to reserved NA
bits. The value read from a reserved bit is not defined.

- Reserved

ABEOINTEN Enables the end of auto-baud interrupt.

UM10398

0 Disable end of auto-baud Interrupt.
Enable end of auto-baud Interrupt.
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Table 189. UART Interrupt Enable Register (UOIER - address 0x4000 8004 when DLAB = 0) bit
description ...continued

Bit Symbol Value Description Reset
value
9 ABTOINTEN Enables the auto-baud time-out interrupt. 0

0 Disable auto-baud time-out Interrupt.
Enable auto-baud time-out Interrupt.

31:10 - Reserved, user software should not write ones to reserved NA
bits. The value read from a reserved bit is not defined.

UART Interrupt Identification Register (UOIIR - 0x4004 8008, Read
Only)
UOIIR provides a status code that denotes the priority and source of a pending interrupt.

The interrupts are frozen during a UOIIR access. If an interrupt occurs during a UOIIR
access, the interrupt is recorded for the next UOIIR access.

Table 190. UART Interrupt Identification Register (UOIIR - address 0x4004 8008, Read Only)
bit description

Bit Symbol Valu Description Reset
e value
0 INTSTATUS Interrupt status. Note that UOIIR[0] is active low. The 1
pending interrupt can be determined by evaluating
UOIIR[3:1].

0 Atleast one interrupt is pending.
No interrupt is pending.

31 INTID Interrupt identification. UOIER[3:1] identifies an interrupt 0
corresponding to the UART Rx FIFO. All other combinations
of UOIER[3:1] not listed below are reserved (100,101,111).

0x3 1 - Receive Line Status (RLS).

0x2 2a - Receive Data Available (RDA).
0x6 2b - Character Time-out Indicator (CTI).
0x1 3 - THRE Interrupt.

0x0 4 - Modem interrupt.

5:4 - Reserved, user software should not write ones to reserved NA
bits. The value read from a reserved bit is not defined.
7.6 FIFOENABLE These bits are equivalent to UOFCR][O0].
ABEOINT End of auto-baud interrupt. True if auto-baud has finished 0
successfully and interrupt is enabled.
9 ABTOINT Auto-baud time-out interrupt. True if auto-baud has timed 0

out and interrupt is enabled.

31:10 - Reserved, user software should not write ones to reserved NA
bits. The value read from a reserved bit is not defined.

Bits UOIIR[9:8] are set by the auto-baud function and signal a time-out or end of auto-baud
condition. The auto-baud interrupt conditions are cleared by setting the corresponding
Clear bits in the Auto-baud Control Register.
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If the IntStatus bit is one and no interrupt is pending and the Intld bits will be zero. If the
IntStatus is 0, a non auto-baud interrupt is pending in which case the Intld bits identify the
type of interrupt and handling as described in Table 191. Given the status of UOIIR[3:0], an
interrupt handler routine can determine the cause of the interrupt and how to clear the
active interrupt. The UOIIR must be read in order to clear the interrupt prior to exiting the
Interrupt Service Routine.

The UART RLS interrupt (UOIIR[3:1] = 011) is the highest priority interrupt and is set
whenever any one of four error conditions occur on the UART RX input: overrun error
(OE), parity error (PE), framing error (FE) and break interrupt (Bl). The UART Rx error
condition that set the interrupt can be observed via UOLSR[4:1]. The interrupt is cleared
upon a UOLSR read.

The UART RDA interrupt (UOIIR[3:1] = 010) shares the second level priority with the CTI
interrupt (UOIIR[3:1] = 110). The RDA is activated when the UART Rx FIFO reaches the
trigger level defined in UOFCR7:6 and is reset when the UART Rx FIFO depth falls below
the trigger level. When the RDA interrupt goes active, the CPU can read a block of data
defined by the trigger level.

The CTl interrupt (UOIIR[3:1] = 110) is a second level interrupt and is set when the UART
Rx FIFO contains at least one character and no UART Rx FIFO activity has occurred in
3.5 to 4.5 character times. Any UART Rx FIFO activity (read or write of UART RSR) will
clear the interrupt. This interrupt is intended to flush the UART RBR after a message has
been received that is not a multiple of the trigger level size. For example, if a peripheral
wished to send a 105 character message and the trigger level was 10 characters, the
CPU would receive 10 RDA interrupts resulting in the transfer of 100 characters and 1to 5
CTl interrupts (depending on the service routine) resulting in the transfer of the remaining
5 characters.

Table 191. UART Interrupt Handling

UOIIR[3:0] Priority Interrupt Interrupt source Interrupt
valuell type reset
0001 - None None -
0110 Highest RX Line  OEHl or PE[A or FE[ or BI2 UOLSR
Status / Readl
Error
0100 Second RX Data Rx data available or trigger level reached in FIFO  UORBR
Available (UOFCRO0=1) Read! or
UART FIFO
drops below
trigger level
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Table 191. UART Interrupt Handling

UOIIR[3:0] Priority Interrupt Interrupt source Interrupt
valuelll type reset
1100 Second Character Minimum of one character in the RX FIFO and no UORBR

Time-out character input or removed during a time period Read!
indication depending on how many characters are in FIFO

and what the trigger level is set at (3.5 to 4.5

character times).

The exact time will be:

[(word length) x 7 - 2] x 8 + [(trigger level - number
of characters) x 8 + 1] RCLKs

0010 Third THRE THRER UOIIR
ReadH! (if
source of
interrupt) or
THR write

0000 Fourth Modem CTS or DSR or Rl or DCD MSR read

status

(1]
(2]
(3]

(4]

Values “0000”, “0011”, “0101”, “0111", “1000", “1001", “1010", “1011","1101","1110","1111" are reserved.
For details see Section 13.5.9 “UART Line Status Register (UOLSR - 0x4000 8014, Read Only)”

For details see Section 13.5.1 “"UART Receiver Buffer Register (UORBR - 0x4000 8000, when DLAB = 0,
Read Only)”

For details see Section 13.5.5 “UART Interrupt Identification Register (UOIIR - 0x4004 8008, Read Only)”
and Section 13.5.2 “UART Transmitter Holding Register (UOTHR - 0x4000 8000 when DLAB = 0, Write
Only)”

The UART THRE interrupt (UOIIR[3:1] = 001) is a third level interrupt and is activated
when the UART THR FIFO is empty provided certain initialization conditions have been
met. These initialization conditions are intended to give the UART THR FIFO a chance to
fill up with data to eliminate many THRE interrupts from occurring at system start-up. The
initialization conditions implement a one character delay minus the stop bit whenever
THRE = 1 and there have not been at least two characters in the UOTHR at one time
since the last THRE = 1 event. This delay is provided to give the CPU time to write data to
UOTHR without a THRE interrupt to decode and service. A THRE interrupt is set
immediately if the UART THR FIFO has held two or more characters at one time and
currently, the UOTHR is empty. The THRE interrupt is reset when a UOTHR write occurs or
a read of the UOIIR occurs and the THRE is the highest interrupt (UOIIR[3:1] = 001).

It is the lowest priority interrupt and is activated whenever there is any state change on
modem inputs pins, DCD, DSR or CTS. In addition, a low to high transition on modem
input RI will generate a modem interrupt. The source of the modem interrupt can be
determined by examining MSR[3:0]. A MSR read will clear the modem interrupt.

UART FIFO Control Register (UOFCR - 0x4000 8008, Write Only)
The UOFCR controls the operation of the UART RX and TX FIFOs.
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Table 192. UART FIFO Control Register (UOFCR - address 0x4000 8008, Write Only) bit

description
Bit Symbol Value Description Reset
value
0 FIFOEN FIFO Enable 0
0 UART FIFOs are disabled. Must not be used in the
application.
1 Active high enable for both UART Rx and TX FIFOs and

1 RXFIFORES

2 TXFIFORES

76 RXTL

31:8 -

0x0
0x1
0x2
0x3

UOFCR[7:1] access. This bit must be set for proper UART
operation. Any transition on this bit will automatically clear
the UART FIFOs.

RX FIFO Reset 0
No impact on either of UART FIFOs.

Writing a logic 1 to UOFCR[1] will clear all bytes in UART
Rx FIFO, reset the pointer logic. This bit is self-clearing.

TX FIFO Reset 0
No impact on either of UART FIFOs.

Writing a logic 1 to UOFCRJ[2] will clear all bytes in UART
TX FIFO, reset the pointer logic. This bit is self-clearing.

Reserved 0

Reserved, user software should not write ones to NA
reserved bits. The value read from a reserved bit is not
defined.

RX Trigger Level. These two bits determine how many 0
receiver UART FIFO characters must be written before an
interrupt is activated.

Trigger level O (1 character or Ox01).

Trigger level 1 (4 characters or 0x04).

Trigger level 2 (8 characters or 0x08).

Trigger level 3 (14 characters or OxOE).

Reserved -

UART Line Control Register (UOLCR - 0x4000 800C)

The UOLCR determines the format of the data character that is to be transmitted or

received.

Table 193. UART Line Control Register (UOLCR - address 0x4000 800C) bit description

Bit Symbol Value Description Reset
Value
1.0 WLS Word Length Select 0
0x0 5-bit character length.

0x1

0x2

0x3
2 SBS

6-bit character length.

7-bit character length.

8-bit character length.

Stop Bit Select 0
1 stop hit.

2 stop bits (1.5 if UOLCR[1:0]=00).
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Table 193. UART Line Control Register (UOLCR - address 0x4000 800C) bit description

Bit Symbol Value Description Reset
Value
3 PE Parity Enable 0
0 Disable parity generation and checking.

Enable parity generation and checking.
54 PS Parity Select 0

0x0 Odd parity. Number of 1s in the transmitted character and the
attached parity bit will be odd.

0x1 Even Parity. Number of 1s in the transmitted character and the
attached parity bit will be even.

0x2 Forced 1 stick parity.
0x3 Forced 0 stick parity.
6 BC Break Control 0
0 Disable break transmission.

Enable break transmission. Output pin UART TXD is forced to logic
0 when UOLCR[€] is active high.

7 DLAB Divisor Latch Access Bit 0
0 Disable access to Divisor Latches.
Enable access to Divisor Latches.

31 - - Reserved -

13.5.8 UART Modem Control Register

The UOMCR enables the modem loopback mode and controls the modem output signals.

Table 194. UARTO Modem Control Register (UOMCR - address 0x4000 8010) bit description

Bit Symbol Value Description Reset
value
0 DTRC DTR Control. Source for modem output pin, DTR. This bit reads 0
as 0 when modem loopback mode is active.
1 RTSC RTS Control. Source for modem output pin RTS. This bitreadsas 0

0 when modem loopback mode is active.

32 - Reserved, user software should not write ones to reserved bits. 0
The value read from a reserved bit is not defined.
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Table 194. UARTO Modem Control Register (UOMCR - address 0x4000 8010) bit description

Bit Symbol Value Description Reset
value
4 LMS Loopback Mode Select. The modem loopback mode providesa 0

mechanism to perform diagnostic loopback testing. Serial data
from the transmitter is connected internally to serial input of the
receiver. Input pin, RXD, has no effect on loopback and output
pin, TXD is held in marking state. The four modem inputs (CTS,
DSR, Rl and DCD) are disconnected externally. Externally, the
modem outputs (RTS, DTR) are set inactive. Internally, the four
modem outputs are connected to the four modem inputs. As a
result of these connections, the upper four bits of the UOMSR will
be driven by the lower four bits of the UOMCR rather than the four
modem inputs in normal mode. This permits modem status
interrupts to be generated in loopback mode by writing the lower
four bits of UOMCR.

0 Disable modem loopback mode.
Enable modem loopback mode.

5 - Reserved, user software should not write ones to reserved bits. 0
The value read from a reserved bit is not defined.
6 RTSEN RTS flow control 0
0 Disable auto-rts flow control.

Enable auto-rts flow control.
7 CTSEN CTS flow control 0
0 Disable auto-cts flow control.
Enable auto-cts flow control.
31:8 - - Reserved -

Auto-flow control

If auto-RTS mode is enabled the UART's receiver FIFO hardware controls the RTS output
of the UART. If the auto-CTS mode is enabled the UART's UOTSR hardware will only start
transmitting if the CTS input signal is asserted.

Auto-RTS

The auto-RTS function is enabled by setting the RTSen bit. Auto-RTS data flow control
originates in the UORBR module and is linked to the programmed receiver FIFO trigger
level. If auto-RTS is enabled, the data-flow is controlled as follows:

When the receiver FIFO level reaches the programmed trigger level, RTS is deasserted
(to a high value). It is possible that the sending UART sends an additional byte after the
trigger level is reached (assuming the sending UART has another byte to send) because it
might not recognize the deassertion of RTS until after it has begun sending the additional
byte. RTS is automatically reasserted (to a low value) once the receiver FIFO has reached
the previous trigger level. The reassertion of RTS signals the sending UART to continue
transmitting data.

If Auto-RTS mode is disabled, the RTSen bit controls the RTS output of the UART. If
Auto-RTS mode is enabled, hardware controls the RTS output, and the actual value of
RTS will be copied in the RTS Control bit of the UART. As long as Auto-RTS is enabled,
the value of the RTS Control bit is read-only for software.
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Example: Suppose the UART operating in type ‘550 mode has the trigger level in UOFCR
set to 0x2, then, if Auto-RTS is enabled, the UART will deassert the RTS output as soon
as the receive FIFO contains 8 bytes (Table 192 on page 206). The RTS output will be
reasserted as soon as the receive FIFO hits the previous trigger level: 4 bytes.

UART1 Rx

RTS1 pin

UART1 Rx
FIFO read

UART1 Rx
FIFO level

\start/ byte N II stop \ startl bits0..7 l stop A start! bits0..7 ’ stop

!

0 O | I

N-1 \b N N-1 N-2 N-1 N-2 M+2 M+1 M M-1

Fig 32. Auto-RTS Functional Timing

UM10398

13.5.8.1.2 Auto-CTS

The Auto-CTS function is enabled by setting the CTSen bit. If Auto-CTS is enabled, the
transmitter circuitry in the UOTSR module checks CTS input before sending the next data
byte. When CTS is active (low), the transmitter sends the next byte. To stop the
transmitter from sending the following byte, CTS must be released before the middle of
the last stop bit that is currently being sent. In Auto-CTS mode, a change of the CTS
signal does not trigger a modem status interrupt unless the CTS Interrupt Enable bit is set,
Delta CTS bit in the UOMSR will be set though. Table 195 lists the conditions for
generating a Modem Status interrupt.

Table 195. Modem status interrupt generation

Enable CTSen CTS Delta CTS Delta DCD or trailing edge Modem
modem (UOMCR[7]) interrupt (UOMSRI[0]) RIor status
status enable Delta DSR (UOMSR][3] or interrupt
interrupt (UOIER[7]) UOMSR[2] or UOMSR[1])

(UOER([3])

0 X X X X No

1 0 X 0 0 No

1 0 X 1 X Yes

1 0 X X 1 Yes

1 1 0 X 0 No

1 1 0 X 1 Yes

1 1 1 0 0 No

1 1 1 1 X Yes

1 1 1 X 1 Yes

The auto-CTS function reduces interrupts to the host system. When flow control is
enabled, a CTS state change does not trigger host interrupts because the device
automatically controls its own transmitter. Without Auto-CTS, the transmitter sends any
data present in the transmit FIFO and a receiver overrun error can result. Figure 33
illustrates the Auto-CTS functional timing.
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\ startl bits0..7 , stop

CTS1 pin

\startl bits0..7 , stop) start | bits0..7 | stop

Fig 33. Auto-CTS Functional Timing

While starting transmission of the initial character, the CTS signal is asserted.
Transmission will stall as soon as the pending transmission has completed. The UART will
continue transmitting a 1 bit as long as CTS is de-asserted (high). As soon as CTS gets
de-asserted, transmission resumes and a start bit is sent followed by the data bits of the

next character.

13.5.9 UART Line Status Register (UOLSR - 0x4000 8014, Read Only)
The UOLSR is a Read Only register that provides status information on the UART TX and

Table 196. UART Line Status Register (UOLSR - address 0x4000 8014, Read Only) bit

RX blocks.
description
Bit Symbol Value
0 RDR
0
1 OE
0
2 PE
0

Description Reset
Value

Receiver Data Ready. UOLSR[0] is set when the UORBR holds 0
an unread character and is cleared when the UART RBR FIFO
is empty.

UORBR is empty.
UORBR contains valid data.

Overrun Error. The overrun error condition is set as soon asit 0
occurs. A UOLSR read clears UOLSR[1]. UOLSR[1] is set when
UART RSR has a new character assembled and the UART

RBR FIFO is full. In this case, the UART RBR FIFO will not be
overwritten and the character in the UART RSR will be lost.

Overrun error status is inactive.
Overrun error status is active.

Parity Error. When the parity bit of a received characterisin 0
the wrong state, a parity error occurs. A UOLSR read clears
UOLSR[2]. Time of parity error detection is dependent on
UOFCRIO].

Note: A parity error is associated with the character at the top
of the UART RBR FIFO.

Parity error status is inactive.
Parity error status is active.
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Table 196. UART Line Status Register (UOLSR - address 0x4000 8014, Read Only) bit
description ...continued

Bit Symbol Value Description Reset
Value
3 FE Framing Error. When the stop bit of a received characterisa 0

logic 0, a framing error occurs. A UOLSR read clears
UOLSR[3]. The time of the framing error detection is
dependent on UOFCRO. Upon detection of a framing error, the
RX will attempt to re-synchronize to the data and assume that
the bad stop bit is actually an early start bit. However, it cannot
be assumed that the next received byte will be correct even if
there is no Framing Error.

Note: A framing error is associated with the character at the
top of the UART RBR FIFO.

0 Framing error status is inactive.
Framing error status is active.

4 Bl Break Interrupt. When RXD1 is held in the spacing state (all 0
zeros) for one full character transmission (start, data, parity,
stop), a break interrupt occurs. Once the break condition has
been detected, the receiver goes idle until RXD1 goes to
marking state (all ones). A UOLSR read clears this status bit.
The time of break detection is dependent on UOFCR][O0].

Note: The break interrupt is associated with the character at
the top of the UART RBR FIFO.

0 Break interrupt status is inactive.
Break interrupt status is active.

5 THRE Transmitter Holding Register Empty. THRE is set immediately 1
upon detection of an empty UART THR and is cleared on a
UOTHR write.

0 UOTHR contains valid data.
UOTHR is empty.

6 TEMT Transmitter Empty. TEMT is set when both UOTHR and 1
UOTSR are empty; TEMT is cleared when either the UOTSR or
the UOTHR contain valid data. This bit is updated as soon as
50 % of the first stop bit has been transmitted or a byte has
been written into the THR.

0 UOTHR and/or the UOTSR contains valid data.
UOTHR and the UOTSR are empty.

7 RXFE Error in RX FIFO. UOLSR[7] is set when a character with a RX 0
error such as framing error, parity error or break interrupt, is
loaded into the UORBR. This bit is cleared when the UOLSR
register is read and there are no subsequent errors in the
UART FIFO.

0 UORBR contains no UART RX errors or UOFCR[0]=0.
UART RBR contains at least one UART RX error.
31 - - Reserved -
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13.5.10 UART Modem Status Register

The UOMSR is a read-only register that provides status information on the modem input
signals. UOMSR]3:0] is cleared on UOMSR read. Note that modem signals have no direct
effect on the UART operation. They facilitate the software implementation of modem
signal operations.

Table 197. UART Modem Status Register (UOMSR - address 0x4000 8018) bit description

Bit Symbol Value Description Reset
Value
0 DCTS Delta CTS. Set upon state change of input CTS. Cleared on a 0
UOMSR read.

0  No change detected on modem input CTS.
State change detected on modem input CTS.

1 DDSR Delta DSR. Set upon state change of input DSR. Cleared on a 0
UOMSR read.

No change detected on modem input DSR.
State change detected on modem input DSR.

2 TERI Trailing Edge RI. Set upon low to high transition of input RI. Cleared 0
on a UOMSR read.

0  No change detected on modem input, RI.
Low-to-high transition detected on RI.

3 DDCD Delta DCD. Set upon state change of input DCD. Cleared on a 0
UOMSR read.

0  No change detected on modem input DCD.
State change detected on modem input DCD.

4 CTS Clear To Send State. Complement of input signal CTS. This bit is 0
connected to UOMCR[1] in modem loopback mode.

5 DSR Data Set Ready State. Complement of input signal DSR. This bitis 0
connected to UOMCRJ[0] in modem loopback mode.

6 RI Ring Indicator State. Complement of input RI. This bit is connected 0
to UOMCRJ[2] in modem loopback mode.

7 DCD Data Carrier Detect State. Complement of input DCD. This bit is 0
connected to UOMCRJ[3] in modem loopback mode.

31 - - Reserved -

8

13.5.11 UART Scratch Pad Register (UOSCR - 0x4000 801C)

The UOSCR has no effect on the UART operation. This register can be written and/or read
at user’s discretion. There is no provision in the interrupt interface that would indicate to
the host that a read or write of the UOSCR has occurred.

Table 198. UART Scratch Pad Register (UOSCR - address 0x4000 801C) bit description

Bit Symbol Description Reset
Value

7:0 Pad A readable, writable byte. 0x00

31 - Reserved -

8
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13.5.12 UART Auto-baud Control Register (UOACR - 0x4000 8020)

The UART Auto-baud Control Register (UOACR) controls the process of measuring the
incoming clock/data rate for the baud rate generation and can be read and written at
user’s discretion.

Table 199. Auto baud Control Register (UOACR - address 0x4000 8020) bit description

Bit Symbol Value  Description Reset
value
0 START Start bit. This bit is automatically cleared after 0

auto-baud completion.
0 Auto-baud stop (auto-baud is not running).

Auto-baud start (auto-baud is running). Auto-baud
run bit. This bit is automatically cleared after
auto-baud completion.

1 MODE Auto-baud mode select 0
0 Mode 0.
Mode 1.
2 AUTORESTART Restart enable 0
0 No restart

Restart in case of time-out (counter restarts at next 0
UART Rx falling edge)

7:3 - Reserved, user software should not write ones to 0
reserved bits. The value read from a reserved bit is
not defined.
8 ABEOINTCLR End of auto-baud interrupt clear (write only 0
accessible)
0 Writing a 0 has no impact.
Writing a 1 will clear the corresponding interrupt in
the UOIIR.
9 ABTOINTCLR Auto-baud time-out interrupt clear (write only 0
accessible)
0 Writing a 0 has no impact.
Writing a 1 will clear the corresponding interrupt in
the UOIIR.
31:10 - Reserved, user software should not write ones to 0
reserved bits. The value read from a reserved bit is
not defined.

13.5.13 Auto-baud

The UART auto-baud function can be used to measure the incoming baud rate based on
the "AT" protocol (Hayes command). If enabled the auto-baud feature will measure the bit
time of the receive data stream and set the divisor latch registers UODLM and UODLL
accordingly.

Auto-baud is started by setting the UOACR Start bit. Auto-baud can be stopped by clearing
the UOACR Start bit. The Start bit will clear once auto-baud has finished and reading the
bit will return the status of auto-baud (pending/finished).
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Two auto-baud measuring modes are available which can be selected by the UOACR
Mode bit. In Mode 0 the baud rate is measured on two subsequent falling edges of the
UART Rx pin (the falling edge of the start bit and the falling edge of the least significant
bit). In Mode 1 the baud rate is measured between the falling edge and the subsequent
rising edge of the UART Rx pin (the length of the start bit).

The UOACR AutoRestart bit can be used to automatically restart baud rate measurement
if a time-out occurs (the rate measurement counter overflows). If this bit is set, the rate
measurement will restart at the next falling edge of the UART RXx pin.

The auto-baud function can generate two interrupts.
* The UOIIR ABTOInt interrupt will get set if the interrupt is enabled (UOIER ABToIntEn
is set and the auto-baud rate measurement counter overflows).
¢ The UOIIR ABEOiInt interrupt will get set if the interrupt is enabled (UOIER ABEQIntEn
is set and the auto-baud has completed successfully).

The auto-baud interrupts have to be cleared by setting the corresponding UOACR
ABTOIntClr and ABEOIntEn bits.

The fractional baud rate generator must be disabled (DIVADDVAL = 0) during auto-baud.
Also, when auto-baud is used, any write to UODLM and UODLL registers should be done
before UOACR register write. The minimum and the maximum baud rates supported by
UART are function of UART_PCLK, number of data bits, stop bits and parity bits.

)

. 2xPCLK PCLK
= £Xr-0 o <
ratemin 16x 215 UARThaudrate = Tg x (2 + databits + paritybits + stopbits)

= ratemax

Auto-baud modes

When the software is expecting an "AT" command, it configures the UART with the
expected character format and sets the UOACR Start bit. The initial values in the divisor
latches UODLM and UODLM don'‘t care. Because of the "A" or "a" ASCII coding

("A" = 0x41, "a" = 0x61), the UART Rx pin sensed start bit and the LSB of the expected
character are delimited by two falling edges. When the UOACR Start bit is set, the
auto-baud protocol will execute the following phases:

1. On UOACR Start bit setting, the baud rate measurement counter is reset and the
UART UORSR is reset. The UORSR baud rate is switched to the highest rate.

2. Afalling edge on UART RXx pin triggers the beginning of the start bit. The rate
measuring counter will start counting UART_PCLK cycles.

3. During the receipt of the start bit, 16 pulses are generated on the RSR baud input with
the frequency of the UART input clock, guaranteeing the start bit is stored in the
UORSR.
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4. During the receipt of the start bit (and the character LSB for Mode = 0), the rate
counter will continue incrementing with the pre-scaled UART input clock
(UART_PCLK).

5. If Mode = 0, the rate counter will stop on next falling edge of the UART Rx pin. If
Mode = 1, the rate counter will stop on the next rising edge of the UART RXx pin.

6. The rate counter is loaded into UODLM/UODLL and the baud rate will be switched to
normal operation. After setting the UODLM/UODLL, the end of auto-baud interrupt
UOIIR ABEOiInt will be set, if enabled. The UORSR will now continue receiving the
remaining bits of the "A/a" character.

'A" (0x41) or 'a' (0x61)

d .
<« »

\startl bit0 \ bitl bit2 bit3  bit4 / bit5 l bit6 \ bit7 lparity/ stop
X P e
Yy
UARTN RX /

start bit LSB of 'A' or 'a N

UOACR start J '

rate counter

16xbaud_rate ||-|-|-|-|-|-|-|-|-|-|-|-|-|| |-|-|-|-|-|-|-|-|-|-|-|-|-|||

16 cycles 16 cycles

a. Mode O (start bit and LSB are used for auto-baud)

'A' (Ox41) or 'a' (0x61)

[
L

<
<

\startl bit0 \ bitl  bit2 bit3 bit4 / bit5 l bit6 \ bit7 lparity/ stop

’t._)’ o U N

UARTNn RX
X start bit LSB of ‘A’ or 'a’ \
U1ACR startJ

rate counter

M UTUUUUUUrmn

16 cycles

b. Mode 1 (only start bit is used for auto-baud)

Fig 34. Auto-baud a) mode 0 and b) mode 1 waveform
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13.5.15 UART Fractional Divider Register (UOFDR - 0x4000 8028)

The UART Fractional Divider Register (UOFDR) controls the clock pre-scaler for the baud
rate generation and can be read and written at the user’s discretion. This pre-scaler takes
the APB clock and generates an output clock according to the specified fractional
requirements.

Important: If the fractional divider is active (DIVADDVAL > 0) and DLM = 0, the value of
the DLL register must be 3 or greater.

Table 200. UART Fractional Divider Register (UOFDR - address 0x4000 8028) bit description

Bit  Function Description Reset
value
3:0 DIVADDVAL Baud rate generation pre-scaler divisor value. If this field is O, 0

fractional baud rate generator will not impact the UART baud rate.

7:4  MULVAL Baud rate pre-scaler multiplier value. This field must be greateror 1
equal 1 for UART to operate properly, regardless of whether the
fractional baud rate generator is used or not.

318 - Reserved, user software should not write ones to reserved bits. 0
The value read from a reserved bit is not defined.

This register controls the clock pre-scaler for the baud rate generation. The reset value of
the register keeps the fractional capabilities of UART disabled making sure that UART is
fully software and hardware compatible with UARTs not equipped with this feature.

The UART baud rate can be calculated as:

3)

PCLK

UART =
baudrate DivAddVa|)

16 x (256 x UODLM + UODLL) x (1 +
MulVal

Where UART_PCLK is the peripheral clock, UODLM and UODLL are the standard UART
baud rate divider registers, and DIVADDVAL and MULVAL are UART fractional baud rate
generator specific parameters.

The value of MULVAL and DIVADDVAL should comply to the following conditions:

1. 1<MULVAL <15
2. 0<DIVADDVAL <14
3. DIVADDVAL< MULVAL

The value of the UOFDR should not be modified while transmitting/receiving data or data
may be lost or corrupted.

If the UOFDR register value does not comply to these two requests, then the fractional
divider output is undefined. If DIVADDVAL is zero then the fractional divider is disabled,
and the clock will not be divided.
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13.5.15.1 Baud rate calculation

UART can operate with or without using the Fractional Divider. In real-life applications it is
likely that the desired baud rate can be achieved using several different Fractional Divider
settings. The following algorithm illustrates one way of finding a set of DLM, DLL,
MULVAL, and DIVADDVAL values. Such set of parameters yields a baud rate with a
relative error of less than 1.1% from the desired one.
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Calculating UART

baudrate (BR)

Y
PCLK,
BR

DL, = PCLK/(16 X BR)

DL is an

True

integer?

Pick another FR es from

t
the range [1.1, 1.9]

A

DL, = Int(PCLK/(16 X BR X FR )

FR,, = PCLK/(16 x BRX DL )

False

11<FR <197

DIVADDVAL = table(FR _, )

A

DIVADDVAL =0
MULVAL =1

MULVAL = table(FR _,)
DLM =DL__ [15:8]
DLL =DL_ [7:0]
<
v
End

Fig 35. Algorithm for setting UART dividers
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Table 201. Fractional Divider setting look-up table

FR DivAddval/ FR DivAddVval/ FR DivAddval/ FR DivAddVal/
MulVal MulVal MulVal MulVal
1.000 01 1250 1/4 1.500 1/2 1.750 3/4
1.067 1/15 1.267  4/15 1533 8/15 1.769 10/13
1.071 1/14 1273 3/11 1538 7/13 1.778 7/9
1.077 1/13 1.286  2/7 1545 6/11 1.786 11/14
1.083 1/12 1.300 3/10 1556 5/9 1.800 4/5
1.091 1/11 1.308  4/13 1571 47 1.818 9/11
1.100 1/10 1.333 1/3 1583 7/12 1.833 5/6
1.111 1/9 1.357 5/14 1.600 3/5 1.846 11/13
1.125 1/8 1.364 4/11 1.615 8/13 1.857 6/7
1.133  2/15 1.375 3/8 1.625 5/8 1.867 13/15
1.143 1/7 1.385 5/13 1636 7/11 1.875 7/8
1.154  2/13 1400 2/5 1.643 9/14 1.889  8/9
1.167 1/6 1.417  5/12 1.667 2/3 1.900 9/10
1182 2/11 1.429  3/7 1.692  9/13 1.909 10/11
1.200 1/5 1.444  4/9 1.700  7/10 1.917 11/12
1.214  3/14 1455 5/11 1.714  5/7 1.923 12/13
1222 2/9 1462 6/13 1.727  8/11 1.929 13/14
1231  3/13 1.467  7/15 1.733 11/15 1.933 14/15

Example 1: UART_PCLK = 14.7456 MHz, BR = 9600

According to the provided algorithm DLegt = PCLK/(16 x BR) = 14.7456 MHz / (16 x 9600)
= 96. Since this DLgg; is an integer number, DIVADDVAL = 0, MULVAL =1, DLM =0, and
DLL = 96.

Example 2: UART_PCLK =12 MHz, BR = 115200

According to the provided algorithm DLggt = PCLK/(16 x BR) = 12 MHz / (16 x 115200) =
6.51. This DLgg; is not an integer number and the next step is to estimate the FR
parameter. Using an initial estimate of FRggt = 1.5 @ new DLggt = 4 is calculated and FRgg;
is recalculated as FRgg = 1.628. Since FRgg = 1.628 is within the specified range of 1.1
and 1.9, DIVADDVAL and MULVAL values can be obtained from the attached look-up
table.

The closest value for FRest = 1.628 in the look-up Table 201 is FR = 1.625. It is
equivalent to DIVADDVAL = 5 and MULVAL = 8.

Based on these findings, the suggested UART setup would be: DLM =0, DLL =4,
DIVADDVAL = 5, and MULVAL = 8. According to Equation 3, the UART’s baud rate is
115384. This rate has a relative error of 0.16% from the originally specified 115200.

UART Transmit Enable Register (UOTER - 0x4000 8030)

In addition to being equipped with full hardware flow control (auto-cts and auto-rts
mechanisms described above), UOTER enables implementation of software flow control.
When TxEn = 1, UART transmitter will keep sending data as long as they are available. As
soon as TxXEn becomes 0, UART transmission will stop.
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Although Table 202 describes how to use TxEn bit in order to achieve hardware flow
control, it is strongly suggested to let UART hardware implemented auto flow control
features take care of this, and limit the scope of TXEn to software flow control.

Table 202 describes how to use TXEN bit in order to achieve software flow control.

Table 202. UART Transmit Enable Register (UOTER - address 0x4000 8030) bit description

Bit Symbol Description Reset Value
6:0 - Reserved, user software should not write ones to reserved bits. NA

The value read from a reserved bit is not defined.
7 TXEN When this bitis 1, as it is after a Reset, data written to the THR 1

is output on the TXD pin as soon as any preceding data has
been sent. If this bit cleared to 0 while a character is being sent,
the transmission of that character is completed, but no further
characters are sent until this bit is set again. In other words, a 0
in this bit blocks the transfer of characters from the THR or TX
FIFO into the transmit shift register. Software can clear this bit
when it detects that the a hardware-handshaking TX-permit
signal (CTS) has gone false, or with software handshaking,
when it receives an XOFF character (DC3). Software can set
this bit again when it detects that the TX-permit signal has gone
true, or when it receives an XON (DC1) character.

31:8 - Reserved -

13.5.17 UART RS485 Control register (UORS485CTRL - 0x4000 804C)

The UORS485CTRL register controls the configuration of the UART in RS-485/EIA-485
mode.

Table 203. UART RS485 Control register (UORS485CTRL - address 0x4000 804C) bit

description
Bit Symbol Value Description Reset
value
0 NMMEN NMM enable. 0
0 RS-485/E1A-485 Normal Multidrop Mode (NMM)
is disabled.
1 RS-485/E1A-485 Normal Multidrop Mode (NMM)

is enabled. In this mode, an address is detected
when a received byte causes the UART to set the
parity error and generate an interrupt.

1 RXDIS Receiver enable. 0
The receiver is enabled.
The receiver is disabled.
2 AADEN AAD enable. 0
0 Auto Address Detect (AAD) is disabled.
Auto Address Detect (AAD) is enabled.
3 SEL Select direction control pin 0

0 If direction control is enabled (bit DCTRL = 1), pin
RTS is used for direction control.

1 If direction control is enabled (bit DCTRL = 1), pin
DTR is used for direction control.
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Table 203. UART RS485 Control register (UORS485CTRL - address 0x4000 804C) bit
description ...continued

Bit Symbol Value Description Reset
value
4 DCTRL Auto direction control enable. 0
0 Disable Auto Direction Control.

Enable Auto Direction Control.

5 OINV Polarity control. This bit reverses the polarity of 0
the direction control signal on the RTS (or DTR)
pin.

0 The direction control pin will be driven to logic O
when the transmitter has data to be sent. It will be
driven to logic 1 after the last bit of data has been
transmitted.

1 The direction control pin will be driven to logic 1
when the transmitter has data to be sent. It will be
driven to logic O after the last bit of data has been
transmitted.

316 - - Reserved, user software should not write ones to NA
reserved bits. The value read from a reserved bit
is not defined.

UART RS485 Address Match register (UORS485ADRMATCH - 0x4000
8050)

The UORS485ADRMATCH register contains the address match value for RS-485/EIA-485
mode.

Table 204. UART RS485 Address Match register (UORS485ADRMATCH - address
0x4000 8050) bit description

Bit Symbol Description Reset value
7:0 ADRMATCH Contains the address match value. 0x00
31:8 - Reserved -

UART1 RS485 Delay value register (UORS485DLY - 0x4000 8054)

The user may program the 8-bit RS485DLY register with a delay between the last stop bit
leaving the TXFIFO and the de-assertion of RTS (or DTR). This delay time is in periods of
the baud clock. Any delay time from 0 to 255 bit times may be programmed.

Table 205. UART RS485 Delay value register (UORS485DLY - address 0x4000 8054) bit

description
Bit Symbol Description Reset value
7:0 DLY Contains the direction control (RTS or DTR) delay value. This 0x00

register works in conjunction with an 8-bit counter.

318 - Reserved, user software should not write ones to reserved bits. NA
The value read from a reserved bit is not defined.

RS-485/EIA-485 modes of operation

The RS-485/EIA-485 feature allows the UART to be configured as an addressable slave.
The addressable slave is one of multiple slaves controlled by a single master.
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The UART master transmitter will identify an address character by setting the parity (9th)
bit to ‘1’. For data characters, the parity bit is set to ‘0’.

Each UART slave receiver can be assigned a unique address. The slave can be
programmed to either manually or automatically reject data following an address which is
not theirs.

RS-485/EIA-485 Normal Multidrop Mode (NMM)

Setting the RS485CTRL bit 0 enables this mode. In this mode, an address is detected
when a received byte causes the UART to set the parity error and generate an interrupt.

If the receiver is disabled (RS485CTRL bit 1 = ‘1"), any received data bytes will be ignored
and will not be stored in the RXFIFO. When an address byte is detected (parity bit = ‘1) it
will be placed into the RXFIFO and an Rx Data Ready Interrupt will be generated. The
processor can then read the address byte and decide whether or not to enable the
receiver to accept the following data.

While the receiver is enabled (RS485CTRL bit 1 ='0’), all received bytes will be accepted
and stored in the RXFIFO regardless of whether they are data or address. When an
address character is received a parity error interrupt will be generated and the processor
can decide whether or not to disable the receiver.

RS-485/EIA-485 Auto Address Detection (AAD) mode

When both RS485CTRL register bits 0 (9-bit mode enable) and 2 (AAD mode enable) are
set, the UART is in auto address detect mode.

In this mode, the receiver will compare any address byte received (parity = ‘1’) to the 8-bit
value programmed into the RS485ADRMATCH register.

If the receiver is disabled (RS485CTRL bit 1 = ‘1"), any received byte will be discarded if it
is either a data byte OR an address byte which fails to match the RS485ADRMATCH
value.

When a matching address character is detected it will be pushed onto the RXFIFO along
with the parity bit, and the receiver will be automatically enabled (RS485CTRL bit 1 will be
cleared by hardware). The receiver will also generate an Rx Data Ready Interrupt.

While the receiver is enabled (RS485CTRL bit 1 = ‘0"), all bytes received will be accepted
and stored in the RXFIFO until an address byte which does not match the
RS485ADRMATCH value is received. When this occurs, the receiver will be automatically
disabled in hardware (RS485CTRL bit 1 will be set), The received non-matching address
character will not be stored in the RXFIFO.

RS-485/EIA-485 Auto Direction Control

RS485/EIA-485 mode includes the option of allowing the transmitter to automatically
control the state of the DIR pin as a direction control output signal.

Setting RS485CTRL bit 4 = ‘1’ enables this feature.

Direction control, if enabled, will use the RTS pin when RS485CTRL bit 3 =‘0". It will use
the DTR pin when RS485CTRL bit 3 =‘1".
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When Auto Direction Control is enabled, the selected pin will be asserted (driven LOW)
when the CPU writes data into the TXFIFO. The pin will be de-asserted (driven HIGH)
once the last bit of data has been transmitted. See bits 4 and 5 in the RS485CTRL
register.

The RS485CTRL bit 4 takes precedence over all other mechanisms controlling the
direction control pin with the exception of loopback mode.

RS485/EIA-485 driver delay time

The driver delay time is the delay between the last stop bit leaving the TXFIFO and the
de-assertion of RTS. This delay time can be programmed in the 8-bit RS485DLY register.
The delay time is in periods of the baud clock. Any delay time from 0 to 255 bit times may
be used.

RS485/EIA-485 output inversion

The polarity of the direction control signal on the RTS (or DTR) pins can be reversed by
programming bit 5 in the UORS485CTRL register. When this bit is set, the direction control
pin will be driven to logic 1 when the transmitter has data waiting to be sent. The direction
control pin will be driven to logic 0 after the last bit of data has been transmitted.

13.6 Architecture

UM10398

The architecture of the UART is shown below in the block diagram.

The APB interface provides a communications link between the CPU or host and the
UART.

The UART receiver block, UORX, monitors the serial input line, RXD, for valid input. The
UART RX Shift Register (UORSR) accepts valid characters via RXD. After a valid
character is assembled in the UORSR, it is passed to the UART RX Buffer Register FIFO
to await access by the CPU or host via the generic host interface.

The UART transmitter block, UOTX, accepts data written by the CPU or host and buffers
the data in the UART TX Holding Register FIFO (UOTHR). The UART TX Shift Register
(UOTSR) reads the data stored in the UOTHR and assembles the data to transmit via the
serial output pin, TXD1.

The UART Baud Rate Generator block, UOBRG, generates the timing enables used by the
UART TX block. The UOBRG clock input source is UART_PCLK. The main clock is
divided down per the divisor specified in the UODLL and UODLM registers. This divided
down clock is a 16x oversample clock, NBAUDOUT.

The interrupt interface contains registers UOIER and UOIIR. The interrupt interface
receives several one clock wide enables from the UOTX and UORX blocks.

Status information from the UOTX and UORX is stored in the UOLSR. Control information
for the UOTX and UORX is stored in the UOLCR.
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Fig 36.
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14.1 How to read this chapter

The SPI blocks are identical for all LPC111x, LPC11D14, and LPC11Cxx parts. The
second SPI block, SPI1, is available on LQFP48 packages.

For parts in the LPC1100 and LPC1100L series, SPI1 is not available on HVQFN33
packages.

For parts in the LPC1100XL series, SPI1 is supported on all packages.

Remark: Both SPI blocks include the full SSP feature set, and all register names use the
SSP prefix.

14.2 Basic configuration

14.3 Features

The SPI0/1 are configured using the following registers:

1. Pins: The SPI pins must be configured in the IOCONFIG register block. In addition,
use the IOCON_LOC register (see Section 7.4) to select a location for the SCKO
function.

2. Power: In the SYSAHBCLKCTRL register, set bit 11 and bit 18 (Table 21).

3. Peripheral clock: Enable the SP10/1 peripheral clock by writing to the SSP0/1CLKDIV
registers (Section 3.5.15 and Section 3.5.17).

4. Reset: Before accessing the SPI blocks, ensure that the SSP_RST_N bits (bit 0 and
bit 2) in the PRESETCTRL register (Table 9) is set to 1. This de-asserts the reset
signal to the SPI blocks.

Compatible with Motorola SPI, 4-wire Tl SSI, and National Semiconductor Microwire
buses.

* Synchronous Serial Communication.
* Supports master or slave operation.

Eight-frame FIFOs for both transmit and receive.
4-bit to 16-bit frame.

14.4 General description

UM10398

The SPI/SSP is a Synchronous Serial Port (SSP) controller capable of operation on a SPI,
4-wire SSI, or Microwire bus. It can interact with multiple masters and slaves on the bus.

Only a single master and a single slave can communicate on the bus during a given data
transfer. Data transfers are in principle full duplex, with frames of 4 bits to 16 bits of data

flowing from the master to the slave and from the slave to the master. In practice it is often
the case that only one of these data flows carries meaningful data.
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The LPC111x/LPC11Cxx has two SPI/Synchronous Serial Port controllers.

14.5 Pin description

Table 206. SPI pin descriptions

Interface pin
Type name/function Pin description
SPI SSI Microwire

SCKO/1 /0 SCK CLK SK Serial Clock. SCK/CLK/SK is a clock signal used
to synchronize the transfer of data. It is driven by
the master and received by the slave. When
SPI/SSP interface is used, the clock is
programmable to be active-high or active-low,
otherwise it is always active-high. SCK only
switches during a data transfer. Any other time, the
SPI/SSP interface either holds it in its inactive state
or does not drive it (leaves it in high-impedance
state).

SSELO/1 I/O  SSEL FS CS Frame Sync/Slave Select. When the SPI/SSP
interface is a bus master, it drives this signal to an
active state before the start of serial data and then
releases it to an inactive state after the data has
been sent.The active state of this signal can be
high or low depending upon the selected bus and
mode. When the SPI/SSP interface is a bus slave,
this signal qualifies the presence of data from the
Master according to the protocol in use.

Pin
name

When there is just one bus master and one bus
slave, the Frame Sync or Slave Select signal from
the Master can be connected directly to the slave’s
corresponding input. When there is more than one
slave on the bus, further qualification of their Frame
Select/Slave Select inputs will typically be
necessary to prevent more than one slave from
responding to a transfer.

MISO0/1 1/O  MISO DR(M) SI(M) Master In Slave Out. The MISO signal transfers
DX(S) SO(S) serial data from the slave to the master. When the
SPI/SSP is a slave, serial data is output on this
signal. When the SPI/SSP is a master, it clocks in
serial data from this signal. When the SPI/SSP is a
slave and is not selected by FS/SSEL, it does not
drive this signal (leaves it in high-impedance state).

MOSIO/1 1/O0 MOSI DX(M) SO(M) Master Out Slave In. The MOSI signal transfers
DR(S) SI(S) serial data from the master to the slave. When the
SPI/SSP is a master, it outputs serial data on this
signal. When the SPI/SSP is a slave, it clocks in
serial data from this signal.

Remark: The SCKO function is multiplexed to three different pin locations (two locations
on the HVQFN package). Use the IOCON_LOC register (see Section 7.4) to select a
physical location for the SCKO function in addition to selecting the function in the IOCON
registers. The SCK1 pin is not multiplexed.
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14.6 Register description

The register addresses of the SPI controllers are shown in Table 207 and Table 208.

The reset value reflects the data stored in used bits only. It does not include the content of

reserved bits.

Remark: Register names use the SSP prefix to indicate that the SPI controllers have full

SSP capabilities.

Table 207. Register overview: SPI0 (base address 0x4004 0000)

Name Access Address Description Reset
offset value
SSPOCRO R/W 0x000 Control Register 0. Selects the serial clock rate, bus type, and data size. 0
SSPOCR1 R/W 0x004 Control Register 1. Selects master/slave and other modes. 0
SSPODR R/W 0x008 Data Register. Writes fill the transmit FIFO, and reads empty the receive 0
FIFO.
SSPOSR RO 0x00C Status Register 0x0000
0003
SSPOCPSR R/W 0x010 Clock Prescale Register 0
SSPOIMSC R/W 0x014 Interrupt Mask Set and Clear Register 0
SSPORIS RO 0x018 Raw Interrupt Status Register 0x0000
0008
SSPOMIS RO 0x01C Masked Interrupt Status Register 0
SSPOICR WO 0x020 SSPICR Interrupt Clear Register NA
Table 208. Register overview: SPI1 (base address 0x4005 8000)
Name Access Address Description Reset
offset value
SSP1CRO R/W 0x000 Control Register 0. Selects the serial clock rate, bus type, and data size. 0
SSP1CR1 R/W 0x004 Control Register 1. Selects master/slave and other modes. 0
SSP1DR R/W 0x008 Data Register. Writes fill the transmit FIFO, and reads empty the receive 0
FIFO.
SSP1SR RO 0x00C Status Register 0x0000
0003
SSP1CPSR R/W 0x010 Clock Prescale Register 0
SSP1IMSC R/W 0x014 Interrupt Mask Set and Clear Register 0
SSP1RIS RO 0x018 Raw Interrupt Status Register 0x0000
0008
SSP1MIS RO 0x01C Masked Interrupt Status Register 0
SSP1ICR WO 0x020 SSPICR Interrupt Clear Register NA

14.6.1 SPI/SSP Control Register 0

This register controls the basic operation of the SPI/SSP controller.
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Table 209: SPI/SSP Control Register 0 (SSPOCRO - address 0x4004 0000, SSP1CRO - address
0x4005 8000) bit description

Bit Symbol
3.0 DSS
5:4 FRF

6 CPOL
7 CPHA
15:8 SCR
31:16 -

Value

0x3
Ox4
0x5
0x6
Ox7
0x8
0x9
OxA
0xB
0xC
0xD
OxE
OxF

0x0
0x1
0x2
0x3

Reset
Value

0000

Description

Data Size Select. This field controls the number of bits
transferred in each frame. Values 0000-0010 are not
supported and should not be used.

4-bit transfer

5-bit transfer

6-bit transfer

7-bit transfer

8-bit transfer

9-bit transfer

10-bit transfer

11-bit transfer

12-bit transfer

13-bit transfer

14-bit transfer

15-bit transfer

16-bit transfer

Frame Format. 00
SPI

TI

Microwire

This combination is not supported and should not be used.
Clock Out Polarity. This bit is only used in SPI mode. 0
SPI controller maintains the bus clock low between frames.

SPI controller maintains the bus clock high between frames.
Clock Out Phase. This bit is only used in SPI mode. 0

SPI controller captures serial data on the first clock transition
of the frame, that is, the transition away from the inter-frame
state of the clock line.

SPI controller captures serial data on the second clock
transition of the frame, that is, the transition back to the
inter-frame state of the clock line.

Serial Clock Rate. The number of prescaler output clocks per 0x00
bit on the bus, minus one. Given that CPSDVSR is the
prescale divider, and the APB clock PCLK clocks the

prescaler, the bit frequency is PCLK / (CPSDVSR x [SCR+1]).
Reserved -

SPI/SSPO Control Register 1

This register controls certain aspects of the operation of the SPI/SSP controller.
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Table 210: SPI/SSP Control Register 1 (SSPOCRL1 - address 0x4004 0004, SSP1CR1 - address

0x4005 8004) bit description

Bit

314

Symbol Value Description
LBM Loop Back Mode.
0 During normal operation.

Serial input is taken from the serial output (MOSI or MISO)
rather than the serial input pin (MISO or MOSI
respectively).

SSE SPI Enable.
0 The SPI controller is disabled.

The SPI controller will interact with other devices on the
serial bus. Software should write the appropriate control
information to the other SPI/SSP registers and interrupt
controller registers, before setting this bit.

MS Master/Slave Mode.This bit can only be written when the
SSE bit is 0.

0 The SPI controller acts as a master on the bus, driving the

SCLK, MOSI, and SSEL lines and receiving the MISO line.

1 The SPI controller acts as a slave on the bus, driving MISO
line and receiving SCLK, MOSI, and SSEL lines.

SOD Slave Output Disable. This bit is relevant only in slave
mode (MS = 1). If it is 1, this blocks this SPI controller from
driving the transmit data line (MISO).

- Reserved, user software should not write ones to reserved
bits. The value read from a reserved bit is not defined.

Reset
Value

0

NA

SPI/SSP Data Register

Software can write data to be transmitted to this register and read data that has been
received.

Table 211: SPI/SSP Data Register (SSPODR - address 0x4004 0008, SSP1DR - address

Bit
15:0

31:16

0x4005 8008) bit description

Symbol Description Reset Value

DATA Write: software can write data to be sent in a future frame to this 0x0000

register whenever the TNF bit in the Status register is 1,
indicating that the Tx FIFO is not full. If the Tx FIFO was
previously empty and the SPI controller is not busy on the bus,
transmission of the data will begin immediately. Otherwise the
data written to this register will be sent as soon as all previous
data has been sent (and received). If the data length is less than
16 bit, software must right-justify the data written to this register.

Read: software can read data from this register whenever the
RNE bit in the Status register is 1, indicating that the Rx FIFO is
not empty. When software reads this register, the SPI controller
returns data from the least recent frame in the Rx FIFO. If the
data length is less than 16 bit, the data is right-justified in this
field with higher order bits filled with Os.

- Reserved. -
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SPI/SSP Status Register

This read-only register reflects the current status of the SPI controller.

Table 212: SPI/SSP Status Register (SSPOSR - address 0x4004 000C, SSP1SR - address
0x4005 800C) bit description

Bit Symbol  Description Reset Value
0 TFE Transmit FIFO Empty. This bit is 1 is the Transmit FIFO is 1
empty, O if not.
TNF Transmit FIFO Not Full. This bit is O if the Tx FIFO is full, 1 if not. 1
RNE Receive FIFO Not Empty. This bit is 0 if the Receive FIFO is 0
empty, 1 if not.
3 RFF Receive FIFO Full. This bitis 1 if the Receive FIFO is full, 0if 0
not.
4 BSY Busy. This bit is 0 if the SPI controller is idle, 1 if it is currently O

sending/receiving a frame and/or the Tx FIFO is not empty.

315 - Reserved, user software should not write ones to reserved bits. NA
The value read from a reserved bit is not defined.

SPI/SSP Clock Prescale Register

This register controls the factor by which the Prescaler divides the SPI peripheral clock
SPI_PCLK to yield the prescaler clock that is, in turn, divided by the SCR factor in the
SSPCRO registers, to determine the bit clock.

Table 213: SPI/SSP Clock Prescale Register (SSPOCPSR - address 0x4004 0010, SSP1CPSR -
address 0x4005 8010) bit description

Bit Symbol Description Reset Value

7.0 CPSDVSR This even value between 2 and 254, by which SPI_PCLK is 0
divided to yield the prescaler output clock. Bit 0 always reads
as 0.

31:.8 - Reserved. -

Important: the SSPnCPSR value must be properly initialized, or the SPI controller will not
be able to transmit data correctly.

In Slave mode, the SPI clock rate provided by the master must not exceed 1/12 of the SPI
peripheral clock selected in Section 3.5.15. The content of the SSPNCPSR register is not
relevant.

In master mode, CPSDVSRy,i, = 2 or larger (even numbers only).

SPI/SSP Interrupt Mask Set/Clear Register

This register controls whether each of the four possible interrupt conditions in the SPI
controller are enabled. Note that ARM uses the word “masked” in the opposite sense from
classic computer terminology, in which “masked” meant “disabled”. ARM uses the word
“masked” to mean “enabled”. To avoid confusion we will not use the word “masked”.
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Table 214: SPI/SSP Interrupt Mask Set/Clear register (SSPOIMSC - address 0x4004 0014,
SSP1IMSC - address 0x4005 8014) bit description

Bit Symbol Description Reset
Value
0 RORIM Software should set this bit to enable interrupt when a Receive 0

Overrun occurs, that is, when the Rx FIFO is full and another frame is
completely received. The ARM spec implies that the preceding frame
data is overwritten by the new frame data when this occurs.

1 RTIM Software should set this bit to enable interrupt when a Receive 0
Time-out condition occurs. A Receive Time-out occurs when the Rx
FIFO is not empty, and no has not been read for a time-out period.
The time-out period is the same for master and slave modes and is
determined by the SSP bit rate: 32 bits at PCLK / (CPSDVSR x

[SCR+1)).

2 RXIM Software should set this bit to enable interrupt when the Rx FIFO isat 0
least half full.

3 TXIM Software should set this bit to enable interrupt when the Tx FIFO isat 0

least half empty.

314 - Reserved, user software should not write ones to reserved bits. The NA
value read from a reserved bit is not defined.

14.6.7 SPI/SSP Raw Interrupt Status Register

This read-only register contains a 1 for each interrupt condition that is asserted,
regardless of whether or not the interrupt is enabled in the SSPIMSC registers.

Table 215: SPI/SSP Raw Interrupt Status register (SSPORIS - address 0x4004 0018, SSP1RIS
- address 0x4005 8018) bit description

Bit Symbol Description Reset Value

0 RORRIS  This bitis 1 if another frame was completely received while the 0
RxFIFO was full. The ARM spec implies that the preceding
frame data is overwritten by the new frame data when this
occurs.

1 RTRIS This bitis 1 if the Rx FIFO is not empty, and has not beenread 0
for a time-out period. The time-out period is the same for
master and slave modes and is determined by the SSP bit
rate: 32 bits at PCLK / (CPSDVSR x [SCR+1]).

2 RXRIS This bitis 1 if the Rx FIFO is at least half full.
3 TXRIS This bit is 1 if the Tx FIFO is at least half empty.
314 - Reserved, user software should not write ones to reserved NA

bits. The value read from a reserved bit is not defined.

14.6.8 SPI/SSP Masked Interrupt Status Register

This read-only register contains a 1 for each interrupt condition that is asserted and
enabled in the SSPIMSC registers. When an SPI interrupt occurs, the interrupt service
routine should read this register to determine the cause(s) of the interrupt.
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Table 216: SPI/SSP Masked Interrupt Status register (SSPOMIS - address 0x4004 001C,
SSP1MIS - address 0x4005 801C) bit description

Bit Symbol Description Reset Value
0 RORMIS  This bitis 1 if another frame was completely received while the 0

RxFIFO was full, and this interrupt is enabled.
1 RTMIS This bit is 1 if the Rx FIFO is not empty, has not been read for 0

a time-out period, and this interrupt is enabled. The time-out
period is the same for master and slave modes and is
determined by the SSP bit rate: 32 bits at PCLK / (CPSDVSR

x [SCR+1]).

2 RXMIS This bit is 1 if the Rx FIFO is at least half full, and this interrupt 0
is enabled.

3 TXMIS This bit is 1 if the Tx FIFO is at least half empty, and this 0

interrupt is enabled.

314 - Reserved, user software should not write ones to reserved NA
bits. The value read from a reserved bit is not defined.

SPI/SSP Interrupt Clear Register

Software can write one or more one(s) to this write-only register, to clear the
corresponding interrupt condition(s) in the SPI controller. Note that the other two interrupt
conditions can be cleared by writing or reading the appropriate FIFO or disabled by
clearing the corresponding bit in SSPIMSC registers.

Table 217: SPI/SSP interrupt Clear Register (SSPOICR - address 0x4004 0020, SSP1ICR -
address 0x4005 8020) bit description

Bit Symbol Description Reset Value
0 RORIC Writing a 1 to this bit clears the “frame was received when NA

RxFIFO was full” interrupt.
1 RTIC Writing a 1 to this bit clears the Rx FIFO was not empty and NA

has not been read for a timeout period interrupt. The timeout
period is the same for master and slave modes and is
determined by the SSP bit rate: 32 bits at PCLK / (CPSDVSR
x [SCR+1]).

312 - Reserved, user software should not write ones to reserved NA
bits. The value read from a reserved bit is not defined.

14.7 Functional description

UM10398

14.7.1

Texas Instruments synchronous serial frame format

Figure 37 shows the 4-wire Texas Instruments synchronous serial frame format supported
by the SPI module.

All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.

User manual

Rev. 12.4 — 22 December 2016 232 of 548



NXP Semiconductors UM10398

UM10398

a. Single frame transfer

(O [V W (VA W (VS WY W W A

Chapter 14: LPC111x/LPC11Cxx SPIO/1 with SSP

L W Y

c

CLK /
FS A )
—tf——
DX/DR MSB LSB
]

€——— 41016 hits ——P

ClK __|
Fs | Im / 1+
H H
DX/DR MSB X Lse MSB LsB }——o
LL LL
LA L
€——— 41016 bits >l 410 16 bits —————

b. Continuous/back-to-back frames transfer

Fig 37. Texas Instruments Synchronous Serial Frame Format: a) Single and b) Continuous/back-to-back Two
Frames Transfer

14.7.2

14.7.2.1

For device configured as a master in this mode, CLK and FS are forced LOW, and the
transmit data line DX is in 3-state mode whenever the SSP is idle. Once the bottom entry
of the transmit FIFO contains data, FS is pulsed HIGH for one CLK period. The value to
be transmitted is also transferred from the transmit FIFO to the serial shift register of the
transmit logic. On the next rising edge of CLK, the MSB of the 4-bit to 16-bit data frame is
shifted out on the DX pin. Likewise, the MSB of the received data is shifted onto the DR
pin by the off-chip serial slave device.

Both the SSP and the off-chip serial slave device then clock each data bit into their serial
shifter on the falling edge of each CLK. The received data is transferred from the serial
shifter to the receive FIFO on the first rising edge of CLK after the LSB has been latched.

SPI frame format

The SPI interface is a four-wire interface where the SSEL signal behaves as a slave
select. The main feature of the SPI format is that the inactive state and phase of the SCK
signal are programmable through the CPOL and CPHA bits within the SSPCRO control
register.

Clock Polarity (CPOL) and Phase (CPHA) control

When the CPOL clock polarity control bit is LOW, it produces a steady state low value on
the SCK pin. If the CPOL clock polarity control bit is HIGH, a steady state high value is
placed on the CLK pin when data is not being transferred.
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The CPHA control bit selects the clock edge that captures data and allows it to change
state. It has the most impact on the first bit transmitted by either allowing or not allowing a
clock transition before the first data capture edge. When the CPHA phase control bit is
LOW, data is captured on the first clock edge transition. If the CPHA clock phase control
bit is HIGH, data is captured on the second clock edge transition.

14.7.2.2 SPI format with CPOL=0,CPHA=0

Single and continuous transmission signal sequences for SPI format with CPOL = 0,
CPHA = 0 are shown in Figure 38.

AW
=

X LSB )\
LSB a

<— 410 16 bits ——»

R
A
ainie

a. Single transfer with CPOL=0 and CPHA=0

2 i / \ . [
MOSIl—— wmse X X::::X LsB )\ A MTB X X::: LSB

Mo wse Y Xj: LSB [ wss X Xj: tse \ Q)

<4—— 41016 bits —» <4—— 41016 bits ——»

b. Continuous transfer with CPOL=0 and CPHA=0
Fig 38. SPI frame format with CPOL=0 and CPHA=0 (a) Single and b) Continuous Transfer)

In this configuration, during idle periods:

* The CLK signal is forced LOW.
* SSEL is forced HIGH.
¢ The transmit MOSI/MISO pad is in high impedance.
If the SPI/SSP is enabled and there is valid data within the transmit FIFO, the start of

transmission is signified by the SSEL master signal being driven LOW. This causes slave
data to be enabled onto the MISO input line of the master. Master’s MOSI is enabled.

One half SCK period later, valid master data is transferred to the MOSI pin. Now that both
the master and slave data have been set, the SCK master clock pin goes HIGH after one
further half SCK period.

The data is captured on the rising and propagated on the falling edges of the SCK signal.
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In the case of a single word transmission, after all bits of the data word have been
transferred, the SSEL line is returned to its idle HIGH state one SCK period after the last
bit has been captured.

However, in the case of continuous back-to-back transmissions, the SSEL signal must be
pulsed HIGH between each data word transfer. This is because the slave select pin
freezes the data in its serial peripheral register and does not allow it to be altered if the
CPHA bit is logic zero. Therefore the master device must raise the SSEL pin of the slave
device between each data transfer to enable the serial peripheral data write. On
completion of the continuous transfer, the SSEL pin is returned to its idle state one SCK
period after the last bit has been captured.

SPI format with CPOL=0,CPHA=1

The transfer signal sequence for SPI format with CPOL = 0, CPHA =1 is shown in
Figure 39, which covers both single and continuous transfers.

o
-

MOSI X LS8 X

mso —{) e ) o )

<4—— 41016 bits— >

WA U
=

MSB

Y

Fig 39. SPI frame format with CPOL=0 and CPHA=1

In this configuration, during idle periods:

* The CLK signal is forced LOW.
* SSEL is forced HIGH.
¢ The transmit MOSI/MISO pad is in high impedance.

If the SPI/SSP is enabled and there is valid data within the transmit FIFO, the start of
transmission is signified by the SSEL master signal being driven LOW. Master’'s MOSI pin
is enabled. After a further one half SCK period, both master and slave valid data is
enabled onto their respective transmission lines. At the same time, the SCK is enabled
with a rising edge transition.

Data is then captured on the falling edges and propagated on the rising edges of the SCK
signal.

In the case of a single word transfer, after all bits have been transferred, the SSEL line is
returned to its idle HIGH state one SCK period after the last bit has been captured.

For continuous back-to-back transfers, the SSEL pin is held LOW between successive
data words and termination is the same as that of the single word transfer.

SPI format with CPOL =1,CPHA =0

Single and continuous transmission signal sequences for SPI format with CPOL=1,
CPHA=0 are shown in Figure 40.
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a. Single transfer with CPOL=1 and CPHA=0

SCK

SSEL —\

AW WA A WA W

r

MOsI

I
LU

— (e O (o )

LSB

MISO _(

MSB

G
X X_ ) se A owmse X X::: LSB n

<€“—— 410 16 bits —» <€—— 410 16 bits —»

b. Continuous transfer with CPOL=1 and CPHA=0
Fig 40. SPI frame format with CPOL =1 and CPHA =0 (a) Single and b) Continuous Transfer)

UM10398

In this configuration, during idle periods:

* The CLK signal is forced HIGH.
* SSEL is forced HIGH.
¢ The transmit MOSI/MISO pad is in high impedance.

If the SPI/SSP is enabled and there is valid data within the transmit FIFO, the start of
transmission is signified by the SSEL master signal being driven LOW, which causes
slave data to be immediately transferred onto the MISO line of the master. Master’s MOSI
pin is enabled.

One half period later, valid master data is transferred to the MOSI line. Now that both the
master and slave data have been set, the SCK master clock pin becomes LOW after one
further half SCK period. This means that data is captured on the falling edges and be
propagated on the rising edges of the SCK signal.

In the case of a single word transmission, after all bits of the data word are transferred, the
SSEL line is returned to its idle HIGH state one SCK period after the last bit has been
captured.

However, in the case of continuous back-to-back transmissions, the SSEL signal must be
pulsed HIGH between each data word transfer. This is because the slave select pin
freezes the data in its serial peripheral register and does not allow it to be altered if the
CPHA bit is logic zero. Therefore the master device must raise the SSEL pin of the slave
device between each data transfer to enable the serial peripheral data write. On
completion of the continuous transfer, the SSEL pin is returned to its idle state one SCK
period after the last bit has been captured.
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SPI format with CPOL =1,CPHA =1

The transfer signal sequence for SPI format with CPOL = 1, CPHA = 1 is shown in
Figure 41, which covers both single and continuous transfers.

SCK

SSEL

L A AW
\ [

>+
S

oS )( MSB X LSB

MISO a LSB a

<4—— 41016 bits— >

Fir

Fig 41. SPI Frame Format with CPOL =1 and CPHA =1

In this configuration, during idle periods:

* The CLK signal is forced HIGH.
* SSEL is forced HIGH.
¢ The transmit MOSI/MISO pad is in high impedance.

If the SPI/SSP is enabled and there is valid data within the transmit FIFO, the start of
transmission is signified by the SSEL master signal being driven LOW. Master’s MOSI is
enabled. After a further one half SCK period, both master and slave data are enabled onto
their respective transmission lines. At the same time, the SCK is enabled with a falling
edge transition. Data is then captured on the rising edges and propagated on the falling
edges of the SCK signal.

After all bits have been transferred, in the case of a single word transmission, the SSEL
line is returned to its idle HIGH state one SCK period after the last bit has been captured.
For continuous back-to-back transmissions, the SSEL pins remains in its active LOW
state, until the final bit of the last word has been captured, and then returns to its idle state
as described above. In general, for continuous back-to-back transfers the SSEL pin is
held LOW between successive data words and termination is the same as that of the
single word transfer.

Semiconductor Microwire frame format

Figure 42 shows the Microwire frame format for a single frame. Figure 43 shows the same
format when back-to-back frames are transmitted.
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Fig 42. Microwire frame format (single transfer)
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Fig 43. Microwire frame format (continuous transfers)

Microwire format is very similar to SPI format, except that transmission is half-duplex
instead of full-duplex, using a master-slave message passing technique. Each serial
transmission begins with an 8-bit control word that is transmitted from the SPI/SSP to the
off-chip slave device. During this transmission, no incoming data is received by the
SPI/SSP. After the message has been sent, the off-chip slave decodes it and, after waiting
one serial clock after the last bit of the 8-bit control message has been sent, responds with
the required data. The returned data is 4 to 16 bit in length, making the total frame length
anywhere from 13 to 25 bits.

In this configuration, during idle periods:

* The SK signal is forced LOW.
* CSis forced HIGH.
¢ The transmit data line SO is arbitrarily forced LOW.

A transmission is triggered by writing a control byte to the transmit FIFO.The falling edge
of CS causes the value contained in the bottom entry of the transmit FIFO to be
transferred to the serial shift register of the transmit logic, and the MSB of the 8-bit control
frame to be shifted out onto the SO pin. CS remains LOW for the duration of the frame
transmission. The Sl pin remains tristated during this transmission.

The off-chip serial slave device latches each control bit into its serial shifter on the rising
edge of each SK. After the last bit is latched by the slave device, the control byte is
decoded during a one clock wait-state, and the slave responds by transmitting data back
to the SPI/SSP. Each bit is driven onto Sl line on the falling edge of SK. The SPI/SSP in

UM10398 All information provided in this document is subject to legal disclaimers. © NXP B.V. 2016. All rights reserved.

User manual Rev. 12.4 — 22 December 2016 238 of 548




NXP Semiconductors UM10398

UM10398

14.7.3.1

Chapter 14: LPC111x/LPC11Cxx SPIO/1 with SSP

turn latches each bit on the rising edge of SK. At the end of the frame, for single transfers,
the CS signal is pulled HIGH one clock period after the last bit has been latched in the
receive serial shifter, that causes the data to be transferred to the receive FIFO.

Note: The off-chip slave device can tristate the receive line either on the falling edge of
SK after the LSB has been latched by the receive shiftier, or when the CS pin goes HIGH.

For continuous transfers, data transmission begins and ends in the same manner as a
single transfer. However, the CS line is continuously asserted (held LOW) and
transmission of data occurs back to back. The control byte of the next frame follows
directly after the LSB of the received data from the current frame. Each of the received
values is transferred from the receive shifter on the falling edge SK, after the LSB of the
frame has been latched into the SPI/SSP.

Setup and hold time requirements on CS with respect to SK in Microwire
mode

In the Microwire mode, the SPI/SSP slave samples the first bit of receive data on the
rising edge of SK after CS has gone LOW. Masters that drive a free-running SK must
ensure that the CS signal has sufficient setup and hold margins with respect to the rising
edge of SK.

Figure 44 illustrates these setup and hold time requirements. With respect to the SK rising
edge on which the first bit of receive data is to be sampled by the SPI/SSP slave, CS must
have a setup of at least two times the period of SK on which the SPI/SSP operates. With
respect to the SK rising edge previous to this edge, CS must have a hold of at least one
SK period.

s« [ )\

Cs

Sl

"

Fig 44. Microwire frame format setup and hold details
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15.1 How to read this chapter

The 12C-bus block is identical for all LPC111x, LPC11D14, and LPC11Cxx parts.

The 12C-bus is interface is not available on part LPC1112FDH20/102.

15.2 Basic configuration

The 12C-bus interface is configured using the following registers:
1. Pins: The 12C pin functions and the I12C mode are configured in the IOCONFIG
register block (Section 7.4, Table 68 and Table 69).
2. Power and peripheral clock: In the SYSAHBCLKCTRL register, set bit 5 (Table 21).

3. Reset: Before accessing the 12C block, ensure that the 12C_RST_N bit (bit 1) in the
PRESETCTRL register (Table 9) is set to 1. This de-asserts the reset signal to the 12C
block.

15.3 Features

¢ Standard 12C-compliant bus interfaces may be configured as Master, Slave, or
Master/Slave.

¢ Arbitration is handled between simultaneously transmitting masters without corruption
of serial data on the bus.

e Programmable clock allows adjustment of 12C transfer rates.
¢ Data transfer is bidirectional between masters and slaves.

¢ Serial clock synchronization allows devices with different bit rates to communicate via
one serial bus.

¢ Serial clock synchronization is used as a handshake mechanism to suspend and
resume serial transfer.

* Supports Fast-mode Plus.

¢ Optional recognition of up to four distinct slave addresses.

¢ Monitor mode allows observing all 12C-bus traffic, regardless of slave address.
* 12C-bus can be used for test and diagnostic purposes.

* The I2C-bus contains a standard 12C-compliant bus int